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This invention relates to an applicator whereby 
hair oil, hair tonic, or other preparations may 
be applied to the scalp, said applicator being so 
formed as to comprise at the same time a scalp 
massaging device. The invention further relates 
to a container speci?cally designed to receive 
the combined applicator and scalp massaging’ 
device. _ 

Most usually, hair oil, hair tonic, or other 
liquid preparations for the scalp are sold in a 10 
container from which the contents are dispensed ‘ 
directly, said contents being‘ dispensed either by 
shaking the container over the head so as to 
force the liquid through a restricted ori?ce in 
the neck of the container, or by shaking or pour 
ing some of the contents onto the palm of the , 
user’s hand. 
In the use of a conventional container such 

as has been described above, the hands tend to 
become oily even where the contents of the con 
tainer are not poured onto the hands. 
due to the fact that the hands are used to rub 
the scalp after application of the hair prepara 
tion thereto, to disperse said preparation uni 
formly throughout the scalp area. 
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Further, in the use of conventional containers, ' 
some of the contents tends to drip downwardly 

As a result, 
over a period of time the container becomes 
greasy, and in many instances may even become 
unsanitary so far as its outer surface is con 
cerned. , 

. The main object of the present invention is 
to provide a container for ahairoil or other 
scalp preparation, and a combined applicator 
and scalp massaging device to be associated with 
said container, wherein the inconveniences and 
annoyances described above cannot occur. To 
this end, I provide a container having a threaded 
opening at its upper end adapted to receive a 
threaded portion of a combined applicator and 
scalp massaging device, so that said applicator 
and massaging device can normally extend into 
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the container contents, while still tightly closing ' 
the container and serving as a removable con 
tainer cap. The container, in this connection, 
is so formed as to catch any drippings that may 
fall from the applicator during use of the ap 
plicator, so as to prevent said drippings from 
making the exterior surface of the container oily. 
Another important object is to provide a com 

'bined applicator and scalp massaging device 
which will not only serve as a container cap, but 
also will permit the container contents to be 
applied readily to the scalp, and thereafter dis 
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persed evenly throughout the scalp area, without ' 
possibility of soiling the hands. 

2 v . 

Another important object is to provide a device 
of the type stated which can be manufactured 
at relatively low cost, and will be attractive in 
appearance and e?icient in use. 

Still another important object is to provide a 
combined applicator and scalp massaging device 
which is so formed, as to permit its being re 
tained permanently by the user, for application 
to successively purchased hair preparation con 
tainers. < ' 

Other objects will appear from the following 
description, the claims appended thereto, and 
from the annexed drawing, in which like ref 
erence characters designate like parts through 
out the several views, and wherein: 
Figure 1 is a top plan view of a combined 

applicator and scalp massaging device andits 
associated container; ' 
Figure 2 is a side elevational view; , 
Figure 3 is a sectional view taken substantially 

on line 3-3 of Figure 1; and 
Figure 4 is a bottom plan view of the applicator 

and scalp massaging device as it appears when 
disassociated from its container. 
Referring to the drawings in detail, a container 

I0 is in the present instance of cylindrical forma 
tion, although it can be of any desired ornamental 
con?guration. ' 

The container [0 is preferably of a transparent 
material, such as glass, plastic, or the like. ‘ 

' The container I0 is adapted to contain a suit 
able hair preparation, not shown, and is in 
tegrally formed at its upper end with an end 
wall I2 provided with a center opening [4. ' ' 
Formed in the end wall 12, and bounding the 

center opening thereof, is an annular recess or 
well l6 of U-shaped cross sectional con?guration. 

‘The annular well I6 is provided with an up 
standing inner wall, constituting the edge of 
the center opening l4, and formed in the outer 
surface of said inner wall are threads I8. 
A combined applicator and scalp massaging 

device includes a handle 20 of any desired shape, 
which is integrally or otherwise rigidly formed 
with a body 22. The body 22 is adapted to be 
extended into the opening l4, and is integrally 
or otherwise rigidly formed with an outstanding, 
annular ?ange 24 of inverted L-shaped forma 
tion. The ?ange 24 extends over the upstand 
ing inner wall of the well [6, and extends into 
said well, said ?ange including a depending an 
nular lip 25 the inner surface of which is pro 
vided with threads 26 complementary to the 
threads [8 of the container. ~ » 

As may be noted from Figure 3, the container 
well is of such a width as to de?ne anopen 
annular space 28 surrounding the ?ange 24, so 
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as to form a recess adapted to receive drippings 
from the combined applicator and scalp mas 
saging device, after said device has been used 
upon the scalp and is returned to the position 
thereof illustrated in Figure 3. In this con 
nection, as may be noted from Figure 3, the 
width of the depending annular lip 25. of the 
?ange Z4. is such as to, cause the bottom. edge of 
said annular lip to be spaced above the bottom 
of a Well. 
into the drippings falling therefrom,’ and will 
be capable of drying to a substantial extent 
before the next use of the device. 
Formed upon the body 22, and’ extending, 

downwardly into the container I0, is a series of 
depending ?ngers 32, said ?ngers preferably bee 
ing of conical, elongated formation and being 
desirably formed of some material such as soft 
rubber... Breferably,_ the rubber material used in 
forming the ?ngers. 32 is not. so Soft as. to. im 
part to the ?ngers. a high, degree, of ?exibility, 
since in this event the ?ngers would not dis 
charge with full ef?ciency their function of 
massaging the scalp after application of the 
hair preparation to the scalp. Ratherkthe ?n 
gers are. of a. medium softness, so as to flex to a 
certain. extent when applied to the. scalp, while 
still exerting pressure against the skin of the 
scalp during the, massaging thereof. ‘ 
In use of the applicator and scalp massaging 

device, the handle '20. is gripped, and rotated 
for. the purpose of threading the applicator out 
of engagement, with the. container ill... Asia re. 
sult, the applicator, when. removed from the, con 
tainer, will have its?ngers 32. saturated with the 
hair preparation, since said. ?ngers extend di 
rectly into the contents of the container be 
tween usesiof the applicator. 
The applicator isv then positioned. against. the 

scalp, and may be shaken lightly if- desired, so 
as to shake the hair preparation loose; from the 
?ngers 32 and on to the-scalp. It. willlbe-under 
stood. that when the applicator is removed‘ from 
the container-,the hair preparation will adhere 
to‘ the ?ngers32, by capillary attraction. 
In any event, after the preparation.v has been 

appliedv to the scalp in. the» manner referred to 
above, the applicator can be pressed against the 
scalp, and rubbed throughout the scalp’, area 
against the skin of the scalp, thus to apply 
massaging action to the scalp, while. at. the same 
time dispersing the hair preparation uniformly 
throughout the scalp area. 
Should the level of the contents‘ within the 

container l?' fall“ below the lower orfree end of 
the ?ngers 32:, the container can be shaken im 
mediately before use of the applicator; after 
whichthe applicator would be removed from the 
container in the regular manner discussed above. 

It will be: apparent that between. uses of the 
device, the applicator constitutes ‘a closure or 
cap for the container, whereby theicontainer is 
effectively sealed, so. as to hold‘ the contents 
against leakage from the container, and‘ so as 
also to keep the contents clean. and'fresh. 

It will be apparent that in the use of’ a com 
bined? applicator and scalp, massaging- device, 
and container therefor, formed as illustrated and 
described herein, there is no possibility of the 
hands becoming saturated with the hair prep 
aration or becoming oily. Further, the exterior 
surface of the container It‘ will be kept dry, 
since all‘ drippings from the applicator will‘ fall 
within the well 16, and will be prevented from 

In this way, the lip will not extend‘ 
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4 
traveling along the outer surface of the con 
tainer side wall. 

I believe it will be obvious that the applicator 
and scalp massaging device can, if desired, be 
constructed in such a manner as to be retained 
as a permanent accessory. Thereafter, a con 
tainer in having a conventional threaded cap, 
not shown,. can be purchased, and. said conven 
tional cap removed and the applicator con 
stituting the present invention substituted there 
for. successively ‘purchased containers can 
have the applicator applied thereto in the same 
manner. ' 

Of course, the container and its associated ap 
plicator can be sold as a unit, to be disposed 
of together after the container has been ex— 
hausted of its contents. 

It is believed clear that the invention is not 
necessarily con?ned to the speci?c use or uses 
thereof described above, since it maybe utilized 
for any purpose to which it may be suited‘. Nor 
is the invention to be necessarily limited. to the 
speci?c construction illustrated and described», 
since such construction is only intended to be 
illustrative of the principles of operation and 
the means presently devised to carry out said 
principles, it being considered that the inven 
tionv comprehends any; minor changes in con 
struction that maybe permitted within the scope 
of, the-appended claims. ' 

What‘ is. claimed is: 
1. A device of the class described» comprising 

a container adapted to hold‘ a ?uid preparation 
and having an, upper end wall formed with an 
opening and with a well surrounding said open 
ing, said well being of U-shaped cross sectional 
con?guration and: having an inner wall bound 
ing the. opening’ and‘ having threads on that sur 
face thereof facing away from said opening; 
and a combined applicator and massage mem 
ber removably- attachedv to said container as a 
closure cap therefor and‘ including an upstand 
ing handle adapted to be disposed exteriorly of 
the container and projecting- upwardly from 
said opening, a body rigid with the lower end 
of the handle and extendable into said opening; 
a flange rigid with and extending outwardly 
from the body and‘ threaded for engagement 
with the threads of said’ inner wall, said ?ange 
being of inverted L-shaped formation and’ in 
cluding a portion overlying and binding against 
the edge of the inner wall of the well on thread 
ing of the flange onto said inner-wall, the ?ange 
extending into the well for deposit therein of 
drippings from said handle and body, and ?n 
gers on the body extending into the container 
for immersion in the contents thereof and adapt 
ed for’ application of‘ said contents ‘to. a scalp 
and for massage of the scalp- during- said ap 
plication. 

2. A device of the class described comprising a 
container adapted to hold a fluid preparation 
and having an- upper end wall formed with a 
dispensing opening and with a Well surround 
ing’ said. opening, said well being of U-shaped 
cross sectional con?guration and having an up 
standing, annular inner wall formed‘ with 
threads on- the surface thereof‘ facing away from 
said opening; and a combined applicator and 
massage member removably attached to said 
container as a closure cap therefor and includ 
ing an upstanding handle adapted to be dis 
posed exteriorly of the container and projecting 
upwardly from said opening, a body rigid with 
the lower end of the handle» and extendable 
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into said opening, an annular ?ange rigid with 
and extending outwardly from the body, said 
?ange being of inverted L-shaped formation and 
being formed along its periphery with a depend 
ing annular lip the inner surface of which is 
threaded for engagement with the threads of 
the inner wall of the Well, said ?ange bearing 
against the upper edge of said inner wall of the 
well on threading of the lip onto said inner Wall, 
said lip extending into the Well for deposit 
therein of drippings from said handle and body 
and having its bottom edge terminating in 
spaced relation to the bottom of the Well, and 
?ngers on the body extending into the container 
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6 
for immersion in the contents thereof and 
adapted for application of said contents to a 
scalp and for massage of the scalp during said 
application. 

LEONARD G. PERETTI. 
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