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1 
This invention relates to doll packages and 

methods of packing dolls and is particularly 
concerned with a package and method of pack 
aging by which a doll may be packaged for 
display purposes in such manner as to permit 
full visibility of all of the doll while protecting 
the doll from damage due to handling and ‘from 
airborne dust, dirt or other deterioration com 
monly encountered when dolls are openly dis 
played. . 

In the merchandising of dolls there is quite 
commonly a substantial expense to the mer 
chant caused by the deterioration of the dolls 
exposed to view and the handling by the prospec 
tive customer. Not only do the customers fre 
quently disarrange the doll’s clothing and other 
wise render the doll un?t for subsequent sale 
but the exposure of the dolls also subjects them 
to accumulation of dust and dirt carried and 
subjects them to temperature and humidity 
changes by which the fresh and starched appear 
ance soon vanishes. Various attempts have 
been made to avoid such losses as by retaining 
the dolls in sealed display cabinets. This is 
objectionable to the prospective customer who 
wishes to have a close scrutiny of all parts of 
the dolls before purchase. Dolls have also been 
packaged in cardboard or like containers having 
a transparent cover which permits the doll pack 
age to be picked up and handled by the customer 
without subjecting the doll itself to injury. 
However, such packaging obviously precludes the 
view of all but the front of the dolls so packaged 
and as such is objectionable ‘in limiting the in 
spection of the doll by the prospective customer. 
Dolls have also been packaged by envelopment 
in ?exible transparent material such as cello 
phane or the like but while such packaging pro 
tects the doll and its clothing from direct contact 
by the purchaser and from the atmosphere, the 
flexibility of such enveloping material does not 
prevent the disarrangement of the clothing and 
the crushing of such elements as bows, hats and 
collars. By means of the present invention a 
new and improved doll package and method of 
packaging is provided by which the foregoing 
objections are avoided. 

It is therefore among the primary objects of 
the present invention to provide a new and im 
proved doll package by which a doll may be 
presented for complete inspection bythe cus 
tomer without subjecting the doll to handling or 
‘manipulation by the customer. ' _ 

Another object of the invention is to provide 
a doll and doll package combination by which a 
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doll may be presented for full visual inspection 
of all the portions thereof and to an intimate 
scrutiny of the dress and habiliments of the 
doll without subjecting the doll to any physical 
contact during such inspection. 
A further object of the present invention is to 

provide a new and improved method of packag 
ing dolls whereby the doll may be fully visualized 
but protected at all times from any contact 
either with the prospective customer or with the 
surrounding atmosphere to the end that the 
shelf-life of the doll so ‘packaged will be of in 
de?nite duration. 
A further and more speci?c object of the in 

vention is to provide a doll package and method 
of packaging dolls by which the doll may be en 
cased and supported in a vertical position stand 
ing on its own feet and within a rigid trans 
parent container through which all portions of 
the doll may be visible, and which may be turned 
and inverted without disturbing the location of 
the doll and its support within the receptacle. 
A further speci?c and important feature of 

the present invention is the provision of a pack 
age and a method of packaging by which the 
doll may be retained in a rigid, transparent con 
tainer with a support at both the head and the 
feet of the doll so as to insure against any move 
ment of the doll within the container. 
A further speci?c object of the present inven 

tion is to provide a container so constructed and 
arranged as to permit the insertion of a doll 
and to permit the expansion or spreading of the 
doll’s hands and dress so as to permit a natural 
and artistically appearing arrangement of the 
doll in the receptacle. 
A further speci?c object of the present inven 

tion is to provide a novel and improved support 
ing and sealing means for a doll receptacle such 
as to provide a seal for the receptacle so as to 
preclude the subjection of- the’ doll to varying 
temperature and humidity conditions of the en 
vironment in which the doll is displayed. 
Another important object and feature of the 

invention is to provide a doll and doll package 
by which'the doll may be stored by the purchaser 
when not in use as when the child is through 
play and yet wishes to have the doll visible. in 
-the present invention the doll may be readily 
inserted and removed from‘ the receptacle by 
the child and thus preserved from injury or 
contamination. ‘ _ 

Numerous other objects and features of the 
present invention will be aparent from a con 
sideration of the-following speci?cation taken in 
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conjunction with the accompanying drawing, in 
which 

Figure 1 is a front elevation with parts shown 
in section of one preferred form of the present 
invention, 

Figure 2 is a top plan view of that form of the 
invention shown in Figure 1, 

Figure 3 is a detail View of the head support 
ing cone of the present invention, and 

Figure dis a sectional view taken on lines 4-4 
of Figure 1. 
In general terms the container of the present 

invention may be de?ned as a bottle being pref~ 
erably formed of glass or like rigid transparent 
material and comprising a container of substan 
tially greater intermediate width than the width 
of either end thereof, while the front and back 
are perfectly ?at and substantially parallel. 
Both the closed end and the open neclt are gen 
erally circular with the open neck providing a 
suitably large mouth for the bottle and being 
externally threaded for the reception of a clo 
sure cap. The container is provided at its closed 
end with a substantially frusto-conical head re 
ceiving and supporting element which is adapted 
to engage the head of the doll to support and 
retain it. The head receiving element is pref 
erably formed of transparent and slightly ?ex 
ible material so as to provide some yieldability 
by which the doll may be supported with some 
degree of ?exibility. The enlarged open end of 
the receptacle is adapted to receive a doll sup 
porting base member in the form of a cap which 
engages the outer rim of the container neck and 
which is provided with means for securing the 
feet of the doll thereto, such means preferably 
being in the form of an elastic band which may 
engage the ankles of the doll and be secured to 
the cap so that the doll is supported between 
the head support and the cap and is under yield 
able elastic tension so as to retain the doll against 
movement with respect to the container and is 
spaced so as to preclude direct contact of the 
doll with the walls of the container. It being 
noted that the extended intermediate width of 
the container permits an attractive and artistic 
spreading of the doll garment so that the doll 
may be effectively displayed to the best ad 
vantage. The container is closed and perma 
nently sealed by suitable screw closure of con 
ventional form by which the supporting cap is 
retained in position and by which the container 
is sealed. 
The method of packaging consists in the 

mounting of the doll on the cap, preparing a 
suitable transparent rigid container by the ap 
plication thereto of the head supporting member 
and the insertion of the doll in inverted posi 
tion with the head towards the enclosed end of 
the container and engaged by the support and 
with the feet secured at the open end of the 
container and engaged by the closure cap, and 
the subsequent sealing of the container with a 
readily removable closure. It will be understood 
that on display the container is mounted in what 
is usually considered an inverted position with 
the closure acting as the supporting surface for 
the container. 
Referring now more particularly to the draw 

ings, the numeral I9 is used to indicate general 
ly the receptacle which is here disclosed such 
as glass of rigid fully transparent material. The 
particular receptacle here disclosed as preferable 
is one having a closed end portion ll of slightly 
concavo-convex form which end portion ll cor 
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4 
responds to what is usually assumed to be the 
base of the bottle or like receptacle. The oppo 
site side walls of the receptacle include outward 
ly tapering sections l2 adjacent the end H and 
continuing more gradually outwardly ?aring 
Walls [3 which form the intermediate wide sec 
tion of the container and terminate in a radius 
[4 together with bottom side walls [5 which ex 
tend inwardly to merge into the neck portion 
‘6. The neck [6 is preierably formed with the 
usual external neck bead l1 and threads I8. 
As will be noted more particularly in Figure 2 
the front and back [9 and 20 respectively of 
the receptacle are preferably substantially ?at 
and lie parallel to each other merging in radii 
2! with the side portions l2, l3, l4 and I5 and 
are preferably substantially parallel with the 
contour of the neck [6 which forms an enlarged 
mouth 22 through which the doll may be readily 
inserted and Withdrawn. 
As shown more clearly in Figures 1 and 3, there 

is inserted at the circular end H of the recep 
tacle a head supporting frusto-conical element 
25 which may preferably be formed of trans 
parent substantially rigid but partially resilient 
material such as heavy cellophane, the circum 
ference of the enlarged end of the frusto-conical 
shell 25 is preferably in conformity to the inner 
diameter of the end H so that the element 25 
may be received against the end ll and engaged 
at the juncture of the edge of the end I! with 
the side portions I2 and with the front and back 
I 9 and 28 so as to securely seat the element 25 
against relative movement with respect to the 
receptacle. The element 25 is here shown as 
formed of a continuous sti? material which is 
wound upon itself in overlapping relation and it 
may preferably be permitted to leave the over 
lapping ends unsecured so as to permit the nor 
mal tendency toward expansion and uncoiling 
of the material to assist in adjusting its contour 
to the diameter of the juncture of the end H 
with the wall sections l2. As indicated at 26, 
the smaller end of the frusto-conical section 25 
is preferably cut to form a concave edge which 
may conform to the head or hat of the doll. 
While the scallop thus formed at the edge, as 
indicated at 26, conforms to the particular con 
?guration of the head and hat of the doll de 
picted it will, of course, be understood that in 
many instances such scallop need not be pro 
vided and in other instances a different config 
uration may be provided in order to conform 
with the particular head, hat, hair or ribbon 
arrangement of the doll to be disposed within 
the receptacle. 
The doll itself is generally‘ indicated by the 

numeral 28 and may be of any size, shape or con 
?guration, it being understood of course that the 
invention is not concerned with the particular 
type or style of doll which may be packaged in 
accordance with the present invention. Suiiice it 
therefore to say that the doll here depicted is of 
generally conventional character and is provided 
with clothing of feminine type including an out 
wardly ?aring skirt which is accommodated with 
in the outwardly ?aring mid-section of the con 
tainer. While the preferred embodiment of the 
invention here presented shows a doll of the 
v{131111111116 type with ?aring Skirts and provides a 
receptacle so con?gured as to receive and artis 
tically display such doll, it is understood that the 
invention is in .no way limited to this style of 
doll nor to this configuration-of container. 
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The doll 28 is mounted to stand in life-like 
position upon a supporting cap 30 to the ?at ?ex 
ible central body 3! of which there is attached by 
means of a simple clip 32 a circular rubber band 
33 which extends from the clip outwardly to en 
circle each ankle of the doll so as to ?exibly re 
tain the feet in position upon the central body 
3| of the disc. The supporting cap is provided 
with side edges 34 which terminate in an out 
wardly turned lip 35, the diameter of the ?ange 
34 being in conformity with the internal diam 
eter of the mouth 22 of the neck I6 so as to pro 
vide for the retention of the cap within the 
mouth against movement with respect to the 
container. 
While the disc 30 may be secured within the 

container in any desired manner the invention 
contemplates the use of a simple screw closure 
38 which may be provided with an inner sealing 
element 37 of conventional form. 
In considering the foregoing it will of course 

be understood that the height of the doll pack 
aged within the container is such as to be just 
slightly less than the distance between the cap 
30 and the end H, the intermediate distance be 
ing taken up by the supporting element 25. 
Since the element 25 is ?exible as is the ?at por— 
tion 31 of the cap 30 the doll will be secured in 
spaced relation to the walls of the container and 
adequately supported at both ends and will be 
supported by resilient means whereby vibrations 
will not be imparted from the container to the 
doll and whereby slight vibration of the doll 
within the container may be accommodated. 
Thus the doll is supported in a cushioned man 
ner so as to insure against breakage. 
As indicated above, the method of the present 

invention contemplates the insertion of the head 
supporting element 25, the mounting of the doll 
upon the disc 30 or like supporting element and 
the insertion of the doll with its head engaged 
with the member 25 and thereafter a sealing by 
which the disc 30 is secured against movement 
and thus the doll is ready for transportation and 
display with the bottle in what would be usually 
considered an inverted position, the closure of 
the bottle acting as a support therefor. 
As hereinbefore noted the doll is adapted to be _ 

inserted and removed by the child herself so that 
the doll may be protected while not in use. It 
will also be noted that the doll may remain se 
cured to the disc 30 so as to provide a removable 
doll stand which will support the doll and retain 
it in self-supported vertical position if desired. 
From the foregoing it will be seen that the 

present invention provides a packaged doll, to 
gether with a method of packaging by which the 
doll is insured against injury during transporta 
tion and is guarded against injury, dirt and dis 
arrangement while fully displayed for complete 
inspection by the prospective customer. It will 
be understood of course that the present inven 
tion is not limited to the speci?c structural de 
tails herein illustrated and described by way of 
example and that numerous changes and modi 
?cations in the full use of equivalents may be 
resorted to without departing from the spirit or 
scope of the invention as outlined in the ap 
pended claims. 
Having thus described my invention, what I 

claim and desire to secure by Letters vPatent is: 
1. A doll package comprising a rigid trans 

parent receptacle having a closed end and an 
open mouth, means at said closed end to engage 
a doll’s head, a doll wholly within said receptacle 
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mounted with its head engaging said means, a 
disc at the mouth of the receptacle and means on 
said disc for detachably connecting the doll’s feet 
to said disc. 

2. A doll package comprising a rigid trans 
parent receptacle having a closed end and an 
open mouth, means at said closed end to engage 
a doll’s head, a doll wholly within said receptacle 
mounted with its head engaging said means, a 
disc at the mouth of the receptacle and means on 
said disc for securing the doll’s feet to said disc, 
said means comprising a rubber band the central 
portion of which is clipped to said disc leaving 
its looped ends free to encircle the doll’s feet. 

3. A doll package comprising a rigid trans 
parent receptacle having a closed end and an 
‘open mouth, a yieldable frusto-conical element 
at said closed end to engage a doll’s head, a doll 
wholly within said receptacle mounted with its 
head engaging said element, a disc at the mouth 
of the receptacle, and means on the disc for se 
curing the doll’s feet to said disc, said means 
comprising resilient loops encircling ‘the doll’s 
feet. 

4. A doll package comprising a rigid trans 
parent receptacle having a closed end and an 
open mouth, yieldable means at said closed end 
to engage a doll’s head, a doll wholly within said 
receptacle mounted with its head engaging said 
means, a disc at the mouth of the receptacle and 
means on the disc for detachably connecting the 
doll’s feet thereto. 

5. A doll package comprising a rigid trans 
parent receptacle having a closed end and an 
open mouth, means at said closed end to engage 
a doll’s head, a doll wholly within said receptacle 
mounted with its head engaging said means, the 
doll having its feet separate and unconnected, a 
disc at the mouth of the receptacle, and means on 
said disc for detachably connecting the doll’s 
feet to said disc. 

6. A doll package comprising a rigid trans 
parent receptacle having a closed end and an 
open mouth, a doll wholly within said receptacle, 
a disc at the mouth of the receptacle, means on 
said disc for securing the doll’s feet thereto, and 
means at the closed end of the receptacle having 
an opening of a size smaller than the head of the 
doll to adapt the latter means to ?t on the doll’s 
head to con?ne the doll against lateral movement. 

LESTER F. I-IINZ. 
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