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This invention relates to a lock of the type in 
which a key plug is rotatable relatively to a cylin 
der upon the positioning of tumblers carried by 
the key ‘plug in proper relation to the key plug. 
More particularly, my invention relates to a lock 
of the particular class in which a side bar is con 
trolled by the positioning of the tumblers to re 
lease or look the key plug relatively to the cylin 
der. My invention is particularly an improve 
ment over the structure shown in my application 
Serial No. 38,969, ?led July 16', 1948, now Patent 
No. 2,578,211, issued December 11, 1951. 

It is the object of my present invention to con 
tribute a lock of the particular class described in 
which it will be impossible to apply picking pres 
sure to the tumblers through the application of 
picking torque to the key plug. I As a feature of 
my invention whereby this objective is attained, 
I provide means whereby upon application of 
picking torque to the key plug, all pressure is re- - 
moved from the tumblers, thereby making it im 
possible to hold the tumblers in any picked posi 
tion. As a particular feature of this part of the 
invention, I utilize a surface of the key plug for 
holding the locking side bar away from the 
tumblers while the side bar itself functions to 
lock the key plug against rotation relatively to 
the cylinder. 

It is a further object of the invention to pro 
vide a lock of the class described that may be 
manufactured very economically and through the 
utilization of extremely simple parts. As a fea 
ture of my invention whereby the results set 
forth are attained, I utilize a simple rotating key 
plug having a series of tumblers, these tumblers 
merely controlling a pair of locking pins or side 
bars that in one position maintain the key plug 
locked and in another position release the key 
plug. As a particular further feature of the in 
vention, the lock is so arranged that the tumblers 
may be all of the same con?guration when as 
sembled within the key plug, the tumblers being 
grooved for coaction with the pins or side bars 
by the cutting of gatings in the tumblers after 
the tumblers are positioned relatively to the key 
plug by a particular key. 

I have thus outlined rather broadly the more 
important features of my invention in order that 
the detailed description thereof that follows may 
be better understood, and in order that my con 
tribution to the art may be better appreciated. 
There are, of course, additional features of my 
invention that will be described hereinafter and 
which will form the subject of the claims ap 
pended hereto. Those skilled in the art Will ap 
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preciate that the conception on which my dis— 
closure is based may readily be utilized as a basis 
for the designing of other structures for carrying 
out the several purposes of my invention. It is 
important, therefore, that the claims to be 
granted me shall be of sui?cient breadth to pre 
vent the appropriation of my invention by those 
skilled in the art. 
Referring now to the drawings, Fig. 1 is a per 

spective View of a typical cylinder lock in which 
my invention may be embodied. Fig. 2 is a ver 
tical section through the cylinder of Fig. 1. Figs. 
3 and 4 are views similar to Fig. 2, but showing 
the parts in different positions. Fig. 5 is a sec 
tion taken along lines 5—5 of Fig. 2. Fig. 6 is an 
exploded view of the key plug and the side bars 
utilized therewith. 
Referring now more particularly to the draw 

ings, reference numeral It indicates the cylinder 
lock of my invention, having a screw threaded 
body I l on which may be ?tted a securing nut l2. 
Of course, the cylinder may be part of a handle 
or a knob or any other part, as those skilled in 
the art will appreciate, being here shown in the 
form of a separate sleeve-like housing in order 
to simplify the description of my invention. 
The key plug is designated by reference nu 

meral I 3, 
insertion of a key K shown in section in Fig. 4. 
Mounted within the key plug are tumblers it, 
there being in the form of my invention here il 
lustrated seven of these tumblers. Each tumbler 
is placed in a chamber it of the key plug, after 
which a spring I‘! is applied against a shoulder 
l8 of each tumbler. A curved plate it, best seen 
in Fig. 6, is then placed over all the chambers It 
to hold in place the several springs l? and thereby 
to contain within the key plug the tumblers :5. 
The tumblers are, of course, adapted to be set 
by the application of the upper edge of the key 
K to each surface 23 of the several tumblers. 
The key plug I3 is mounted for rotation in a 

bore 2! of the cylinder ill and is retained within 
the bore by a retaining plate 22 best seen in Fig. 5, 
?tted over the end of the key plug and held as 
sembled thereto by screws 23. 
The key plug I3 is formed with a ?ared longi 

tudinal groove it that in one position of the key 
plug l3, illustrated in Fig. 2, is in alignment with 
a groove 25 formed in the bore 2! of the cylinder 
It. Communicating with the groove 25 is a 
transverse groove 26 and within the said groove 
25, 26 there lies a spring 21 best seen in Fig. 6. 
Of course, the cross legs 28 of the spring 21 lie 
in the groove 26, while the long main legs of’ the 

and is formed with a keyway M for the, 



spring lie within the groove 25. Positioned with 
in the aligned grooves 24 of the key plug and 25 
of the cylinder it, are the side bars 29 and 3t. 
These side bars preferably take the form of cy 
lindrical pins for simplicity of manufacture and 
for ease of operation, the bar 29 being herein 
after known as the inner pin or side bar, while 
the side bar 3t is known as the outer pin or side 

bar. 
Each. tumbler is formed with a gating 3!, it 

being obvious that when the gatings of the sev 
eral tumblers are aligned as shown in Fig. 4, 
through the setting of the tumblers by the key 
K, the spring 2'5 will urge pins 29, 353 into the 
release position illustrated in said Fig. 4. ‘There 
upon, it is obvious that the key plug will be free 
for rotation relatively to the cylinder iii. Let us 
examine what happens when picking torque is 
applied to the key plug 13 tending to rotate it 
to the position of Fig. 3 from the position of Fig. 
2. Upon such rotation, the flared surface 2130, 
of the groove 25 will be applied against the pin 36. 
Obviously, the pin Bil will prevent any further 
rotation of the key plug in a clockwise direction 
from the position of Fig. 3. Furthermore, it will 
be noted that the surface 25a not only coacts 
with the pin 39 to limit rotation of the key plug, 
but also forces the pin 36 radially outwardly to 
ward the cylinder and away from the key plug. 
rThis prevents any application of pressure against . 
the tumblers since pin 29 then merely rides free 
ly between its full line position of Fig. 3 and its 
dotted line position of that ?gure, there being 
nothing but gravity tending to move it toward 

the tumblers. 
Since it is impossible to apply pressure to the 

tumblers l5, it is impossible to align the tumbler 
gatings 31 by a picking tool and to hold those 
gatings in aligned position. Thus, it is only by 
the use of the key as in Fig. 4 that the tumbler 
gatings may be aligned to allow entry of the pin 
29 into those gatings and the movement of the 
pin 30 out of the slot 25 of the cylinder Id. In 
cidentally, while I prefer to use the spring 27, it 
is obvious that by forming the 
differently, it might be arranged that upon the 
setting of the tumblers in the aligned position of 
Fig. 4, the two pins would be urged as by camming 
into the tumbler grooves. This might conceiv 
ably also be accomplished through gravity, but I 
do prefer to utilize the spring 2?. 
In the manufacture of my lock it is possible to 

utilize tumblers all of the same size and shape, 
these tumblers being easily assembled in the key 
plug l3. Thereafter, by putting the key K into 
the key plug and setting the tumblers, it is pos 
sible to cut the tumbler gatings 3! by means of 
a fast rotating cutting tool. Naturally, these 
gatings will be cut in properly aligned relation 
to one another and for ready coaction with side 
bar or pin 29. ‘While tumblers have been out 
previously by others to create aligned gatings, 
my invention lends itself particularly to this op 
eration because of the arrangement of the flared 
groove 26 formed in the key plug. 

I believe that with the general description pre 
sented and with the detailed description now set 
forth, the operation and contribution of my in 
vention will be quite apparent to those skilled 
in the art. 

I now claim: 
1. In a lock of the class described, a key plug, 

a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key. 
plug is rotatably mounted, 

slot 25 somewhat , 
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cylinder having ‘grooves that are aligned in one 
rotated position of said key plug relatively to 
said cylinder bore, outer and inner cylindrical 
pins lying in said grooves, said tumblers coacting 
with said inner pin in said key plug groove to 
hold at least one of said pins in a position par» 
tially in said cylinder groove and partially in 
said key plug groove, said tumblers having gat~ 
ings adapted for alignment with said key plug 
groove so as to allow said one of said pins to 
move entirely out of said cylinder groove as the 
inner pin moves into said tumbler gatings where 
by to release said key plug for rotation. 

2. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of saidkey plug relatively to 
said cylinder bore, outer and inner cylindrical 
pins lying in said grooves, said tumblers coacting 
with said inner pin in said key plug groove to 
hold said outer pin in a position partially in said 
cylinder groove and partially in said key plug 
groove, said tumblers having gatings adapted for 
alignment with said key plug groove so as to allow 
the outer pin to move entirely out of said cylin 
der groove as the inner pin moves into said tum 
bler gatings whereby to release said key plug for 
rotation, and a spring pressing against said outer 
pin and urging said inner pin thereby into ‘said 
tumbler gatings. 

3. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said 
key plug, a cylinder having a bore in which said 
key plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to 
said cylinder bore, an outer cylindrical pin, an 
inner cylindrical pin juxtaposed to said outer pin 
and lying entirely within said key plug groove, 
said tumblers coacting with said inner pin in said 
key plug groove to hold one of said pins in a po 
sition partially in said cylinder groove and par 
tially in said key plug groove, said tumblers hav 
ing gatings adapted for alignment with said key 
plug groove so as to allow each of said pinsto 
move into a position entirely in one of said 
grooves as the inner pin moves into said tumbler 
gatings whereby to release said key plug for ro 
tation. 

4. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to 
said cylinder bore, an outer cylindrical pin, an 
inner cylindrical pin juxtaposed to said outer 
pin and lying entirely within said key plug groove, 
said tumblers coacting with one of said pins in 
said key plug groove to hold the other of said 
pins in a position partially in said cylinder groove 
and partially in said key plug groove, said tum-v 
blers having gatings adapted for alignment with 
said key plug groove so asto‘allow each of said 
pins to move into a position entirely in one of 
said grooves as the inner pin moves into said 
tumbler gatings whereby to release said key plug 
for rotation, and said key plug groove being 
flared whereby said key plug and inside pin ro 
tate to a limited extent relatively to said cylinder 
and outside pin in either of opposed directions 
when said tumbler gatings are not aligned. 
"-5. In a lock of the class" described, a key ‘plug, 
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a series of tumblers movably mounted in said 
key plug, a cylinder having a vbore in which said 
key plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin, an inner 
cylindrical pin juxtaposed to said outer pin and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner pin in said 
key plug groove to hold said outer pin in a posi 
tion partially in said cylinder groove and par 
tially in said key plug groove, said tumblers hav 
ing gatings adapted for alignment with said key 
plug groove so as to allow the outer pin to move 
entirely out of said cylinder groove as the inner 
pin' moves into said tumbler gatings whereby to 
release said key plug for rotation, and an outer 
portion or" said key plug groove being ?ared where 
by said key plug and inside pin rotate to a lim 
ited extent relatively to said cylinder and outside 
pin when said tumbler gatings are not aligned, 
the said flared portion of said key plug groove 
camming the outside pin toward said position 
partially in the cylinder groove so that the outside 
pin is positioned between the key plug and cylin 
der to lock the key plug against rotation. 

6. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin, an inner 
cylindrical pin juxtaposed to said outer pin and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner pin in said key 
plug groove to hold said outer pin in a position 
partially in said cylinder groove and partially in 
said key plug groove, said tumblers having gat 
ings adapted for alignment with said key plug 
groove so as to allow the outer pin to move en 
tirely out of said cylinder groove as the inner pin 
moves into said tumbler gatings whereby to re 
leasesaid key plug for rotation, and said key 
plug groove being ?ared at both sides thereof 
whereby said key plug and inside pin rotate to a 
limited extent relatively to said cylinder and out 
side pin when said tumbler gatings are not 
aligned, the said ?ared portion of said key plug 
groove camming the outside pin toward the cylin 
der groove whereby to remove all pressure against 
said inside pin. 

7. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in Which said key 
plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to 
said cylinder bore, an outer side bar, an inner 
side bar juxtaposed to said outer side bar and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner side bar in said 
key plug groove to hold said outer side bar in a 
position partially in said cylinder groove and par 
tially in said key plug groove, said tumblers hav 
ing gatings adapted for alignment with said key 
plug groove so as to allow the outer side bar to 
move entirely out of said cylinder groove as the 
inner side bar moves into said tumbler gatings 
whereby to release said key plug for rotation, and 
said key plug groove being ?ared at opposed sides 
thereof whereby said key plug and inside side 
bar rotate to a limited extent relatively to said 
cylinder and outside side bar in either of opposed 
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directions when said tumbler gatings are not 
aligned. 

8. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to 
said cylinder bore, an outer side bar, an inner 
side bar juxtaposed to said outer side bar and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner side bar in 
said key plug groove to hold said outer side bar 
in a position partially in said cylinder groove and 
partially in said key plug groove, said tumblers 
having gatings adapted for alignment with said 
key plug groove so as to allow the outer side bar 
to move entirely out of said cylinder groove as 
the inner side bar moves into said tumbler gat~ 
ings whereby to release said key plug for rota 
tion, and said key plug groove being ?ared where 
by said key plug and inside side bar rotate to a 
limited extent relatively to said cylinder and out 
side side bar when said tumbler gatings are not 
aligned, the said ?ared portion of said key plug 
groove camming the outside side bar toward said 
position partially in the cylinder groove so that 
the outside side bar is positioned between the key 
plug and cylinder to lock the key plug against 
rotation. 

59. In a lock of the class described, a cylinder, 
a key plug rotatable in a bore of said cylinder, 
a series of tumblers carried by said key plug and 
movable relatively thereto by a key so as to be 
positioned in accordance with the bittings of said 
key, said tumblers having gatings and said key 
plug having a groove in its periphery relatively 
to which said gatings are aligned when said tum 
blers are set by a properly bitted key, an outer 
cylindrical pin positioned in a locking groove in 
the bore outlining surface of said cylinder and 
also partially in said key plug groove, an inner 
cylindrical pin entirely in said key plug groove, 
said tumblers coacting with said pins to hold 
said outer pin against full entry into said key plug 
groove until the tumbler gatings are placed in 
alignment with said inner pin. 

10. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said 
key plug, a cylinder having a bore in which said 
key plug is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin, an inner 
cylindrical pin juxtaposed to said outer pin and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner pin in said 
key plug groove to hold said outer pin in a posi 
tion partially in said cylinder groove and par 
tially in said key plug groove, said tumblers hav 
ing gatings adapted for alignment with said key 
plug groove so as to allow the outer pin to move 
entirely out of said cylinder groove as the inner 
pin moves into said tumbler gatings whereby to 
release said key plug for rotation, a spring press~ 
ing against said outer pin and urging said inner 
pin thereby into said tumbler gatings, and said 
key plug groove being ?ared whereby said key 
plug and inside pin rotate to a limited extent 
relatively to said cylinder and outside pin in. 
either of opposed directions 
gatings are not aligned. 

11. In a lock of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 

when said tumbler 
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plug is rotatably mounted, sa-id- key plug and 
cylinder having grooves that are aligned in‘ one 
rotated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin, an inner 
cylindrical pin juxtaposed to said outer pin and 
lying entirely within said key plug groove, said 
tumblers coacting with said inner pin in-said key 
plug groove to hold said outer pin in a position 
partially in said cylinder groove and partially 
in said key plug groove, said tumblers having 
gatings adapted for alignment'with said key plug 
groove so as to allow the outer pin to move en 
tirely out of said cylinder groove as the inner pin 
moves into said tum. ler gatings whereby to re 
lease said key plug for rotation, a spring pressing 
against outer pin and urging said inner pin 
thereby into said tumbler gatings, and said key 
plug groove being flared at the key plug periphery 
whereby said key plug and inside pin rotate to a 
limited extent relatively to said cylinder and out 
side pin when said tumbled gatings are not 
aligned, the flared portion of said'key plug 
groove cainrning the outside pin toward said 
position partially in the cylinder groove so that 
the outside pin is positioned between the key plug 

cylinder to look the key plug against rota 
tion. 

12. In a lock of the class described, a key plug, 
a series oi tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug rotatably mounted, said key plug and cylin 
der having grooves that are aligned in one ro 
tated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin, an inner 
cylindrical pin juxtaposed to said outer pin and 
lyingentirely within said key plug groove, said 
tumblers coasting with said inner pin in said key 
plug groove to hold said outer pin in a position 
partially said cylinder groove and partially in 
said key plug groove, said tumblers having gatings 
adapted for ahgnrnent with said key plug groove 
so to allow the outer pin to move entirely out 
of said cylinder groove as the inner pin moves 

said tumbler gatings whereby to release said 
key plug for rotation, a spring pressing against 
said outer pin and urging said inner pin there's-y 
into said tumbler gatings, and an outer portion of 
said key plug groove being ?ared at both sides 
thereof the key plug periphery whereby said 
key plug and inside pin rotate to a limited extent 

‘relatively to said cylinder and outside pin when 
said tumbler gatings are not aligned, the said 
?ared position of said key plug groove cam'ming 
the outside pin toward the cylinder groove, 
whereby to remove all pressure against said in-v 
side pin. 7 

13. In a look of the class described, a key plug, 
a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key‘ 
plug 'is rotatably mounted, said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to said 
cylinder bore, an outer cylindrical pin,’ an inner 
cylindrical pin juxtaposed to said outer'pin and 
lying entirely with‘n said key plug groove, said 
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tumblers coacting with said, inner pin in said 
key plug groove to hold said outerpin in a posi 
tion partially in said cylinder groove and partially 
in said key plug groove, said-tumblers having 
gatlngs' adapted‘lor alignment with said key plug 
groove so as to‘allow the outer pin to move en 
tirely out 01”- said cylinder groove as the inner 
pin moves into said tumbler gatings whereby to 
release said key plug for rotation, a spring press 
in'g ‘against said'outer pin and urging said inner 
pin thereby into said tumbler gatings, and said 
key plug groove being flared outwardly of said 
inside pin whereby said key plug and inside pin 
rotate to a limited extent relatively to said cylin 
der and outside pin in either of opposed direction 
when said tumbler gatings are not aligned, and 
with the outside pin positioned partially in said 
cylinder groove and between the key plug and 
cylinder to lock the key plug against rotation 
while the inner pin ?oats freely relatively to said 
tumblers. 

ill. In a lock of the class described, a cylinder, 
a key plug mounted for movement in said cylin 
der, a series of tumblers movably mounted in said 
key plug, each of said tumblers having a gating 
and said gatings being adapted for alignment 
when said tumblers are properly key outer and 
inner cylindrical pins, said tumblers holding said 

osed relation with said outer pin 
d cylinder, 
ler gatings 

L1 in: 
isitioned ‘ea 

_ moving into said in 
upon Z|l1gi1§“:.."it tumbler ga ‘ngs, and 
means whereby sa l outer pin» moves out oi said 

said cylinder to release key plug for 
rotate l upon movement oi said inner pin into 

said gatings. - 
15. In a lock of the class described, a key plug, 

a series of tumblers movably mounted in said key 
plug, a cylinder having a bore in which said key 
plug is rotatably mounted,’ said key plug and 
cylinder having grooves that are aligned in one 
rotated position of said key plug relatively to said 
cylinder bore, a cylindrical pin lying partially in 
said key plug groove, said tumblers holding said 
cylindrical pin partially in said cylinder groove 
for locking said key plug against rotation, said 
tumblers having gatings adapted for alignment 
with said key plug groove so as to allow the pin 
to move entirely out of said cylinder groove 
whereby to release said key ‘plug for rotation, and 
said key plug groove being flared whereby said 
key plug may rotate to a limited extent rela~ 
tively to said cylinder in either'oi opposed direc 
tions when said tumbler gatings are not aligned, 
the said flared portion of said key plug groove 
can ming the pin toward the cylinder groove and 
away from the tumblers. 

ROY C. SPAIN. 
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