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This invention relates to an electric shaver 
light attachment. 

It is an object of the present invention to pro 
vide an electric shaver light attachment adapted 
to be ?tted on the face of the electric shaver and 
which has a long lamp bulb to extend a broad 
stretch of light across the face and wherein the 
attachment is formed of two parts adjustable rel 
ative to each other for the different size shavers 
and to provide, upon being extended, easy ac 
cess to the bulb to remove the same. 
Other objects of the present invention are to 

provide a light attachment for electric shavers 
which is of simple construction, easy to install 
upon the shaver, inexpensive to manufacture, 
expedites shaving, has a minimum number of 
parts, light in weight, compact and e?icient in 
operation. 
For other objects and for a better understand 

ing of the invention, reference may be had to 
the following detailed description taken in con 
nection with the accompanying drawing, in which 

Fig. 1 is a perspective view of an electric razor 
having the attachment of the present invention, 
with the razor raised upon the face to effect the 
shaving operation. 

Fig. 2 is a side elevational view of the razor 
with portions of the razor broken away to show 
the wiring connection for the light attachment 
and with portions of the light attachment broken 
away and shown in section. 

Fig. 3 is a transverse sectional view taken on 
line 3-3 of Fig. 2. 

Fig. 4 is a wiring diagram of the shaver mo 
tor and of the light bulb. 

Referring now to the ?gures, l0 represents an 
electric shaver having a switch button H and 
a cord I2 with a plug 13 adapted to ?t into the 
end of the shaver. A wall plug [4 is connected 
to the other end of the cord. The shaver casing 
is formed of two parts separable through the 
middle and on one of the parts is ?xed a light 
hood l5 formed of insulating material and par 
ticularly material which might be ?exed to fa 
cilitate and make easy the access to the interior 
of the hood for the removal or insertion of an 
elongated lamp bulb I6 which can be threadedly 
connected to a bracket l1 insulatingly secured 
to the bottom portion I8 01’ the hood. This in 
sulating connection is indicated at [9 and car 
ries a ?exible terminal 2| adapted to be engaged 
by the end of the lamp bulb terminal. The brack 
et I‘! is of metal and forms the other contact 
and includes a ?exible strip portion 22 extend 
able across the hood. Within the hood I5 is a 
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transversely extending sheet metal piece 23 serv 
ing as a re?ector for the light rays. 
The attachment is made secure in the casing 

part by terminal elements 24 and 25 extending 
therethrough in a tight ?tting manner and 
through the bottom I8 in a tight ?tting manner 
so that the attachment is made secure by the 
terminals themselves, the terminals thereby serv 
ing a double function. To these terminals 24 
and 25 there are connected respectively wire 
cables 26 and 21 which are connected to screws 
28 and 29 and placed in parallel circuit rela 
tion with electric motor 30. Also connected to 
the screws 28 and 29 are cable wires 3| and 32 
which have portions 33 and 34 that connect re 
spectively with motor terminals 35 and 36. 

,It will be seen that as the electric shaver is 
plugged into the wall that the light will auto 
matically be turned on. Lighting is usually in 
adequate at shaving mirrors and by the use of 
it the shaver having this attachment thereon can 
have a more effective shaving operation on the 
face. 

It !will be further apparent that the attach 
ment can be made secure to the razor without 
requiring dii?cult operations and that the at 
tachment can ?t any ?at razor and that the 
light will be directed over a broad area of the 
ace. 

While various changes may be made in the 
detail construction, it shall be understood that 
such ‘changes shall be within the spirit and scope 
of the present invention as de?ned by the ap 
pended claim. 
Having thus set forth and disclosed the na 

ture of my invention, what is claimed is: 
An electric light attachment for an electric 

shaver having a casing, comprising a hood open 
at the front and having a bottom portion, con 
tact terminals mounted on the said shaver cas 
ing, leads in the said shaver casing permanently 
connected to the said contact terminals, the said 
bottom portion having openings receiving the 
said contact terminals, the latter being disposed 
spaced apart from each other along a line ex 
tending in longitudinal direction of the said hood 
and constituting the sole securing means for the 
said hood to the electric shaver, a conducting 
bracket for mounting the said light, a lamp bulb 
extending laterally from the said conducting 
bracket and within the said hood, insulating 
means supporting the said conducting bracket, 
a ?rst light terminal extending from the said 
conducting bracket and a second light terminal 
extending through the said insulating means 
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and supported thereon, the said conducting 
bracket constituting a single element for con 
ducting the current to the said light and to 
simultaneously support the same, and the said 
contact terminals, contacting with the corre 
sponding ?rst and second light terminals when 
plugging in. 
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