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This invention relates" to paint buckets and 
containers particularly of the type adapted to be 
used on ladders and sca?olds, and in particular 
a metal ‘paint bucket'having a ‘flat side and a 
handle wherein two similar buckets positioned to 
gether provide a dual or twin container whereby 
paint of one color may be provided in one con 
tainer and paint of another color in the other or 
twin container. 
The purpose of this invention is to facilitate 

painting where a plurality of colors are required 
such as a painting window sash and frames par 
ticularly on a ladder or scaffold where it is neces 
sairy for the painter to carry two separate con 
tainers. 
In painting and trimming Windows or other 

parts of a building structure it is customary to 
use a plurality of colors and, to expedite his work 
a painter carries two separate pots or contain 
ers, each having a different color therein, up 
a ladder or the like and it is dimcult to hold two 
circular containers in one hand. It is also di?i 
cult to suspend two separate containers from a 
ladder or other support. With this thought in 
mind this invention contemplates a container 
having a ?at side wherein another similar con 
tainer may be positioned with the ?at side thereof 
against the ?at side of the former container so 
that with separate handles on the containers 
the containers may be suspended or carried as 
a, single unit. 
The object of this invention is, therefore, to 

provide means for forming a paint pot or con 
tainer whereby two of the containers may be nest 
ed together and also whereby the handles of the 
containers are adapted to be brought together to 
facilitate carrying both containers as a unit. 
Another object of the invention is to provide 

a container having a flat side wherein another 
similar container positioned with the flat side 
thereof against the ?at side of the former con 
tainer may be secured to the former container 
with clips at the lower edge and with a spring 
clip at the upper edge. 
A further object of the invention is to provide 

an improved paint can or container in which 
a pair of containers are adapted to be nested to 
gether to form a dual container and in which the 
device is of a simple and economical construc~ 
tion. 
With these and other objects and advantages 

in view the invention embodies a paint bucket 
or pot substantially circular in plan and having 
a ?at section at one side with a locking clip at 
the lower edge of the flat section, a spring clip 
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for holding the upper edges of the flat sides 
of two of the containers together and with 
‘handles pivotally mounted at spaced points on 
the containers. ‘ > 

Other features and advantages of the inven 
tion will appear from the following description 
taken in connection with the drawing, wherein: 
Figure l is a plan view showing a pair of buck 

ets or containers with the flat sides thereof in 
meeting relation and with parts of the handles 
and a holding clip broken away. 
Figure 2 is a side elevational view of the con 

tained shown in Fig. 1 with parts broken away 
showing the meeting edges of the containers and 
holding clips thereof shown in section. 
Figure 3 is an elevational view of one of the 

containers looking toward the ?at side thereof. 
Figure 4 is an elevational view of one of the 

containers also showing a side elevation and i1 
lustrating the container with a flat side on one 
side of the center and an arcuate side on the 
opposite side of the center. 
Figure 5 is a section through the lower meet 

ing edges of two of the containers with the parts 
shown on an enlarged scale. 
Figure 6 is a detail illustrating the clip for se 

curing the upper edges of the ?at sides of the 
containers together. 
Referring now to the drawing wherein like 

reference characters denote corresponding parts 
the improved paint bucket or container of this 
invention includes a base Iii, an upwardly ex 
tended outwardly diverging side wall II, a ?at 
wall 12, a handle l3, and a spring clip having 
a back [4 with side ?anges l5 and i6 and with 
the ?anges connected to the back with arcuate 
beads i‘! and I3, respectively. 
The arcuate wall H is secured to the edges of 

the base Ill with a conventional crimped joint, as 
indicated by the numeral I9 and the lower edge 
of the flat wall I2 is provided with a section 20 
that forms a flange, and a clip 2| , which is 
U-shaped in cross section, as shown in Fig. 5 
whereby with two of the containers in assembled 
relation the clip 2| receives the flange 20 of a 
?at wall of a nested or adjoining container. 
The upper edge of the container is rolled to 

provide a bead 22 on the outside of the arcuate 
wall II and a bead 23 on the inside of the ?at 
wall l2. 
The handle I3 is secured to eyes 24 and 25 ex 

tended from the sides of the container. 
With the parts formed in this manner a paint 

bucket or container as disclosed and described 
is adapted to be used independently or two simi 
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lar containers may be assembled by holding the 
lower edges of the flat walls together whereby 
the clips 2! are inserted over the edges of the 
adjoining Walls. With the ?at walls together 
the spring clips including the ?anges l5 and 18 
extended from the backs [4 may be slipped over 
the upper edges whereby the containers are 
locked together and with the containers together 
both may be carried in one hand with the handles 
together, as illustrated in Fig. 2 and both may 
also be suspended by a hook from a ladder or 
sca?old. 
The containers may readily be separated for 

cleaning whereby they may be used and dis; 
carded or may be reused. 
The container is particularly adapted for trim 

ming or painting a window frame where two 
colors are required. 

It will be understood that modi?cations, with 
in the scope of the appended claim, may be made 
in the design and arrangement of parts without 
departing from the spirit of the invention. 
What is claimed is: 
A paint container comprising a base having an 

arcuate edge and a straight edge joining the ends 
of said arcuate edge, an arcuate side wall ex 
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4 
tended upwardly in diverging relation from the 
arcuate edge of said base, a ?at wall positioned 
perpendicular to the base extended upwardly 
from the straight edge of the base, said ?at wall 
having a downwardly disposed ?ange on the low 
er edge extending from the center thereof to 
one side and depending below the base, the re 
maining portion of the lower edge of said flat 
Wall depending below the base a distance equal 
to the length of said ?ange and being turned out 
wardly and. upwardly to form a U-shaped clip 
adapted to receive the ?ange of a similar ad 
jacent container for temporarily holding the 
lower part of said containers together and means 
for temporarily holding the upper edges of the 
flat walls of said containers together, and a 
handle pivotally mounted on said container. 
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