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To all whom it may concern : 
V Beit known that I, FRANCIS TUNIOA, acitizen 
of the United States, residing at Omaha, in the 
county of Douglas and State of Nebraska, have 
invented a Continuous Park and Garden Bor 
der, (liningorcurbin'g;) and Ido hereby declare 
that the following is a full, clear, and exact de 
scription of the invention, which will enable 
others skilled in the art to which it appertains 
to make and ‘use the‘same. 
My invention relates to borders for parks 

and gardens; and itconsists essentiallyin abor 
der made of burned clay, arti?cial stone, &c., 
in sections of suitable lengths, each section 
being provided with a dowel-pin and dowel- 
opening at or near the. top of the border, so 
that the sections can be brought closely to 
gether and present an unbroken top surface. 

It further consists in details of construction 
and arrangement of the several parts that will 
be hereinafter more fully set forth in the speci 
?cation‘ and pointed out in the accompanying 
drawings, in which_— 
Figure 1 is a plan view of my park or gar 

den border; Figs. 2 and 3, vertical sections of 
' the border-piece; Fig. 4, an elevation showing 
the manner in which the sections are joined 
together; ‘and Fig. 5, a plan view of the bor 

. tier-sections. 
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Each section-piece, A, is provided with one 
or more base-?anges, b '1)’, upon which the gravel 
or ballast is placed,to prevent upheavel of the 
border by frost in the spring, and prevents 
“washing out” from beneath the border. In 
this way the border is constantly retained in 
its vertical position. Each piece, near the top, 
is provided with a dowel-opening, a,-to receive 
a dowel-pin, a',fFig. 4, by means of which the 
sections are rigidly joined together and pre 
sent an unbroken top surface. If this were 

' not the case the pieces would get pushed for 
ward or backward out of line, thereby destroy 
ing the continuity of the border and rendering 
it liable to displacement and‘breakage. The 
earth 0 is placed on the gravel d or ballast, and 
just high enough to allow the rounded surface 
of the top of the border to project above the 
sod. This prevents the earth being pushed or 
washed onto the walk. At the corners 1 pre 
fer to use the double-?anged base, as shown 
in Fig. 3, and for this purpose can make these 
rounded or angular, to conform to the angles 
or curves in the borders, as shown in Fig. 1. 
Suitable drop-pipes, 0, connecting the drains, ‘ 

, may be arranged at suitable intervals, for the 
purpose of carrying olf surface-water and pre 
vent accumulation of moisture about the bor 
ders. . 

I am awarethat vitri?ed clay and terracotta 
borders have been used. 1 am'also aware that 
?anged borders have been used, and such bor 
ders I do not claim; but i 
What I do claim is-- - ' 

1. A park or garden border provided with a 
?anged base,_each section-piece, near its top, 
having a dowel-pin and dowel-opening, where 
by the top of the border is retained in rigid. 
alignment, substantially as and for the purpose 
set forth. . j 

2. A park or garden border made in sections, 
the top of the sections being rounded, the bot-_ - 
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tom havinga ?ange or ?anges to receive the - ‘ 
ballast, and each section. at or near the top,] 
being provided with a dowel pin and opening, 
substantially as and for the purpose set forth. 

FRANCIS TUNIOA. 

Witnesses : 
CHAS. F. JORDAN, 
JAMES W. WAY. 
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