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This invention relates in general to a ?sher 
man’s chair, and more speci?cally to a chair 
which is intended to be set on the ground along 
the bank of a stream and in which a ?isherman 
may be comfortably seated while ?shing. 
The primary object of this invention is to pro 

vide an improved ?sherman’s chair having trans 
verse front and rear rungs which are provided 
with vertically directed notches in which ?shing 
poles may be suitably supported, said chair be 
ing adapted to comfortably seat a ?sherman 
while ?shing along the banks of streams, lakes, 
beaches, etc., from piers, and from boats of var 
ious types. 
Another object of this invention is to provide 

an improved chair especially intended for use by 
a ?sherman while ?shing along a bank of a 
stream, said chair being provided with legs hav 
ing enlarged lower end portions whereby the 
chair is provided with large ground engaging 
surfaces. 
Another object of this invention is to provide 

an improved ?sherman’s chair having support 
ing surfaces under the seat portion thereof, said 
supporting surfaces having mounted thereon 
boxes in which may be stored ?shing equipment. 
Another object of this invention is to provide 

an improved ?sherman’s chair having bait stor 
age means in the form of an elongated box for 
craw?sh slidably mounted on a supporting sur 
face below the seat of the chair, and hooks car 
ried by the back of the seat having mounted 
thereon a minnow bag. 
Another object of this invention is to provide 

an improved chair having legs generally circular 
in cross-section with the forward portion of the 
upper part of the rear legs being removed to pro 
vide ?at surfaces. 
Another object of this invention is to provide 

an improved ?sherman’s chair which is formed 
of hardwood and is resistant to dampness which 
it will ordinarily come into contact with during 
the use of the same by a ?sherman. 
A further object of this invention is to provide 

an improved ?sherman’s chair whereby a ?sher 
man may be comfortably seated while ?shing 
along the banks of a stream. 
With these objects de?nitely in view, this in 

vention resides in certain novel features of con 
struction, combination and arrangement of ele 
ments and portions as will be hereinafter de 
scribed in detail in the speci?cation, particularly 
pointed out in the appended claims, and illus 
trated in the accompanying drawings which 
form a material part of this application, and in 
which: 
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Figure 1 is a front perspective view of the 

?sherman’s chair which is the subject of this 
invention and shows the arrangement of the 
various elements thereof; 

Figure 2 is an enlarged longitudinal ‘tlé'rtical 
sectional view taken substantially upon the plane 
indicated by the section line 2--2 of, Figure 4 
and shows the general ‘construction of the chair 
of Figure 1; 

Figure 3 is a transverse vertical sectional view 
taken substantially on the plane indicated by 
the section line 3-3 of Figure 4 and shows the 
manner in which storage boxes are mounted 
within the chair; 

Figure 4 is a transverse horizontal sectional 
view taken substantially upon the plane indi— 
cated by the section line 4-4 of Figure 3, parts 
of the storage boxes being broken away and 
shown in section in order to show the relation be 
tween the various portions thereof; and. 
Figure 5 is a perspective view of a storage box 

for craw?sh taken from the inner side thereof 
and showing the construction of the screen inner 
side. 

Similar characters of reference designate sim 
ilar or identical elements and portions through 
out the speci?cation and throughout the different 
views of the drawings. ‘ 

Referring now to the drawings in detail, it 
will be seen that the chair is provided with iden 
tical front legs l0 and I2, and corresponding 
identical rear legs l4 and I6. In order that each 
of the legs may provide a suitable support for 
the chair when resting upon soft ground, each of 
the legs have enlarged lower ends in the form 
of large knobs l8. 
Extending between the front legs [0 and [2 

intermediate their ends is a front rung 20 which 
is generally ?at and extends vertically. The 
front rung 20 is provided with a pair of substan 
tially centrally located upwardly opening notches 
22 for receiving portions of ?shing poles (not 
shown). As is best illustrated in Figure 2, a rear 
rung 24 similar to the front rung 20 extends be“ 
tween and is secured to the rear legs I4 and IS. 
The rear rung 24 is disposed below a horizontal 
plane passed through the front rung 20 and is 

, provided with ?shing pole receiving notches 26 

50 

55 

which extend downwardly. Fishing poles are 
mounted in the chair by placing the rear ends 
in the notches 26 and resting their intermediate 
portions in the notches 22 of the front rung 20. 
The weight of the forward ends of the ?shing 
poles will cause their rear ends to press upwardly 
in the notches 26 of the rear rung 24 thereby 
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causing the ?shing poles to be retained in the 
notches 22 and 26. 
Extending between and secured at its ends to 

the rear legs l4 and I6 is a substantially circular 
rear rung 28 which lies in a horizontal plane 
passed through the bottom portion of the front 
rung 20. Extending between the lower portion 
of the front rung 20 and the rear rung 28 is a 
pair of support members 30 and 32 which lie in 
the same horizontal plane as the rear rung 2B. 
As is best illustrated in Figure 4, the outer side 
edge of the supporting member 30 extends tan 
gentially between the front leg I0 and the rear 
leg [4 and the support member 30 is secured to 
said legs as well as being secured to the front 
rung 26 and the rear rung 28. The inner side 
‘edges of the support members 30 and 32 are in 
spaced parallel relation, and the outer side edge 
of the support member 32 is tangentially to the 
front leg [2 and the rear leg 16 in the same man 
ner as is the support member 30 to the front leg 
‘ill and the rear leg It. It will be noted that the 
support members 36 and .32 are trapezoidal in 
,plani'giew due to the fact that the front legs 10 
‘and'ql'f are spaced further apart than the rear 
legs M and it. 
The front leg 16 is additionally connected to 

the rear leg 14 by a lower side rung 34 and 
the front leg M is connected .to the rear leg l6 
by a lower side rung 36. Extending between 
the upper ends of the front legs [0 and I2 and 
the intermediate portion of the rear legs I4 and 
i6 is a seat referred to in general by the refer 
ence numeral 38. The seat 38 includes a frame 
formed of a front member 40 extending between ~ 
and secured ‘to the front legs I9 and I2 adja 
cent their upper ends, and a rear frame mem 
ber 42 extends between and secured to the rear 

The frame of the seat 38 also 
includes .side frame members 4'4 and 46 which 
extend ‘between the front leg ~10 and the rear 
leg I4, and the front leg 12 and rear leg l6, 
‘respectively. The frame of the seat 38 is cov 
ered with a woven seat portion 48 formed of 
strips of hickory bark. 
The portions of the rear legs l4 and [6 ex 

tending upwardly above the seat 38 have the 
front portions thereof removed to provide ?at 
Vertically extending surfaces 56 and 52 to form 
a part of a comfortable backrest. ‘The back 
rest also includes a pair of ‘transversely curved 
slats 54 which ‘extend between and are secured 
in spaced relation 'to the upper portions of the 
rear legs ‘M and ‘I6. , 
As is best illustrated in Figure 4, the support 

member 30 has secured to its upper face a pair 
of spaced identical inverted ‘UV-shaped housings 
56 which open outwardly of the chair. Resting 
on the upper face of the supporting member '30 
and slidably received within the -U -shaped hous 
ings 56 is a pair of boxes 58. The boxes 58 are 
‘provided with conventional opening vand .clos 
ing knobs 46!! on the front Wall thereof and have 
latch members on the upper portion of their front 
walls, the latch members 62 being engageable . 
with keepers 64 carried vby the front portion of 
the upper parts of the housings 56. 
The support member 32 is provided with an 

elongated housing 66 which is opened outwardly‘ 
and has slidably mounted therein a box 68. As 
is best illustrated in Figure 5, the ‘box 68 has 
an inner wall l'll formed of screen wire. The pur 
‘pose of the screen wire wall '10 ‘is to provide 
air to ‘the interior of the ‘box as the box 68 is 
intended for holding bait such as craw?sh. The 
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, recited objects and drawings. 

box 66 is also provided with a conventional open- 
ing and closing knob 12 on the outer wall there 
of, and a latching member ‘i4 mounted in verti 
cal relation thereto. The latching member 14 
is engageable with a keeper member 16 carried 
by the outer edge of the upper portion of the 
housing 66. 

Secured to the underside of the seat frame 
members M and 46 and extending vertically 
downwardly therefrom are flat reinforcing strips 
18 and 80, respectively. The flat reinforcing 
strips 18 and 80 overlie the outer upper portion 
of the housings 56 and 66 and are secured there 
to in order to reinforce the same. 
The rear frame member 42 of the seat 38 is 

provided with a pair of spaced hook members 82, 
as is best illustrated in Figure 2. The hook 
members 82 are open upwardly and are adapted 
to have a bag for holding minnows supported 
thereby. The bag for holding the minnows may 
be of any conventional structure and, ‘there 
fore has not been illustrated. ' 
The ‘rungs connecting ‘together the legs of the 

chair are formed of seasoned ‘hardwood and the 
legs are formed of green hardwood whereby when 
the legs dry and shrink the rungs are securely 
clamped in their respective sockets. It is in 
tended that all of the elements of the chair be 
formed of ‘hardwood ‘so as ‘to resist rotting due 
to dampness encountered along the bank of a 
stream while in use. 

It is intended that the ‘boxes '58 be utilized for 
storing all types of ?shing equipment including 
?shing lines, hooks, ?ats, sinkers, etc. The boxes 
58 may also be used for the storage ofbait such 
as worms. 
The voperation of this device will be 'under 

stood from the foregoing description of‘the de 
tails thereof, taken in connection with the above 

Further descrip 
tion would appear to be unnecessary. 
Minor modi?cations of the device, varying in 

minor details from the embodiment of the de 
vice illustrated and described here, may be ‘re 
sorted to ‘without departure from the spirit and 
scope of this invention, as de?ned in the ap 
pended claims. ' ' 

Having described the 
claimed as new is: 

-1. .A .fisherman’s chair comprising front and 
rear legs, a seat carried by said front and rear 
legs, a back rest carried by said rear legs, a 
front rung connecting said front legs, a ?rst 
rear rung 'connecting said rear legs, said front 
and first rear rungs, providing ‘a support ‘for 
?shing poles, a second rear rung extend-ing be 
tween said rear legs, said second rear rung 
being in a horizontal plane passed through 
the lower portion of said front rung, ‘a pair 
of ?at sup-porting ‘members carried by said 
legs, said supporting members lying ‘in said vhori 
zonta-l plane ‘passed through the lower portion 
of said front rung. 

2. A ?sherman’s chair comprising front and 
rear legs, a seat carried by said front and rear 
legs, a back rest carried by said rear legs, a 
front rung connecting said front legs, a first 
rear rung connecting ‘said rear legs, said front 
and ?rst rear rungs, providing a support ‘for ?sh 
ing poles, ‘a second rear rung extending between 
said rear legs, said second rear rung being in 
a horizontal plane passed through the lower ,por 
tion of said front rung, a pair of ?at support 
ing members carried bysaid legs, said support 
ing members lying in said'horizontal plane passed 

invention, what is 
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through the lower portion of said front rung, 
said supporting members having spaced parallel 
inner side edges to provide space for ?shing poles 
supported by said front and ?rst rear rung. 

3. A ?sherman’s chair comprising front and 
rear legs, a seat carried by said front and rear 
legs, a back rest carried by said rear legs, a front 
rung connecting said front legs, a ?rst rear rung 
connecting said rear legs, said front and ?rst 
rear rungs, providing a support for ?shing poles, 
a second rear rung extending between said rear 
legs, said second rear rung being in a horizontal 
plane passed through the lower portion of said 
front rung, a pair of ?at supporting members 
carried by said legs, said supportingmembers 
lying in said horizontal plane passed through the 
lower portion of said front rung, said support 
ing members having outer side edges extending 
between said front and rear legs and secured 
thereto, the front and rear end edges of said 
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supporting members being secured to said front 
and ?rst rear rungs. 
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