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1 Claim. (Cl. 215--44) 

The present invention relates to closures for various 
types of bottles and other containers. 
More speci?cally, the invention relates to a closure 

for various types of dispensers in which one of the 
objects is to provide means in a cap portion and a cover 
for the cap portion coacting as relatively moving parts 
to produce a jamming action to securely hold the cover 
on the cap portion in closed position. 
A further object of the invention resides in a closure 

in which a groove, a rib or other guiding means is pro 
vided in one of the relatively moving parts of the 
closure to tighten or clamp onto a pin in' the other 
of the relatively moving parts so that either the point 
of the pin engages the bottom of the groove, or the 
shank of the pin engages the side or sides of the groove, 
rib or guide means. 
A still further object of the invention resides in a 

closure for receptacles in which the main part of the 
closure cap is provided with a reduced portion which 
latter includes the means to open and close communica 
tion to the container on which the closure is mounted. 
Another object of the invention resides in a closure cap 
member which is provided with a slot or other means 
which, for instance, is inclined at an angle relative 
to the top of the cap to thus tightly wedge the cap in 
closed position due to the incline of the slot. 
A further object of the invention is the provision of 

a protecting means in such closure with relatively mov 
able parts, to make tampering with the contents of 
the container noticeable. 

Further objects will be apparent from the following 
description when considered in connection with the ac 
companying drawing in which: 

Figure 1 is a perspective view of the cap cover mounted 
on a receptacle, 

Fig. 2 is a top plan View of the cover of Fig. 1, 
Fig. 3 is a cross-sectional View of the cap taken on 

line 3--3 of Fig. 2, 
Fig. 4 is a top plan View of a neck portion of the 

closure of Fig. 1, 
Fig. 5 is a side elevation, partly in section of a neck 

portion of the closure of Fig. 1, 
Fig. 6 is a side elevation of a modi?ed neck portion 

of the closure, 
Fig. 7 is a cross-sectional View of the neck portion on 

a bottle neck, 
Fig. 8 is a detailed View of an elastíc pad for the 

closure, 
Fig. 9 is a cross-sectional View of a modi?ed closure 

with the cap in the open or dispensing position, 
Fig. 10 is a perspective view of a modi?ed closure cap, 
Fig. 11 is a top plan view of a part of the cap of 

Fig. 10, 
Fig. 12 is a cross section of a modi?ed detail, taken 

on line 12-12 of Fig. 13, 
Fig. 13 is a diagrammatic view of the modi?ed detaíl 

of Fig. 12, 
Fig. 14 is a diagrammatic View of a modi?ed exten 

sion cap, 
Fig. 15 is a side elevation of a container and closure 

showing the modi?ed construction of Fig. 14, 
Fig. 16 is a cross section through the neck and closure 

of a container showing the'modi?cation of Figs. 12 and 
13, and 

Fig. 17 is a side elevation showing the detail of the 
groove and pin of Fig. 15. _ 
The cover 1, Figs. 1 to 3, is cup-shaped and is prov?ded 
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2 
with a perforation 5 which is preferably off center as 
shown. The side wall of the cover is provided with a 
plurality of spaced inwardly projecting pins 9 of which 
there are preferably three in number spaced equally 120° 
apart. Any other number of pins, however, may be 
employed, but three or more equally spaced are con 
sidered as a preferred number. 
The rotatable cover 1 cooperates with a neck or cap 

portion 2, Figs. 1 and 5, which is provided with looking 
and jamming grooves 6 and 7 equal in number to the 
number ot' pins 9 with which they cooperate. The cap 
portion 2 which forms the other part of the dispensing 
closure has a short tube 3, Figs. 4 to 7 and 9, secured 
therein at a point remote from the center and is secured 
coaxially with a perforation in the neck portion. A pad 
4 or 4' having a perforation 5" therein is mounted on 
the tube 3 and normally projects a short distance above 
the outlet end of the tube 3. The pad 4 is made of any 
suitable flexible or elastic material, such as rubber and 
rubber compositions, leather, and the like, and such pad 
may be treated with a fat or any other substance to im 
prove the tightness of the closure. As indicated in Fig. 9 
the pad rests with its surfaces 4" against the cover 1 and 
the cap portion 2. 
As shown in Fig. 7, the tube 3 may be Secured at 3' 

to the underside of the cap portion 2 and a ring 11 may 
be utilized as a Washer provided on a scaling disc 12 
which latter may be punctured upon ?rst use of the 
contents of the container 13. 
As shown in Figs. 5 and 14, the grooves in the cap 

portion 2 have a vertical groove portion 7 and a hori 
zontal groove portion 6 at right angles to the portion 7 
so that the pins 9 of the cover portion 1 may ?rst 
move down the portion 7 and then become locked and 
jammed in the groove 6. The groove may have a 
slight downward slope as shown in Fig. 6 by the part 6' 
which terminates from the sloping or jamn?ing con 
tacting surface 3' into the end part 8. In another form 
ot' the invention the sides of the groove 6", Figs. 14 and 17, 
may converge inwardly on each side of the groove to 
thus jam the pin 9 in its locked position on opposite sides 
of the pin. While the foregoing is taking place, the pad 
4 is being compressed tightly between the cover 1 and cap 
2 around the tube 3, thus providing a perfectly tight 
closure with the hole 5 in the cover out of registry with 
the tube 3. 

It is also possible, as shown in Fig. 16 to provide a 
wedging or jamming action by gradually diminishing the 
depth of the groove as a jamming Contacting surface, 
Figs. 12 and 13, in which the depth of the groove 6'” 
gradually becomes more shallow toward the end 6'”' to 
tightly hold the cover on the cap. 

Fig. 8 shows the pad 4 and 4' which may be of di?er 
ent lengths depending upon the material and the amount 
of closure force required or desired between the cover 
and the cap. The pad may be of a different shape with 
the hole 4" or 5" in the center or off center. 

Fig. 10 shows a cap 14 provided with a reduced por 
tion 2 which may be suitably combined as, for instance, 
welded, soldered, wedged, glued or screwed together at 
16 and on which the cover 1 is mounted in the manner 
similar to the modi?cation described. 
The operation of the dispensing closure is believed 

closure is believed to be obvious from the foregoing de 
scription of the various parts of the complete structure. 
As shown in Fig. 9 the cover and cap are in an aligned 
position for dispensing after the disc 12 has been pierced 
and it will be seen that both the hole 5 and tube 3 
are offset from the center. Upon rotation of the cover 1 
the pins 9 follow the grooves 6 and by the jamming 
action as shown in Figs. 6, 12 and 14, the cover 1 is 
locked on the cap 2 with the hole S and tube 3 out of 
alignrnent and the pad 4 compressed between the cap 
and cover. Thus, no leakage can take place. Motion 
of the cover in one direction closes the dispenser and 
in the other direction opens the dispenser. 

It is, of course, obvious that the pins and grooves may 
be reversed from that shown, that is, the grooves may 
be provided in the cover 1, and the pins in the cap 2, 
as the operation and effects would be the same. 
A neck or glass neck of a container itself can, as an 
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example, also have the cap or íts equivalent the same 
as the cap 2 and in such case the container neck would 
take the place of and eliminate the entire and separate 
cap 2 so that the cover 1 would in such case act direct 
on such container neck. 
The accompanying drawings will not limit my inven 

tion in any way or manner. lt is expressly emphasized 
that the scope of this invention is not to be construed 
as limited by the drawings or by the description as many 
other modi?cations can be made without departing from 
the spirit of rny invention. 

I claim as my inventions ' 
A closure for receptacles comprising a closure cap 

portion for a neck portion of the receptacles, one of 
said portions having a plurality of bayonet-shaped Slots 
and the other portion having a plurality of projecting pins 
one for each slot, each slot having an open end and a 
closed end With a straight part intermediate and con 
nected to the two ends to form a groove, and said 
groove having a pair of projections one on each side 
and at the closed end thereof to grip, jam and lock the 
pin in the closed position of the closure cap on the 

UI 

10 

15 

20 

4 
receptacle by direct contact of the projections on a 
portion of the pin. 
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