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The present invention relates to improvements in card 
holders‘and exhibitors for receiving ?at sheets of printed 
material, such as, for example, menus, certi?cates, li 
censes and other similar articles which are extensively 
handled, to protect the printed‘material while exposing it 
to view. 

It is an object of the present invention to provide a 
card holder andexhibitor of the described character con 
structed to facilitate the insertion and removal of the 
printedmaterial so that the latter can be easily replaced, 
as, for example, when the card holder and exhibitor is 
used for protecting a menu which is changed daily. 
Another object is to provide a, card holder and exhibitor 

of the-described character which, is adapted to expose 
the opposite faces of a ?at sheet of printed material to 
view. . 

In accordance with the present invention, the above, 
and other objects, features and'advantages thereof, are 
achieved by, providing a card holder and exhibitor-which 
includes two rectangular and coextensive protective sheets 
of a material which, while it may be ?exible or resilient, 
has ‘su?icient rigidity to return to, or retain, its original 
shape. The material of at least one. of the sheets is 
transparent, and the sheets are secured together along 
three of the sides thereof so that the fourth side de?nes 
an opening through which the printed material may be 
inserted and removed. The side edge portions of at 
least one of the sheets which extend along at least the 
sides at right angles to the open sides are offset toward 
the other of the sheets so that the internal surfaces of 
the sheets are spaced apart, at least along the sides at 
right angles to the open side, and the frictional resistance 
to insertion or removal of the printed material is sub 
stantially minimized. In one embodiment of the inven 
tion, only the side edge portions of one sheet along the 
sides at right angles to the open side are offset; in an 
other embodiment, all side edge portions of one sheet with 
the exception of the open side are offset; and in still 
another embodiment, the side edge portions of both 
sheets, with the exception of the open side, are offset 
toward each other to provide the desired spacing apart 
of the sheets at the secured together sides thereof. 
In order that the invention may be fully understood, 

illustrative embodiments thereof will be hereinafter de 
scribed in detail and are shown in the accompanying 
drawing, forming a part hereof, and wherein: 

Fig. 1 is a plan view of a card holder and exhibitor 
embodying the present invention; 

Fig. 2 is a sectional view taken along the line 2-2 
of Fig. 1 and on an enlarged scale; 

Fig. 3 is a fragmentary sectional view taken along the 
line 3~—3 of Fig. l and on an enlarged scale; . 

Fig. 4 is a plan view of a card holder and exhibitor 
constructed in accordance with another embodiment of 
the invention; 

Fig. 5 is a sectional view along the line 5—5 of Fig. 4 , 
and on an enlarged scale; 
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Fig. 6 is a fragmentary sectional view takenalong-the 

line 6-6 of Fig. 4 and on an enlarged scale; and 
Fig. 7 is a view similar to Fig. 3, but showing still 

another embodiment of the invention. 
Referring to the drawing in detail, and initially to Figs. 

1, 2 and 3 thereof, the reference numeral 10 is employed 
for generally indicating a cardholder and exhibitor con 
structed in‘accordance with the present invention. _The 
card holder and exhibitor 10 includes two rectangular-and 
coextensive sheets 12 and 14, with atleast one, and pref 
erably both, of these sheets being formed of a trans 
parent material which, while it may be ?exible and 're 
silient, has su?icient rigidity to return to, or retain, its 
original shape. The sheets may be formed of any trans 
parent and resilient thermoplastic material, such as,iforv 
example, cellulose acetate, methyl methacrylate and the 
like. 

In accordance with the present invention, at least two 
of the opposite side edge portions of at least one of the 
sheets 12 and 14 are offset relative to the remainder of 
the sheet so that, when the sheets are superposed,‘ these 
offset side edge portions will serve to space apart the 
sheets. Thus, in the embodiment of Figs. 1, 2 and 3, 
the opposite side edge portions 16 and 18 of the sheet 
12 are offset relative to the remainder of that sheet (Fig. 
2) and, when the sheets 12 and 14 are superposed, the 
offset side edge portions 16 and 18 bear against the 
corresponding side edge portions 24} and 22 of ‘the sheet 
14 so that the sheets 12 and 14 are spaced apart at least 
along the sides corresponding to the edge portions 16 
and 18. The side edge portions 16 and 13 ‘can be. offset 
relative to the remainder of the sheet 12fmerely. by sub. 
jecting the latter to suitable heat and pressure in a-con 
ventional die press or roller arrangement. 

In order to provide an envelope'or holder for a sheet 
of printed material, the side edge portions 16 and 18 
are respectively secured to the side edge portions 20 and 
22, and one end edge portion 24 of the sheet 12 is se 
cured to the corresponding end edge portion 26 of the 
sheet 14 (Fig. 3), thereby leaving the opposite end edges 
of the sheets free of each other to de?ne an open end 
28 through which the printed material can be inserted 
and removed. In the illustrated embodiment, the se 
cured together edge portions are encased in suitable bind 
ing tape 30, which may be formed of leather, fabric and 
the like, and stitching 32 extends through the tape 30 
and the edge portions 16 and 20, 18 and 22, and 24 and 
26 to secure together these edge portions. However, it 
is to be understood that the tape 30 and stitching 32 
may be eliminated and that the edge portions of the 
sheets may be secured together by a suitable adhesive 
applied therebetween or by the application of heat and 
pressure to effect molecular adhesion at the confronting 
surfaces of the secured together edge portions. 

It is apparent that in the embodiment described above 
the sheets 12 and 14 are spaced apart at least along 
the secured together side edge portions (Fig. 2) ex 
tending at right angles to the open end 28 so that there 
is little frictional resistance to the insertion or removal 
of a card or sheet of printed material through the open 
end. Thus, the card holder and exhibitor 10 may be 
employed to protect a menu with the opposite faces of 
the latter being visible through the sheets 12 and 14, 
and the menu can be easily replaced by reason of the 
offset side edge portions 16 and 18. 

While only the side edge portions 16 and 18 of the 
sheet 12 are offset in the embodiment illustrated in Figs. 
1, 2 and 3, it is apparent that a card holder and exhibitor 
constructed in accordance with the present invention may 
also have the secured end edge portion of at least one 
of the sheets offset relative to the remainder of that 
sheet so that the superposed sheets are spaced apart along 
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all of the secured together edge portion. Thus, in Fig. 7, 
a modi?cation of the embodiment of Figs. 1, 2 and 3 
is illustrated and the end edge portion 24a is offset rela 
tive to the remainder of the sheet 12a and bears against 
the end edge portion 26a of the ?at sheet 14a with the 
edge portions 24a and 26a being secured together, for 
example, by the binding tape 30a. 

While only one sheet of the card holder and exhibitor 
of Figs. 1, 2 and 3 and Fig. 7 has the edge portions 
offset, it is to be understood that both of the sheets 12 
and 14 can be formed with offset edge portions. Thus, 
in the embodiment of the invention illustrated in Figs. 
4, 5 and 6, the holder and exhibitor 10b includes two 
superposed sheets 12b and 14b, and the three edge por 
tions 16b, 18b and 24b of the sheet 12b and the edge 
portions 20b, 22b and 26b of the sheet 14b are all o?set. 
The sheets 12b and 14b are superposed with the offset 
edge portions abutting against each other to space apart 
the sheets along the side edges and one of the end edges. 
Finally, the o?set edge portions of the sheets are secured 
together, for example, by binding tape 30b and stitching 
32b, and the free end edges of the sheets de?ne an open 
ing or entrance 28b through which a ?at sheet of printed 
material can be inserted and removed. It is apparent 
that, when the edge portions of both sheets making up 
the card holder and exhibitor are offset, as in Figs. 4, 
5 and 6, the depth of the offset of each sheet need be 
only one half the depth of the otfset of the one sheet 
in the embodiments of Figs. 1, 2 and 3 and Fig. 7. It 
will be appreciated that the depth of the offset, Whether 
in only one of the sheets or in both sheets, depends upon 
the thickness of the ?at card which is to be accommodated 
in the holder, and preferably is greater than the thick 
ness of the card in order to permit ready insertion and 
removal of the card. 
From the foregoing, it is apparent that the present 

invention provides a card holder and exhibitor for pro 
tecting a ?at sheet having printed material thereon, such 
as, for example, a menu, license or certi?cate and the 
like, and which is constructed to permit viewing of both 
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sides of the protected material while facilitating, the 
insert and removal of the latter through the open end. 

While illustrative embodiments of the invention have 
been shown and described in detail, it is to be understood 
that the invention is not limited to these precise embodi 
ments, and that various changes and modi?cations can 
be e?ected therein, by a person skilled in the art, without 
departing from the scope or spirit of the invention, as 
de?ned in the appended claims. 
What is claimed is: 
1. A card holder and exhibitor comprising two co 

extensive and rectangular sheets formed of substantially 
rigid material adapted to retain its shape, at least one 
of said sheets being transparent, and means securing to 
gether said sheets along the edges at the opposite sides 
and one end thereof so that the edges at the other end 
de?ne an entrance for the insertion and removal of a 
card, edge portions of at least one of said sheets being 
permanently offset at least along the sides thereof rela 
tive to the remainder of the respective sheet in the direc‘ 
tion toward the other of said sheets, the amount of said 
offset being sufficient so that said two sheets are spaced 
apart at least along the opposite side edges thereof by 
a distance slightly greater than the thickness of a card 
to be accommodated therebetween to facilitate the in 
sertion and removal of a card through said entrance. 

2. A card holder and exhibitor according to claim 1; 
wherein said securing means includes binding tape ex 
tending around the edge portions of said sheets at the 
opposite sides and said one end thereof, and stitching 
securing together said binding tape and said edge por 
tions at the opposite sides and said one end of the sheets. 
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