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This invention relates to improvements in non-metallic 
enclosures of the type adapted to be maintained in an 
inñated condition by a differential between internal and 
external pressures. 

The primary object of the invention resides in the pro 
vision of an improved non-metallic enclosure or housing 
particularly adapted for use in the protection of radar 
equipment or the like. It is often desirable to mount 
radar equipment in locations which offer no iiXed struc 
tures for the protection of the delicate electronic equip 
ment associated therewith. It is sometimes desirable to 
mount such equipment on elevated platforms substantially 
above the ground level. Such equipment includes an 
antenna usually mounted for 360° rotation as well as for 
training in azimuth for the transmission and reception 
of signals of micro-wave frequencies. It is desired com 
pletely to house the antenna, as well as the associated 
transmitting and receiving equipment and power supplies, 
but since both the transmission and reception of such sig 
nals would be adversely affected by the presence of metal 
in the surrounding structure, it is desirable to provide an 
adequate protective enclosure containing no metal com 
ponents. lnñatable structures, fabricated of non-metallic 
materials, have been suggested, and it is toward both the 
improvement and simplification of such structures that 
the invention primarily is directed. 
An important object of the invention is to provide a 

simple non-metallic enclosure adapted for shipment in 
knock-down form and for rapid assembly without the 
use of special tools or equipment. 
Another object of the invention is to provide a non 

metallic enclosure consisting of a lightweight expandable 
bladder or liner adapted for shipment in collapsed con 
dition and a plurality of non-expandable housing mem 
bers to provide a unitary housing or enclosure when as 
sembled about said bladder, with the interior of the blad 
der maintained at a pressure higher than atmospheric. 
A further object is to provide a partially spherical non 

metallic protective structure adapted for mounting, in 
fluid-sealing relation, to a planate base element. 
A still further object is to provide improved means for 

effecting a fluid seal between a semi-spherical non 
metallic housing structure and a rigid base member. 
A still further object is to provide improved means 

rapidly to effect marginal joining of plural segments of 
an open-ended housing, the segments of which are of 
non-metallic material and the open end of which is 
adapted for marginal sealing to an enclosure member. 
Another object is generally to improve and simplify 

the construction of inilatable non-metallic housings for 
one or more of the above-mentioned purposes. 

Other objects and advantages will be readily apparent 
to persons skilled in the art upon examination of the 
drawings, the speciñcation, and the appended claim. 

In the drawings, in which like parts are identified by 
the same reference numerals: 

Fig. l is an elevational view of an inflatable non 
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2 
metallic housing, with the present invention incorporated 
therein; 

Fig. 2 is a fragmentary section, 
along line 2~2 of Fig. l; 

Fig. 3 is an elevational View of a bladder type inner 
liner of the type shown incorporated in the device of Figs. 
l and 2; 

Fig. 4 illustrates in fragmentary detail an alternate 
means for clamping a bladder type liner and a non-ex 
pandable outer enclosure in fluid-sealing relation with a 
planate enclosure member forming the basis of the com 
pleted assembly; 

Fig. 5 illustrates a modification of the invention; 
Fig. 6 is a section, shown in fragmentary enlarged de 

tail, along line 6*6 of Fig. 5, illustrating an alternate 
manner in which the bladder liner and the outer housing 
material are marginally clamped, in duid-sealing engage 
ment, to a base enclosure member; and 

Figs. 7, 8, 9 illustrate means for joining segments of 
the non-metallic housing. 
As best shown in Fig. l, the device includes an outer 

housing generically designated 10, shown partially bro 
ken away to show a bladder type liner 11. A planate base 
enclosure member 12 provides support for the assembly, 
the liner 11 and housing 10 being maintained in clamped 
engagement to said base enclosure member 12 by a seal 
ing ring 13 retained under clamping pressure by a plu 
rality of clamping bolts 15. Bladder 11, best shown in 
Fig. 3, may be assembled in any known manner, for eX 
ample by marginally sealing, such as by vulcanizing, a 
cap member 17 which may be pre-formed such as by 
molding, and a plurality of segmental elements such as 
18, adapted to define, upon complete assembly of the 
bladder, a partially spherical fluid-retaining liner. The 
lower margins of elements 18 are provided with ilange 
portions 20, preferably beaded at 21. Liner or bladder 
11 is adapted for shipment as a unitary assembly, the 
walls thereof being of a material which may or may not 
be extensible, such as rubber inner tube stock, or'.y for 
example, balloon cloth, permitting the liner to be col 
lapsed to present minimum volume during shipment and 
handling. In the event the bladder 11 is constructed of 
non-extensible material, such as balloon cloth, the blad 
der is of slightly larger dimension than the outer housing, 
to prevent the bladder material which is of substantially 
lighter weight than the housing material, from stresses 
due to the pressure differential maintained between the 
interior and the exterior thereof. 

Structures of the type deñned above are often required 
in isolated areas which are accessible only to persons on 
skis, snow shoes, or by dog sleds. lt therefore becomes 
imperative that the heavier components of the structure 
be kept down to a weight which can be handled, as in 
dividual units, by this means of transportation. lt has 
been found that such a structure may be transported to 
even the most isolated areas if the components are kept 
to a maximum weight of, for example 250 pounds. lt 
is therefore contemplated that the total weight of the 
largest of the segmental portions of the outer housing, as 
shown in Figs. l and 5, be of such a dimension, in respect 
to the weight per foot pound of the material employed, 
as to effect the above stated weight limitation. The seg~ 
mental sections of housing 22 may be marginally joined 
by lacing 23 (Fig. 7), buttons 24 (Fig. 9) or if the 
housed instruments are not sensitive to small metal lit 
tings by zippers 25 (Fig. 8). The zippers may be either 
metal 01~ plastic. it is equally important that the blad 
der, which is of unitary assembly, be kept within the de 
sired weight limitation. The bladder il, which serves 
as a fluid retaining seal for the outer housing, as above 
stated, may be of any suitable lightweight material which 

in enlarged detail, taken 
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serves as an eiîective barrier to the diffusion of gas, as 
for instance silk, lightweight airplane cloth, balloon cloth, 
lightweight rubber sheeting, or any of the recently devel 
oped iilms of synthetic materials commonly referred to as 
plastics. The method of effecting a permanent seal mar 
ginally of the various components making up the inner 
liner or bladder is a matter of choice. In the event rub 
berized balloon cloth is employed, the material is nor 
mally cemented, whereas if plastic ûlm is employed, the 
thermosetting properties thereof may be taken advantage 
of by marginally heat sealing the components. 
What is claimed is: 
In a device for protecting delicate instruments from 

the ravages of weather, the combination of a flexible 
weather resistant gas impervious housing adapted to con‘ 
tain a volume of gas under pressure slightly greater than 
atmospheric; said housing comprising an expandable, air 
impervious hood shaped bladder, a non-extensible pro 
tective enclosure for said bladder coextensive therewith, 
a base plate, and common means for marginally joining 
said bladder and said enclosure to said plate in fluid seal 
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ing engagement whereby said volume of air supports 
said housing. 
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