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~ Thisinvention relates generally to antenna systems and 
more particularly to’ improved arrangements of magnetic 
antennas which are suitable for use as antennas on 
mobile craft and other applications Where protruding 
dimensions must be minimized or eliminated. 
'The art of signaling by means of electromagnetic radia 

tion, in the past, has resulted in the advent of a wide va 
riety of antenna arrangements for transmitting or receiv 
ing thewave energy signals. These antennas, While vary 
ing, greatly in detail, are almost universally of the type 
which. can be described as a conductivity discontinuity 
disposed in the transmission medium of free space and 
operating usually with reference to a conducting ground 
plane, For antennas in the form of a conducting elec 
tric. element the distance between the element and the 
ground plane is required to be quite large for satisfactory 
operation and the effective height (i. e. the ratio of ter 
minal voltage to ?eld strength) rapidly approaches zero 
as‘ this distance decreases. For antennas in the form 
of a slot in the ground plane efficient operation can be 
obtained without any physical extension from the ground 
plane > These latter antennas, however, are generally only 
practical'for the relatively short wavelengths, such as in 
the microwave region. 
_ The present invention is directed to the provision of 
?ush mounted antennas which have no projection from 
the ground plane with which they operate and yet main 
tain' a useable eifective height as signal translators. This 

ample, the aircraft beacon band in the neighborhood of 
200 fkilocycles and below, without undue physical size by 
employing a magnetic antenna element which is embed 
ded in an opening in the conducting ground plane. The 
antenna so formed has been found to produce results 
which are at least as good as prior art electric antennas 
and ‘by virtue of the physical arrangement thereof aiford 
considerably improved structural features, such as the 
aerodynamic advantages in aircraft applications or the 
like. 
A particular system in which the magnetic antenna of the present invention ?nds application occurs, for ex 

ample, in the ?eld of direction ?nders which are Well 
known and are employed on aircraft to determine the di 
rection from which radio frequency signals arrive at the 
aircraft location, thereby permitting course adjustments 
relative thereto. .These systems have, in the past, in 
corpora'it'cdv a relatively large antenna structure which 
when mounted .on an aircraft or other 
required to be spaced away from such surface for effec 
tive reception of electromagnetic radiation. On high 
speed aircraft the protrusion of such antennas produces 
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of protrusion that can be tolerated becomes vanishingly 
small. This requirement of smooth surfaces for unin 
terrupted air ?ow is in direct opposition to the require 
ment of a sensitive radio frequency electric antenna, in~ 
asmuch as the sensitivity ‘of such antennas is, in general, 
a function of the projection thereof normal to the air 
craft surface. The physical arrangements of such an 
tennas are further restricted inasmuch as the protruding 
portion of the antenna in direction ?nder applications 
is, in general, required to be rotated. 

‘It is, accordingly, a primary object of this invention to 
provide a new and improved antenna system which is 
operable when ?ush mounted in a conducting surface. 
Another object is to provide a directional antenna 

suitable for direction ?nding applications which may be 
operably located on an aircraft without protruding from 
the surface thereof. 

Still another object is to provide a ?ush mounted mag 
netic, antenna system which can be flush mounted on a 
conducting surface and‘ which is simple and economical 
to construct and exhibits high sensitivity and reliability 
in operation. ~ 

These and other objects of the invention are accom 
plished according to the present preferred embodiment 
thereof by mounting a magnetic antenna element, such 
as a dust iron or ferrite bar, in a conducting surface or 
closely adjacent thereto and‘ suitably coupling signals 
from the 

coil wound thereon. As utilized in a direction 
?nder system the invention provides a plurality of 
radially disposed bars of powdered iron or other suitable 
high frequency permeable material. The radial bars are 
depressed in a conducting surface having incident there 
on an electromagnetic radiation‘ ?eld. The coplanar bars‘ 
and mounting surface therefor provide an ideal aerody 
namic surface and such an arrangement, in accordance 
with the teaching of the present invention, is without 
deleterious effect 
antenna. The bars are disposed with respect to a cen 
tral opening in which a disc vcore member made of a 
similar permeable material is mounted for rotation. The‘ 
disc core has wound thereon a coil: which has a voltage 
induced therein in accordance with the flux induced in 
the radial bars and the relative position of the bars and 
the coil. Thev relative position at which a null is secured 
is indicative of the direction of arrival of the electro 
magnetic ?eld. ' 

For the purpose of this speci?cation and the appended 
claims, “high-frequency high-permeability materials” and 
“magnetic antenna elements” are to be understood to 
mean materials which have high-resistivity and perme 
ability, and magneticantennas constructed with such ma 
terials. Such materials are those known, for example, as 
ferrites or such compositions as dust iron. formed into 
suitable solid shape by a high-resistivity binder. It will 
further be understood. that “conducting-surface” or the 
like is hereby limited. to mean non-magnetic conducting 
material surfaces which have low-permeability, for e_x—' 
ample, unity permeability. _ 

The invention may be better understood by reference 
the following detailed description taken in conjunc 

tion with the accompanying drawings wherein: 
Fig. l is a perspective view of a magnetic antenna in 

a conducting sheet; 
Fig. 2 is a plan, view of 

ance withv the invention sho 
portion of an aircraft surfacepfor use in direction ?nd 
me; a 

an antenna. system in accord» 

magnetic ?ux in the bar by means of, for ex- ' 

on the electrical performance of the 

a mounted in a. fragmentary , 
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Fig. 3 is a sectional view along the line 3-3 of Fig. 
2; and 

Fig. 4 is a sectional view along the line 4-4 of Fig. 2. 
Referring now to Fig. 1, there is shown a conducting 

surface 8 having secured in an opening therein a mag 
netic rod 9 which has a coil 10 wound thereon. The 
rod 9 has a high-permeability and is non-conducting and 
may‘ have a dielectric constant greater than unity, if de— 
sired. One ferrite material which has given satisfactory 
results is that known in the trade as “Stackpole Ceramag 
4.” The antenna may be utilized for transmission or 
reception by connecting the terminals of the coil 10 to 
appropriate circuits in a conventional manner. 

In Fig. 2 is shown an aircraft surface 11, which has 
embedded therein three bars 12 which are made of a 
high-permeability high-resistivity material or iron dust 
held together with a suitable non-conducting binder. 
The bars 12 are long in comparison to their cross-sec 
tional dimensions and are retained in the recesses in the 
surface 11 by being embedded in low loss plastic 13 or - 
like material which may be molded and hardened. Ro 
tatably mounted in a circular opening 14 in the surface 
11 and in a hub position with respect to the rods 12, 
is a disc 15 made of high-frequency permeable material 
similar to that of the bars 12. The disc 15 has a coil 16 
wound thereon which may be center-tapped, if desired. 
Connections to the coil 16 are made by means of slip 
rings as will be hereinafter described. The rods 12 may 
have shaped pole shoes 20 which are adjusted to re 
duce a sextantal error in the null voltage position of 
the coil 16 resulting from the three rod arrangement. 

In Fig. 3 the bar 12 is shown embedded in plastic 13 
thus forming a substantially continuous surface between 
the portions of the aircraft surface 11 adjacent the recess. 
if desired, an exactly ?ush surface construction could be 
used. 

Fig. 4 shows the core 15 rotatably mounted in a hear 
ing 17 coaxial with the opening 14. The end and center 
terminals of the coil 16 are connected to slip rings 18 
which are contacted by brushes 19. The coil and core as 
sembly may be rotated by manual or power means, not 
shown, depending upon the particular system into which 
the antenna is incorporated. In order to obtain a suit 
able inductance value it may be desirable to provide the 
core 15 of a thickness somewhat greater than that of the 
rods 12. This may be achieved without undue loss in the 
?ux transferred from the rods 12 to the core 15 by provid 
ing suitably shaped pole shoes 21. The opening 14 may 
be closed by a suitable cover plate 
mounted in a recess, if desired. 
As is evident in Fig. 2 the air gaps between the pole 

shoes 20 or 21 and the core 15 are considerably smaller 
than those between adjacent pole pieces. With three bars 
of magnetic material disposed and proportioned as shown, 
where each- bar opposes a virtual or phantom bar which ,. 1. 
is the resultant of the other two, and where the pole faces 
each embrace only about 60° at most of the circumference 
of the core, while the coil is widely distributed over the 
core, the ?ux paths about the coil have always essentially 
the same reluctance, thus minimizing inductance varia 
tions. The large air gap between adjacent pole faces of 
the bars, as compared to the gap between the pole faces 
and the core, reduces shunting to a negligible ?gure. For 
a given effective antenna height this structure is extremely 
li ht. - . > 

gThe operation of the magnetic antenna system of the 
present invention may be qualitatively explained by anal 
ogy with the well known electric antennas. As herein 
before described, conductive antennas, such as the half 
wave dipole, represent a conductivity discontinuity and 
the performance of such antennas is markedly affected by 
the proximity of other conductors such as the ground 
plane. The magnetic antenna represents a magnetic dis 
continuity of high permeability and in accordance with 
the present teaching the performance thereof is not seri 
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4 
ously impaired by the proximity of the conducting ground 
plane. In the case of the electric antenna the analogous 
question of the eifect of the presence of non-conducting 
permeable bodies has apparently been of insu?icient prac 
tical interest to warrant investigation; whereas, the pres 
ent teaching of the utility of a magnetic antenna located 
in a conducting surface is eminently practical as, for ex 
ample, in high speed aircraft installations. 

In the operation of the direction ?nder of Fig. 2 the 
antenna system of the present invention picks up radio 
frequency signals with an effective height equivalent to 
that of many prior art protruding antennas. The effective 
height of the antenna increases with physical dimensions 
for dimensions much smaller than a wavelength and in a 
particular application it will be understood that the maxi 
mum physical size and weight of an antenna will be ?xed 
by other considerations. For example, a satisfactory di— 
rection ?nder antenna similar to that of Fig. 2 for the 
frequency range of 100-1750 kilocycles per second had the‘ 
bars 12 each of length 14 inches, and 0.75 inch in diameter, 
thereby providing a physical arrangement well adapted for 
mounting in the wing of an aircraft. The'bars 12-may be 
designed as magnetic antenna elements in a manner sim4 
ilar to that described in an article entitled, “The Magnetic 
Antenna” by Leigh Page, published in Physical Review, 
June 1946. For this purpose, the bars 12 should be as 
long as is practicable and the transverse dimensions suit: 
ably chosen. By making the air gap between the ends 
of the rods 12 and the core 15 small, substantially all of 
the flux from the rods 12 will pass through the 'core 15 
and induce a voltage in the coil 16. The voltage induced 
in the coil 16 will have a pattern with respect to rotation 
of a ?gure 8 similar to well known loop patterns, 
which may be utilized in any conventional manner for in 
dicating the direction of arrival of the electromagnetic 
waves. By virtue of the absence of any projection into 
the air-stream, the antenna system of the present inven 
tion produces no aerodynamic disturbances. 
Many modi?cations of the antenna system here de 

scribed will be apparent to those skilled in the art in the 
light of the above teaching. Various core and coupling 
arrangements are possible by analogy to various other 
magnetic circuits. In the direction ?nder antenna, changes 
may be made, such as a greater number'of radial rod 
members may be used to improve the symmetry ‘of the 
antenna aperture relative to‘direction. In some applica 
tions, it may be desirable to adjust the angular positions 
of one or more of the radial bars relative to the others 
to compensate for quadrantal error of ‘the aircraft. 
What is claimed is: ‘ . 
l. A direction ?nding magnetic. antenna system for elec-_ 

tromagnetic radiation comprising, three rods formed of 
particles of magnetic material embedded in a high-resis 
tivity binder and having lengths which are, severalj'tirnes 
longer than their cross-sectional dimensions, means dis 
posing said rods radially in the ?eld of said radiation, a‘ 
core of high-frequency high—permeability material rotat 
ably mounted centrally of said rods, a coil on said core, 
and means for obtaining a signal from the induced volt 
ages in said coil, the air gaps 
said rods being substantially greater than the air gaps'b'e4 
tween said rods and said core, whereby ‘shunting of ?ux 
and inductance'variations are minimized. ' ' 

2.'A direction ?nding magnetic antenna system 
tromagnetic radiation comprising, 

for elec 

radially in a conducting plane with an essentially: equiév 
angular relationship and exposed to said‘ radiation,:_ 
a high-permeability high-frequency core having" ‘a coil 
thereon rotatably mounted in a ?eld of said rods, the 'air 
gaps between the adjacent ends of said rods being substan 
tially greater than the air gaps between said rods and/said 
core, whereby shunting of 
are minimized. 

3. A magnetic antenna system comprising, ai'plura'lity of 

between the adjacent ends of 

three rods of?yhigh? 
frequency high-permeability material disposed essentially._ 

?ux and inductance variations: 
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