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1 Claim. (Cl. 40—-20) 

This invention relates to a structurally and functionally 
improved label unit and especially a device which may 
be readily associated with and detached from a garment. 

It is an object of the invention to furnish a simple 
label structure readily capable of attachment to and re 
moval from a garment. So attached, it will present a 
neat appearance and will be free from danger of acci 
dental detachment from the unit which is mounting it. 
Also, by means of the present teachings, it will be un 
necessary to resort to the expense of stitching or pinning 
the label to the garment. 
A further object is that of furnishing a unit of this 

type which may be readily and cheaply manufactured 
by quantity production methods, which will occupy a 
minimum of storage space and be instantly available 
for use. 
With these and further objects in mind, reference is 

had to the attached sheet of drawings illustrating prac 
tical embodiments of the invention and in which: 

Fig. 1 is a perspective view of one form of label; 
Fig. 2 is a side elevation of a portion of a garment and 

showing the label in process of application thereto; 
Fig. 3 illustrates the ?nal position assumed by the 

label; 
Fig. 4 is a fragmentary enlarged view of the label and 

showing its adaptability to a garment embodying some 
what unusual structure; 

Fig. 5 is a perspective view of a label embracing an 
alternative design from that shown in Fig. 1; 

Fig. 6 shows the label of Fig. 5 mounted on a garment; 
and 

Fig. 7 is a fragmentary face view of a further form 
of label. 

While labels embodying the present teachings may be 
utilized in numerous different associations, they are, 
according to the present invention, primarily intended 
to be associated with garments and especially the sleeves 
of coats and jackets. To that end, they will engage 
and be retained by buttons or other permanent elements 
ordinarily ornamenting the sleeve adjacent its outer end. 
With this in mind, the numeral 10 indicates the sleeve 
portions of garments to which elements such as buttons 
11 are secured. Ordinarily, this securing will be effected 
by thread 12 stitched through the upper layer or openings 
therein and into the material of the garment. The fore 
going is in accordance with accepted practice. It will, 
however, be understood that securing means other than 
thread might be employed. 
The label body 13, as in Figs. 1 to 4, may be formed 

of any suitable material but will ordinarily include heavy 
paper, light cardboard, plastic sheeting or any other suit 
able material. The face of the label may receive indicia 
featuring, for example, a trademark, information with 
respect to the garment or any other desired data. At a 
point preferably adjacent its edge, the label body will be 
provided with an opening 14 having an area adequate 
to receive the strands of thread 12 or other securing 
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means retaining one of the elements or buttons 11 in 
position. Extending adjacent this opening is a slit 15 
de?ning a tongue portion. That portion will be of 
sufficient area so that when it is displaced from the plane 
of the label body 13, an. opening will be present adequate 
to allow of the passage of one of the buttons 11. 
A second opening 16 is formed in the label. This 

opening is spaced from opening 14 a distance equal to 
the spacing ordinarily existing between the centers of 
adjacent buttons or elements 11. Again, opening 16 
has an area adequate to accommodate the securing 
means or thread 12 of the adjacent button. A slot 17 
is formed in the card or label 13 and has one of its ends 
communicating with opening 16. Its opposite end is 
preferably ?ared as at 18 to provide an entrance por 
tion extending through to the edge of the label. 

In using or applying the label to a garment, body 13 
is moved parallel to the surface of'the latter so that the 
threads or other securing media of one button pass 
through slot 17 into the opening 16. The label is now 
swung around opening 16 as an axis. When opening 
14 is disposed adjacent a second button or element 11, 
then the tongue portion de?ned by slit 15 is displaced 
out of the plane of the label and the second button is 
moved laterally through the slit thus provided. This 
action continues as in Fig. 2 until the entire button passes 
through the slit as in Fig. 3. Thereupon, the tongue 
portion, either due to its natural resiliency or by being 
deliberately ?exed back into the plane of the label body, 
is brought to a position underlying the adjacent button 
11. Under these circumstances, the label is ?rmly 
secured in position and retained by the two adjacent but 
tons. 
So retained, the indicia displayed upon its face is 

properly presented to the customer or other person view 
ing the same. The label will not become accidentally 
detached from the garment. At the same time, it may 
be readily removed by reversing the procedure afore 
described. Also, it may be removed by simply tearing 
it free of the securing means or threads for the buttons. 
The label will be maintained in proper position even 
when the spacing between the buttons is not normal as 
in Fig. 4. Under these circumstances, the thread secur 
ing the button which extends adjacent opening 16 will 
simply lie within the slot 17 instead of the area of that 
opening. Therefore, again the label will be properly 
maintained in position. 

While the label may be formed of a curved or ?at 
sheet, it is, in many instances, preferred according to the 
present teachings, that it include a pair of angularly 
extending sections as in Figs. 5 and 6. These sections 
have been indicated at 19 and 20. The ?rst section con 
veniently presents a surface of major area to receive the 
desired indicia. The section 20 may have a compara 
tively small area and within the latter, the openings 14 
and 16 are formed. A line of fold 21 preferably de?nes 
the boundary between sections 19 and 20 and the material 
of the label should embody sufficient rigidity so that its 
sections remain angularly disposed. Under these circum 
stances, and especially as shown in Fig. 6, sections 19 
and 20 may extend adjacent one face of the sleeve. If 
thus disposed, then clue to the relative angular disposition 
of the sections and the resiliency inherent to the label, the 
free edge of section 19 will bear against the surface of 
the garment portion 10 and force the outer face of section 
20 into intimate contact with the underfaces of the but 
tons or other elements 11. Therefore, the label will 
even be maintained to an even greater extent against 
accidental displacement. 
As in Fig. 7, the label in addition to the opening 16, 

slot 17 and entrance portion 18, may include duplicates 
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' of these parts.‘ Such duplicates will be in lieu of open 
ing 14 and tongue 15. As shown, they will include an 
opening 16’ from which a slot 17' terminating in an 
entrance portion 18’ extends. Slots 17 and 17' prefer 
ably terminate inopposite edge portions of the label_ 
In applying this unit and after disposing one button over 
the area of opening 16, the label bodymay be ?exed to 
bring the opposite entrance portion 18' to underlie an 
adjacent button or element. Thereupon, with the card 
?exing back to its normal position, the label will be 
secured against detachment. 

Thus, among others, the several objects ofthe inven 
tion as ‘speci?cally aforenoted are achieved. Obviously 
numerous changes in construction and rearrangement of 
the parts may be resorted to without departing from the 
spirit of the invention as de?ned by the claim. 

I claim: 
A ?exible label adapted to'be secured to a garment by 

a pair of buttons in spaced relation on said garment, 
comprising a body portion formed with a pair of open 
ings smaller in area than said buttons, said openings 
being spaced apart a distance equal to the spacing of 
said buttons, said body portion further de?ning a slot 
extending from one edge thereof, to one of said openings 
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whereby said label is‘ slidably introducible by lateral 
movement below said one button, the second of said 
openings being provided with a slit extending from each 
side of said second opening and each slit terminating 
short of the edges of said body portion to form a tongue 
portion extending from said second opening, said tongue 
portion being bendable out of the plane of the body por 
tion to enlarge the area of said second opening for the 
passage of the second button therethrough, the body por 
tion being pressed down over said second button to secure 
said label to the garment below said ?rst and second 
buttons in face to face relation. 
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