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This invention relates to golf ‘ball holders and is par 
ticularly adapted to ‘be ‘applied to the handle of a golf cart. 
The primary object of the invention is to provide a golf 

‘ball holder mounted to a golf cart, preferably on the 
handle of the cant, storing the balls at a convenient loca 
tion for the player to reach. 
Another object of the invention is to provide 'a holder 

that will hold a number of golf balls wherein one ball 
at a time can lbe removed by the player. 
A still further object of the invention is to providea 

holder that can the easily folded over the handle while 
not in use. This object is an improvement over my ico 
pending application, Serial No. 370,331, ?led July 27, 
1953, and entitled Golf Ball Holders. 
A further object of this invention is to provide a stor 

age rack for golf ball tees, said rack being associated with 
the holder. . 

These and other incidental objects Iwill be apparent in 
the drawing, speci?cation and claims. 

Referring to the drawings: 
Figure 1 is a side view of a golf cart, having my new 

and improved golf hall holder in operating position on 
the handle of the cart. 

Figure 2 is a medial longitudinal cross-sectional view 
of the holder. 

Figure 3 is a rear elevational view of the holder, taken 
‘on the line 3——3 of Figure 1, .with the golf ‘ball tees 
removed therefrom, and ‘looking in the ‘direction of the 
arrows. 

Figure 4 is a cross~sectiona1 view, taken on the line 
4-4 of Figure 1. 

Figure 5 is a front perspective view of the holder 
removed from the cart. 

Figure 6 illustrates how the holder can be folded down 
‘over the handle of ‘the cart vwhen not in use. ' 

Referring more speci?cally to the drawing: 
This new and improved golf hall holder consists of a 

golf ball tubular container 10. This container is adapted 
to be secured to the handle ‘11 of the golf cart 112. The 
lower end 13 is .cut away ‘at 14, this said cutout portion 
14 is adapted to rest over the handle 11 when the holder 
10 is in operating position, as shown in Figures 1, 2, 
3 and 4. 

Holes 15 are provided in the lower end 13 of the 
holder 10 and adapted to receive the rbolt '16, ‘which passes 
through the handle 11, being held in place by the ‘wing 
nut ‘17. A tee holding 'bracket 18 is also applied under 
the head 19 ‘of the bolt 16, holding the same against 
the side ‘of the holder 110, as :‘best illustrated in Figures 
3 and 4. 

Holes ‘20 are formed in the bracket 18 .and are adapted 
to receive the golf tee-s 21. A longitudinal slot 22 is 
formed on the rear of the holder 10, and is adapted to 
receive the handle 11 while the holder 10 is out of work 
ing position, as illustrated in Figure 6. This feature is 
primarily the improvement over my now pending applica 
tion above mentioned. It makes it possible to fold the 
holder 10 over the handle 11 without removing the same 
from the handle 11, as shown and described in the said 
pending application. 
A V-shaped notch 23 is located on the upper end 24 
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of the holder 10' and is adapted to hold a cigarette 25. 
A clamp ‘26, illustrated in Figures 1 and 3, may be pro-, 
vided for holding score sheets and the like (not shown). 
The holder 10 is cut out at 27 so that the ?ngers of the 
operator can grasp the golf 'ball 28 and remove the same 
from ‘the holder 10. 

In operation the player moves ‘the holder 10 from the 
position shown in Figure 6 to that shown in Figure '1 
‘by loosening the ‘wing nut 17 and grasping the holder 
10, moving it to this position. The wing nut ‘17 is then 
tightened down, holding the holder 10 in a ?xed position. 
The golf ‘balls 28 are entered into the top of the holder‘ 
v10, coming to rest ‘as illustrated in Figure 2. The opera 
tor then can enter his ?ngers into the cut out portion 
27, grasping the ‘ball 28 and removing the same as his 
various plays are being made. 
The tees 21 are entered into the openings 20 of ‘the 

rack 1'8, ‘where they are easily accessible. 
During the playing operation, the player can place his 

cigarette into the V-shaped notch 23, which will hold the 
same as illustrated in Figure 1. 
What is claimed is: 
1. A golf ‘ball holder comprising an elongated com 

pletely open tubular mem'ber, said member having ‘a lon 
gitudinal slot formed therein extending lengthwise vand 
throughout its length, said member having a notch extend 
ing inwardly from an end thereof, said notch lbeing oppo 
sitely disposed with respect to said slot and being adapted 
to receive the handle of a golf cart therein, means adja 
cent said one end of said member for securing said mem 
ber on said handle, and ‘said member having a cut-out 
portion formed therein adjacent said notch to permit the 
removal of golf balls therefrom. 

2. In combination ‘with a golf cart having a handle, a 
golf ball holding device comprising an elongated com< 
pletely open tubular member having a longitudinally 
extending slot formed therein and extending lengthwise 
therethrough, said tubular member having a notch extend 
ing inwardly from one end thereof, said notch rbeing oppo 
sitely disposed with respect to said slot, said member 
having a cut—out portion formed therein adjacent said 
notch to permit the removal of golf halls therefrom, 
said tubular member having a pair of oppositely disposed 
openings extending transversely 'therethrough, a pivot pin 
extending through said openings and said handle member 
for pivotally securing said tubular memher to said handle, 
and means on said pivot pin for clamping said tubular 
member to said handle in pivotally adjusted selective 
positions. 

3. In combination, a golf rbag carrier having a handle, 
an elongated completely open tubular hall container hav 
ing a longitudinally extending slot formed therein and 
extending throughout its length, said tubular container 
having .a notch formed therein and extending inwardly 
from ‘an end thereof, said notch ‘being adapted to receive 
said handle therein, said ‘tubular container having a cut 
out portion formed therein adjacent said one end to per 
mit the lower one of a plurality of golf halls to be 
removed there-through, mean-s pivotally securing said con 
tainer on said handle whereby said tubular container may 
be pivoted to effect the entrance of said handle through 
said slot and into said container when said container is 
in its inoperative position. 
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