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My invention relates to a new and useful improvement 
in a rain hood scarf, in which there is combined with a 
woman’s scarf a rain hood which is concealed when the 
garment is worn as a scarf and which may be easily and 
quickly moved into position for use as a rain hood. 

It is an object of the present invention to provide a 
woman’s scarf so constructed and arranged that, when 
desired, a portion thereof, which is formed from water 
proof material, may be folded outwardly into position 
for use as a hood. 
Another object of the invention is the provision of a 

woman’s scarf having waterproof parts secured along two 
of the edges of the scarf at one corner thereof so that, 
when moved into position for use, a portion of the water 
proof material may cover the head of the wearer and 
the other portion may depend downwardly back of the 
head to form a water shedding portion. 

Other objects of the invention will appear hereinafter. 
It is recognized that various modi?cations and changes 

may be made in the detail of the structure illustrated 
without departing from the invention, and it is intended 
that the present disclosure shall be considered to be but 
the preferred embodiment. 
Forming a part of this application are drawings, in 

which 
Fig. 1 is a plan view of the invention. 
Fig. 2 is a fragmentary sectional view taken on line 

2—-2 of Fig. 1. 
Fig. 3 is a perspective view of the invention with the 

hood~forming portions arranged for use. 
Fig. 4 is a fragmentary sectional view through the gar 

ment with the hood-forming portions arranged for use. 
Fig. 5 is a side elevational view showing the invention 

being used as a hood. 
In Fig. 1 I have shown a scarf 7 formed from any suit 

able material. These scarves are generally formed from 
an ornamental material, and, of course, in selecting the 
material to be used in the garment, the choice of the 
manufacturer or wearer would prevail. 

In Fig. 1 I have shown the garment rectangular. This 
is the prevailing shape of a woman’s scarf, but the par 
ticular shape would not necessarily affect the scarf when 
combined with the hood-forming portion. 

In the drawings there is shown, stitched or otherwise 
secured along the edges 8 and 9 of the scaf 7 and leading 
to the corner 10, a fabric portion 11, which is formed 
of suitable waterproo?ng material. 

Secured along the same edges 8 and 9 is a smaller piece 
12 of waterproof material, which, when the garment is 
used as a scarf, may be secured to the portion 11 by the 
snap fastener portions 13 and 14. 

In Fig. 2 I have shown this waterproo?ng portion lying 
to the left of the garment 7. When it is desired to use 
the garment as a waterproof hood, the portion 12 will be 
folded upwardly so as to depend on the right side of the 
garment 7. 

In Fig. 4 I have indicated this arrangement but with a 
reverse positioning of the parts. The portion 11 is i1 
lustrated as depending on the right of the garment 7, and 
the hood-forming portion 12 is indicated as folding over 
the garment 7 so as to lie to the left of the garment 7. 
As clearly shown in Fig. 3 and Fig. 5, the portion 12 

forms a hood which will cover the upper part of the head 
15 of a wearer, and the portion 11 will hang downwardly 
below the neck of the wearer. 
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When used as a scarf (not shown), the scarf would be 
so positioned on the body of the wearer that the water 
proof members would be beneath the garment and thus 
concealed from view. Consequently, from all outward 
appearances, it would be indicated that the person was 
merely wearing a scarf of conventional type. This would 
be the case where the person was wearing the scarf mere 
ly as a garment surrounding the neck and falling over the 
shoulders, or as head covering. 

In the event of rain or snow, the portion 12 may be 
turned as shown in Fig. 3 and Fig. 4 and placed upon 
the head of the wearer as shown in Fig. 5, with the mois 
ture repelling portion 11 depending on the neck of the 
wearer as shown in Fig. 5. 

In this way I have provided a simple and attractive 
scarf which will serve the dual purposes referred to and 
which has proven highly e?icient in use. 
What I claim is: 
1. A scarf of the class described, comprising: a fab 

ric body having a pair of angularly disposed converg 
ing edges, a ?rst triangularly shaped waterproof body dis 
posed on said fabric body with two converging edges 
thereof being in alignment with said angularly disposed 
converging fabric body edges, a second triangularly shaped 
waterproof body disposed on said ?rst waterproof body 
with two converging edges thereof being in alignment 
with said angularly disposed converging fabric body edges, 
said waterproof bodies being secured to the fabric body 
along the aligned converging edges thereof, said second 
waterproof body being smaller than said ?rst waterproof 
body; and said second waterproof body being foldable 
about the secured edges thereof to form a top portion of 
a waterproof hood which is adapted to extend to the 
forehead of a user, with the back portion for said water 
proof hood being formed by said fabric body and extend 
able down over the shoulders of a user, and with the ?rst 
waterproof body forming an outer cover for the upper 
part of the hood back portion. 

2. A scarf of the class described, comprising: a fabric 
body having a corner thereon formed by a pair of con 
verging edges thereof; a ?rst waterproof body, of a size 
smaller than said fabric body, having a pair of converg 
ing edges lying in alignment with said ?rst-named con 
verging edges and secured along said edges to said fabric 
body; a second waterproof body, of a size smaller than 
said ?rst waterproof body, overlying said ?rst waterproof 
body, and having a pair of converging edges in align 
ment with said ?rst-named converging edges and secured 
along the edges to said fabric body; a free edge on each 
of said waterproof bodies; said second waterproof body 
being foldable about its converging secured edges to form 
a top portion of a hood, with the back portion of the 
hood being formed by said fabric body, and with said 
?rst waterproof body forming a cover for the upper por 
tion of the hood back portion. 

3. The invention as set forth in claim 2, wherein: a 
snap fastener means is mounted on the free edge of said 
?rst waterproof body, and a complementary snap fasten 
er means is mounted on the free edge of said second wa 
tel-proof body, whereby said fastener means may be con 
nected for securing said waterproof bodies together when 
the scarf is not in use as a hood. 
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