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be seen that the ejector member 52 will be held in re 
tracted position through the medium of the link 70, arm 
68, lever 66, trigger 72 and spring 80. a 

. 'Formed in the back wall 14 and lying substantially con~ 
centric about the pivot pin 32'is a slotf82 through which 
projects an arm 84 which iscarried by the lever member 
34 and carriesat its outer end a thumb piece 86 by means 
of which the lever 34 may be moved against the effort of 

' the spring arms 44 to enable the false bottom 36 to move 
away from the top 18 and facilitate the introduction into, 
or extraction from the chamber M of a stack of cards. 
Obviously, by moving the lever arm 34 against the effort 
of the‘ spring arms 44, the cards in a stack of cards con 
tainedin the chamber 10 may be so freed that by gripping 
the cards adjacent opposite sides through the openings 30 
in the back and front walls14 and 16, respectively, a 
shu?iing of the cards may be accomplished. ' 

1 In use, the pistol grip 62 is'held in the hand with the 
thumb on the thumb piece 86 to move the lever arm 34 
against the effort of the spring arms 44 to permit the false 
bottom 36 to move away from the top 18.‘ With the 
parts in this position, a stack of cards is introduced into 
the magazine and upon releasing the pressure on the 

' thumb piece 86, the stack of cards will be moved under 
the in?uence of the spring arms 44 toyieldingly advance 
the stack of cards toward the top 18. With the cards 
shu?ied and the stack elevated into contact with the top 
wall 18, pressure is exerted on the trigger 72 to move it 
against the eifort of the spring 80 and cause the lever 
66 and arm 68 through the medium of the link 70 to ad 
vance the carriage 54 toward the slot 22 in the front wall 
16 of the magazine M. As the carriage starts to move, 
the ejector 58 will engage the topmost card in the stack 
of cards and advance it through the slot 22. By repeat 
ing the operation, the cards may be ejected from the 
stack of cards S and distributed one at a time on a table 
before a group of players distributed therearound. Ob 
viously, in this manner uniform distribution of the cards 
is accomplished with but a minimum of e?ort on the part 
of the dealer. ' 

While in the foregoing there has been shown and de 
scribed the preferred embodiment of this invention, it is 
to be understood that minor changes in the details of con 
struction, combination and arrangement of parts may be 
resorted to without departing from the spirit and scope of 
the invention as claimed. ' 
What is claimed is: 

A V 1. A card distributor‘ comprising a magazine for a stack 7 
of cards including a top wall, a bottom wall, a back wall, 
and a front wall having an elongated discharge slot ex 
tending in a plane closely spaced from and paralleling the 
top wall, through which slot the topmost card of the 
stack may be ejected; means in the magazine for urging 
the stack toward the top wall, for positioning the topmost 
card in said plane; a pistol grip handle rigid with and de 
pending from the magazine substantially at the juncture 
between the back and bottom walls, said handle being of 
channel shaped cross section at least at the upper end 
thereof, said upper end of the handle opening upwardly 
rearwardly of the back wall of the magazine, the handle 
also opening forwardly below the bottom wall; a lever 
having one end portion extending through the open upper 
end of the handle, said end portion of the lever being 
pivotally connected to the handle, the lever extending up 
wardly from the handle rearwardly of the back wall of 
the magazine and swinging about the axis of its pivotal 
connection to the handle in a plane normal tothe plane 
of said slot; an ejector element slidably mounted in the 
top wall and including a lug projecting downwardly there 
from in said plane of the slot; a link pivotally connected 
between said'element and the upper end of the lever, said 
lever swinging about the axis of its pivotal connection 
to the handle between opposite extreme positions, in one 
of which the lug is ?ush with the back wall to engage 
against a back-wall-engaging edge of the topmost card 
and in the other of which the lug is ?ush with the front 
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wall to shift the topmost card through the slot forwardly 
out of the magazine, for freefall of the ejected card, from ' ' 
the magazine, said handle including side ?anges project 
ing forwardly from the side walls of the handle and se 
cured to the bottom wall of the magazine to form, in" 
cooperation with said bottom wall, a guideway opening at 
one end into the handle adjacent the lower end portion 
of the lever; and a trigger slidably mounted at one end 
in said guideway and pivotally connected at its other end . 
to saidv lower end portion of the lever, said trigger mov 
ing into the forwardly opening handle responsive to pres 
sure exerted against the trigger by the ?nger of a hand 
gripping the handle, the connection of the trigger to the 
lever being disposed below’ the axis about which the lever 
pivots on the handle, whereby on movement of the trigger 
into the handle said trigger will rock the lever in a direc 
tion to swingthe upper end thereof toward the magazine, 
to shift the leverto said other, extreme position thereof; 

2. A card distributor comprising a magazine for a stack 
of cards including a top wall, a bottom wall, a back wall, 
and a front wall having an elongated discharge slot ex 

' tending in a plane closely spaced from and paralleling the 
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top wall, through which slot the topmost card of the stack 
may be ejected; means in the magazine for urging the 
stack toward the’ top wall, for positioning the topmost 
card in said plane; a pistol grip handle rigid with and 
depending from the magazine substantially at the juncture 
between the back and bottom walls, said handle being of 
channel shaped cross section at least at the upper end 
thereof, said upper end of the handle opening upwardly 
rearwardly of the back wall of the magazine,’ the handle 
also opening forwardly below the bottom wall; a lever 
having one end portion extending through the open upper 
end of the handle, said end portion of the lever being 
pivotally connected to the handle, the lever extending 
‘upwardly from the handle rearwardly of the back wall of 
the magazine and swinging about the axis of its pivotal 
connection tothe handle in a plane normal to the plane 
of said slot; an ejector element slidably mounted in the 
top wall and including a lug projecting downwardly there 

' from in said plane of the slot; a link pivotally connected 
between said element and the upper end of the lever, 
said lever swinging about the axis of its pivotal connection 
to the handle between opposite extreme positions, in one 
of which the lug is ?ush withithe back wall to engage 
against a back-wall-engaging edge of the topmost card 
‘and in the other of which the lug is ?ush-with the front 
wall to shift the topmost card through the slot for 
wardly out of the magazine, for free fall of the ejected 
card from the magazine, said handle including side ?anges 
projecting forwardly from the side walls of the handle 
and secured to the bottom wall of the magazine to form, 
in cooperation with said bottom wall, a guideway open- < 
ing at one end into the handle adjacent the lower end 
portion of the lever; and a trigger slidably mounted at one 
end in said guideway and pivotally connected at its other 
end to said lower end portion of the lever, said trigger 
moving into the forwardly opening handle responsive to 
pressure exerted against the trigger by the ?nger of a hand 
gripping the handle, the connection of the trigger to the 
lever being disposed below the axis about which the lever 
pivots on the handle, whereby on movement of the trigger 
into the handle said trigger will'rock the lever in a-direc 
tion to swing the upper end thereof toward the magazine, 
to shift the lever to said other extreme position thereof, 
said trigger having a resilient, yielding connection to said 
bottom wall of the magazine tensioned to oppose move 
ment of the trigger into the handle. 
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