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1 Claim. (Cl. 299—20) 

This invention relates to a humidi?er or air-moistening 
means, and it more particularly pertains to one provided 
with a temporary readily detachable closure seal that is 
easily and conveniently applied to the liquid container 
for sealing the humidifying liquid therein during handling 
and shipment and is then readily removed to expose said 
liquid contents when the humidi?er is used. 

Heretofore humidi?ers of the type to which the pres~ 
ent invention relates are shipped empty to be ?lled at 
the point of use with a humidifying liquid, such as water, 
and consequently the problem of sealing them at any 
time to prevent leakage of the liquid contents has not been 
presented, more especially providing a readily detachable 
temporary sealing cap. 

Accordingly, one of the principal objects of the present 
invention is a humidi?er pre?lled with a liquid that is 
temporarily sealed therein until ready for use. 
Another object of the invention is a humidi?er which 

is simple in construction and ef?cient in operation. 
Another object of the invention is a humidi?er having 

a temporary readily detachable closure seal. 
Further objects, and objects relating to details of con 

struction and economies of operation, will readily appear 
from the detailed description to follow. I have accom 
plished the objects of my invention by the devices and 
means set forth in the following speci?cation. My inven 
tion is clearly de?ned and pointed out in the appended 
claim. Structures constituting preferred embodiments 
of the invention are illustrated in the accompanying draw 
ings, forming a part of this speci?cation, in which: 

Fig. 1 is a perspective view of one embodiment of the 
invention. 

Fig. 2 is a perspective view of the invention with the 
readily detachable closure cap removed. 

Fig. 3 is a perspective view of another embodiment of 
the invention. 
The invention generally described comprises a rela 

tively small elongated cylindrical container, in the nature 
of a tube or vial, formed of any suitable transparent or 
translucent material, such as glass or plastic, having at 
least one open end. The container is ?lled with water con 
taining a small amount of nontoxic material mixed there 
with which is resistant to mold producing fungus to pre 
vent molding and spoilage of food products. Acetic acid 
is representative of such mold resistant material. The 
open end of the container is plugged with a wad of absorb 
ent material, such as cotton or the like, and then closed 
with a readily detachable temporary closure cap to seal 
the liquid contents within the container to prevent any 
leakage during handling or shipment. At the point of 
use, the temporary closure cap is removed to expose the 
absorbent plug through which the liquid contents are 
diffused into the surrounding atmosphere. The humidi?er 
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can be placed in any storage place or compartment, such 
as refrigerators, where food products are stored. It is, 
of course, adapted for many other uses to humidify the 
surrounding air and to prevent molding of the stored food 
products. 

Referring speci?cally to the drawings in which like 
numerals designate like parts, numeral 1 is an elongated 
cylindrical container formed of any suitable transparent 
or translucent material such as glass or plastic. The 
container is in the nature of a tube or vial with an open 
end 2 opposite a closed bottom end 3 (Figs. 1 and 2). 
The container is ?lled with water containing a small 

amount of acetic acid, after which a wad of absorbent 
material 4, such as cotton, is placed in the open end 2. 
The open end is thereafter closed and sealed by a closure 
cap 5 screw-threaded at 6, or otherwise ?tted, to the con 
tainer. The closure cap seals the container to prevent 
any leakage of the liquid contents therefrom during ship— 
ment or handling of the humidi?er. The closure cap may 
be made from any suitable material conventionally used 
for making bottle caps and ?tted to the container in any 
suitable manner to be readily detachable. 

In the embodiment of Fig. 3, the temporary cap is 
in the form of a round disc 7, having an adhesive side 8 
by means of which said disc is adhered to the end of the 
container. The diameter of the disc may be substantially 
equal to that of the open end of the container, although 
it will be understood that it could be of a greater diameter 
with any marginal extension adhered to the outside wall 
of the neck of the container to further adhere said disc. 
This disc may be of any suitable material that will serve 
to seal the liquid within the container. A fabric impreg 
nated with water-resisting material is suitable. 
From the foregoing description of the two embodi 

ments, the construction and use of the humidi?er should - 
be readily apparent. A number of these humidi?ers may 
be contained in a single package for sale and are adapted 
for use by having one or more of them placed within the 
storage compartment which is to be humidi?ed. By 
reason of the transparent or translucent character of the 
humidi?ers, it can be readily visually observed when they 
are empty and need to be replaced. While the humidi 
?ers are especially adapted for use in food storage com 
partments, their use is not thus limited. 

I am aware that there may be various changes in de 
tails of construction without departing from the spirit of 
my invention, and, therefore, I claim my invention broad 
ly as indicated by the appended claim. 

Having thus described my invention, what I claim as 
new and useful and desire to secure by U. S. Letters 
Patent, is: 
A mold preventing humidi?er or air moistener com 

prising a container having an open end, a supply of liquid 
within the container having mixed therein acetic acid, a. 
plug of absorbent material inserted in the open end of the 
container, and a readily detachable closure cap ?tted to 
the plugged open end of the container. 
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