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2 Ciaims. (Ci. 160-124) 

The present invention relates generally to shower cur 
-tains and the like and has particularly to do with _means 
for releasably securing shower curtains in position to 
prevent undesirable movements thereof. 

Various means have been proposed in the past for 
releasably securing shower curtains, for example, to ad 
jacent surfaces in order to prevent undesirable movements 
thereof due to drafts or movements of air caused by the 
shower. Such movements of the shower curtain besides 
being annoying to the person taking the shower also per 
mit water and water vapor to escape into the bathroom 
to cause damage. It has been proposed to secure the 
shower curtain in place by means of suction cups, but 
these tended to be bulky and unsightly and functioned 
properly only when used with certain types of anchoring 
surfaces and did not work too well when such surfaces 
were wet. it has also been proposed to attach magnets 
to the shower curtains but they would of course only 
adhere to bath tubs made of ferrous material and the 
weight and bulk of these magnets were found objection 
able. Means permanently fastened to the adjacent wall 
surfaces for having the curtain secured thereto are gen 
erally objected to because they make the walls unsightly. 
It is contemplated by the present invention to provide 
means having none of the objectionable features pointed 
out for releasably holding shower curtains in place. 

Accordingly one object of the present invention is to 
provide means for use with shower curtains that will re 
leasably secure the shower curtains against adjacent wall 
surfaces regardless of the type and condition of such 
surfaces. 
Another object is to provide novel means for securíng 

shower curtains to adjacent wall surfaces, which means 
may easily be applied to the curtain, is not unsightly, and 
which does not add weight or buJk to the curtain. 

Another object is to provide a novel shower curtain 
which is convenient to use and which may be arranged 
in a more attractive manner than has heretofore been 
possible with prior art curtains. 

Another object is to provide novel means for releasably 
securing a shower curtain to adjacent wall surfaces and 
to the inside of a bath tub along the bottom of the curtain 
so as to prevent undesirable movements of the curtain 
due to air movements. 
Another object is to provide a sectional curtain which 

may be opened and closed from either side to permit 
entry to and exit from the tub. 

Still another object is to provide a novel sectional cur 
tain which may be closed, or folded back or draped in 
any desired manner while leaving the sides attached to 
adjacent wall surfaces for decorative purposes and con 
venience. 

Still another object is to provide a novel shower curtain 
whose sides and bottom are attachable to any kind of 
surface, whether wet or dry, to hold the curtain against 
undesirable movements while taking a shower, so that 
successivo showers may be taken without necessitating 
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2 
drying wall or tub surfaces without thereby losing any of 
the securing bene?ts. _ i V H 

More speci?cally, the inven'tion is dir'ected to a sectional 
curtain_ having zipper means on adjacent vertical edges 
adapted to secure the curtain sections together as a single 
curtain surface, each 'section having an adhesive surface 
throughout its outer vertical side edges and its bottom 
edge, the arrangement being such that when the edges of 
the sections are joined to each other and to 'adjacent wall 
surfaces a complete closure is e?ected preventing move 
ments of the curtain and splashing of water outwardly 
therethrough onto the bathroom ?oor. 

These and other objects and advantages of the present 
invention will be apparent from the following description 
when considered in connection with the accompanying 
drawing wherein: 

Fig. l shows a perspective view of a bath tub recess 
closed o? by a shower curtain embodying the present 
invention; 

Fig. 2 is a cross sectional view taken along line 2~2 
of Fig. l as seen from the side showing the relative posi 
ticèns of the shower curtain, the curtain rod and the bath 
tu ; 

Fig. 3 is a cross sectional view taken along line 3-3 
of Fig. l as seen from above, showing the curtain when 
secured to the bath tub; 

Fig. 4_ is a plan view of a shower curtain illustrating the 
present ?nvention; 

Fig. 5 is a fractional view of a detail of the novel shower 
curtain; 

Fig. 6 is an enlarged detailed view taken along line 
6_6 of Fig. 4; 

Fig. 7 shows a modi?ed embodiment of the present 
invention; and 

Fig. 8 is a side view of a slider for a slide fastener op 
erable from either side. 

Referring particularly to Fig. 1, the novel shower cur 
tain embodying the present invention is shown as used 
with a fully recessed bath tub but it will be appreciated 
from the following description that the invention may be 
used as well with bath tubs that have either one or both 
end-s exposed. The bath tub is generally indicated at 10 
as being enclosed on three sides by side walls 11 and 12 
and back wall 13. The bath tub is of the conventional 
recessed type and may be made of any suitable material. 
A curtain rod íái secured between the side walls is pro 
vided for supporting sliding hangers 15 for supporting a 
shower curtain and may be of any suitable type. The 
novel shower curtain is generally shown at 16 and the 
speci?c Construction thereof may better be seen from 
Fig. 4. In accordance with one feature of the invention 
the shower curtain comprises two parts 17 and 18 which 
preferably, but not necessarily, are of equal size. The 
two parts are detachably joined together by means of a 
slide fastener 19 of the so-called “zipper” type extend 
ing substantially the whole length between the top and 
the bottom of the shower curtain. The top edge of the 
curtain is in the usual manner provided with a reinforc 
ing hem 20 and a plurality of spaced grommets 21 for 
receiving the usual curtain hangers 15. Grommets should 
be placed near the adjacent corners of the curtain parts 
as shown. Other means for securing the two curtain 
parts together such as ribbons, hooks, etc., may, of 
course, be used in the place of the zipper disclosed. 

In accordance with the present invention the outer 
face of the shower curtain is provided with strips of tacky 
adhesive material along one or both of the side edges and, 
preferably, across the bottom portion thereof. This 
tacky adhesive is provided so that a person desiring to 
use the shower and wishing to prevent the curtain from, 
swaying back and forth may press the edges of the cur 
tain against the adjacent surfaces of the side walls 11 and 



' u tion. 

, 3 , 

712 and the bottom portion thereof against the inside of 
the bath tub at 12a to secure the curtain in this posi 

Siide fastener 19 is of any type that maybe op 
erated from either side so _that the _user may close off the 
shower? curtain behind him. in this _manner ,the cur 
tain will be held securely in place as long asdesired, and 

' Will prevent any water or water vapor from escapingfrom 
the shower stall along the sides of the .bottom ?of the cur 

r t t'ain. To open the shower curtainiit is merely necessary 
'to open the slide fastener 19 and pull the bottom edge of 
'one part of the curtain inward'ly so as to cause the ad-` 
hesive thereon to separate from the inside surface :of the 
bath tub ,and to slide this _part aside. This will permit 
ready access to and exit from the bath tub. The cur 

_tain may then be closed from the outside by pul-ling shut 
the slide fastener to' present a neat andattractive sur 
face, or it may be slid back to ioneside of the tub and 
tied back in any* ,suitable drape-like manner for decora 
tive, purpose. Although a ,sectional curtain is disclo?ed 
;herein it will be evident that the adhesive fastening means 
of the present invention may also be used ,to advantage 

'ar/1,945 
A 

may beapplied thereto in a pattern formed by twoistrips 
in overlapping zigzag as indicated in Fig. 7. `It has 

V been found that adhesive strips approximately one-half 

10 

inch wide will hold the curtain ?rmly in place. 
The adhesive material identi?ed above is of a type that ' 

will adhere to practically any kind of'surface, whether 
it is vitrous, enameled, tiledor_ covered with some other ` 
kind of material. It will remain tacky practically, in 
de?nitely and its adhesíveness ?will` not be atfected by 

less* 'Titus 'the adhesive areas on the curtain will be 
c secure the 'curtain in place whether the 'bath 

tub and the walls of the shower stall are wet or dry. ' 
The slide fastener 19 is provided with a Slider 25 (Figi i 

8) constructed so 'that it may be operated from either 
side of the curtain 16. The Slider 25 is provided with 

~ the usual opening 2-6 on each side for receiving the grip 

with conventionalone-piece shower curtains in which, 
'case one of the sides would have to be detached 'from the 
adjacent wall surface in order to permit a person to enter 

V and 'leave the bath tub or shower stall. , 

Although the slide fastener or zipper may beeattached 
V to the curtain so as to close when the'slide is brought 
upwardly in_ ta conventional manner, it is preferred to ar 
range the slide fastener so that itwillclose when the 
'slide is brought downwardly in which case the slide fras 
tener need only be opened part way from the bottom to 
permit a person' to enter or leave the tub. 
shower curtains of any common material may be used 

in connection with the present invention. Best results are 
obtained When used with shower curtains made from one 
of the many _attractive plastic materials readily available 
on the market. Many types of light-weight materials 
have hitherto,` been unsuitable for use in shower curtains 
because of their excessive movements in drafts. Weights 
attached to the ,bottom hem ?of light-Weight curtains to 
reduce the movements were found to be unpleasant, un 
sightly and destructive. When employing the novel 
means disclosed hereín for attaching curtain edges to 
adjacent walls, on the other hand, even extremely light 
materials may be used therefor. The adhesive strips or 
areas may be forrned by applying a cement thereto which 
is of› a type that Will not hardenrbut which will remain 
tacky practically inde?nit'ely; One such cementmay be 
obtained froni the Minnesota Mining &r Manufacturing 

V ` Company, St. Paul, Minnesota, under their type No. 
'EC-7791 Cenient 3 M Brand. This material may beide 

i posited on 'the showertcurtain in continuous' strips 22 
along thesíde edges and across the bottom as indicated in 
Figs. 3, 4 and7. ,in order to prevent this material from 
making contact with other parts of the curtain or with 
wrappíng material when the curtain is folded and wrapped 
for sale, storage „and transportation, it should be covered 
by a masking tape 23 shown partly removed in Fig. 4 
and in ,cross section attached to the curtain in Fig. 6, 
The protective tape should be of su?icient width to cover 
theadhesive completely, and should be of a type that 
wi-ll stick ,to the adhesive, butwhich will strip oñ from 
the curtain material without disturbing the adhesive, sur 
face. T his protective tape should not be removed until 
the shower curtain has been installed. A suitable mask 
ing tape may be obtained from Minnesota Mining & 
Manufactur-ing Company, under their type No. 3M-666. 
3DCT-14C9C-JAJ. i , › , 

Although it is preferred _to apply a continuous coating 
of the adhesive material intthe strips on the face of the u 
curtain as'indicated' intFig. 4, the adhesive coating may 

' also be »applied in discontinuous areas or patches along 
the areas-indicated. If it is desíred to provide a larger 
'binding surface at the bottomof the curtain, the adhesive, ' 
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' be permitted to remain ,in _engagement with the _side wallsr, 

tion has been disclosed herein, it will be, _evídent .that vari- › 
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pers 27, and opposed inwardly turned side ?anges 28 for, 
bringing the grippers into interlocking relationship ?n a " 
well~known manner. Elongated loops' 29`and 730 on op 
pcsite ,side-s of the. Slider are provided for receiving 'prill i , 
,pieces 31 and 32 respectively. i ' 

, Et will be appreciatedi that ,the showerrc'urrtain inac 
cordance with the, present invention besides its 'func‹' j 
tíonal usefulness is' also attractive and neat. When left„ 
in the position shown in Fig. 1 it' will showithe ,design 
of the curtain to _its full advantage. 'One ,part of the 
curtain ,may "be used for access to the tub while'per~ 
mitting the 'other-half to remainin, position at all times. 
One ,or both sides of the curtain may be permitted to 
remain ,attached to the adjacent wall surfaces while the 
two sections are folded or draped back to'form an at 
tractive and ,deçorative setting for the bath tub and bath 
room. Thistypeof _curtain is also very_ desirable when 
taking'a bath in the tub because it may be` arranged so 

r ,as to prevent _drafts onthe bather, regardless of 'from 
which side of the room the drafts emanate. ` The ad 
hesiyem'aterial.mentioned above is for all pract?cal ,pur 
poses transparent so that it willrhardly be visible on' 
the shower ,curtain when?exposed. However, in usual 
practice. it probably will not be, exposed because it _will 

and parted in the middle. › r r l ' _ 

Although only ,a particular embodiment of the inven 

ous modi?cations may be made therein without departing, 
from the true scope of the present inventton., v 

Iclaim: , , _ V > 

l. A sectional curtain for clos?ng o? arspace'between 
two Wall portions and a bath tub disposed? between said ' 
wall portions, said curtain being adapted Sto, be slidably 
supported on a horizontal slide rod, comprising two ,inat 
dividual parts each part including meansfor slidablyena, V 

r gaging a supporting rod, a slide fastener for fasteningsaid 
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two parts together along adjacentredgesu thereof, said, 
slide fastener being operable fromtteither? side of the 
curtain, a continuous strip oftacky mater?alalong the 
outside edges of said curtain parts and across the lower i 
portions of said curtain parts on the outwar-dly facing 
side of said curtain, whereby said? curtainparts may* be 
Secured together by _said ;slide fastener, said tacky 
material e?ecting a continuous seal along the adjacent 
walls and to the inside of the tub. ,. i ~ u , V ~ 

2. A sectional showerccurtainiaccording to claimd 
Wherein the, tacky material across the lower portions of 
said curtain parts comprises an interlaced _zigzag pattern 
of a pair of strips ,of tackymaterial., _ 
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