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1 Claim. (Cl. 281-63) 

This invention relates to an improvement in a display 
device and more particularly to a display binder of a type 
which can be quickly assembled in position for displaying 
a number of hinged sheets in sequence carrying descrip 
tive advertising material or the like. 

It is a prime object to provide an improved display 
binder which can be easily carried in a relatively ?at and 
folded position and which may be quickly assembled 
into an upright position wherein a plurality of sheets 
within the binder may be displayed in an effective and 
simple manner. 
A more speci?c object of the invention is to provide an 

improved easel-type display binder adapted to be placed 
in an upright position, wherein a folder containing a ring 
or loose-leaf binder may be supported in an open and 
upright position whereupon each of the sheets supported 
by the ring binder can be displayed in sequence. 
A still more speci?c object is to provide an improved 

display binder comprising an easel-type of support having 
hinged panels, one of which is provided with a pocket, the 
combination including a folder having ?rst and second 
covers suitably hingedly connected by a relatively stiff 
?ap, the ?rst cover being adapted to be held within the 
pocket so that the rigid ?ap may be folded into an over 
lapping position with respect to the second cover, where— 
by the second cover may be held in engagement with the 
panel of the easel in an upright position and extends up 
wardly with respect to the ?rst cover. 

These and further objects will become more readily 
apparent from a reading of the speci?cation when ex 
amined in connection with the accompanying sheet of 
drawing. 

In the drawing: 
Figure 1 is a perspective view of an improved display 

binder shown in a display position; 
Figure 2 is an elevational view of a display binder 

shown- in a display position; and 
Figure 3 is a side elevation of the display binder shown 

in Figures 1 and 2 in a closed or carrying position. 
Referring to the ?gures, a display binder is generally 

designated by the reference character 10. The display 
binder 10 comprises an easel-type support 11 including 
?rst and second panels 12 and 13 hingedly connected 
together as indicated at 14. The panels 12 and 13, as 
best shown in Figure 2, are connected by means of a 
?exible or collapsible strap 15. Thus, the lower ends of 
the panels 12 and 13 may be laterally spaced to provide 
the easel-type structure indicated. The panel 12 is pro 
vided with a pocket 16 which includes an opening 17 
disposed adjacent the outer surface of the ?rst panel 12. 
The pocket 17 may be made of a suitable paper or card 
board sheet material. 
A folder is generally designated by the reference char 

acter 18. The folder 18 comprises ?rst and second 
covers 19 and 2%. Each cover, as indicated in Figure 3, 
is provided with an inner side 21 and an outer side 22. 
The inner side 21 of the ?rst cover 19 is provided with a 
conventional type of loose-leaf retainer indicated at 23. 
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The loose-leaf retainer 23 hingedly supports a plurality 
of sheets or display cards, generally designated at 24. 
The edges of the covers 19 and 20, immediately adja 

cent the loose-leaf retainer 23, are hingedly connected by 
‘means of a rigid or relatively stiff ?ap 25. 

In Figure 3, the display binder 10 is shown in a col 
lapsed position. In this position it can be appreciated 
that the binder can be easily carried within a salesman’s 
case. The ?rst cover 19 is slidingly and removably dis— 
posed within the pocket 16 so that the folder 18 is ?rmly 
held in assembly with the easel-type support 11. When 
it is desired to display the display cards 24, the panels 
12 and 13 of the easel-type support 11 are spread apart 
in the position indicated in Figures 1 and 2. Thus, an 
upright support for the folder 18 is provided. The per 
son conducting the display now slides the ?rst cover 19 
upwardly a short distance within the pocket 16 and he 
thereupon moves the ?ap 25 to the position indicated in 
Figures 1 and 2. In other words, the flap 25 is moved 
into overlapping relation with respect to the outer side 
22 of the ?rst cover 19. The second cover 20 now is 
also in overlapping position with respect to the cover 19 
and is in engagement with the outer'surface of the ?rst 
panel 12. The cover 20 extends upwardly above the 
cover 19 and provides a surface on which the display 
cards 24 may rest. The display cards 24 are held in the 
upright position against the cover 20 by virtue of the 
connection of the loose-leaf retainer 23 to the cover 19, 
which positions them in an over-center position. Thus, 
the cards can be readily displayed and it is a simple 
matter to hinge the cards downwardly for displaying 
successive cards. 
Though the disclosure in Figures 1 and 2 shows the 

?ap 25 in overlapping relation with respect to the outer 
side 22 of the cover 19, it can be appreciated that the flap 
can also be disposed at substantially a right angle with 
respect to the covers 19 and 20, so that the ?ap 25 lies 
between the panel 12 and the outer side 21 of the cover 
19. By virtue of the pocket connection of the cover 19 
to the panel 12, and due to the position of the ?ap 25 
relative to the easel support 11, the cover 20 is securely 
and rigidly held in the position indicated in Figures 1 
and 2. After the display has served its purpose, it'is 
a simple matter to pull upwardly on the cover 20 while 
?rmly holding the cover 19 in place in the pocket 16, 
whereupon the folder 18 again quickly assumes the po 
sition shown in Figure 3. 

Thus, it can be seen that an improved display device 
or binder has been provided which will effectively accom 
plish the objects of the invention. It must be appre 
ciated that changes and modi?cations can be made which 
do not depart from the spirit of the invention as disclosed 
nor the scope thereof as de?ned in the appended claims. 
What is claimed is: 
For an easel support comprising a ?rst panel having 

a pocket on an outer face thereof, a second panel hingedly 
connected to said ?rst panel, and ?exible means connect 
ing said panels whereby said panels may have end por 
tions laterally spaced to support said easel support in an 
upright position; a display folder supported on said sup 
port, said folder having ?rst and second covers, each 
cover normally having inner and outer sides and adjacent 
edges, a stiff ?ap substantially coextensive with the ad 
jacent edges of said covers, means hingedly connecting 
said stiff flap to the adjacent edges of said covers whereby 
said covers may be hingedly moved relative to said flap, 
and a loose leaf retainer connected to the inner side of 
said ?rst cover adjacent said hinged ?ap for normally 
supporting a plurality of sheets in hinged relation be 
tween said covers, said ?rst cover being slidably and re 
movably disposed within said pocket, said ?ap being 
hingedly movable at times in overlapping relation with 
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respect to the outer side of said ?rst cover into an open References Cited in the, ?le of this patent 
folder position whereby said second cover also overlaps UNITED STATES PATENTS 
said outer side of said ?rst cover, the entire overlapping , , 
?ap being disposed substantially below the upper edge of 1'2O7’434 OBI-‘?n -------------- -" Dec‘ 5’ 1? 16 

said ?rst panel whereby said outer (side of said second 5 £55m; --------------- "Sig/g‘? 1% cover is 1n ?at contiguous engagement with a substantial 2,523,202 Ericson ______________ __ Sept. 19’ 1950 
upper portion of the outer face of the ?rst panel, whereby 
the inner side of said second cover provides means to FOREIGN PATENTS 
support the plurality of hinged sheets in a display position. 15 935 Great Britain _________ __ June 21 1911 


