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This invention relates to a two way billfold wherein 
two longitudinal pockets are provided substantially the 
length of the billfold. The longitudinal pockets of the 
billfold are in juxtaposition and provide a convenient 
means for receiving paper bills from either longitudinal 
side of the billfold. > 

It is also a feature to provide a billfold made up of two 
members, one of which forms one side of the billfold and 
the other of which is died out in a manner to provide 
open transverse slits on the inside of the same. The 
member which forms the inner portion of the billfold and 
which is provided with the transverse slits in the central 
portion thereof is formed with longitudinal extending in~ 
tegral members which are adapted to be folded longitu 
dinally on the‘inner surface of the central portion with 
one of the side members extending from the central 
portion being folded over upon the other of said side 
members. 
A further feature of the billfold resides in providing 

cloth strips or thin members which act to separate and 
provide pockets which are accessible through the trans 
verse slits. The separator members are each secured 
transversely adjacent the transverse slits and the pe 
ripheral edges ‘of the separators are secured between the 
folded portions of the central member of the billfold: The 
transverse portion between the innermost slits is also se 
cured to the surface of the side ?aps when it is folded over 
onto the same. This provides a transverse sealingof the 
portion between the innermost slits which portion'is at 
the central fold of the billfold and which provides a trans 
verse portion on the inner surface of the billfold which 
assists in guiding articles into the longitudinal pocket of 
the billfold which extends from the inner slits to a depth 
adjacent the outer transverse edge of the billfold. This 
provides a deep pocket for cards or most other items in 
the center portion of the billfold. The other transverse 
slit on the inner portion of the billfold is adapted to pro 
vide a shallow pocket which extends from the transverse 
slit to the transverse edge of the billfold. > 
Thus by providing an inner portion for the billfold 

which consists of a single piece member of leather or 
other suitable material wherein the central portion is 
formed with transverse slits to provide pocket openings 
and thin ?exible separators are attached to this central 
portion in a manner so as to permit the transverse slits to 
act as openings or pockets in the central member, deep 
and shallow pockets are formed when the integral lon 
gitudinal side members are folded over upon the separa 
tors and the other side member is folded upon the mem-' 
her which is folded over the separators. . 
When the central member of the billfold with the trans 

verse slits is folded together it is then attached to the outer 
member of the billfold by folding a longitudinal skive. 
When the longitudinal skived edge of this member is 
folded over and secured to the longitudinal edge of the 
central member which was folded over upon the member 
which covers the separators,- the other longitudinal 
skived side edge of the outer member of the billfold is 
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turned in and secured to the inner surface of the outer 
member to form a ?nished longitudinal marginal edge for 
one side of the billfold. The billfold is ?nished by sew 
ing the transverse ends of the same together thereby at 
taching the ends of the inner member of the billfold 
?rmly in place. ' 
When the billfold is ?nished two longitudinally extend 

ing openings are formed for receiving paper money bills on 
either longitudinal edge of the billfold. This permits the 
recipient ofthe billfold to carry different denominations of 
paper money bills which are accessible from either lon 
gitudinal side of the billfold. Heretofore billfolds were 
made with one longitudinally extending opening for re 
ceiving paper money bills on one side of the same. My 
billfold has the advantage of two longitudinal openings 
extending on either side of the billfold. If the recipient 
desires, one of the longitudinal pockets in the billfold‘can 
be used as a more or less secret pocket for paper money 
bills. In addition to the foregoing features, the simplicity 
of the manufacture of my billfold will be apparent be 
cause the billfold is made of two major parts, the inner 
part which has longitudinal side ?aps which are folded 
upon each other and the outer part which is‘ adhered to 
the inner part as heretofore set forth and which forms 
the outer surface of the billfold. The transverse slits 
in the inner folded portion provide pockets with the sep 
p'arators which are deep and shallow; ' 
The irregular formation of the transverse slits also act 

to assist entrance into the various pockets. 
These features and also others together with the struc 

tural formation of the billfold will be more fully and 
clearly de?ned throughout the speci?cation and claims: 

Figure 1 illustrates an inside view of the billfold when 
it is opened out ?at. 

Figure 2 is an enlarged section on the line 2.-—2 of Fig 
ure 1. 

Figure 3 illustrates the manner in which the central 
portion of the billfold is died out and shows the separa 
tors secured to the central portion with the side members 
extending out ?at before they are folded onto each other. 

Figure 4 illustrates the outer member of the billfold 
laid out ?at and showing the skived longitudinal edge. 

Figure 5 is an enlarged detail showing the method of 
folding of-the central portion and the adhering of the 
outer portion of the billfold to the central portion, one 
end of the billfold being broken away and the other'end 
unsecured. 

Figure 6 illustrates a typical form of a separator mem 
ber, shown apart from the central billfold portion, one 
end of which has an irregular shape substantially con 

' forming to the slits in the billfold. 
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It is a primary feature to provide a billfold made of 
two mam parts which include the inner portion 10 shown 
diagrammatically in ?at died out formation. The inner 

, portion or member 10 is substantially rectangular in shape 
with a central portion 11 positioned between the portion 
12 and the portion 13 which are integrally connected‘ to 
the central portion 11. This permits the inner portion 10 
of the billfold to be made from a single ?at piece of 
leather or other similar material adapted to make up the 
completed billfold A. The inner portion of the billfold 
10 is scored along the lines 14 and 15 on either side of 
the central portion 11 so that the portions 12 and l3'may 
be folded over upon the central portion 11. 
When the inner portion 10 of the billfold A is in the 

proces of formation, it is died out into the form illustrated 
in‘tFigure 3 scored along the lines 14 and 15 and trans 
verse irregular slits 16, 17, 18 and 19 are formed in the 
central portion 11 thereof. These vslits 16—19'in‘clusive 

‘ are adapted to form openings into a series of? pockets 
which are formed in the inner portion 10 when the same 
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is folded together and then attached to the member 20 
which forms the outer member of the billfold A. 

Before the inner member 13 of the billfold is folded 
together, cloth separators 21 or separators of any suitable 
material are secured to the inner surface of the central 
portion 11. . These separators 21 cover the slits 16 and 
19. One end 22 of the separators 21 is preferably cut 
to the same irregular shape as the slits 16, 17 and 18. 
This end 22 of the separator is adapted to be placed close 
to the slits 17 and 18 but not covering the same and is 
adhered by pasting the separator 21 transversely to the 
inner surface of the central portion 11 adjacent the slits 
17 and 18 so as to ?rmly secure the separators 21 to the 
inner surface of the central portion 11. The separators 
21 are also secured transversely to the inner surface of 
the central portion 11 adjacent the slits 16 and 1?. 

After the separators 21 have been attached to the 
central portion 11 the portion 12 is folded over upon the 
separators 21 and the inner surface indicated by the 
band 23 (shown in dotted lines in Figure 3) is secured or 
?rmly attached transversely to the inner surface of the 
central portion 11 between the slits 17 and 18. 
The next step is then loosely folding the portion 13 

over upon the portion 12. This completes the folding 
of the inner portion 10 of the billfold A. The inner por 
tion 10 is then ready to be attached to the outer portion 
20 of the billfold so as to complete the construction of 
the billfold A. ' ‘ 

The portion 20 has longitudinal skived marginal edges ' 
24 on either side thereof to thin these marginal portions 
so that they may be more readily folded and secured in 
place in the completion of the billfold A. One of the 
marginal longitudinal edges 24 is folded and secured to 
the inner surface of the member 20 (indicated in the en 
larged sectional view of Figure 2). The other marginal 
skived edge 24 is adapted to be folded over upon the mar 
ginal longitudinal edge 25 of the member 13 (as illus 
trated in enlarged sectional view of Figure 2). The bill 
fold A is then ready to be completed by securing the ends 
of the inner member 10 and the outer member Ztlytol 
gether by suitable stitching 26 or by any other suitable 
means for attaching the ends of the respective members 
10 and 20 together to form the ends of the billfold A. 
It will thus be apparent by referring to the sectional view 
illustrated in Figure 2 that the billfold A is formed with 
two longitudinally extending pockets which extend vir 
tually throughout the length of the billfold A one of 
which is reached by spreading the longitudinal edges of 
the portion 20 and the portion 10 to provide the longi 
tudinal opening 27 and the other at the opposite longitu 
dinal edge of the billfold A to provide the entrance 28. 
Thus two separate longitudinally extending pockets 29 
and 30 are formed in the billfold A, In the old form of 
billfolds only one pocket for paper bills was formed. 

In my billfold A the two pockets 29 and 30 are en 
tirely separated from each other by the portion 13 of the 
inner member 10. This provides a billfold A with two 
pockets for paper money bills, one of which may be used 
as a secret pocket as desired or one of the pockets such 
as 29 may be used for one denomination of bills and 
the other pocket 30 for a different denomination of paper 
money bills. 

It will be apparent that the construction of my billfold 
is extremely simple owing to the fact that there are just 
two major parts such as the inner part 10 and the outer 
part 20. When these parts are formed and folded as 
heretofore described and are secured together, they pro 
vide the billfold A with not only the two separate pockets 
29 ‘and '30 which are accessible'along the longitudinal 
edges of the billfold but also the deep pockets 31 and 32 
which are accessible through the slits 17 and 18, and 
also the shallow pockets 33 and 34 which are accessible 
through the respective slots 16 and 19, ' p i ' , 

The billfold’A is economical in construction, is easily 
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formed and gives added features to a billfold adapted to 
be used for carrying paper money bills and cards. The 
billfold A, when completed, is adapted to be folded on 
the transverse score line 35 and may thus be folded in 
a compact state and adapted to provide a hip pocket bill 
fold of a desirable nature, 

I claim: 
1. A billfold of the hip pocket type formed of two ma 

jor parts, one of which forms the outer portion thereof 
and the other the inner portion, said inner portion hav 
ing a number of transverse, cuts formed therein to provide 
a series of separate pockets for cards or the like, a longi 
tudinal free flap on one side of said inner portion having 
a free edge adhered marginally to said outer portion, a 
marginal longitudinal edge on the outer portion thereof 
foldable inwardly to provide a longitudinal ?nished edge 
for one side of the billfold and means for securing the 
ends of said inner portion and said outer portion trans 
versely at the ends of said billfold to secure said portions 
together, said inner and outer portions being adapted 
to form two separate longitudinally extending paper 
money receiving pockets accessible at either longitudinal 
edge of said billfold. ' _ 

2. A billfold of the hip pocket type which is centrally 
foldable, inner and outer portions, said inner portion be 
ing folded together on longitudinal score lines, a longi 
tudinal edge of said inner portion being secured margin 
ally to a marginal edge of said outer portion, and said in 
nor and outer portions being secured together transversely 
at the ends thereof to form a billfold with two separate 
longitudinally extending paper money pockets which are 
accessible from either longitudinal edge of said billfold. 

3. A billfold for carrying paper money bills including 
a body portion having an outer cover portion, an inner 
portion folded together along longitudinal score lines and 
secured to said outer portion longitudinally along one 
free edge thereof and transversely at the ends thereof to 
provide open longitudinal pockets on either side of said 
billfold for receiving paper money bills into separate pock 
ets which extend longitudinally of said billfold. 

4. A billfold comprising two major parts died out of 
?at leather sheets, one of said- parts forming the outside 
of the billfold, the other of said parts having a central por— 
tion and ?aps extending from either longitudinal edge of 
said central portion of approximately the same area as 
said central portion, one of said ?aps being folded on the 
inner surface of said central portion and centrally secured 
thereto at the fold line of said billfold, the other of said 
?aps being folded upon said ?rst mentioned flap to pro 
vide means for attaching said central portion to said out 
side part of the billfold, means for transversely securing 
the ends of said outer and inner parts together at the ends 
of said billfold, said inner and outer parts providing sep 
arate paper money receiving pockets, one of which is ac 
cessible along one longitudinal edge of said billfold and 
the other of which is accessible along the other longitu 
dinal edge of said billfold. 

5. A billfold formed of two leather sheets, one of said 
sheets forming the outer cover of said billfold, the other 
sheet forming the central part of said billfold and having 
a series of transverse slits cut in the central portion thereof, 
a longitudinal integral ?ap extending from said central 
portion on one side thereof, a second longitudinal integral 
?ap extending on the other side of said central portion, 
separator members spaced apart at the inner ends thereof 
adhered to said central portion transversely at two points 
adjacent said slits, said ?rst longitudinal ?ap extending 
from said central portion being folded over onto said 
separators and secured centrally transversely of said cen 
tral portion, said second longitudinal extending ?ap be 
ing folded on said ?rst longitudinal ?ap, means for secur~ 
ing said central part to said cover part longitudinally 
along the margin thereof, means for securing the ends of 
said central folded part and said cover part together to 
form the closed ends of said billfold, said transverse slits 
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and separators providing deep and shallow pockets in said 
central folded part. 

6. A container for paper currency or the like formed 
of rectangularly shaped ?exible material folded longitu 
dinally along two equidistantly spaced lines to form a 
?attened substantially Z shaped transverse cross section, 
and means for marginally joining the folded sections to 
gether transversely at the ends thereof, thereby providing 
separated pockets accessible from opposite longitudinal 
sides. 

7. A pocket case for currency or the like formed of 
leathern material, comprising a rectangular outer cover, 
a rectangular inner section subdivided longitudinally into 
upper, central and lower portions of substantially equal 
areas, said central portion having transverse slits formed 
therein, pockets accessible through said slits formed by 

6 
folding said lower portion inwardly upon said central por 
tion, means for attaching the longitudinal free edge of 
said lower portion marginally to said central portion, said 
upper portion being folded inwardly to overlie the exposed 
face of said lower portion, means for attaching the longi 
tudinal free edge of said upper portion marginally to the 
longitudinal free edge of said outer cover to form a ?at 
tened substantially Z shaped transverse cross section, and 
means for marginally joining said folded inner section 
to said outer cover transversely at the ends thereof. 
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