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This invention relates to containers especially designed 
for containing hot or cold foods in solid or liquid form. 
The primary object of the invention is to provide a 

sectional container of this character constructed of any 
suitable material commonly employed in the manufacture 
of such containers, the material being preferably heavy 
cardboard, sheet metal or plastic capable of easy fabri 
cation, and of a quality permitting the formation of an 
integral marginal insulating ?ange with surrounding 
spaces. 
An important object of the invention is to provide a 

receptacle wherein the bottom and top sections thereof 
are provided with interlocking marginal ?anges having 
offset portions which are constructed and arranged in 
such a way that the offset portions which are provided 
are interlocked in closing the receptacle when packaging 
hot or cold foods therein, the ?anges having frictional 
contact at four separate and independent points along 
the ?anges locking the ?anges together against accidental 
disengagement. 

Still another object of the invention is the provision 
of marginal laterally extended ?anges separated from the 
main portion of the receptacle by lines of indentations, 
affording means for permitting the ?anges to be readily 
broken from the receptacles to permit of ready access to 
the interior of the receptacle when removing the contents / 
thereof. 
With the foregoing and other objects in view which will 

appear as the description proceeds, the invention con 
sists of certain novel details of construction and combina 
tions of parts hereinafter more fully described and pointed 
out in the claims, it being understood that changes may be 
made in the construction and arrangement of parts with 
out departing from the spirit of the invention as claimed. 

Referring to the drawing: 
Figure 1 is a fragmental plan view of a food container’ 5 

constructed in accordance with the invention. 
Fig. 2 is a sectional view taken on line 2-2 of Fig. 1. 
Fig. 3 is an enlarged fragmental sectional view illustrat 

ing the interlocked marginal ?anges of the container 55 
sections. 

Fig. 4 is a fragmental sectional view illustrating the 
marginal ?anges as extended inwardly and completely 
encased in the sections of the container. 

Referring to the drawing in detail the container com- 60 
prises an inverted frusto conical bottom section 5 and a 
frusto conical cover section 6, the bottom section 5 being 
provided with a peripheral ?ange 7, while the cover sec 
tion is formed with a similar marginal ?ange 8. 
As better shown by Fig. 3 of the drawing, the periph- 65 

eral ?ange 7 of the bottom section extends downwardly 
at 9 in spaced relation with the adjacent edge of the 
bottom section, providing a space 10. The downwardly 
extended ?ange portion 9 curves laterally at 10' and 
extends upwardly at 11, from where the ?ange extends 70 
downwardly at 12, providing a space 13. The peripheral 
?ange 7 is curved at 14 and extends upwardly at 15 with 
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a slight curve", the‘ extremity of the flange being extended 
at 16. 
The marginal ?ange of the cover section 6 extends 

laterally and‘ downwardly‘ at 17, from where the ?ange 
extends upwardly‘ at ‘18 providing‘ a channel 19'. The 
?ange 8" is curved at 20 to ?t over the portion 11 of the 
cooperating ?ange’. The ‘?ange 8 now extends downa 
wardly' at 21 and is curved; upwardly‘ providing the wall 
22‘, the extremity of‘ this‘ flange 81' being also extended 
laterally at 23‘ to overlie the laterally extended‘ edge 16 
of the bottom‘ section. 

It might be further stated‘ that'the curved portions of 
the marginal ?anges are brought together in closing the 
cover section over the bottom ‘sefctibn, the: frictional con‘ 
tact between the curved portions of the‘ peripheral and 
marginal flanges 7“ and‘ 8, causing a binding or gripping 
action between the ?anges to-?rmly' secure- the cover sec= 
tion‘ to the bottom‘ se'ct‘i'on' in‘ a manner as better shown 
in Fig. 2 of the drawing. 

In order that the ?anges may be readily and easily 
removed from the body of the container, lines of indenta 
tions 24 are provided in the ?anges ‘at points adjacent 
to the bottom section and cover section, constituting a 
weakened section which may be readily broken by merely 
bending the interconnected ?anges laterally of the plane 
of the container along the line of indentations. 
With the ?ange broken it may be readily removed and 

the sections of the container disconnected to permit the 
contents of the container to be readily removed. 

Because of the construction of the bottom section and 
cover section it will be obvious that these sections may 
be used as plates to permit the food to be consumed 
from the sections of the container. 

In the form of the invention as shown by Fig. 4 of the 
drawing, a bottom section is indicated by the reference 
character 5’, While the cover section is indicated by the 
reference character 6’, the sections 5' and 6’ having in 
Wardly extended marginal ?anges 7' which interlock 
in gripping relation when the cover section is ?tted over 
the bottom section, securely fastening the sections 
together. 

In order that the cover section 6’ and bottom section 
5' in this form of the invention may be readily dis 
connected, depressions 8' and 9' are formed in the bottom 
section and cover section, respectively, the depressions 
affording means whereby the ?ngers of the person open 
ing the container may be positioned therein to exert 
inward pressure on the sections to disconnect them and 
move the contacting portions of the ?anges away from 

0 each other. 
From the foregoing it will be seen that in Fig. 4 of the 

drawing, I have provided a container which is substan 
tially rectangular in formation, while ‘in Fig. l of the 
drawing the container is circular. However, it is to be 
understood that the general contour of the container may 
be varied to meet various requirements of use. As for 
example, the body portion of the container would neces 
sarily be changed when the invention is embodied in the 
construction of a drinking cup having a closure for main 
taining the contents of the cup insulated. 
Having thus described the invention, what is claimed is: 
A container comprising a bottom section of inverted 

frusto-conical shape having a top rim and a comple- , 
mentary top section of frusto conical shape having a 
bottom rim, said bottom section having a peripheral 
?ange extending outwardly from the rim thereof, said 
?ange being of substantially W-shaped cross section, said 
top rim being reverted to form a ?rst downwardly extend 
ing portion of said ?ange in spaced relation with the 
adjacent side of said bottom section, an upwardly con 
caved laterally curved section, a ?rst upwardly extending 
portion terminating below the top of said ?rst downwardly 
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extending portion, a downwardly concaved second lat 
erally curved section, a second downwardly extending 
port-ion, an upwardly concaved third laterally curved sec 
tion, a second upwardly extending portion terminating in 
a plane level with said top rim, and a laterally extending 
?at portion at the top of said second upwardly extending 
portion, said top section having a confronting marginal 
?ange of W-shaped cross section comprising a third 
downwardly extending portion depending from its lower 
rim, seating when said top and bottom sections are in 
assembled relation against said ?rst downwardly extend 
ing portion of said peripheral ?ange, an upwardly con 
caved fourth laterally curved section. abutting said ?rst 
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upwardly concaved laterally curved section, a third up- ' 
wardly extending portion abutting said ?rst upwardly ex 
tending portion, a downwardly concaved ?fth laterally 
curved section overlying said downwardly concaved 
second laterally curved section, a fourth downwardly 
extending portion abutting said second downwardly ex- ' 
tending portion, an upwardly concaved sixth laterally 
curved section overlying said upwardly concaved third 
laterally curved section, a fourth upwardly extending 
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portion abutting the inner side of said second upwardly 
extending portion, and a laterally extending ?at portion 
overlying said ?rst mentioned ?at portion, said marginal 
?ange and said peripheral ?ange thus frictionally inter 
locking ?rmly securing said top and bottom sections 
together. 
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