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This invention relates to garment hangers, and more 
particularly to a garment hanger having an interchange 
able garment identi?cation means such as a tag or ticket. 

It is customary to a?ix tags, tickets or the like (herein 
after referred to only as tickets) to garments. These 
tickets bear indicia which identify items such as the size, 
style, color, lot number, and price of a garment. The 
tickets aid greatly in maintaining stock inventory, in 
reordering, and in making certain that sizes and prices 
are correct. However, the tickets often are detached acci 
dentally or are otherwise misplaced or interchanged with 
other tickets. This causes considerable confusion and 
often results in ?nancial loss. 

It is an object of the present invention to provide a 
garment hanger having a simple, easily utilizable means 
for detachably mounting a ticket in a readily accessible 
and clearly visible location, so that the garment carried 
by the hanger can be quickly identi?ed at any time, as 
for inventory, arrangement or sale. 

It is another object of my invention to provide a gar 
ment hanger of the character described, wherein the 
means for detachably mounting a ticket is so constructed 
that the ticket cannot be displaced easily by accident. 

It is a further object of my invention to provide a 
garment hanger of the character described, wherein- the 
means for detachably mounting a ticket is so constructed 
that the ticket cannot be removed except deliberately and 
with a special tool. 

It is another object of my invention to provide a gar 
ment hanger of the character described in which the 
means for detachably mounting a ticket cannot itself be 
detached from the garment hanger. 

It is another object of my invention to provide a gar 
ment hanger of the character described wherein the 
means for detachably mounting a ticket is incorporated 
in the hanger without materially raising manufacturing 
costs. 

It is another object of my invention to provide a gar 
ment hanger of the character described which consists 
of relatively few and simple parts and is of particularly 
rugged and sturdy construction. 

Other objects of my invention in part will be obvious 
and in part will be pointed out hereinafter. 
My invention accordingly consists in the features of 

construction, combinations of elements and arrangements 
of parts which will be exempli?ed in the hangers herein 
after described and of which the scope of application will 
be indicated in the appended claims. 

In the accompanying drawings, in which are shown 
various possible embodiments of my invention, 

Fig. 1 is a front view of a garment hanger constructed 
in accordance with the present invention; 

Fig. 2 is an enlarged sectional view through the neck 
of the hanger, the same being taken substantially along 
the line 2—2 of Fig. 1 and showing the ticket mounting 
means in longitudinal section; 

Fig. 3 is an enlarged sectional view through the neck 
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of the hanger, the same being taken substantially along 
the line 3-3 of Fig. 1 and showing the ticket mounting 
means in transverse section; 

Fig. 4 is a fragmentary view similar to Fig. 1 of a gar 
ment hanger embodying a modi?ed form of my inven 
tion; 

Figs. 5 and 6 are enlarged sectional views taken sub 
stantially along the lines 5-5 and 6—6, respectively, of 
Fig. 4; 

Fig. 7 is a view similar to Fig. 4 of still another modi 
?ed form of my invention; 

Figs. 8 and 9 are fragmentary enlarged sectional views 
taken substantially along the lines 8--8 and 9-9, re 
spectively, of Fig. 7; and 

Fig. 10 is a plan view of a ticket-removing instrument 
adapted to be used with the form of garment hanger 
shown in Figs. 7—9. 

Referring now in detail to the drawings, and more par 
ticularly to Figs. 1-4, the reference numeral 2:‘) denotes 
a garment hanger embodying my present invention. The 
construction of said hanger is largely conventional. Thus 
said hanger includes the usual pair of downwardly diverg 
ing arms 22, 24, which at their upper ends integrally are 
joined to a neck 26. A wire hook 28 has its shank 30 
rotatably journaled in the neck for a revolution about a 
vertical axis. To prevent upward displacement of the 
hook, the bottom end of the shank is formed with en 
largement 32 which is captive in a pocket in the neck of 
the hanger. As thus far described, the construction of 
the hanger is entirely conventional. 

Pursuant to my invention, I provide a ticket-mounting 
means formed in one piece with the hanger. Said means, 
in the embodiment of the invention now being described, 
constitutes an elongated cavity 34, which extends hori 
zontally through the neck of the hanger and has one end 
36 thereof opening at the side edge of said neck. The 
other end 33 of the cavity is closed. Optionally, a por 
tion of the wall of the cavity can be removed, as at the 
front of the hanger, to provide a notch 40 for convenience 
in removing a ticket 42 in the cavity. The height of the 
ticket is substantially equal to the height of the cavity. 
The front to back dimension of the cavity is somewhat 
greater than the thickness of the ticket, and the length of 
the cavity from its closed end 38 to the notch 40 pref 
erably is somewhat less than the length of the ticket. 
The hanger is fabricated from a water-white—i. e., 

colorless-clear plastic, at least in the neck, and, to sim 
plify manufacture of the hanger, preferably in the arms 
as well. Thus the front of the ticket which is received 
in the cavity is clearly and easily read through the front 
face of the hanger. Inasmuch as the cavity is located in 
the neck, the ticket is in a position where it will not ordi 
narily be concealed by a garment supported on the hanger, 
and therefore it will at all times be readily visible. 
The cavity preferably is a snug ?t, at least in a vertical 

direction, for the ticket, so that the ticket will tend to 
remain in place. It is inserted simply by sliding the same 
into the cavity. It can be removed very easily by catch 
ing the exposed end under a ?ngernail. 

It will be appreciated that by forming the cavity-~ 
i. e., the ticket mounting means-in one piece with the 
neck of the garment hanger, the same may be incorporated 
in the hanger at very little additional expense. Inas 
much as the hanger is molded, it merely is necessary to 
make a slight change in the shape of the die, without alter 
ing the major contour of the die cavity, or to provide a 
shiftable molding pin, which is movable transversely into 
and out of the die cavity in order to form the ticket 
mounting cavity 34. 

In Fig. 4 I have shown a garment hanger 50 embody 
ing a modi?ed form of my invention and in which the 
ticket mounting means likewise is formed in one piece 



with the hanger and is located at the neck thereof: Said 
hanger includes a neck 52 and downwardlydivergmg 
arms 54, 56. A slot 58 extends transversely across the 
front face of the’ neck, said slot having an open‘ front side 
(see ‘Fig. 6)’. ' A downwardly extending ledge 60 is formed‘ 
at the upper side of the slot, and‘ an upwardly extending. 
ledge 6243 provided along the lower side of'the slot, .both 
of these ‘ledges being spaced from the back wall 64 of 
the slot. ‘ The ends of the slot extend to the opposite side 
edges of the neck of the hanger. The slot is dimensioned 
to slidably receive a ticket 66. Inasmuch as the ticket 
is visible through the open front of the slot, it is not 
necessary in this form of my invention that the hanger 
bemade from a transparent plastic. 3 , A 
..As noted above, tickets sometimes tend to ‘become 

accidentally displaced from the hanger, due to the particu 
lar manner in which the hanger is employed in some 
tradeor store. To prevent such accidental’ displace 
ment, the‘hanger 50 includes a pair of ribs 67, 68 located 
on the bottom wall 64 of the slot 58 and extending trans 
versely across the same. The space between the two 

' ribs is slightly in excess of the length of the ticket, and , 
the clearance from the tops of the ribs to the inner sur 
faces of the ledges 60, 62 is slightly in excess of the thick 
ness of the ticket. With this construction, the ticket can 
be slid into the slot past the space between one of the 
ribs and the ledges until the ticket lies between the two 
ribs.v The ticket will tend to remain between the ribs, 
thereby being secure against accidental displacement. The . 
ticket can be forced over the ribs and removed by 
pressing a ?nger against the ticket through the openfront 
wall of the slot and sliding the ticket toward either end. 
To facilitate such removal, the sides of the ribs are ?lleted 
and the tops of the ribs are outwardly convex. . . . » 

The garment hanger 70 illustrated in Figs. 7-—9 shows 
still another form of my invention having the ticket 
mounting means formed in one piece with the neckrof the 
hanger. Said hanger 70 is essentially, similar to the 
hanger 20, in that it is formed with an elongated cavity 
extending into the neck of the hanger from a side edge 
thereof. Under some circumstances it is highly desirable 
to prevent tickets from being removed except with some 
di?iculty, whereby to discourage vattempts to exchange 
tickets. The ‘hanger 70 accomplishes this by eliminat 
ing the notch 40, so thatboth the front and back walls 
of’ the cavity 34' extend all the way up to the side edge 
of’ the neck of the hanger. Thus one is'unable to reach 
a ticket located in the cavity so as to remove the same. 
Moreover, to prevent the ticket from being shaken out of 
the cavity, a retaining rib 68’ is located on the back wall 

. of the cavity. The rib extends transversely to the length 
of the cavity and is spaced from the closed end 38' 
thereof a distance in excess of the length of the ticket. 
Su?icient clearance is provided between the rib and 
front wall of the cavity to permit insertion of the ticket. 

‘ In order to enable the ticket to be withdrawn, I provide 
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a groove 72 in the wall of the slot from which the rib 
68’ extends. 
from the open end thereof at the side edge of the neck. 
The slot extends to and past the rib 68' and preferably 
well into the cavity. ' 
A tool 74 is provided for use in conjunction with the 

hanger 70. Said tool consists of a thin, elongated shank 
76, having at its tip a sharp retroverted point—i. e., barb' 
78. The width of the groove 72 is such as to fully ac 
commodate the shank 76 of the tool 74, and the height 
of the groove 72 is such as to fully accommodate the 
vertical height of the tool 74, including the barb 78. Thus 
the tool can be slipped into the groove past the rib and 
‘by raising its barbed end causedto engage the back 
surface of the ticket and raise the same clear of the rib 
68', while at the same time pulling the ticket out of the 
cavity. 

It, thus will be seen that I have provided hangers which 
achieve all the objects of my' invention and are well 
adapted to meet the conditions of practical use. 
As various possible embodiments might be' made‘ of’ 

the above invention, and as various changes might be made 
in the embodiments above set forth, it is to be understood 
that all matter herein described, or shown in the accom-' 
panying drawings, is to be interpreted as illustrative and 
not in a limiting sense. 

Having'thus described my invention, I claim 'as new 

neck with a pair of outwardly extending, downwardly di 
verging arms, said neck extending above said arms, and 
meansfor detachably mounting a thin elongated ticket 
on said hanger, said means'being located in the neck of 
the garment hanger and being formed in one piece there 
with, said means constituting an elongated cavity formed 
in the neck and extending sidewiser therethrough and being 
shallow from front to back so as to receive said'ticket, 

- said cavity having at least one end exposed at a side edge 
of the neck immediately above said arms, a ticket when 
positioned in said cavity being visible at either the front 
or back of the hanger through the transparent material‘ 
of the neck. 

2. A garment hanger as set forth in claim 1, wherein‘ 
a notch is provided in the front of the hanger over the 
cavity at its exposed end, said notch communicating with 
said cavity at said exposed end. 
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