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This invention relates to garments, and more particu 
larly has reference to an ascot scarf adapted to be worn, 
dickey fashion, with an outer garment such as a suit jacket. 

Ordinarily, an ascot scarf is extended about the neck, 
and is gathered at the front to extend downwardly within 
an outer garment such as a suit jacket. In this connection, 
it may be desired to wear a scarf of this type without a shirt, 
sweater, or the like, but when a conventional ascot scarf 
is used, this is not always practical, in view of the fact that 
the scarf does not, in many instances, completely ?ll the 
space between the lapels of the garment. 

Accordingly, the object of the present invention is to 
provide an ascot scarf having associated therewith a bib 
like extension or dickey, provided with a neckband, with 
the scarf being connected to one end portion of the neck 
band and the end portions of the neckband being adapted 
for separable connection. When worn, the ascot may be 
used in place of a conventional scarf, to keep the body 
warm, and at the same time produces an attractive appear 
ance, with all portions of the wearer’s body that would 
otherwise be exposed at the front of the outer garment or 
jacket being fully covered by the scarf and said extension. 

Another object of impartance is to provide a scarf as 
described which can be manufactured at low cost, can be 
cleaned or laundered without di?iculty, and can be put on 
or taken off with maximum ease and facility. 
For further comprehension of the invention, and of the 

objects and advantages thereof, reference will be had to 
the following description and accompanying drawings, and 
to the appended claims in which the various novel features 
of the invention are more particularly set forth. 

In the accompanying drawings forming a material part 
of this disclosure: 

Fig. 1 is a perspective view of the ascot scarf formed 
according to the present invention, as it appears when 
worn. 

Fig. 2 is a perspective view of the scarf open. 
Fig. 3 is a rear elevational view of the scarf, closed. 
Fig. 4 is an enlarged, fragmentary perspective view of 

the scarf in its opened condition. 
Fig. 5 is a still further enlarged section on line 5——5 

of Fig. 4. 
Fig. 6 is a fragmenary, exploded perspective view show 

ing a modi?ed construction. 
Fig. 7 is an exploded, vertical sectional view, on an 

enlarged scale, of the modi?ed form shown in Fig. 6, show 
ing the end of the scarf in position between the neckband 
end portions. 

In the form shown in Figs. l-S, the scarf includes a 
dickey or bib-like extension composed of side-by-side front 
panels 10, 12 being integral, stitched, or otherwise perma 
nently secured to a back panel 14 adapted to overlie the 
upper portion of the back of the wearer. 
The front panels are adapted to be closed across the 

chest of the wearer, and at their lower ends are detach 
ably connectable by cooperating gripper fastener elements 
16. 
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Stitched to the upper edges of the front panels and back 

panel is a neckband 17 having end portions 18, 20. A 
scarf member 22, having pleats or gathers 24 at its upper 
end, is extended over the upper edge of the neckband 
portion 20, with the inner or upper end of the scarf member 
being turned downwardly in back of the neckband as 
shown in Fig. 2 and being stitched thereto at 26. 

Carried by neckband portion 20 are vertically spaced 
female gripper fastener elements 28, and cooperating male 
fastener elements 30 are carried by the neckband portion 
18. 
The scarf is secured to the panel 12 in such a position 

as to cause one edge of the same to project laterally beyond 
one edge of the panel 12. Accordingly, when the garment 
is to be worn, it is supported upon the shoulders 'of the 
wearer, and is closed across the chest and neck by means 
of the elements 16, 28, 30. With the garment closed, the 
scarf will extend downwardly from the neckband, and the 
neckband will seemingly be a part of the scarf itself. 
An outer garment such as a suit jacket, not shown, is 

now put on, completely covering the edge portions of the 
back panel and dickey, and an attractive general appear 
ance is provided, without requirement of a shirt, sweater, 
or the like. 

In Figs. 6 and 7 there is shown a modi?ed construction 
wherein the front panels 102, 123, having neckband por 
tions 18a, 20a, are connectable together with or without the 
scarf 22a, whichever is desired. Thus, the neckband por 
tion 20a has male gripper fastener elements 28a, while the 
portion 18a has female elements 39a. The elements 233 
can be connected directly to the elements 303, when the 
scarf member 22a is not to be worn, and when an outer 
garment is put on, the appearance of a turtle neck sweater 
or the like will be provided. 

Alternatively, the scarf member can be extended be 
tween the neckband portions, said scarf member having 
pleats 24aL and being provided, at its inner extremity, 
with transversely spaced fastener elements 32 which on 
one side have male portions and on their other sides have 
female portions. It will be seen that the male portions 
of element 32 can be connected to the female fastener 
elements 3021 of neckband portions 18a, after which the 
male elements 28‘{1 can be connected to the female por 
tions of the fastener elements 32. The ?nal appearance 
is similar to that of the ?rst form of the invention. 

In both forms of the invention, the garment can be 
manufactured at relatively low cost, and can be laundered 
with ease and facility. Further, the garment is so de 
signed as to keep the shoulders, back, and chest of the 
wearer warm, while still producing a highly decorative 
e?ect. 

While I have illustrated and described the preferred 
embodiments of my invention, it is to be understood that 
I do not limit myself to the precise constructions herein 
disclosed and that various changes and modi?cations 
may be made within the scope of the invention as de?ned 
in the appended claims. 
Having thus described my invention, what I claim as 

new, and desire to secure by United States Letters Patent 
15: 

1. An ascot scarf comprising a bib-like member, a 
split neckband thereon, cooperating fastener elements 
on the end portions of the neckband, and a scarf mem 
ber overlying said bib-like member and having one end 
extending between said neckband end portions, the ?rst 
named member including front and back panels, the 
scarf member overlying the front panels for substantially 
the full length of the front panels, the front panels being 
separably connected to one another, the scarf member 
at one end thereof being secured to the neckband and 
at one side thereof projecting laterally beyond one edge 
of one of the front panels to conceal the same. 
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"2. An ascot'scarf comprising a bib-like member having portions, the front panels being split and separable, and 
front and ‘back panels, the "front panels‘being‘separable, a'scar'f device ‘including a’ cravat-like elongated tapered 
a split neckband connectedi'ito said panels, cooperating body, with its narrow end pleated parallel to the length 
fastener elements on» the end ‘portions. of ‘the, nec-kband, of the body and being secured to one of the end portions 
and 'a scarfmembe'rbverlyiiiythe adjacent edges-.df‘the 5 of the neckband and with one side edge overlying the 
front panel'sLand‘having‘onefendeitending‘jbetween(said side edge of said neckband portion and overlying the 

' n‘e'ékband ‘endlpo'rt'ions, "said end of the scarf fnembe'r side edge of the adjacent front panel and‘being adapted 
straddling one at least of said v‘neckban'd Je'n'd apoi'tions, ' to hang down over and toove'rlie the overlapped meeting 
oneo'f’th’e neckband’enipontions ‘including-anaem- side edges of the neckband end portions and to over 
tener e‘lenieiitand the d'th’e‘rneckbaiidendpoftion'inélud; 10 he the overlapped meeting edges of the front panels, 
ing a female’ fastener element, ‘the s'c'af'f'meniber 'inc‘lud- and means on theledgesiof the riec‘kbandend portions and 
ing a‘fas't'ener ‘element at s'ai‘d'énd‘there'df ‘having a male on the edges of the front panels for .detachably fasten 
portion at one side ‘and a female portion at the 'other side ing the same in overlapping relation 
en‘g‘a'g‘ealilesepar'ably with ‘the 'fer‘na'le and male fastener 7 
elements of .the necl<band end ?portions, respectively‘ ' 15 References Cited in the ?le of this Patcnt 

3, A ‘combined dibkey‘and'ascot scarf comprising a ' ‘ UNITED STATES PATENTS 
di'ckey device‘h'aving ‘froht'a'nd 'back ‘panels adapted to 
cover ‘the upper front, ‘rear and shoulderpor'tions ‘of the 905’270 Abraham “““““““““ ",Dec'. ,1’ 71.908 
wearer "and ‘a 'n’eékband ‘secured v'to ‘the ‘upper edves of 2’O9O’724 Drumm "" ''''' “"u‘ Augi 2.4’ 1.1937 

’ ' ' ' a 2,568,826 Roussos ___________ __;__?Sept. 25, 195-1‘ said jpanels, said" 'neckbarid being split providing end 20 


