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' To all whom it may concern: 
Be it known that I, J. H. GoooH, of Oxford, 

in the county of Granville and State of North 
Carolina, have invented a new and useful Im 
provement in Flows; and I do hereby declare 
that the following is a full, clear, and exact 
description of the same, reference being bad 
to the accompanying drawings, forming a part 
of this speci?cation, in which— 
Figure 1 is a rear view of the plow with all 

' the parts attached; Fig. 2, a side view of the 
plow without the beam and handles; Fig. 3, a 
side view of the plow with one part of the 
mold-board detached 5 Fig. 4., a side view of 
the plow with two detached parts of the mold 
board. . 

Similar letters of reference in each of the 
several ?gures indicate corresponding parts. 
The nature of my invention consists in mak 

ing the mold-board extension in two parts, the 
dividing -line between the two parts being 
horizontal, or nearly horizontal, for the pur 
pose of transforming the plow into a cultiva 
tor, subsoil, or complete turning plow, by sim 
ply detaching either one or both of those two 
parts. ' 

To enable others skilled in the art to make 
and use my invention, I will proceed to de 
scribe its construction and operation. 
The standard L of the plow is fastened to 

the beam N at M in the usual manner. The 
handles P O are attached each to one side of 
the rear end of the beam. The lower end of 
the landside-handle P rests in a stirrup, R, 
projecting from the inner surface of the land 
side K of the plow. The lower end of the 
other handle, 0, is fastened to the handle P, 
and both are fastened to the landside K by 
meansofa screw, Q, passingthrough these three 
parts. The standard is made with ashortwin g, 
0, and a foot, I), to which latter a point, E, 
can be attached. The mold-board extension A 
B of the plow ?ts the side edge of the wing O 
and the upper edge of the foot D, and is at 
tached to the wing O by two or more screws 
and nuts, X J. The mold-board extension is 
made in two parts by dividing it on a horizon 
tal, or nearly horizontal, line, or as’, the inner 
end of which line is slightly curved, as seen 
at w’ at. This horizontal division of the mold 
board is for the purpose that the lower piece, 
A, shall have the proper shape of a half-mold 
board plow after the upper piece, B, has been 

removed. On leaving the piece B in its place 
and removing piece A the piece B exhibits the 
shape and serves the purpose of the mold-board 
of a subsoil-plow. By attaching the pieces A 
B to the wing O a complete turning-plow is ob 
tained. ‘ 4 

It will be seen that a horizontal, or nearly 
horizontal, division, as above described, is nec 
essary in order to obtain, by the removal of one 
or the other of the pieces A B, the proper mold 
board outline of a half mold-board or a culti 
vator-plow. Each of the pieces A B is pro 
vided with a ?ange, G F, which ?anges reach 
underneath and rest against the inside surface 
of the wing O, and are fastened to the wings by 
two or more screws, J X. 
The drawings represent a new mode of mak 

ing these or similar plow-fastenings at X Y. 
The inside surface of the wing O is provided 
with a dovetail slot, Y, which terminates in 
that edge of wing 0 against which rests the 
edge of piece B. The head of the screw X is 
made just to fit the dovetail slot, and is intro 
duced from the open end of the slot in the 
edge of wing O. The piece B is then attached, 
the hole in the ?ange F ?tting the screw X. 

It will be seen that when B is in its place 
the curvature at w’ a)” of the horizontal edge 
of B will prevent the piece from giving way in 
the direction of the line at’ 002, and will hold it 
?rmly against the edge of wing C, while the 
screw X and nut I serve to prevent the piece 
Bfrom coming off in any other direction. Thus 
it will be seen that a perfectly secure mode of 
fastening is obtained. 

I do not claim as my invention con?ning the 
detachable portions of a mold-board of a plow 
to its main parts by means of screws and dove 
tail slots; but 
What 1 do claim as my in veution, and desire 

to secure by Letters Patent, is- 
Making the mold - hoard extension in two 

parts, A and B, the dividing-line between the 
two parts A and B being horizontal, or nearly 
horizontal, for the purpose of transforming the 
plow into acultivator, subsoil, or complete turn 
ing plow by simply detaching either one or 
both of those two parts, substantially as set 
forth. 
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