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This invention relates to a wallet and is particularly 
concerned with billfolds of the type usually carried by 
men. 

Billfolds usually have side opening pockets adapted 
to receive currency and the like in ?at unfolded condi 
tion. Other papers such as blank checks carried in such 
pockets for convenience are partially exposed and be 
come dog-cared and soiled during normal use of the 
billfold. 
An object of this invention is to provide a billfold 

structure having a fully protected pocket for such items 
as blank checks. The invention is carried out generally 
by providing two elongate adjacent pockets opening on 
one side of the billfold with a foldable portion interja 
cent the openings forming a closure for one pocket when 
the pockets are folded together. One form of the in 
vention is shown in the accompanying drawings: 

Fig. 1 is a perspective view of a billfold according to 
this invention folded for carrying in a pocket. 

Fig. 2 is a perspective view of the billfold unfolded 
for using the currency pocket. 

Fig. 3 is a perspective view of the billfold unfolded 
and open for using the protected pocket. 

Fig. 4 is an enlarged partly sectional view on line 4—4 
of Fig. 2 illustrating the wallet secured in closed position. 

Fig. 5 is an enlarged sectional view on line 5-5 of 
Fig. 2 illustrating the wallet in closed position. 

Fig. 6 is an enlarged section view on line 6—-6 of Fig. 3 
illustrating the wallet in open position. 
The billfold shown in the drawings has a number of 4 

walls disposed in laminar relation and secured together 
to form pockets for cards and the like opening toward 
the center of the billfold as at 10, 11, 12 and 13. The‘ 
walls forming these pockets are secured at one edge to 
a bridging wall 20 by such means as stitching 25 (Fig. 4). 
The walls are preferably made of a ?exible material such 
as leather or a thermoplastic material. 
One wall 14, which may be termed the central wall, 

has opposite surfaces or faces 18 and 19. Wall 14 joins 
an external wall 15 at a longitudinal fold 17. Walls 14 ‘ 
and 15 may be integral or may be stitched together as 
shown. Wall 15 has an inner surface 15a and an outer 
surface 15b. Wall 14 joins wall 20 and its adjacent 
pocket forming Walls in a folded and stitched arrange 
ment shown generally at 26 (Fig. 4). Surface 18 of 
the central wall cooperates with an adjacent wall such 
as bridging wall 20 to form a currency pocket having 
an elongate side opening 21 for receiving currency in 
?at unfolded condition. A wall 22 overlies inner face 
15a of wall 15 to form a protected pocket having a 
longitudinal opening 23 for receiving checks and the like 
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base portion ‘anchored between adjacent wall portions as 
shown in Fig. 4. The buttons may be removably in 
serted through openings 30 in wall 14 for securing the 
Wallet Portions in closed or ‘adjacent relation (Figs. 2 
and 4'). The wallet in closed position is ?exible in a 
transverse central region 31 for folding to the folded'or 
carrying position of Fig. 1. ' 
Viewed in another way, the billfold comprises a con 

ventional Wallet section '35 having the-usual currency 
pocket and card pockets, and a protected pocket section 
36. Sections 35 and 36 have a common wall 14. The 
walls forming the conventional pockets of section 35 are 
disposed over one face 18 of common wall 14. Wall 22 
is disposed over the inner face 15a of wall 15, which lies 
outside of common wall 14, to form the protected pocket 
of section 36. Walls 14 and 15 and fold portion 17 co 
operate to form a closure for the protected pocket. 
The currency pocket and protected pocket openings 

21 and 23, respectively, extend longitudinally along op 
posite sides of common wall 14. Fold portion 17 is 
foldable so that section 35 can be swung to and from a 
position overlying section 36. When section 35 is folded 
over section 36, portion 17 forms a closure for opening 
23 of the protected pocket. Opening 21 of the currency 
pocket remains exposed relatively to the closure. When 
the opposed sections 35 and 36 are folded along trans 
verse fold-line 31 to carrying position (Fig. 1), outer 
face 15a of wall 15 provides the outer surface of the 
wallet. 

In use, the wallet is folded longitudinally and trans 
versley to the position shown in Fig. 1 for carrying in 
a garment pocket. To use the currency pocket 21 or 
any of the card pockets 10—13 the wallet is unfolded on 
transverse fold line 31. In this position the openings to 
the currency pocket and card pockets are exposed by 
opening 23 of the protected pocket remains closed so 
that the checks 24 or the like are fully protected from 
soiling and dog-caring. Access is had to the protected 
pocket by disengaging buttons 29 from openings 30 and 
folding the wallet open along fold portion 17, thereby 
exposing the opening 23 of the protected pocket. The 
wallet is restored to the carrying position of Fig. 1 by 
folding it on fold portion 17 and negaging buttons 29 
in openings 30 and folding the wallet along transverse 
fold line 31. 

I claim: 
1. A wallet comprising, walls forming a ?rst pocket 

having a ?rst opening and walls forming a second pocket 
having a second opening, certain of said walls having 
portions interconnected to form a closure for said second 
opening, said ?rst opening being disposed without said 
closure, the latter said walls being free to swing away 
from and toward each other generally about their inter 
connected portions to expose and close selectively said 
second opening. 

2. A wallet comprising, four walls de?ning a ?rst 
pocket having a ?rst opening and a second pocket hav 
ing a second opening, a wall of the ?rst pocket joining 
a wall of the second pocket in a ?exible joint forming a 
closure for said second opening, said ?rst opening being 

. disposed without said closure, the latter said Walls being 
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24 (Fig. 3) in ?at, unfolded condition. Wall 22 may be 
secured in position by folded over ?ap portions 15c, 15d, 
15s of wall 15, which may be stitched or glued in place. 

Openings 21 and 23 of the currency pocket and pro~ 
tected pocket, respectively, are disposed on opposite sides 
of central wall 14. Buttons 29 are preferably secured 
adjacent one edge 27 of the wallet by such means as a 

free to swing away from and toward each other generally 
around said joint to expose and close selectively said sec 
ond opening. 

3. A wallet comprising, two generally adjacent paral 
lel pockets each formed by a front wall and a back wall 
with each pocket having an opening adjacent an edge of 
its front wall, said openings being disposed in generally 
the same direction, said back walls having edge portions 
extending beyond said opening in said second pocket, said 
edge portions being interconnected, said opening in said 
?rst pocket being exposed relatively to the interconnec 



y ‘ 3. 
,7 tion of said edge portions, said pockets being free to swing‘ a ' 
toward and away from each other generally about said 
interconnected edge portions to a position in which said 
hack'walls .are generally'apposed: tothat they?form 'a 

' iclosrureirfor said openingrinsaid second pocket a'ndljto an 
’other'position wherein said back walls are out of apposi-. 
'tion‘ to exposelsaid opening in said second pocket; 7' ' 

‘ "2,825,878 V I 

vide a closure for said opening, the interconnected por-f 
tions also'forming a joint around which said‘pocketsican ‘ ‘ 5 

7 in: said second pocket. 
4. VA wallet comprising, a‘?rst front Wall and back '~ 

wall de?ning a‘?r'st‘pocke't; a second front wall andrback 
' wall de?ning a second pocket with an opening generally 
adjacent one edgevof its front wall; said walls being dis 
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posed in generally parallel relation with said front and;. ' 

back walls in' alternate arrangement, said'hackiwalls 
havingrportions extending beyond said edge of said sec- 7 ' 
0nd- front wall, said portions being interconnected to pro 

be swung relatively to'each other to’ expose said opening 
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