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This invention relates to metal furniture having tubu 
lar framing and has particular reference to means for 
securing fabric covers in position on the framing thereof. 

It is the object of the present invention to provide 
simple and e?icient means for fastening such covers in 
position. A further object is to provide a device which 
may readily be applied to the parts to be assembled by 
any one in possession of a common pair of pliers. An 
other object is to provide a device which, when applied 
to the parts to be assembled and pressed in position by 
the pliers, will draw the cover tightly in position on the 
framing. 
The objects of the invention and the advantageous fea 

tures thereof will be apparent from the following de 
tailed description and by referring to the accompanying 
drawing in which a preferred form of the invention is 
illustrated. In the drawings:_ 

Fig. 1 is a fragmentary view showing a corner of a 
tubular metal furniture frame to which a fabric cover is 
secured in accordance with the principle of the inven 
tion; 

Figs. 2, 3 and 4 illustrate the manner in which the 
cover is progressively secured in position on the framing; 
and 

Fig. 5 shows a corner of the cover as it appears before 
it is secured in position on the framing. 
The device of the invention by means of which a fabric 

cover 1 may be secured in position on a tubular frame 
takes the form of a piece of wire which is bent into the 
shape of a staple 2 the legs of which are inwardly di 
rected, one leg 3 of which is longer than the other leg 4 
thereof all substantially as indicated in Fig. 2 of the 
drawings. Through the wall of the tubular frame mem 
ber 5 are cut passages 6, 7 into which the staple is seated 
to secure the cover 1 in position on the member in the 
following manner. The cover is made with hems 9, 10 
along the edges thereof and rods 11, 12 are seated in 
the hem portions thereof. In Fig. 1, a short hem 9 is 
shown at the top of the frame and the side hem 10 may 
extend the entire length of the frame, but this is merely 
illustrative of one type of cover. Two sets of passages 
6, 7 are provided at the top of the frame to receive a 
pair of staples 2 but where a longer hem is provided 
additional passages must, of course, be provided. 
The hemmed edge of the cover is ?rst folded over 

the frame member, substantially as indicated in Fig. 2, 
whereupon the pointed end of the longer staple leg 3 is 
manually pushed into the passage 7 of the member. The 
staple is thereupon swung on the reinforced hem into 
the position of Fig. 3 to cause the pointed end of the 
shorter leg 4 to enter the passage 6, during which move 
ment it is found that the hemmed edge of the cover is 
drawn in the direction ‘of the arrow of Fig. 3 tightly to 
stretch the cover across the frame. It now becomes 
necessary to lock the staple in position in the frame mem 
ber and this may readily be done by applying a pair of 
pliers to the staple, substantially as illustrated in Fig. 4 
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ofjthe’drawiiig’s‘. ‘Moderate manual pressure su't?ces'j to 
cause the jaws'of'tlie' pliers to compress“ the‘ staple into 
the shape shown in Fig; 4' tightly to hold‘the‘ hem of the 
cover in position on the frame member and to lock the 
staple securely) in position on the frame‘ member. 

I lt'iis‘x'now'whyon'e' leg of thestaple is longer than 
the other. This'is necessary in ord'ef to bev able to swing 
the‘ staple oh the reinforcedihem of‘th'e’ cover to cause 
the pointed’ end‘ 4‘ to' enter the passage 6' of the frame 
member? Anothei‘iriipo‘rtant'featufe' is that the two pas 
stages’ are? not‘ diame'nieanyg aliried‘ but the passage‘ 7‘ is. 
advertised“ near‘ 30"“ {0" 40°’ foviiard'v the passage 6, s‘ubi~ 
stantially as indicated in Fig. 4. I have found these 
proportions and arrangements entirely dependable but 
modi?cations thereof may, of course, be embodied if' 
found advantageous in some cases. 

It is to be understood that the invention is susceptible 
to modi?cations in order to adapt the device to different 
conditions and uses and that right is reserved to embody 
such modi?cations within the scope of the claims hereto 
appended. 

I claim: 
1. A device for fastening a hemmed fabric cover in 

position on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, said device comprising a wire 
staple seatable in each pair of passages, the staple being 
extended through the hem of the cover into the pass-ages 
of a pair, the staple being compressible tightly to lock it 
in position in the frame passages. 

2. A device for fastening a hemmed fabric cover in 
position on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, said device comprising a rod seated 
in the hem of the cover, a wire staple seatable in each 
pair of passages, the staple being extended through the 
hem of the cover about said rod into the passages of a 
pair, in seating to move the rod to tighten the cover, the 
staple being compressible tightly to lock it in position in 
the frame passages. 

3. A device for fastening a hemmed fabric cover in 
position on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, said device comprising a wire 
staple seatable in each pair of passages, the legs of the 
staple being inwardly directed, one leg of the staple being 
longer than the other, the staple being extended through 
the hem of the cover, the longer leg being ?rst entered 
into one of the passages of one pair, the staple being 
swung on the long leg to stretch the cover and to aline 
the short leg for entrance into the other passage, the 
staple being compressible tightly to lock it in position 
in the frame passages. 

4. A device for fastening a hemmed fabric cover in 
position on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, said device comprising a rod 
seated in the hem of the cover, a wire staple seatable in. 
each pair of passages, the legs of the staple being in 
wardly directed, one leg of the staple being longer than 
the other, the staple being extended through the hem of 
the cover, the longer leg being ?rst entered into one of 
the passages of one pair, the staple being swung on the 
long leg to stretch the cover and aline the short leg for 
entrance into the other passage, in seating to move the 
rod to tighten the cover, the staple being compressible 
tightly to lock it in position in the frame passages. 

5. A device for fastening a hemmed fabric cover in 
position on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, one passage being set at an angle 
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of about 120° relative to the other passage, said device 
comprising a wire staple seatable in each pair of pas 
sages, the legs of the staple being inwardly directed, the 
staple being extended through the hem of the cover into 
the passages, the staple being compressible tightly to lock 
it in position in the frame passages. 

6. A device for fastening a hemmed fabric cover in 
position ‘on a tubular metal furniture frame having a 
series of pairs of transversely directed passages through 
the wall of the frame, one passage being set at an angle 
of about 120° relative to the other passage, said device 
comprising a rod seated in the hem of the cover, a wire 
staple seatable in each pair of passages, the legs of the 
staple being inwardly directed, one leg of the staple being 
longer than the other, the staple being extended through 
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the hem of the cover, the longer leg being ?rst entered 
into one of the passages of one pair, the staple being 
swung on the long leg to stretch the cover and aline the 
short leg for entrance into the other passage, in seating 
to move the rod to tighten the cover, the staple being 
compressible tightly to lock it in position in the frame 
passages. 
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