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a seat on top of the standard, the lower portion of the 
standard being circular in horizontal cross-section and 
being provided with a vertical bore and a plurality of 
radial ducts leading from said bore outwardly, a hollow 
annular member embracing said lower portion of the 
standard for rotation thereabout, the member having 
openings in its wall for connection with the interior 
of the bore through said ducts, a plurality of vertically 
disposed tubes extending from the annular member, each 
of the tubes being open into the interior of said annular 
member and being provided along its length with a 
plurality of spaced ori?ces open towards the seat, a 
plurality of soft and flexible washing members in band 
like form extending from the vertical tubes in the direc 
tion of the seat, means to admit water under pressure 
into the bore for discharge through said ori?ces, and 
power means to rotate the annular member with said 
vertically~disposed tubes. 

2. A ‘bathing apparatus including an upright cabinet 
open at the top and having a horizontal ?oor, a vertical 
standard rising from the ?oor, a seat on top of the 
standard, the lower portion of the standard being circular 
in horizontal cross-section and being provided with a 
vertical bore and a plurality of radial ducts leading from 
said bore outwardly, a hollow annular member embracing 
said lower portion of the standard for rotation there 
about, the member having ‘openings in its wall for con 
nection with the interior of the bore through said ducts, 
a plurality of vertically-disposed tubes extending from 
the annular member, each of the tubes being open into 
the interior of said annular member and being provided 
along its length with a plurality of spaced ori?ces open 
towards the seat, a plurality of soft and ?exible washing 
members in band-like form extending from the vertical 
tubes in the direction of the seat, ‘means to admit water 
under pressure into the bore for discharge through said 
ori?ces, power means to rotate the annular member with 
said vertically-disposed tubes, and a two-winged hori 
zontal door at the top of the cabinet, the door having an 
aperture adapted to embrace the neck of the person 
occupying said seat. 

3. A bathing apparatus including a vertical cabinet 
open at the top, the cabinet having a base and a floor 
spaced from the base, a vertical standard secured to the 
central portion of the floor and rising upwardly there 
from, a seat mounted upon the top of said standard, 
the lower end of the standard extending below said ?oor, 
said standard being provided with an axial bore extend 
ing from the lower end to a level above the ?oor and 
with radial ducts extending from the bore of said stand 
ard at a level above said ?oor outwardly, a hollow 
annular member embracing said lower portion of ‘the 
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standard for rotation thereabout, the member having 
openings in its wall for connection with the interior of 
the bore through said ducts, a plurality of vertically~ 
disposed tubes extending from the annular member, 
each of the tubes being open into the interior of said 
annular member and being provided along its length 
with a plurality of spaced ori?ces open towards the seat, 
a plurality of soft and ?exible washing members in 
band-like form extending from the vertical tubes in the 
direction of the seat, means to admit water under pres 
sure into the bore for discharge through said ori?ces, 
power means to rotate the annular member with said 
vertically-disposed tubes, and a two-winged horizontal 
door at the top of the cabinet, the door having an aper 
ture adapted to embrace the neck of the person occupy 
ing said seat. 

4. A bathing apparatus including a vertical cabinet 
open at the top, the cabinet having a base and a ?oor 
spaced from the base, a vertical standard secured to 
the central portion of the ?oor and rising upwardly 
therefrom, a seat mounted upon the top of said standard, 
the lower end of the standard extendingbelow said 
?oor, said standard being provided with an axial bore 
extending from the lower end to a level above the ?oor 
and with radial ducts extending from the bore of said 
standard at a level above said ?oor outwardly, a hollow 
annular member embracing said‘ lower portion of the 
standard for rotation thereabout, the member having 
openings in its wall for connection with the interior of i 
the bore through said ducts, a plurality of vertically 
disposed tubes extending from the annular member, each 
of the tubes being open into the interior of said annular 
member and being provided along its length with a 
plurality of spaced ori?ces open towards the seat, a 
plurality of soft and ?exible washing members in band 
like form extending from the vertical tubes in the direc 
tion of the seat, means to admit water, under pressure 
into the bore for discharge through said ori?ces, a ring 
gear axially mounted on the hollow annular member, 
a motor-driven pinion in mesh with the ring gear to 
impart a rotary movement to said hollow annular mem 
her, and a two-winged horizontal door at the top of the 
cabinet, the door having an aperture adapted to embrace 
the neck of the person occupying said seat. 
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