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‘This invention relates to wearing apparel andl'par‘ticu 
larly to wearing apparel for persons handicapped by the 
disability of incontinence, i. e., those who for organic or 
other reasons cannot voluntarily control urinary or fecal 
functioning. 
As a result of such incontinence, many persons, includ 

ing invalids who are unable by themselves to take amel 
iorative measures, are compelled to suffer the discomfort 
occasioned by contact between the urine and the external 
surface of the skin. When continued for extended pe 
riods, this condition is known to have caused skin irrita 
tions and infections. 

It is therefore an object of this invention to prevent any 
contact between the urinary discharge of an incontinent 
person and his external skin surfaces when fully clothed 
or otherwise. 
A further object of this invention is to provide for the 

needs of ambulatory incontinent persons, iwthout restrict 
ing other work or recreational activities. 
A feature of this invention is a garment constructed of 

a double layer of waterproof material ?tted to the thighs 
and torso section of the wearer. 
An additional feature of this invention is an absorb; 

ing wadding, sponge, or cloth material inserted between 
said layers of waterproof material. 

These objects and features are accomplished in an illus 
trative embodiment of the invention in the form of shorts 
or drawers, hereinafter referred to as voiding shorts. 
These voiding shorts are sealed at the top and bottom to 
form a waterproof container. Ingress to the voiding 
shorts for the urinary organ in males and for a catheter 
connecting tube in females is effected through an aper 
ture in the inner layer of waterproof material. In the 
area between the layers, a highly absorbent wadding, 
cloth or sponge material is inserted to collect any urine 
discharge. 
A more complete understanding of this invention will 

be afforded from an examination of the following spe 
ci?cation, appended claims and attached drawings, in 
which: 

Figure 1 is a perspective view of an exemplary embodi 
ment of applicant's invention; 

Fig. 2 is a horizontal sectional view of a portion of the 
embodiment of Fig. 1; 

Fig. 3 is a vertical sectional view of the front portion 
of the embodiment of Fig. 1, showing the position of the 
aperture; and ' 

Fig. 4 is a vertical sectional view showing the aperture 

layeraiiia'ndithe' outside layerZ showing'the placement of 
N the absorbent-wmaterialr -5 which may for example’ be 
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rubber ohjplasti'cspongeand the openings 11 and 12 for 
the-168st“ the‘ wearer. ~' 1 - _ . 

.. Fig.:.13§demonstrates .the positioning of the aperture 6‘ 
for the penis-(or tube) in the inside layer 3. An vindivid- ‘ 

. :ual- encircling belt‘ portion 9 is provided for this’aperture. 
The.tape~13\is_{ adjustable for the comfort of the wearer. 1 

.Fig. illustrates in another view’the relationship: be 
tween’ the; aperture-.6, and'the inside layer '3, outside layer; 
2 andabsorbent material 5. > . 

In :ypracticing-the’ (invention, zippers 4,. 7 'and' 8- are: 
opened, and absorbent material. 5 is placed inthe space": 
betwee‘ri'the layers 2- and 3 as shown in the ?gures; Thea, 
shorts. are. then .donned by‘the user and the urinary dis- i 
charge organ or device is ?tted into the aperture 6 by 
opening zipper 4 and adjusting tape 13 to the proper 
dimensions. Belt 10 is subsequently adjusted for com 

' fortable ?t. Zippers 4, 7 and 8 are closed and the shorts 
20 

25 

30 

35 

40 

45 

50' 

55 

60 

in relation to the inside and outside surfaces of the in- v 
vention. 

, Referring now to Fig. l, a pair of voiding shorts em 
bodying applicant’s invention is shown. The shorts are 
adjusted to the torso of the wearer through a belt portion 
by means of a tape or string 10. The outer layer of water 
proof material 2 includes several access zipper openings 
4, 7 and 8, each of which is sealed to the outside layer 2 
to render them waterproof when closed. 

Fig. 2 clearly indicates the relationship of the inside 
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are ready for use. 
After using the shorts, the saturated material 5 is either 

discarded, or if reusable, puri?ed. The shorts which may 
for example comprise a waterproof, non-irritating mate 
rial such as plastic nylon, are washed and allowed to dry, 
after which they may be immediately reused as above. 

It is noted that the shorts arealso adaptable for volun~ 
tary urinary discharges by the wearer, in consequence of 
the positioning of zipper 4 in front of the aperture 6‘. 
It is also seen from the above description that the penis 
or mate urinary discharge organ Will be suspended in a 
normal position and divorced from contact with the col 
lected urine in the absorbent material 5. 

It is understood that the embodiments shown are merely 
exemplary and that various modi?cations will be apparent 
to those skilled in the art without departing from the 
scope of the invention. 
What is claimed is: 
1. A body discharge garment including an inside and 

outside layer of liquid repellent material shaped substan 
tially in the form of shorts, said layers being sealed to 
gether at the extreme upper and lower ends thereof to 
form a liquid-repellent enclosure, said inside layer in 
cluding an adjustable belted portion to vary the dimensions 
of an aperture enclosing the urinary discharge organ, 
said outside layer including a plurality of zippered clos 
ing means for sealing ingress apertures in said outside 
layer, and an adjustable peripheral belted portion at the 
upper end of said garment for conforming said garment 
to the body of the wearer, wherein one of said plurality 
of zippered closing means is disposed in contiguous rela 
tion to said aperture inclosing said urinary discharge 
organ to permit voluntary urinary discharge, and absorb 
ing means disposed in the lower portion of said liquid 
repellent enclosure. 

2. A urinary discharge receiving garment for inconti 
nent persons including a body portion and two leg por 
tions, integrally joined to form a pair of shorts, said body 
and leg portions comprising an inner and outer layer of 
waterproof material, peripheral sealing means connect 
ing said layers of said body portion at the upper edge 
thereof and said layers of said leg portions at the lower 
edges thereof to form a waterproof compartment, pe 
ripheral belting means contiguous to said upper edge of 
said body portion for adjusting the circumference of said 
body portion, three longitudinal closure devices in said 
outside layer for sealing an equal number of access open 
ings to said waterproof compartment, adjustable belting 
means in said inside layer to de?ne the circumference of 
an aperture surrounding the urinary discharge organ, and 
absorbing means disposed in the lower leg portions of 
said waterproof compartment, wherein one of said three 
closure devices is disposed adjacent to said discharge 
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organ aperture to enable voluntary urinary discharge 
when said one closure deviceis opened. 

3. A urinary discharge receiving garment _for inconti 
nentipersons including a body section "and-twbfleg‘" sec‘.- 3 
tions integrally joined to form a pair-30f shorts, said ‘body 
and leg sections comprising an inside andi'outside layer» 
of waterproof material means for joining said layers-of ' 
said body section ‘at the upper edge thereof and'saitf-la'yers 
of said leg sections at the lower edges thereof tollform a ‘ 
waterproof enclosure, three longitudinal ‘zipper'rclosures 
in said outer layer for opening and sealing ingress/means‘ 
to said‘enclosure, said zippered closures .includinga ?rst 
and second longitudinal zipper disposed iniparallelc rela 
tion with and contiguous to the'outside leftv and-‘lrightl 
thighs of the wearer, adjustable beltingtmeans'invsaidin 
side layer refining the outline of an aperture for enclosing‘ 
the urinary discharge organ, absorbing means positioned 
in the lower leg sections of said waterproof enclosure for 
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. receiving and collecting, involuntary urinary discharges, 
said discharge organ aperture and said absorbing means 
being so disposed as to prevent contact between the dis 
charge organ and collected urinary discharges, and a 
third of said zipper closures being disposed in a vertical 
longitudinal relation and adjacent to said discharge organ 
aperture to enable voluntary" urinary discharge when 
said zipper is opened. 
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