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This i 

of what may be termed the domestic or back-yard type, 
and which frequently consist of empty ?fty-gallon oil 
or similar drums. Since such drums are ordinarily used 
either with no cover at all, or with one of a makeshift 

ble danger to adjacent property from the ?re 
thus created. 
The principal object of my invention is to provide a 

cover unit for an open-top incinerator drum, so con 

hazard 

incineration so that the ash residue is reduced to a mini 
mum. 

pose for which it is designed. 
These objects are accomplished by means of such struc 

ture and relative arrangement of parts as will fully ap 
pear by a perusal of the following speci?cation and claims. 

In the drawings: 
Fig. 1 is a side elevation of the improved cover unit, 

shown as installed on a conventional oil drum. 
Fig. 2 is a top plan view of the cover unit as mounted on the drum. 

Fig. 3 is a fragmentary enlarged section on line 3—3 of Fig. 2. 

Fig. 4 is an enlarged longitudinal section of the 
cover unit, detached from the drum, taken on line 4-4 of Fig. 2. 

Fig. 5 is a fragmentary enlarged section of the cover 
unit, taken on line 5—-5 of Fig. 2. , 

Referring now more particularly to the drawings, and 
to the characters of reference marked thereon, the cover 

and stiffening ?anges 5 along its sides. 
is rigidly but removably attached to the drum by means 
of a pair of hook bolts 6 slidably projecting through 
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a plurality of ori?ces 18 opening into the duct. 
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2. 
holes 7 suitably located in the plate so that the bolts 
depend into the drum adjacent the side wall thereof, as shown in Fig. 3. 

the band 11 stiffened, by a cross bar 13 on top of the 
same and welded thereto. 

The cover portion 10 is connected to the back plate 4 
by hinge means, here shown as being rigid, hook-like 
members 14 rigidly secured on the bar 13 and projecting 
rearwardly therefrom over the adjacent portion of the 
plate 4, then downwardly through holes 15 in said plate, 
and thence rearwardly a short distance, as shown in Fig. 5. 

A suitably located handle 16 is secured on the cover 
portion 10 near the front thereof, so that said portion 
may be manually raised, about the hinge members 14 as 

drum at the back, as shown. The plate is formed with 

The air is guided mm the flue by a de?ector hood 19 secured on, 

I manipulation. 

From the foregoing description it will be readily seen 
that there has been produced such a device as will sub 
stantially ful?ll the objects of the invention, as set forth herein. 

fined by the appended claims. 

Having thus described the invention, the following is 
claimed as new and useful, and upon which Letters 
Patent are desired: 

1. In combination with an incinerator drum having a 
side wall and a top rim, a cover unit therefor comprising 



drum a substantial distance adjacent the back thereof, 
the plate being ori?ced to register with the duct. 

2. A cover unit, as in claim 1, including a de?ector 
hood secured on and projecting upwardly from the plate 

freely open at the back and having a front wall sloping 

upwardly to the rear. ' 

r. 

and embracing the ori?ced area thereof; the hood being " 
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