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The >present invention relates-texan »improvedflap tray 
of that type illustratedin my» cti-‘pending application, 
SeriallNo. 479,304, »filed-January 3, 1955, nowÃ> Patent 
Number 2,783,109, issued February 26, 1957. 

Generally, the inventionl comprises a tray which' may 
be :firmly supported 'on a horizontal plane by the legs of 
the user irrespective of f slight inclinations of 'thev userfs 
legs, and the particular improvements in th‘e'present in 
vention are-the provisions :of novel means for fr'i'c-tio’nally 
engaging leg-abuttingpanels for supporting the tray'hori 
zontally and novel means for adjusting the'distance be 
tweenîa pair of leg-abutting panelsv` which forma part 
Vofäthe‘ invention.- Essentially, the device- comprisesia tray, 
preferably of rectangular formation, and‘havin‘gtuponf' its 
underside a pair of longitudinally extending spaced par 
allel trac’kwaysIbetween"whiclîtiisl slidablyïarra-nged a pair 
of base members to each. of which is hingedly connected 
a leg-abutting' panel. A novel arrangement is provided 
for locking the> panels -in- their upright positions aftertliey 
have b'een'adjusted toward or away from each other. 

It isaccordingly an »objectof the invention ‘to’ provide 
an improved lap tray- havingnovel means for adjusting 
a` pairï of 'leg-abutting memberstowardïand away-»from 
each other. 

Another object of the invention is to provide, in a de 
vice of the character set forth, novel means for locking 
leg-abutting members forming part of the invention in 
adjusted positions. _ 
A further object of the invention is to provide an im 

proved lap tray having novel means whereby the tray 
may be supported horizontally by the legs of a user inde 
pendent .of the inclination of the lap of the user when 
said user is seated in a comfortable position. 
A still further object of the invention is to provide a 

device of the character set forth which is simple in con 
struction, inexpensive to manufacture, and yet effective 
and efficient in use. 

Other and further objects of the invention will become v 
apparent from a reading of the following specification 
taken in conjunction with drawing, in which: 

Figure 1 is a perspective view of an embodiment of the 
invention showing the same in operative position, 

Figure 2 is a perspective view of the underside of the 
tray illustrated in Figure l showing one leg-abutting 
member in closed position and one leg-abutting member ' 
in opened position, such leg members forming parts of 
the invention, , 

Figure 3 is a top plan view of the tray illustrating the 
same in position upon the lap of a user, and 

Figures 4 and 5 are enlarged fragmentary vertical sec 
tional views illustrating certain details of construction 
and taken substantially on lines 4-4 and 5-5, respec 
tively, of Figure 3. ' 

Referring more particularly to the drawing, there is 
shown a rectangular tray 10 composed of a thin plate of 
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lightweight rigid material which may be thin plywood or v 
the like and which has añìxed to its marginal edge por 
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tions'st?ps'forming'an‘ upstanding'ledge 11 along all sides 
-of the tray. 

Secured'to the underside vof the tray 10' is a pair of 
strips 1'2" of jwood or like material, the strips 12‘being 
spaced inwardly from the longer sides of‘the tray and 
extendinglongitudinally thereof'in` spaced> parallel rela 
tion, Aiiïxedl toy ythe underside of each of the strips 12 
is a relatively thirr strip’of metal 13, the strips V13 >extend 
ing‘inwardly beyond the inner4 sides of the wood strips 
12 to provide trackways. The strips 12 and 13 are'each 
secured to the tray 10 by means of a plurality of screws 
14 or the like.l 
A pair of support plates 15> is provided and`each has 

aflixed to theupper side of each of its side> edge» portions 
a longitudinally and laterallyextending guide member 16, 
’thefou-ter edges of vthe guide lmembers 16 being received 
by‘the trackways formed 'by th'e’pairs of strips 12'and 13, 
aslclearly shown in Figures 4 and 5. 
On the‘underside‘ofeach of the supporting plates 15, 

there> is affixed-'by means of'hinges> 17, a dependent leg 
abutting'panel 18; The-panels 18‘ are’adapted to be 
folded ïtoward’each other to a position whereby they will 
be-fsubstantiallyparallel tothe'tray 10"and in such con 
dition` may be'stacked or otherwise stored when not in 
USCï 

It willïbe 'noted by; reference to Figures> 2 and; 3' that 
the‘panels-IS“ are so‘hinged that they extendjacrossop 
p_osite end portions of>`> the assembled device at' slight 
ang-les to leach other and,` of‘course, are of Agreater'len'gth 
Vthan height‘whereby 'tofpresent a maximum` surface con 
tactf'with' tlre‘legs of‘the‘user as'willBe‘hereinafter‘set 
forth.' 

Each of‘thefpanels 1.8ihas'añîxed in'any suitable‘man 
ner upon its outer'face and~adjacent each ende'~ portion 
thereo'ffstilîe‘ni-ng strips 19,l each lof ̀ which‘is'provided with 
anintegra-lly'formed enlargedhead 20" at its'upperend, 
that isï'to say, 'thatend -of‘ the panel ' 18fwhich‘lies adjacent 
the tray 10. It is in these enlarged heads that the screws 
21 (Figure 5) attaching the hinges 17 to the leg-abutting 
panels 18 are extended for firm securement of the hinges. 
One of the strips 13 has formed therein adjacent each 

end thereof a series of vertical openings 22, and the as 
sociated strip 12 is provided with registering openings 23. 
Each of the enlarged heads 20‘which lies adjacent the 
strips having the openings 22 and 23 is provided with 
a dowel 24 which is selectively engaged in the openings 
22-23 upon swinging the leg-abutting panels 18 to de 
pending positions at right angles to the tray 10. 
At the forward and rearward end portions of the leg 

abutting end panels 18 and on their inner sides that fold 
up next to the tray 10 when the device is not in use are 
vertically extending strips 25 having irregular surfaces 26 
on their exposed sides that frictionally engage the sides 
of the legs of a user so as to permit supporting the tray 
on a horizontal plane independent of the inclination of a 
user’s lap. . 

In operation, when it is desired to use the tray of the 
present invention, it is only necessary to ñrst move the 
supporting plates 15 toward or away from each other 
until the proper and most comfortable position of the 
same is arrived at, whereupon the panels 18 may be ex 
tended to a vertical position as shown in Figure 1. This 
action will force the dowel pins 24 into engagement with 
the openings 22--23 thus locking the panels in the pre 
selected positions.y The tray may now be placed over the 
upper portions of the user’s legs in the manner indicated 
in Figure 3, and it will be apparent that a slight outward 
pressure of the user’s legs will tend to engage the ribs 25 
to securely hold the tray .10 in a substantially horizontal 
position and in such a manner that both of the user’s hands 
are free. It will also be seen that the provision of the 
dowel pins and the openings for receiving the same makes 
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the present device one which may be utilized by persons 
of diiîerent sizes. 

In View of the foregoing description taken in conjunc 
tion with the accompanying drawing, it is believed that 
a lclear understanding of the construction, operation, and 
advantages of the device will be quite apparent. A fur 
ther detailed description of the operation is accordingly 
deemed unnecessary. ‘ 

It is to be understood, however, that even though there 
is herein shown and described a preferred embodiment of 
the invention, various changes may be made without de 
parting from the spirit and full intendment of the inven 
tion. 
What is claimed is: 
1. A lap tray that is supported by engagement of the 

legs of a user therewith, said lap tray comprising a sub 
stantially rectangular tray top, a pair of spaced parallel 
longitudinally extending trackways añixed to the under 
side of said tray top, a pair of support plates each slid 
ably mounted in said trackways, a leg-abutting panel 
hingedly connected to the underside of each of said plates 
and each swingable toward the other from a position at 
substantially right angles to said tray top to a position 
substantially parallel to said tray top, and means auto 
matically latching said plates in preselected positions in 
said trackways upon swinging of said leg-abutting panels 
to positions at substantially right angles to said tray. 

2. A lap tray as defined in claim 1 wherein said latch 
ing means includes a plurality of spaced openings in one 
of said trackways, and a dowel añ‘ixed to each end panel 
and selectively receivable in said openings. 

3. A lap tray that is supported by engagement of the 
legs of a user therewith, said lap tray comprising a sub 
stantially rectangular tray top, a pair of spaced parallel 
longitudinally extending trackways aflixed to the under 
side of said tray top, a pair of support plates each slidably 
mounted in said trackways and having undersurfaces 
thereof substantially on the same plane as undersurfaces 
of said trackways, a leg-abutting panel hingedly con 
nected to the underside of each of said plates and each 
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swingable toward the other from a position at substan 
tially right angles to said tray top to a position substan 
tially parallel to said tray top, a pair of stitîening strips 
aflìxed to the outer face of each of said panels, said stiff 
ening strips abutting the undersides of said trackways 
when said panels are in positions at substantially right 
angles to said tray top, and means at the abutment of said 
stitîening strips with said trackways for automatically 
holding said plates in preselected positions on said track 
ways upon swinging said leg-abutting panels to positions 
at substantially right angles to said tray top. 

4. A lap tray as deflned in claim 3 wherein said holding 
means includes a plurality of longitudinally spaced open 
ings adjacent each end portion of one of said trackways, 
and a dowel aflixed to a stiífening strip of each panel and 
selectively receivable in said openings. 

5. A lap tray that is supported in a level position by 
engagement of the legs of a user therewith, said lap tray 
comprising a substantially rectangular tray top having 
forward and rearward edge portions extending lengthwise 
thereof, a pair of leg-abutting end panels extending trans 
versely of and depending at substantially right angles 
from the underside of said tray top adjacent its ends, said 
panels being of greater length than their widths and 
being positioned outwardly of the legs of a user, and 
a narrow vertically extending strip along at least one end 
portion and on the inner side of each of said leg-abutting 
panels, said strips having irregular exposed surfaces 
thereon so as to frictionally engage the sides of the legs 
of a user for supporting the tray top substantially on a 
horizontal plane. 
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