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This invention relates to display stands for ?shing 
leaders and the like. 

Fishing leaders and lures which include lines of various 
small diameter are di?icult to display, and due to their 
?exibility, etc., ofttimes become entangled and snarled, 
consequently, it is di?‘icult to remove an individual leader 
after it has been selected by the customer, or to return 
it to the display device after being inspected. 

Therefore, one of the prime objects of the invention is 
to design a very simple, practical and inexpensive display 
device, especially adapted for display of ?shing leaders 
and the like, which will accommodate a very large num 
ber of leaders and obviate the above mentioned disad 
vantages, by providing a device which can be easily loaded 
and/or unloaded, either with but a few leaders or large 
numbers thereof while displaying the goods to best ad 
vantage. 
A further object of the invention is to provide a very 

simple, practical and substantial display device which can 
be readily mounted on a display board or the like; which 
is neat and attractive in appearance, and which is readily 
foldable into small boxes or cartons for shipment and/ or 
storage purposes. 
Another object of the invention is to design a display 

device which displays the merchandise in such manner 
that the individual leaders cannot become entangled. 
Another object still of the invention is to design a dis 

play device which permits the customer to choose any one 
of the ?shing leaders or articles on the device and re 
move same without removing any of the other articles 
suspended thereon. 

Still a further object of the invention is to design a de 
vice in which the leaders are retained in the slits in the 
device even though the device be tilted or tipped entirely 
over. 

A further object still is to design a device which is light 
in weight and of durable construction, which has readily 
releasable means for locking the leaders in the slits, and 
which is very economical to manufacture and assemble 
on a quantity production basis. 
With the above and other objects in view, the present 

invention consists in the combination and, arrangement of 
parts, hereinafter more fully described, illustrated in the 
accompanying drawing, and more particularly pointed 
out in the appending claims, it being understood that 
changes may be made in the form, size, proportion and 
minor details of construction, without departing from 
the spirit or sacri?cing any of the advantages of the in 
vention. 
In the drawings: 
Fig. l is an perspective face elevational view showing 

a display card with our improved display device in place 
thereon and the ?shing leaders suspended thereon. 

Fig. 2 is a top plan view of the device. 
Fig. 3 is an edge elevational view thereof. 
Referring now more particularly to the accompanying 

drawing wherein we have shown the preferred embodi 
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ment of our invention, the letter D indicates generally our 
display device which is preferably, but not. necessarily, 
formed‘v of plastic» or similar material, said device com 
prising. a. horizontally disposed shelf section 8 having a 
vertically disposed back. section 9 formed .integralxthere 
withand adapted. to be secured to adisplay board 10 by 
means of clips 11 or the like, said board having a foldable 
leg section 12 at the. lower edge thereof whichrwhen 
swung at right angles to the board, serves to supportsaid 
board in its upright position. 
A plurality of spaced apart, angularlydisposed slits S 

are formed in the shelf section-79m form leaves-14..there~ 
between, these, slits being. of a. size; to readily . accommo 
date the ?lamentary: wireleader lines L, shown, in Fig. l 
of the drawing. Each leader line L has an enlarged 
swivel member 15 at its upper end and eyes 16 and 17 
are provided on opposite sides of the swivel to permit at 
tachment of the line L, and a ?shing line (not shown). 
A thin snap loop 18 is provided on the opposite end of 
the line L as usual. The swivel 15 is of larger diameter 
than the width of the slits S so that the swivel cannot pass 
therethrough, however the thin snap loop 18 which is se 
cured to the lower end of the leader line L is su?i-ciently 
thin so that it readily passes through the slits, ?atwise, 
to permit removal of any desired leader by raising it ver 
tically and drawing it through the slit. A rolled locking 
member M forms a closure for the open end of the leaves 
14, said member being U-shaped in cross section, so that 
the ends of the leaves frictionally are gripped between the 
legs 19 as shown, thus holding the leaders in position with 
out snarling or entanglement, and permitting removal of 
any individual leader by raising it vertically through the 
slit, but without interfering with the remaining leaders in 
said slit. 
To load and unload the device is a very simple matter, 

it requires only that the locking member M be removed 
and the ends of slits are then open so that leaders L may 
readily pass in the slits between the leaves, said leaders 
being supported by their swivels 15 which are of larger 
diameter than the width of the slits S. If the customer 
desires a leader which is inward of the other leaders in 
the slit, it is simply necessary to grasp the upper eye or 
swivel 15, and pull the leader vertically through the 
groove. Slits ofvvarious widths can of course be pro 
vided to accommodate different leaders or different size 
leaders as desired, vand it will be further understood the 
device may be used for displaying and suspending mer 
chandise and articles of various kinds. 

It is to be understood that the drawing and descriptive 
matter are in all instances to be interpreted as merely il 
lustrative of the principle of the invention, rather than in 
limiting the scope thereof, since it is contemplated that 
various changes may be made in the various elements to 
achieve like results without departing from the spirit of 
the invention, or the scope of the annexed claims. 
What we claim is: 
1. Apparatus for supporting in substantially vertical 

position ?lamentary material having an enlargement at 
one end, said apparatus comprising a plate having sub 
stantially ?at upper and lower surfaces, said plate having 
at least one slit therein extending from one edge of said 
plate to a point adjacent to the opposite edge of said plate, 
said slit having a width greater than the thickness of said 
?lamentary material but less than the thickness of said 
enlargement so as to prevent passage of said enlargement 
through said slit; means connected to said plate for sup 
porting the latter in substantially horizontal position so 
that ?lamentary material may be suspended from said 
plate by engagement of said enlargement with the upper 
surface of said plate; and a substantially U-shaped look 
ing member frictionally gripping the upper and lower 
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surfaces of said plate at said one edge of said plate to pro 
vide a removable closure for said slit adjacent to said one 
edge. 

2. The combination with a ?lamentary element having 
one end enlarged relative to the remainder of its length, 
of apparatus for removably suspending said element in 
substantially vertical position, said apparatus comprising 
a plate having substantially flat upper and lower surfaces 
and having at least one slit therein extending from one 
edge of said plate to a point adjacent to the opposite edge 
thereof, said slit having a width greater than the thick 
ness of said element but less than the thickness of the en 
larged end of said element so, as to prevent passage of 
said enlarged end through said slit, means connected to 
said plate for supporting the latter in substantially hori 
zontal position, said element being received in said slit 
with its enlarged end in engagement with-the upper sur 
face of said plate, and a substantially U-shaped locking 

4 
member removably and frictionally gripping the upper 
and lower surfaces of said plate at said one edge of said 
plate to provide a removable closure for said slit adjacent 
to said one edge of said plate. 
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