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This invention relates to an advertising display device 
and, more particularly, to a demountable advertising 
display device adapted to be utilized in conjunction with 
conventional mounting means provided in grocery stores 
and similar establishments to indicate to a prospective 
customer the location of certain goods whose position 
might not be readily ascertainable without the utilization 
of the advertising device of my invention. 

It is conventional practice in self-service grocery 
stores, such as supermarkets and the like, to stack the 
merchandise on shelves and to indicate the price thereof 
by mounting price tags thereunder in conventional price 
tag moldings. However, when a special is run, as is so 
frequently the custom during week-end promotions, it 
is frequently necessary for the prospective purchaser to 
search through the store seeking the advertised “special" 
or “specials.” This is attributable to the fact that the 
mechandise is stacked on the shelves in parallel lines and 
it is usually impossible to distinguish the different cate 
gories of merchandise, one from the other, by looking , 
down the relatively lengthy aisles along which the shelves 
are arranged. 

It is, therefore, an object of my invention to provide 
an advertising display device which includes a demounta 
ble mounting member and a legend-bearing display card 
adapted to be mounted in said mounting member to in 
dicate the location of the goods to a person standing in 
the aisle in which the goods is located or elsewhere in 
a line of vision with the display card. 
An additional object of my invention is the provision 

of an advertising display device which includes a mount 
ing member having movable legs provided thereupon 
which permit the mounting member to be demountably 
located in the conventional price tag molding usually 
utilized in most supermarkets and other retail establish 
ments. ' 

A further object of my invention is the provision of a 
mounting member of the aforementioned character which 
includes a receptacle for the reception of the aforesaid 
display card to permit different display cards to be mount 
ed in the mounting member so that an appropriate display 
card may be selected for use in conjunction with the 
mechandise whose location is being advertised on the 
display card. 
An additional object of my invention is the provision of 

an advertising display device of the aforementioned char 
acter wherein the mounting member includes retaining 
means for maintaining the display card in a predeter 
mined position thereupon. 

Another object of my invention is the provision of 
an advertising display device of the aforementioned char 
acter which includes a unitary mounting member formed 
from resilient material so that the aforesaid legs of said 
mounting member may be adjusted to compensate for 
differences in the dimensions of price tag moldings with 
which the mounting member is utilized. 
An additional object of my invention is the provision 

of an advertising display device of the aforementioned 
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character which includes a recess for the reception of an 
associated display card and which incorporates retaining 
means for said display card located to position the dis 
play card at a selected angle so that the display card will 
attract the attention of an individual looking for the mer 
chandise with which the display card is associated. 
A further object of my invention is the provision of 

a mounting member of the aforementioned character 
which has cutting means on the extremities of the afore 
said legs so that the mounting member can be readily 
utilized by inserting it in penetrable surfaces such as the 
sides of corrugated containers and the like. 
An additional object of my invention is the provision 

of a mounting member which includes adjustable retain 
ing means so that the angle of inclination or orientation 
of the display card mounted in said mounting member 
may be varied to suit the particular application in which 
the advertising display device of my invention is utilized. 

Other objects and advantages of my invention will be 
apparent from the following speci?cation and the accom 
panying drawing which is for the purpose of illustration 
only and in which: 

Fig. 1 is a perspective view showing the advertising 
display device of my invention mounted in association 
with the price tag molding on a merchandise supporting 
shelf; 

Fig. 2 is a top plan view of the advertising display 
device of my invention; 

Fig. 3 is a vertical, sectional view taken on the broken 
line 3-3 of Fig. 2; 

Fig. 4 is a fragmentary, side elevational view of a por 
tion of the advertising display device of my invention 
showing the resilient legs thereof in expanded condition; 

Fig. 5- is a side elevational view of an alternative em 
bodiment of the mounting member incorporated in the 
advertising display device of my invention; 

Fig. 6 is a side elevational view of another embodi 
ment of the invention; and 

Fig. 7 is a top plan view of the advertising display de 
vice shown in Fig. 6 of the drawing. 

Referring to the drawing and particularly to Figs. 1-3 
thereof, 1 show an advertising display device 10 con 
structed in accordance with my invention and including 
a mounting member 12 and a display card 14 supported 
thereupon. The mounting member 12 is, as best shown 
in Figs. 1-3 of the drawing, of generally U-shaped con 
?guration and includes a pair of spaced legs 16 connected 
by an integral intermediate bight 18. The oppositely 
disposed extremities of the legs 16 are provided with 
angularly oriented foot portions 20 and the entire mount 
ing member 12 is preferably formed from a single piece 
of spring steel or similar resilient material to permit the 
legs 16 to be moved toward each other or to permit them 
to spring outwardly away from each other to accom 
modate variations in size of the conventional price tag 
moldings, such as the molding 22, in which the mounting 
member 12 is shown as being supported. 
The price molding 22 is conventionally utilized to 

support price tags which are located under the merchan 
dise 24 supported on a shelf 26 to indicate the sales 
price thereof. . 
The upper and lower edges of the price tag molding 

22 are provided with recesses 28 in which the foot por 
tions 20 on the extremities of the legs 16 are located 
to secure the mounting member 12 in operative rela 
tionship with said molding. 
Due to the inherent resilience of the spring steel or 

other material from which the mounting member 12 is 
fabricated, the legs 16 thereof are normally disposed in 
spread-apart position, shown in Fig. 4 of the drawing, 
and it is necessary to press the legs 16 toward each other 
to permit the foot portions on the extremities of said legs 
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to be ?tted within the recesses 28 on the upper and lower 
edges of the molding 22. The normal bias of the legs 
outwardly serves to urge the foot portions 20 into in 
timate relationship with the recesses 28 and thus insures 
that the mounting member 12 will be positively retained 
in operative relationship with the molding 22. 
The foot portions 20 are, as best shown in Fig. 4 of 

the drawing, provided with sharp, pointed ends 30 having 
knife edges thereupon. Therefore, if it is desired to in 
sert the foot portions 20 on the legs 16 of the mounting 
member 12 in a side wall of a corrugated paper container 
or the like in which merchandise is frequently displayed 
in grocery stores, the sharpened ends 30 of the foot por 
tions 20 are pushed through the side walls of the corru 
gated paper containers and are retained therein to dispose 
the mounting member 12 for the reception of an associ 
ated display card 14. - 
_ A receptacle 32 is provided in the mounting member 
12 and is constituted by an elongated slot 34 formed 
therein and extending from one leg 16 through the bight 
18 and into the other leg 16. Retaining means 36 con 
stituted by an integral transversely oriented bar 38 ex 
tends across the slot 34 and is utilized to maintain the 
advertising display card 14 in the slot 34 in a predeter 
mined orientation, as will be apparent from the descrip 
tion appearing hereinbelow. 
The display card 14 is, as best shown in Figs. l-3 of 

the drawing, constituted by an elongated, substantially 
rectangular piece 40 of paper, plastic, or other suitably 
thin material, bearing an advertising legend 42 upon the 
opposite surfaces thereof. Provided in the inner extrem 
ity of the display card 14 is means engageable with the 
retaining means 36 constituted by a notch 44 in the edge 
of said inner extremity. A corner of the inner extremity 
of the display card 14 is cut away, as at 48, to facilitate 
the insertion or removal of the said extremity in the re 
ceptacle 32. 

During the process of installing the display card 14 in 
the mounting member 12, the legs 16 of said mounting 
member are disposed in the expanded position shown in 
Fig. 4 of the drawing to facilitate the mounting of said 
display card in the receptacle 32 in said mounting mem 
ber. The inner extremity of the display card 14 is ?rst 
?tted within the receptacle 32 and the notch 44 provided 
therein ?tted over the retaining bar 38. Subsequently, 
the inner extremity of the display card 14 is rotated about 
the bar 38 to cause the opposite corner of the display 
card 14 to underlie the upper leg 16 of the mounting 
member. The notch 44 must be of su?icient depth to 
permit the legs 16 to be moved inwardly to ?t the narrow 
est tag molding and is necessary to permit such inward 
movement. 
The advertising display device is now ready for in 

sertion in a price tag molding and the resilient legs 16 
are pressed toward each other to reduce the distance 
therebetween to an extent which will permit the insertion 
of oppositely disposed foot portions 20 upon the extrern-' 
ities of said legs in oppositely located recesses 28 in an 
associated price tag molding 22. When the foot portions 
20 are located adjacent the recesses 28, the legs 16 are 
released and the foot portions 20 are sprung into their 
respective recesses 28 to maintain the mounting member 
12 in operative relationship with the price tag molding 22. 

It will be noted that the bar 38 is located in a position 
in the slot 34 which causes the advertising display card 
14 to assume an attitude divergent from a horizontal axis. 
In this manner, a dynamic and eye—catching orientation 
of the display card is achieved. It is also obvious that 
the location of the retaining bar 38 determines the ori 
entation of the display card 14 with respect to the mount 
ing member 12 and to a surface upon which it is located. 

In some applications, the price tag molding 22 is dis 
posed in an angularly oriented fashion, as best shown in 
Fig. 5 of the drawing, and it is desirable to provide a_ 
mounting member 50, the lower leg 52 Qt “(high is some 
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what shorter than the upper leg 54 thereof. Therefore, 
when the mounting member 50 is located in the angularly 
oriented price tag molding 22, it will assume a position 
substantially similar to that assumed by the mounting 
member 12 having legs of substantially identical length. 
It should also be noted that the mounting member 50 
is provided with lower and upper retaining bars 38 and 
56 which extend across the slot 34 constituting the re 
ceptacle 32. Y 

The advertising display card 14 is provided with lower 
and upper oppositely disposed notches 44 and 58 in the 
opposite edges thereof to receive, respectively, the lower 
and upper retaining bars 38 and 56, as best shown in Fig. 
5 of the drawing. It is readily apparent, therefore, 
that the advertising display card 14 will be maintained in 
operative position within the slot 34 by the engagement 
of the notches 44 and 58 upon the retaining bars 38 and 
56. If it be desired to maintain the advertising display 
card 14 in a horizontal rather than in an angularly 
oriented position, the relationship of the retaining bars 
to each other can be altered to cause the display card 14 
to assume said horizontal position. 
An alternative embodiment 60 of the advertising dis 

play device of my invention is shown in Figs. 6 and 7 
of the. drawing and includes a mounting member 62 
formed from spring wire or the like. The mounting 
member 62 is constituted by a pair of identically shaped, 
substantially semi-circular clips 64 which have leg por 
tions 66 formed integrally therewith. The clips 64 are 
maintained in operative relationship with each other by 
ties 68 and the semi-circular portions thereof are spaced 
apart to de?ne a receptacle 70 for the inner extremity 
of a display card 14. 

Straddling the receptacle 70 are movable upper and 
lower retaining bars 72 and 74, respectively, which can 
be shifted on the semicircular portions of the clips 64 
to locate them in a desired orientation so that the orienta 
tion of a display card 14 mounted thereupon may be 
adjusted to suit the particular application in which the 
advertising display device 60 is utilized. Since the semi 
circular portions of the clips 64 tend to spread apart from 
each other, the retaining bars 72 and 74 may be fric 
tionally maintained in positions of adjustment upon the 
clips 64. However, I have provided serrations 76 on 
the sides of the clips 64 to insure positive retention of 
the retaining bars 72 and 74 in a selected position. 

I thus provide by my invention an advertising display 
device which is characterized by ?exibility of utilization 
and extreme simplicity in both mounting and demount 
ing the display device from points of application and 
use. Furthermore, the display device of my invention 
permits the attention of prospective purchasers to be 
called to the articles of merchandise with which the 
display device is associated since it extends outwardly 
into the aisle of an establishment in which it is used to 
direct the attention of the purchaser to the particular 
location sought. 

I claim as my invention: 
1. In an advertising display device for use in conjunc 

tion with a mounting member having oppositely disposed 
recesses therein, the combination of: a substantially U 
shaped clip incorporating movable legs the ends of which 
are disposable in said recesses and having an elongated 
slot provided intermediate its ends with retaining means: 
and a legend-bearing display card having one end disposed 
in said slot, said one end having means thereupon engage 
able with said retaining means to maintain said card in 
a predetermined position in said clip. 

2. In an advertising display device for use in conjunc~ 
tion with a mounting member having oppositely disposed 
recesses therein, the combination of: a substantially 
U-shaped clip incorporating resilient legs the ends of 
which are disposable in said recesses and having an 
elongated slot provided intermediate its ends with retain 
ing means; and a legend-bearing display card having one 
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and disposed in said slot, said one end having means 
thereupon engageable with said retaining means to main 
tain said card in a predetermi ‘ed position in said clip. 

_ 3. in an advertising display device for use in conjunc 
tion with a mounting member having oppositely disposed 
recesses therein, the combination of: a substantially 
U-shaped clip incorporating movable legs the ends of 
which are disposable in said recesses and having an 
elongated slot provided intermediate its ends with retain 
ing means, said retaining means being constituted by bar 
means extending transversely of said slot; and a legend 
bearing display card having one end disposed in said slot, 
said one end having means thereupon engageable with 
said retaining means to maintain said card in a predeter 
mined position in said clip. 

4. In an advertising display device {or use in conjunc 
tion with a mounting member having oppositely disposed 
recesses therein, the combination of: a substantially 
U-shaped clip incorporating movable legs the ends of 
which are disposable in said recesses and having an 
elongated slot provided intermediate its ends with retain 
ing means; and a legend-bearing display card having one 
end disposed in said slot, said one end having notch means 
thereupon engageable with said retaining means to main 
tain said card in a predetermined position in said clip. 

5. In an advertising display device for use in conjunc 
tion with a mounting member having oppositely disposed 
recesses therein, the combination of: a substantially 
U-shaped clip incorporating movable legs the ends of 
which have cutting edges thereupon and are disposable 
in said recesses and having an elongated slot provided 
intermediate its ends with retaining means; and a legend 
bearing display card having one end disposed in said 
slot, said one end having means thereupon engageable 
with said retaining means to maintain said card in a pre 
determined position in said clip. 

6. In an advertising display device, the combination of: 
a mounting member having resilient legs which are mov 
able toward or away from each other to permit said legs 
to be supported in mounting ?xtures of di?erent dimen 
sions, said member having an elongated slot therein and 
incorporating retaining means thereupon, said retaining 
means being constituted by spaced bar means extending 
transversely of said slot; and a legend-bearing display 
card having one end disposed in said slot, said one end 
having means thereupon engageable with said retaining 
means to maintain said card in a predetermined position 
in said clip. 

7. In an advertising display device, the combination 
of: a mounting member having resilient legs which are 
movable toward or away from each other to permit said 
legs to be supported in mounting ?xtures of di?erent 
dimensions, said member having an elongated slot therein 
and incorporating retaining means thereupon, said retain 
ing means being constituted by spaced bar means extending 
transversely of said slot; and a legend-bearing card having 
its extremity in said slot and notches in its opposite edges 
engageable with said bar means to maintain it in a pre 
determined position in said slot. 

8. In an advertising display device, the combination of: 
a mounting member having resilient legs which are mov 
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able toward or away from each other to permit said legs 
to be supported in mounting ?xtures of different dimen 
sions, said member having an elongated slot therein and 
incorporating retaining means thereupon, said retaining 
means being constituted by adjustable spaced bar means 
extending transversely of said slot; and a legend-bearing 
display card having one end disposed in said slot, said 
one end having means thereupon engageable with said 
retaining means to maintain said card in a predetermined 
position in said clip. 

9. A retainer clip including a unitary, substantially 
U-shaped body having a receptacle for an advertising 
card therein and retainer means extending transversely of 
said receptacle to engage a notch in said advertising card. 

10. A retainer clip including a unitary, substantially 
U-ehaped body having a receptacle for an advertising 
card therein: and retainer means extending transversely 
of said receptacle to engage a notch in said advertising 
card, said retainer means being constituted by bar means 
extending transversely of said retainer and formed 
integrally therewith. 

11. A retainer clip including a unitary, substantially 
U-shaped body having a receptacle for an advertising 
card therein and retainer means extending transversely 
of said receptable to engage said advertising card, said 
retainer means being constituted by movable bar means 
extending transversely of said retainer and movable there 
upon. 

12. A tag holder comprising an elongate resilient strip, 
an car on each end of the strip, a centrally located slot 
running longitudinally of the strip and an aperture adja 
cent an end of the strip. 

13. A tag holder comprising an elongate resilient strip,‘ 
an ear formed on each end of the strip for engaging the 
edges of a shelf channel when the strip is bent in the form 
of a reversed C, a centrally located slot running longi 
tudinally of the strip for accommodating a tag and an 
aperture adjacent each end of the strip for receiving 
projections of the tag mounted in the bent strip. 

14. A tag holder comprising an elongate resilient strip, 
an edge at each end of the strip bent away from the same 
side of the strip for forming an ear for engaging the edges 
of a shelf channel when the strip is bent in the form of 
an inclined U, a centrally located slot running longitudi 
nally of the strip for passage therethrough of a tag and 
an elongate aperture adjacent each end of the strip for 
receiving projections from the end of the tag mounted 
in the bent strip. 

15. A tag holder according to claim 14 in combination 
with an elongate tag provided with projections extending 
at right angles from an end thereof and mounted in the 
holder. 
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