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This invention relates to ?ltering molten aluminous 
metal to remove therefrom ?nely divided non-metallic 
particles which may be entrapped in the metal. In re 
ferring to aluminous metal, it is to be understood that 
this means those alloys which contain at least 50% by 
weight of aluminum. ' 

In the melting of aluminous metal and the subsequent 
transfer to a mold or other receptacle, a ?lm generally 
forms on the surface of the melt which is largely com 
posed of metal oxides, the principal oxide being that of 
aluminum. This ?lm is, of course, broken up as the 
metal is stirred or otherwise agitated in the course of 
adding alloy components, ?uxing and transfer to a ladle 
or a mold. The particles of oxide ?lm become entrapped 
in the metal by reason of their small size and a density 
which closely approaches that of the molten metal, so 
that they neither settle to the bottom of the melt nor 
rise to the surface. While such non-metallic impurities 
are harmless in some castings and wrought products, they 
are objectionable in others, especially if they are associ 
ated with voids and interfere with obtaining a ?ne ?nish 
on the ?nal product. In some instances, the inclusions 
may be of such a size and character as to interfere with 
machining of the metal by dulling the cutting tools or 
gouging the surface when caught on the edge of a cut 
ting tool. I ' 

vThe ?ltering of liquid metal as practiced heretofore 
has involved passing the metal through a solid body hav 
ing ?ne pores therein or in employing a compacted mass 
of ?lter material. A common method of removing the 
coarser solid particles has been to insert screens in the 
path of the molten metal stream. Such a means of strain 
ing the molten metal is not e?icient in trapping the very 
small ?nely divided particles of oxide carried along by 
a stream of molten aluminous metal. 
The problem of obtaining a greater flow of metal 

through a ?lter has brought forth the suggestion that 
the metal should be forced through the ?lter under super 
atmospheric pressure; As an alternative, it has been 
proposed that a vacuum be established on the discharge 
side of the ?lter and rely upon atmospheric pressure to 
drive the metal through the ?lter element. Such expedi 
ents are obviously expensive and awkward to manipulate 
under commercial melting room conditions. 

It is an object of our invention to overcome the fore 
going dif?culties in treating molten aluminous metal. It 
is a particular object to provide a rapid method of ?lter 
ing molten aluminous metal which effectively removes 
?nelyrdivided suspendedoxide particles. Another object 
is to provide a method for ?ltering a stream of molten 
metal delivered from a furnace or other source of a 
metal. A further object is to provide a method of ?lter 
ing molten aluminous metal which permits quick starting 
and stopping of the ?ltering operation. Yet another ob 

’ ject is to provide a method of ?ltering molten aluminous 
metal which‘ allows a rapid change of ?ltering media 
without ‘draining the ?lter unit. A special object is to 
provide a method of ?ltering molten aluminous metal 
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that increases the density of metal when frozen under 
reduced pressure conditions. . 

These and other objects and advantages will be appar 
ent from the following description and examples taken 
in conjunction with the accompanying drawings wherein: 

Fig. 1 is a top plan view of one form of ?lter apparatus 
adapted to carry out our process; 

Fig. 2 is a vertical section on the line 11-11 of Fig. 1 
and shows the ?ow of metal through the unit; 

Fig. 3 is an enlarged top view of the joint between the 
partition plate and ?lter chamber wall as seen in Fig. 1; 

Fig. 4 is a top plan view of another form of apparatus 
wherein the molten metal descends from an upper to a 
lower transfer trough; 

Fig. 5 is a vertical section on the line V—V of Fig. 4; 
and 

Fig. 6 is a modi?cation of the unit seen in Figs. 4 and 
5 wherein the ?lter bed is disposed within the downspout. 
We have discovered that molten aluminous metal can 

be rapidly and effectively ?ltered by passing it through 
a heated bed of predetermined thickness of relatively 
coarse granules of an anhydrous refractory material grav 
itationally held below the surface of the metal, the re 
fractory being composed of at least one substance selected 
from the group consisting of chromite, corundurn, forster 
ite, magnesia spinel, periclase, silicon carbide and zircon. 
Of these, tabular alumina (synthetic corundum) is pre 
ferred. These refractories are particularly adapted to 
use in our process because they are inert towards molten 
aluminum, they have a high melting point, above 3400° 
F., they possess a high hardness greater than 5 on the 
Mohs’ scale, they are resistant to attrition, and they have 
a speci?c gravity of not less than 3 so that the granules 
will sink to the bottom of the molten aluminous metal. 
All of these materials, with the exception of forsterite and 
zircon, are free from silica; but in the case of the last 
two, the silica is chemically combined with another oxide 
in such a manner that it is not attacked by the molten 
aluminum. For this reason, all of the materials are re 
garded as being inert toward the molten aluminous metal. 
A ?lter bed composed of one or more of the foregoing 

materials has a relatively long life and when spent it can 
be easily and quickly replaced by suitably prepared fresh 
material. The removal and replacement is facilitated by 
the loose condition of the submerged refractory since it 
is only held in place by gravity in the molten aluminous 
metal. 

Molten aluminous metal which has been ?ltered in 
accordance with our process is not only substantially free 
from non-metallic inclusions, but. when frozen under a 
pressure of 5 mm. it has a greater density than the un 
?ltered metal. We have found, for example, that under 
such a reduced pressure the density may be increased 
from a value of 2.3 to over 2.6, and even the true density 
of the metal by passing the molten metal through a ?lter 
bed of the kind described above. The increase in density 
is believed to be attributable to the removal of gas asso 
ciated with the solid non-metallic particles. The density 
determinations just referred to may be made on 150-300 
g. samples in apparatus of the kind described in Light 
Metals '(London), vol. 15, pages 306, 307 (September 
1952). In such tests the molten metal sample tends to 
puif up if any gas is present and form a porous casting; 
The density measurements are made on the castings.‘ 

In our ?ltering process the ?ltering medium must have 
a granule size of 3 to 14 mesh except for a layer of 
coarser material on the order of 1A1 to 3% inch that may 
be used in certain forms of apparatus to prevent dis 
placement of the ?ner material by the stream of molten 
metal. The layer of coarse granules is considered to 
have little, if any effect, upon the removal of solid im 
purities. If granules smaller than 14 mesh are employed, 
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the ?ow of metal is unduly impeded; whereas if larger 
granules than 3 mesh are used, the ?ltering is less effec 
tive. In our preferred practice the granules are between 
3 and 8 in mesh size. The .term mesh size as used herein 
will be understood to refer to the size of the openings 
in standard screens used for analysis of granular material. 

To obtain the desired removal of non-metallic purities, it is necessary to pass the molten metal through 

the ?lter medium for a ‘distance of at least 6 inches ‘and 
preferably 8 inches. If a shorter distance than 6 inches 
is used, the ?ltering action is incomplete. A greater 
length of travel may be used, providing the molten metal 
can be passed through the bed with suf?cient rapidity 
to ?ll the mold or other receptable at a reasonably rapid 
rate. Ordinarily, the length of travel through the ?lter 
medium should not exceed about 36 inches. Although 
the ?lter bed can be formed by simply allowing the 
refractory granules to sink in the initial body of molten 
metal, it is often helpful to lightly tamp the ?lter bed. 

The ?lter bed is prepared by ?rst washing out all of 
the ?ne particles from the granular refractory mass, and 
thus preclude any entrapment of these inthe metal dis 
charged from the ?lter unit. Following the wash opera 
tion the mass of refractory granules are heated to a 
temperature between 1200 and 1500° F. This heating 
serves to eliminate any water and bring the granules up 
to a temperature close to that of the molten metal to 
which they are added. 
To place a ?lter unit in operation, the chamber which 

is to hold the refractory granules is partially ?lled with 
molten aluminous metal and maintained at a temperature 
between about 1200 and 1400° F. Enough metal must 
be provided to completely cover the bed of refractory 
material which is subsequently introduced. Generally 
speaking, it is advisable to provide enough molten metal 
to bring the level close to or at the level of the discharge 
port of the container when the refractory is added. The 
preheated refractory granules are poured into the molten 
aluminous metal body and sink to the bottom thereof. 
The molten metal should not freeze on the granules, so 
that they are free to settle in the molten metal body. 
Furthermore, by initially surrounding the granules with 
molten metal the ?lter is ready for immediate use, and 
the ?ow of metal is substantially uniform throughout 
the bed with a resultant improvement in ?ltering effec 
tiveness. Also, by reason of their greater density than 
the molten metal, the granules are not easily washed out 
of place and into the stream of metal leaving the ?lter 
bed. The gravitational placement of the ?lter medium 
has the further advantage of preventing any channeling 
such as might occur if molten metal were introduced 
into a dry mass of the refractory granules. 
Under some conditions it may be desirable to lightly 

tamp the granular mass to insure ?rm placement. How 
ever, the compacting must not be great enough to inter 
fere with subsequent removal. 
To prevent any undue chilling of either the molten 

metal or the ?ltering medium, it is desirable to heat the 
?lter chamber and maintain it during operation at a 
temperature between about 1200 and 1400“ F. 
Once the refractory granules are in place, the flow 

of metal through the bed may be started. Although the 
?ow may be slow, if desired, it is often necessary to ?lter 
a given volume of metal as rapidly as possible, and our 
process is adapted to such rapid operation. In our 
process, it is possible to ?lter metal passing from a fur 
nace or supply ladle to an ingot mold at a rate com 
parable to that which has been used in transferring un 
?ltered metal. We have found that with a bed of re 
fractory granules of the size referred to above and 8 
inches in length it is possible to pass 200 pounds of metal 
per hour through the ?lter bed per square inch of cross 
section normal to the direction of metal ?ow. If a 
larger volume of metal is to be treated, the area of the 
bed must be correspondingly increased. If the bed is 
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4 
much longer, on the order of 15 to 25 inches, then it 
may be necessary to increase the cross sectional area 
to obtain the desired rate of ?ow of metal. 
To replace the ?lter bed, it is only necessary to stop 

the flow of metal, ladle out the loose refractory granules 
and replace them with fresh material. In this manner 
there is a minimum interruption of the ?ltering operation. 

Although our ?ltering method is applicable .to all 
aluminum base alloys, it has been found to be especially 
effective in the case of those which contain one or more 
of the elements magnesium, silicon, zinc, manganese and 
copper. 
Our process may be carried out in different types of 

?lter units, the differences residing in the arrangement 
of the ?lter bed. One of the vpreferred types is that shown 
in Figs. 1 and 2. Here, a U-shaped cast iron ?lter 
chamber 2 has an upper or intake leg 4 and a lower 
discharge leg 6. The ?ltering medium 28, such as tabular 
alumina of 3 to 14 mesh in size, is held in the semi 
circular bowl 8. A vertically movable metal partition 
10 divides the chamber into two portions so that the 
incoming molten metal 32 is forced to travel down one 
side of the U and up the other side, the total distance 
traveled through the ?lter bed being at least 6 inches. 
The metal partition 10 is held in place through engage 
ment between vertical tapered channels 14 in the edge 
thereof and the vertical tapered guide ribs 12 projecting 
inwardly from the wall of the ?lter chamber. The 
width of the tapered channel is so adjusted that the 
partition plate '10 can only descend to a predetermined 
level and thus compel the molten metal to ?ow under 
it from one leg of the U to the other. The construction 
of the channel and rib are more clearly seen in Fig. 3 
which is an enlarged view of this detail. In addition to 
the diverging downward taper, a clearance 16 is provided 
between the edge of the rib and the bottom of the channel 
to permit some degree of lateral expansion and contrac 
tion of the plate and chamber walls without warpage. 
The taper construction of the rib and channel permits 
the establishment of a tight seal against any leakage of 
molten metal and yet allows easy vertical removal of 
the partition when desired, such as when the ?lter bed 
is to be removed and replaced by a fresh charge. 

In the form of apparatus shown in Figs. 1 and 2 the 
?lter unit is adapted to ?t into a ‘metal transfer trough 
line 24, the unit 2 being provided with ?anges 22 for 
attachment by bolts to corresponding ?anges 26 on the 
trough. A lug 18 is also provided at the top of the 
unit with hole 20 therein for reception of a hook or other 
means for raising and lowering the unit. 
To heat the unit and maintain it at the desired tem 

perature, any conventional heating means may be em 
ployed, as gas burners 30 disposed around the bowl 
portion 8 of the unit. 

In the modi?cation shown in Figs. 4 and 5 the metal 
descends from one transfer trough to another, and in 
the course of transfer the metal passes upwardly through 
a ?lter bed. In this arrangement an upper transfer 
trough 38 has a circular downspout 40 rigidly attached 
to the bottom thereof and which extends almost to the 
bottom of the ?l-ter bed 46 held in bowl 42 at one end 
of the lower transfer trough 44. The bowl is heated 
by any suitable means such as a gas burner 52 to main 
tain the ?lter bed at the desired temperature level. The 
lower end of the downspout is spaced from the bottom 
of the mold by a su?icient distance to permit free ?ow 
of molten metal into the ?lter bed. It is necessary, 
however, to surround the downspout with a ?lter medium 
of proper mesh size ‘to a depth of at least 6 inches to 
insure adequate ?ltration. In operation of the ?lter unit, 
the molten metal is maintained at a level 48 in the 
upper transfer trough and at 50 in the lower trough. 
The ?lter unit shown in Fig. 6 resembles that in Figs. 4 

and 5, but the ?lter material is positioned within the 
downspout and the molten metal is discharged through 
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lateral openings 56 adjacent the bottom of the down‘ 
spou-t. The downspout 54 must be of a sui‘?cient cross 
section to accommodate the ?ow of metal, and it must be 
?lled with a ?ltering medium 58, such as tabular alumina, 
of appropriate size to a depth of at least 6 inches above 
the lateral openings 56. The bottom edge of ‘the down 
spout should rest on the bottom of bowl 42 and thus 
insure the ?lter medium is retained in place and that all 
of the molten metal is discharged through the lateral 
ports. To prevent washing out of the ?lter medium, it 
is advisable to ?ll the downspout with a coarse grade of 
refractory of 1A to 3/1 inch in size to a level above the 
discharge ports. In establishing the ?lter bed, it is, of 
course, necessary to introduce the-coarse'material ?rst, 
and add the ?ner granules‘ on top of the ?rst layer. 

It is to be understood that the surface of the ?lter 
elements and metal transfer means exposed to the molten 
metal may be coated with a conventional protective 
wash, or a layer of heat insulating material may be ap 
plied to such surfaces in place-of the wash. 
To begin the operation of the ?lter units, they are 

heated to a temperature above the melting point of the 
metal to be ?ltered, usually at 1200 to 1300° F. Molten 
metal is then introduced and the bowl is partially ?lled. 
The desired ?ltering medium should also be heated to 
approximately the same temperature and poured into 
the pool of molten metal. The refractory granules 
should be allowed to settle in the body of molten metal 
and the entire bed be completely submerged. The addi 
tion of the granules raises the metal level, and pref 
erably it should be brought to or close to the point of 
discharge from the ?lter container. The ?lter unit is 
then ready for reception of un?ltered metal, and opera 
tion can start immediately and can be continued until 
the supply of metal is cut off. The temperature of the 
unit must be maintained at a high enough level to keep 
the metal molten and free ?owing. 
To replace the spent ?ltering medium, it is only neces 

sary to halt the introduction of molten metal and dis 
assemble the unit to such an extent that the refractory 
can be ladled out of the pool of molten metal remain 
ing in the bowl portion. In the case of the unit illus 
trated in Figs. 1 and 2 the partition plate 10 is raised 
thus facilitating use of a ladle or dipper or other means 
of scooping up the granular material. In ?lter units of 
the type shown in Figs. 4, 5 and 6, the bowl portion 
must be ?rst separated from the downspout and then the 
?ltering material removed as mentioned above. It is 
essential, of course, that the unit be maintained at a 
high enough temperature during the exchange to pre 
vent the molten metal from freezing. 
The following examples will serve to illustrate the 

?ltering process of our invention and the results ob 
tained thereby. 

In one case, apparatus of the kind shown in Figs. 1 
and 2 was used. In this instance a molten aluminum 
base alloy having a nominal composition of aluminum, 
4.4% copper, 0.8% silicon, 0.8% manganese and 0.4% 
magnesium was passed through a tabular alumina bed 
maintained at a temperature of about 1325° F. The 
U-shaped ?lter chamber has a cross sectional area of 
16 sq. in. in each leg of the U and the chamber was 
?lled with 30 lbs. of tabular alumina granules ranging 
from 3 to 6 mesh in size. The ?lter bed provided a 
path of travel for the molten metal 8 inches in length. 
The molten metal passed through the ?lter bed at the 
rate of 50 lbs. per minute. Density measurements made 
on metal frozen under a reduced pressure of 5 mm. in 
dicated that the un?ltered metal had a density of 2.2 
whereas the ?ltered metal had a density of 2.75. The 
increase in density is regarded as demonstrating the 
effectiveness of the ?ltering operation. 

In another instance, a molten aluminum alloy of the 
‘same composition was ?ltered in apparatus of the type 
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6: 
shown in Fig. 6. The circular downspout which had a 
cross sectional area of 50 sq. in. was ?lled with coarse 
tabular alumina granules 1A" to V2” in size to a point 
just above the lateral discharge ports adjacent the bot 
tom of the downspout. A bed of 60 lbs. of tabular 
alumina granules of 3 to 6 mesh in size was placed on 
top of the bottom layer which provided a bed length of 
8 inches. With the bed maintained at a temperature of 
about 1330° F., 155 lbs. per minute’ of molten metal 
were passed through the ?lter. Density determinations 
made samples frozen under 5 mm. pressure showed that 
the density had increased from 2.1 to 2.77.. 

In another test on a larger unit of the same type 
Where the downspout had a cross sectional area of 113 
sq. in. and 120 lbs. of tabular alumina of the same range 
in mesh size ?lled the downspout for a distance of 8 
inches above the discharge ports, a molten alloy of the 
composition given above was passed through the, ?lter 
at the rate of 350 lbs. per minute. The ?lter bed ‘and 
metal were maintained at a temperature of about 
1325 ° F. during the operation. The density test showed 
that the density had increased from 2.2 to 2.76 as a 
result of ?ltering. 
Having thus described our invention and certain em 

bodiments thereof, we claim: 
1. The method of removing solid non-metallic particles 

of impurities from molten aluminous metal comprising the 
steps of providing an initial body of molten metal in a 
container having an outlet adjacent the top thereof, said 
body of molten metal only partially ?lling said container, 
preheating a mass of refractory granules of 3 to 14 mesh 
in size to a temperature of 1200 to 1500“ F., said refrac 
tory being inert toward molten aluminum and consisting 
of at least one substance selected from the group com 
posed of chromite, corundum, forsterite, magnesia spinel, 
periclase, silicon carbide and zircon, adding said hot re 
fractory to said body of molten metal and allowing it to 
settle therein, the amount added being suf?cient to provide 
a bed at least 6 inches in length that is completely sub 
merged in said molten metal, and thereafter passing 
molten metal through said bed while maintaining the bed 
at a temperature of 1200 to 1400“ F. 

2. The method of removing solid non-metallic particles 
of impurities from molten aluminous metal comprising the 
steps of providing an initial body of molten metal at a 
temperature between 1200 and 1400“ F. in a container 
having an outlet adjacent the top thereof, said body of 
molten metal only partially ?lling said container, preheat 
ing a mass of refractory granules of 3 to 8 mesh in size 
to a temperature of 1200 to 1500° F., said refractory 
being inert toward molten aluminum and consisting of at 
least one substance selected from the group composed of 
chromite, corundum, forsterite, magnesia spinel, peri 
clase, silicon carbide and zircon, adding said _hot refrac 
tory to said body of molten metal and allowing it to 
settle therein in such amount as to provide a bed be 
tween 8 and 36 inches in length completely submerged in 
said molten metal, and thereafter passing molten metal 
through said bed while maintaining it at 1200 to l400° F. 

3. The method according to claim 2 wherein the re 
fractory granules consist of tabular alumina. 

4. The method of removing solid non-metallic particles 
of impurities from molten aluminous metal comprising 
the steps of providing an initial body of molten metal at 
1200 to 1400° F. in a container having an outlet adjacent 
the top thereof and a centrally disposed shell with lateral 
openings adjacent the bottom thereof within said con 
tainer and extending above the container through which 
the molten metal is admitted to the chamber, said body 
of molten metal partially ?lling said container and said 
shell positioned therein, preheating a ?rst mass of refrac 
tory granules from l/ii to 3% inch in size to 1200 to 1500° 
F., adding them to said body of metal within said shell in 
an amount su?icient to reach a height above the lateral 
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openings'fadjacent the base of the shell, preheating a 
second mass of refractory granules from 3 to 14 mesh in 
size and adding them to said molten metal within said 
shell and on top of said ?rst mass of granules, the amount 
of said second mass being su?‘icient to create a bed at 
least 6 inches -in height and completely submerged in said 
molten metal, said ‘?rst and second masses of refractory 
granules consisting of a material inert toward molten alu 
minum and selected from at least one substance of the 
group consisting of chromite, corundum, forsterite, mag 
nesia spinel, periclase, silicon carbide and zircon, allow 
ing said refractory granules to settle in ‘the molten metal 
when added thereto, and thereafter passing molten alu 
minous metal through said bed while maintaining the tem 
perature thereof between 1200 and 1400° F. 

5. The method of removing solid non-metallic impuri 
ties from a stream of molten aluminous metal passing 
from a source of supply to a mold comprising passing said 
stream through a bed of refractory granules, v‘the length 
of travel of said metal through said bed being at least 6 
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inches, said bed being prepared by providing a body ‘of 
molten metal in a container having an outlet adjacent the 
top thereof, preheating a mass of refractory granules of 3 
to ‘14 mesh ‘size to ‘a temperature of 1200 to 1500° ‘F., 
said refractory being ‘inert toward molten aluminum and 
consisting of at least one substance selected from the 
group composed of chromite, corundum, forsterite, mag 
nesia spinel, periclase, silicon carbide and zircon, adding 
said hot ‘refractory to said body of molten metal, allowing 
it to settle therein, in an amount which causes the metal 
to rise to the level of the outlet of said container, said 
amount also being sufficient to provide a bed at least 6 
inches in length through which the metal must travel, 
and maintaining said bed and molten metal passing there 
through at a temperature of 1200 to 1400° F. 
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