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5 'Claims, (Cl. 3ll2--Z93) 

This invention relates to a record cabinet which may 
be used as an end table, and more particularly relates 
to a cabinet, for storing various numbers of records of 
di?erent sizes. 
_ An object of my invention ‘is to provide a new and 
improved cabinet of simple and inexpensive construc 
tion which is adapted for storing various numbers of 
various sizes of records. 

Another object of my invention is the provision in 
a record cabinet of a plurality of divided partitions 
which may be placed in a multiplicity of arrangements 
to de?ne various numbers of compartments of di?er~ 
ent sizes in orders to provide adequate storage space 
for a collection of various sizes of records. . 

Still another ‘object of my invention is to provide a 
record cabinet providing‘ ready adjustability of the sizes 
of a plurality of compartments extending in one direc~ 
tion‘and ‘a plurality of compartments extending in an 
other direction so as to efficiently utilize the maximum 
possible ‘space in the cabinet for storing records of 
various sizes. 

These and other objects and advantages of my in 
vention will‘ more fully appear from the following de 
scription made in connection with the accompanying 
drawings wherein like reference characters refer to the 
same or similar parts throughout the several views and 
in which: 

Fig.‘ l is‘ a perspective view of the record cabinet in 
open condition wherein the records are exposed‘ for 
ready and easy access; 

Fig. 2 is a perspective view of the record cabinet with 
certain portions removed and portions broken away to 
show the interior detail of the cabinet in one, arrange 
ment; 

Fig. 3 is ‘a perspective view of the record cabinet with 
certain portions removed and portions broken away, to 
show theinterior of the cabinet in another arrangement; 

Fig. 4 is a perspective view of the record cabinet with 
portions removed and portions broken away to show the 
interior of the cabinet, in still another arrangement; 

Fig; 5 is a detail perspective of one of the channel 
de?ning straps applicable to ‘and removable from the 
top panels of the partitions and, showing ‘the strap in 
closed‘ position in dotted lines; 

Fig. 6 is a detail section view taken on a vertical 
plane as indicated at substantially 6~6 in Fig. 4; 

Fig‘. 7 is a detail section view taken on a substantially 
vertical plane as indicated at 7-—7 in Fig. 3;, 

Fig.8 is a detail section view taken on a vertical plane 
as indicated at substantially d—-t§ in Fig. 2; and 

Fig. ‘9 is ‘a detail perspective View in exploded con 
dition of a bottom partition panel and interlocking trans 
verse supports for one of the bottom panels. 
The record cabinet, which is ‘indicated in general by 

numeral: lit, is adapted for storing records of various 
sizes,=such as seven, ten and twelve inch records and is 
adapted to be rearranged to suit the needs of a particular 
record collection. It should‘ be understood that‘one per~ 
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son’s collection of records may consist substantially 
wholly in records of onetsize, and the collection of an 
other person may include only a few records of one 
size and multiplicity of records of another size. The 
record cabinet 10 is designed for ‘use as an end table 
next to a davenport or other arm chair, and of course 
will be finished in such a manner, that the cabinet will 
have a pleasing‘ and neat appearance. 
The record cabinet 16] has front and rear walls Ill and 

12 respectively and end walls 13 and 14, and a bottom 
15, which is a?ixed as by screws or dowels (not shown) 
to the walls of the cabinet. The record cabinet ‘may be 
supported on caster Wheels 16 which may be secured 
to frame member 17 which is suitably affixed to the cabi 
net walls. The lower edges of the cabinet walls extend 
downwardly into close proximity with the supporting 
surface and e?ect-ively conceal the caster wheels M. 

It will be noted that the upper edges of the end walls and 14 and of the rear wall 12 lie in a common plane, and 

the top cover 18 is connected to the rear wall 112 as by 
hinges 19 to swing downwardly and lie flat upon the 
upper edges of the end and rear walls. The upper edge 
11a of the front wall 11 is disposed below the level of 

the upper edges of the other walls, and a wing gate is swingably connected as by hinges 21 to the upper edge 

11a of the front wall 11 to swing upwardly from the 
full line position shown in Fig. 1 to the dotted line posi— 
tion, wherein the upper edge of the wing gate Ed is in 
the common horizontal plane of the upper edges of the 
end and rear walls. 
The front and rear walls ii 12 of the cabinet are 

provided with a plurality of spaced vertical grooves 22 
and 23 respectively, therein. The grooves 22 and 23 
are arranged in alignment with each other ‘and are, for 
the most part, regularly spaced along the front and rear 
walls. Certain of the grooves, such as 220. and 23a 
are spaced somewhat closer to the adjacent grooves than 
the spacing between other of the grooves for purposes 
which will become evident hereinafter. The grooves 22 
in the front wall 11 open through the upper edge 115i 
thereof. The grooves 23 in the rear 1?. terminate below 
the, upper, edge of the wall, and are normally formed 
with a tapered or concavely formed end portion 23b, 
substantially as shown in Fig. 8. 
The spacing between the grooves in the front and rear 

walls is such that the spacing between certain of the 
grooves is substantially. equal or slightly greater than the 
diameter of certain records which are to be stored. For 
instance, the spacing between certain grooves will be 
slightly greater than seven inches to facilitate storage 
of seven inch records in a direction parallel to the front 
and rear walls, and similarly, the spacing between cer 
tain other of the grooves will betslightly greater than 
ten inches, to facilitate storage of ten inch records in a 
direction parallel to the front and rear walls.‘ In this 
regard, it should be noted that the spacing between the 
front ‘and reartwalls is su?icient as to allow storage of 
records of a certain size in a position transversely of the 
front and rear. Walls, and in the present form shown, the 
spacing ‘between the front and rear walls is sufficient as 
to accommodate a twelve inch record therebetween. 
A plurality of record compartment-de?ning partitions 

extend between the front‘ and rear walls Jill and 12 and 
are carried in the grooves 22 and 23 thereof. Each of 
the partitions 24‘includes a plurality of panels, one above 
another in edge-to-edge relation and extending into the 
grooves, of the front and rear walls. The panels are of 
different sizes‘for reasons which will presently ‘appear, 
and ‘the panels‘of various sizes are indicated by the 
numerals 25a, 25b‘, ‘25c and 25d. 
A plurality of bottom panels 2651, 1215b‘ ‘and Zoe-are 
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also provided in the record cabinet and are oriented in 
horizontal positions and extend between the front and 
rear walls 11 and 12. The several bottom panels are 
of different widths so as to extend across a number of 
the spaces between adjacent partitions 24. The bottom 
panels may be placed upon the bottom 15 of the cabinet, 
or in different arrangements of the record storage area 
in the cabinet, the panels may be placed upon the upper 
edges of various panels of the partitions, so as to support 
records of various sizes in positions wherein they will 
be readily accessible at the top of the cabinet and above 
the top edges of the partitions 24. Certain of the bot 
tom panels, such as 2611 and 26b, are of widths corre 
sponding to the diameters of various size records, and 
more speci?cally, the bottom panel 26a is slightly greater 
than the. diameter of a seven inch record and the panel 
26]) is slightly greater in width than the diameter of a 
ten inch record. As best seen in Fig. 3, the bottom 
panel 26]: may overlie a number of the bottom partition 
panels 25d so as to permit storage of the ten inch records 
crosswise of the partitions 24 and at an elevation such 
that the upper edges of the records so stored are readily 
available adjacent the top of the cabinet. Similarly, the 
bottom panel 2x511 may be supported on the upper edges 
of a number of partition panels 25c to store seven inch 
records in such a position as to cause the records to ex 

1 tend upwardly from the partitions 24 a distance to be 
readily accessible. 
Means are provided for de?ning a plurality of record 

compartments transversely of the partitions 24, and in 
the form shown, such means include a plurality of divider 
walls 27a and 27b of different widths so as to extend 
between partitions held in certain of the grooves 22 and 
23. The divider walls 27a and 27b are retained in up 
right position crosswise of the partitions 24 by means of 
a plurality of channel-de?ning straps 28 and 29 which 
are carried on the uppermost panels 25a of the partitions. 
As best seen in Figs. 5 and 6, the channel-de?ning straps 
28 are integrally constructed of strips of sheet metal, 
each being bent back upon itself to de?ne a pair of side 
or leg portions 30 and 31 which depend from the top 
intermediate portion 32, to be supported on the upper 
edge of the partition panel 25a. The leg portion 31 has 
a pair of outwardly bent channel-de?ning ?anges 33 
which are adapted to receive the end of a divider wall 
therebetween. The bottom end 34 of the side portion 
3t) is bent at right angles to underlie the bottom edge of 
the panel 25a, and has a pair of outwardly projecting 
cars 35' projecting outwardly therefrom which de?ne a 
divider wall-receiving groove or recess 36 therebetween 
and which have upwardly projecting detents 37 formed 
therein for engaging and retaining the bottom edge 38 
of the side portion 31 behind the detents to maintain 
the side portion 31 tightly against the partition panel 
25a. The channel-de?ning straps 29 are constructed 
substantially identical to the straps 28 but have outwardly 
projecting channel-de?ning ?anges 39 and 40 in both 
of the depending side portions 41 and 42 respectively 
for retaining divider walls 27a and 27b on opposite sides 
of the upright partition panel 25a. It will be noted that 
the divider wall 27a extends downwardly beyond the 
flanges 39 and through the groove of the outwardly 
projecting bottom end 43 of the side portion 42. g 

In the arrangement of the cabinet shown in Fig. 2, 
the partitions 24 de?ne a plurality of record compart 
ments there'between, all of which extend crosswise be 
tween the front and rear walls. In this arrangement 
of the partitions, the compartments are adapted for stor 
ing large size, or in the form shown, twelve inch’records. 
The bottom panels 26a, 26b and 260 are all emplaced 
upon the bottom 15 of the cabinet. It should be noted 
here that the height of the partition panels 251: is equal 
to the height of the partition panels 250 and 25d when 
engaged with each other, plus the thickness of one of the 
bottom panels. 
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In the arrangement of the partitions shown in Fig. 3, 
the compartments are de?ned for storing large size rec 
ords crosswise of the cabinet adjacent one end thereof; 
and bottom panel 26b is supported on a plurality of par— 
tition panels 25d to support ten inch records in compart 
ments extending crosswise of the partitions 24 and which 
are de?ned by the divider walls 27a; and the bottom 
panel 26a is supported above the partition panels 25c 
to support small size records in compartments extending 
crosswise of the partitions 24 which are de?ned by the 
divider walls 2712. It will therefore be seen that the 
cabinet is adapted in this arrangement for storing a mlx 
ture of records of different sizes. ' 

In the arrangement shown in Fig. 4a pan of bottom 
panels 2612 are supported on the partition panels 25:1 to 
de?ne compartments at each end of the cabinet for 
supporting intermediate size records in compartments ex 
tending transversely of the partitions 24 and longitudinally 
of the cabinet which are de?ned by the divider walls 27a. 
In addition, spaces are provided between the centralmost 
partitions 24 for storing a few twelve inch records in a 
compartment extending crosswise of the cabmet. . 

In the arrangement shown in Fig. 3, it may be desirable 
to elevate the bottom panel 26c above the partition panel 
25d for storing intermediate size records in the end com 
partments. As seen in Fig. 9, a partition panel 254' may 
be provided with a pair of notches 44 to inter?t with the 
notched crossbars or stabilizing members 45which are of 
substantially identical length with the width of the bottom 
panel 260 to support the same above the partition panel‘ 
for supporting intermediate size ‘records for ready ac 
cessibility above the partitions. 

It should also be noted that when the wing gate 20 is 
swung down as shown in Fig. 1, the partitions 24 may 
be easily removed upwardly from the grooves 22 and 23 
to facilitate interchanging the arrangement in the cabinet. 
When the wing gate 20 is swung upwardly into alignment 
with the front wall 111, the top ends of the grooves 22 
are closed to prevent removal of the partition panels. 
Of course suitable latching and locking mechanism may 
be provided for retaining the wing gate 20 in its upwardly 
swung position and for holding the top 18 in its closed 
position. 
A drawer 46 may be provided between the bottom 15 

of the cabinet and the frame member 17 for storage of 
miscellaneous items such as needles, record cleaners and 
the like. 

It will be seen that I have provided a new and novel 
record cabinet which may be used as an end table and 
in which the record compartments may be readily and 
easily changed about for storage of varying numbers of 
different sized records so as to make the record storage 
space conform substantially to the type of record collec 
tion possessed. 

It will, of course, be understood that various changes 
may be made in the form, detail, arrangement and pro 
portion of the parts without departing from the scope 
of my invention which consists of the matter described 
herein and set forth in the appended claims. 
What I claim is: v 

1. A record cabinet including front and rear walls and 
a bottom, the front and rear walls having spaced vertical 
grooves therein, a plurality of upright partitions extend 
ing between the grooves of the front and rear walls and 
de?ning record compartments thcrebetween, each par 
tition comprising a plurality of panels extending between 
the front and rear walls and engaging each other in edge 
to-edge relation, and a plurality of horizontal bottom 
panels extending between the front and rear walls and 
extending across a plurality of compartments, said bot 
tom panels being selectively emplaceable on the edges of 
a number of adjacent panels and on the cabinet bottom to 
support records of various sizes in readily accessible 
positions adjacent the top of the partitions. 

2. A record cabinet including front and rear walls and 
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a bottom, the front and rear walls having a plurality of 
spaced vertical grooves therein, a pluralty of upright 
partitions extending between the grooves of the front and 
rear walls and de?ning record compartments therebe 
tween, each partition comprising a plurality of panels, 
one above another in edge-to~edge relation and extending 
between the front and rear walls, the uppermost panels 
of certain of the partitions having vertical, divider wall 
receiving channels, a plurality of divider walls between a 
pair of partitions and extending transversely thereto and 
into the channels of the uppermost panels thereof to de~ 
?ne record compartments extending crosswise of the 
partitions, and a plurality of horizontal bottom panels 
extending between the front and rear walls and extending 
across a plurality of compartments, said bottom panels 
being selectively emplaceable on the edges of a number of 
adjacent panels and on the cabinet bottom to support 
records of various sizes in readily accessible positions 
adjacent the tops of the partitions. 

3. A record cabinet including front and rear walls and 
a bottom, the front and rear walls having a pluralitytof 
spaced, vertical grooves therein, a plurality of upright 
partitions extending between the grooves of the front and 
rear walls and de?ning record compartments therebe 
tween, each partition comprising a plurality of panels one 
above the other in edge to edge relation and extending 
between the front and rear walls, a plurality of rigid 
straps suspended from the upper edges of the uppermost 
panels of at least a pair of adjacent partitions, each of 
said straps having a side portion extending downwardly 
along the vertical surface of the top panel and de?ning an 
outwardly facing channel disposed in alignment with 
another channel on the uppermost panel of the adjacent 
partition, a plurality of upright divider walls extending 
between the channels on adjacent top panels and de 
?ning record compartments extending crosswise from the 
partitions, and a plurality of horizontal bottom panels 
extending between the front and rear walls and extending 
across a plurality of compartments, said bottom panels 
being selectively emplaceable on the edges of a number 
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, of adjacent panels and on the cabinet bottom to support 
records of various sizes in readily accessible positions ad 
jacent the top of the partitions. ‘ 

4. The invention set forth in claim 3 wherein the spac 
ing between certain vertical grooves is equal to the width 
of certain bottom panels and also equal to the length 
of said divider walls and the diameter of a recordvto be 
stored in the record compartment between the divider 
Walls, whereby to facilitate utilization of a maximum of 
space in the record cabinet. 

5. A record cabinet including front and rear walls and 
a bottom, the front wall having its upper edge disposed 

‘ below the upper edge of the rear wall, the front and 
rear walls having a plurality of spaced vertical grooves 
therein in opposed relation with each other, the grooves 
in the front wall opening upwardly through the upper 
edge thereof, a wing gate on the upper edge of the front 
wall and in the plane thereof and being hingedly con~ 
nected with the upper edge of the front wall, said gate 
closing the upper ends of the grooves in the front wall 
and being swingable to permit the ends of the grooves to 
be opened, a plurality of upright partitions extending 
between the partitions of the front and rear walls and 
de?ning record compartments therebetween, each parti 
tion comprising a plurality of panels, one above another, 
in edge-to-edge relation and extending between the front 
and rear walls, and a plurality of horizontal bottom panels 
extending between the front and rear walls and extending 
across a plurality of compartments, said bottom panels 
being selectively emplaceable on the edges of a number 
of adjacent panels and on the cabinet bottom to support 
records of various sizes in readily accessible positions 
adjacent the top of the partitions. 
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