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This invention relates to chairs and the like, and more 
particularly to a chair construction consisting essentially 
of corrugated ?berboard and fabric material. 

It has been found that sturdy chairs may be made of 
corrugated ?berboard. The chief advantages of this type 
of chair are that it may be made at considerably less 
cost than a chair of usual construction, can be shipped 
in collapsed condition to the buyer, and is substantially 
lighter than a chair of the customary type. This ?ber 
board chair, however, does not possess a comfortableness 
and feel comparable to upholstered furniture of the usual 
construction, and its appearance is such that it does not 
lend itself readily to acceptance as a living-room piece. 
It is the primary purpose of this invention to provide 
a complete practical chair made of corrugated cardboard 
which has the appearance and the comfortableness of an 
upholstered chair of usual construction. 1 

Other objects of the invention, as well as the features 
of novelty thereof, will appear after a perusal of the 
following speci?cation when read in connection with the 
accompanying drawings, in which: 

Fig. 1 is a perspective view of a corrugated ?berboard 
construction which may form the base of an armless 
chair made in accordance with the invention; ’ 

, Fig. 2 is a perspective view of a complete chair em 
bodying the base of Fig. I; 

Fig. 3 is, a sectional view taken along the line 3-3 
of Fig. 2, the base of the chair being omitted in this 
view for the sake of clearness; 
Fig. 4 is an exploded diagrammatic plan view of the 

parts contained in the covering for the base of Fig. 1; 
Fig. 5 is a perspective view of a corrugated ?berboard 

construction which may form the base of an arm chair 
made in accordance with the invention; ' 

t Fig. 6 is a perspective view of a complete chair‘ em-e 
bodying the baseofFig. 5; 

Fig. 7 is a sectional view taken along the line 7-7 of 
Fig. 6;v the base in this view being omitted; 

Fig. 8 is a perspective view of'a complete armchair and 
illustrates another embodiment of the invention; 

Fig. 9 is a sectional view taken along the line 9-9' 
of Fig. 8; the base in this view being omitted; 

Fig. 10 is an exploded diagrammatic plan view of the 
parts contained in the covering for the chair shown in 
Fig. 8, and t 

'. Fig. 11 is a perspective view of the seat cushion for the 
chair shown in Fig. 8. 

Referring more particularly to Figs. 1 to 4 of the draw 
ings, the base 10 of the chair is composed of an outer 
frame or container made of corrugated ?berboard and 
constructed to form a seat 11 and a chair back 12; the 
frame or container being ‘provided‘with flaps to form a 
closed bottomv and the bearing surfaces for the seat 11 
and back 12, as indicated in Fig. 1 of the drawings. As 
is known, the ?aps which form the bearing surfaces for 
the seat 11 and back 12 are supported by a plurality of 
?berboard partitions suitably located'within the container. 
The particular construction of the ?berboard base 10 of 
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, the chair forms no part of the present invention, which 

10 

is concerned with the combination of such a base with 
the covering and cushions therefor to make a complete 
chair having the appearance and comfortableness of the 
usually constructed upholstered chair. Accordingly, it 

‘ is believed that the aforesaid general comments as to the 
construction of the base 10 are suf?cient for an under- ' 
standing of the present invention. It might however 
be stated further, that the base 10 can be used as a chair, 
but in itself it is not a complete chair suitable for use 

' as a living-room piece, nor does it provide the comfort 

'- rubber or spring-constructed cushions. 
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one would require in a living-room piece. 
In accordance with the present invention, there is 

loosely mounted on the base 10 a seat cushion~13 and a 
back cushion 14 which may consist of sections of soft 

The cushions 13 
and 14' are preferably arranged in the manner shown in 
Figs. 2 and 3 of the drawings and are maintained in 
proper position on the base 10 by means of the fabric 
portion of the chair now to be described. 
As shown in Figs. 2 to 4 of the drawings, the fabric 

part ofthe chair is in the nature of a slipcover and com 
prises a main panel 15 of such area and form as to ex 
tend from the top of the back to the front of the seat 
and to provide two compartments or pockets for the 
reception of the cushions 13 and 14. As shown more 
clearly in Fig. 4 of the drawings, the body of the main 
panel 15 is substantially rectangular in form and is pro 
vided at its upper or back end with a top ?ap 16 and side 
?aps 17 and 18 and is provided at its lower or seat end 

- ‘ with a bottom ?ap 19 and side ?aps 20 and 21. The 
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side edges of top ?ap 16 are stitched to the adjacent side 
edges of the side ?aps 17 and 18 to form the upper end 
of the compartment which houses the back cushion 14. 
The bottom of such compartment is formed by folding 
in the intermediate portion of the main panel along the 
dotted line 22 and stitching the bottom side edges of the 
?aps 17 and 18 'to'the side edges of the section 22' of 
panel 15, indicated by the dotted lines 22 and 23. In 
a similar fashion the compartment for receiving the seat 
cushion 13 isl‘iformed by stitching the side edges of the 
bottom ?ap 19 to the bottom edges of the side ?aps 
20 and 21 and by stitching the top edges of such side 
?aps 20 and 21 to the side edges of the intermediate 

_ section 24' of panel 15, designated by the dotted lines 
24 and 25. It will thus be seen that the material of panel 
15 is utilized to form two compartments for the seat and 
back cushions and that such compartments are connected 
together by a centrally~disposed section 23' of panel 15, 
designated by the dotted lines 23 and 24. The several 
?aps and sections of which such compartments are formed 
have a width substantially the same as the thickness of 
the cushions enclosed, so that when the cover is on the 
base 10 such cushions will‘ be maintained against the 
seat and back supporting surfaces of such base. The 

' central panel section 23’ between the dotted lines 23 and 
24 has su?icient width to enable the bottom edge of the 
back compartment with the cushion 14 therein to rest on 
the rear end of the seat compartment with the cushion 
13 therein, as shown in Figs. 2 and 3 of the drawings. 
The top edge of ?ap 16 is stitched to the bottom or 

front edge of a panel 26, which panel together with ?ap 
16 covers the top surface of the chair back. The top or 
rear edge of panel 26 is stitched to the top edge of a 
back panel 27, which covers the back of the chair. The 

' sides of the chair back are covered by the ?aps 17 and 18 
and two end panels 28 and 29, each having a reduced top 
edge and an enlarged bottom edge. _ The top edges of 
panels 28 and 29 are secured by stitching to the side 
edges of the top panel 26. The rear edges of panels 28 
and 29 which are perpendicular to the top and bottom 
edges thereof, are secured by stitching to the side edges 
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of the back panel 27. It will be noted from Figs. 2 and 4, 
that the height of panels 28. and 29 is less than that of 
the back panel 27, so that, they terminate short of the 
bottom edge of the back panel 27. The front inclined 
edges of end panels 28 and 29 are secured by stitching 
to the side edges of the ?aps 17 and 18 and to the side 
edges of the central section 23’ of panel 15 (note Fig. 2). 
The bottom edges of end panels 28 and 29 are secured 
by stitching to the rear portion of the top edges of side 
panels 30 and 31, which taper from the front of the. 
seat to the rear of the chair; the remainder of such top 
edges of side panels 30 and 31 being secured by stitching 
to the side edges of ?aps 20 and 21, respectively. The 
rear reduced edges of panels 30 and 31 are secured to 
the side edges of the back panel 27 beneath the end 
panels 28 and 29. The front edges of panels 30 and 31 
are secured by stitching to the end edges of a front seat 
panel 32, the upper edge of which is stitched to the 
lower edge of the bottom ?ap 19. ‘ 

It will be observed that the casing formed by panels-v 
26 to 32 is cut to conform fairly closely to the top, back, 
side and front surfaces of the base 10 which it overlies 
and ?ts quite snugly on such base surfaces to form a_ 
means for anchoring the cushion compartments as well 
as the cushions 13 and 14 enclosed therein to the base 
10, without the necessity of providing any means for 
directly attaching or securing either the cover or the 
cushions to the base 10. This result is also accomplished; 
by constructing the cover of a ?exible material which is; 
substantially non-stretchable, such as a fabric material; 
which has been preshrunk to a tolerance of 2%. It has; 
been found that a cotton twill which has been preshrunk 
to the desired tolerance, is suitable for the purposesof 
the invention, It has also beenvfound desirable to con- 
nect the side edges of the ?aps 20 and 21 of the seat 
compartment to the ends of relatively short elastic tapes 
33 and 34, which are required to be stretched when'the 
seat cushion 13v is placed, in; such compartment, and, to 
connect the side edges of the ?aps 17 and 18 of the back, 
compartment to the ends of one or more relatively short. 
elastic tapes 35 which are required to be stretched when 
the back cushion 14 is placed in such compartment, to. 
increase the snug ?tting of the cover on the base 10 and. 
on the cushions and to hinder any possibility of shifting 
of the cushions 13 and 14 on the supporting surfacesof 
the base 10 in the use of the chair. 
A skirt panel 36 is secured along its top edge, by stitch 

ing, to the bottom edge of the front seat panel 32 and: 
to the front portions of the bottom edges of theside 
panels 30 and 31. The ends of skirt panel 36 are secured 
to the front ends of skirt panels 37 and 38 whose top 
edges are secured to the bottom edges of the side panels, 
30 and, 31, respectively. A rear skirt panel 39 is secured, 
by stitching and along its- top edgeto the bottom edge of 
the ‘back panel ‘27, and to the rear‘ portions _ ofv the bottom 
edges of the side panels 30_a'n_d_31,the ends of such rean 
skirt panel 39, being secured by stitching to_,the_r,ear_ endsL 
ofthe' sideyskirt panels, 37, and 38, » > 

In assembling the ‘several, chairv parts together, the, 
cushions 13 and 14 are'?rst preferably placed onthé 
resting surfacyesof theseat 11 and back12, respectively,_ 
of the base 10. The toppanel 26 is then placed on the, 
top of the back 12 andthe cover pulled down over the, 
back and cushion 14 until the, latter is fully inserted in 
the back cushion‘ compartment of the cover by placing 
the bottom corners of the back cushion 14 into they 
pockets at the bottom end of such compartment. Be 
fore drawing the cover down over the back cushion 14, 
and the back 12 of the base, the elastic strap 35 is in 
serted between the cushion and back 12. The material 
of sections 23’ and 24' of panel 15 is then tucked under 
the compartment containing cushion 14. The cushion 13 
is then inserted into the seat cushion compartment withv 
the elastic tapes33 and 34 associated with such compart: 
ment underlying thecushion 13., The front ofthe cover, 
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is then pulled over the cushion 13 and over each side of 
the front of base 10. The cover parts are then smoothed 
over the exterior surfaces of base 10 and over the ex 
terior surfaces of the cushions 13 and 14 to make sure 
that the cover panels properly follow the contours of 
the cushions and base. It will thus be seen that the 
parts of the chair are readily assembled and when so 
assembled, have the appearance of the usual upholstered 
chair and its comfort. In use, the cushions 13 and 14 
and the cover part will retain their positions on the base 
10 by reason of the compartmented construction of the 
cover, the close ?tting attachment of the cover to the 
sides of the base 10 and the non-stretchable character» 
istics of the fabric material from which the cover is 
formed. 

Figs. 5 to 7 of the drawings illustrate the application 
of the invention to an arm chair. As shown in Fig. 5, 
the base 10' is composed of an outer frame or container 
made of ?berboard, and constructed to provide a seat 
151’, a back 12’ and arms 40, 40. Like the above de 
scribed chair, the chair of this embodiment includes a 
seat cushion 13’ and a back cushion 14’, which differs 
from cushion 14 in that it is provided with side exten 
sions 4'1, 41, which rest on the arms 40, 40. Thus, in 
this embodiment, the back cushion 14' is supported by 
both the seat cushion 13' and the arms 40, the latter co 
acting with the cover part of the chair to prevent any 
possible displacement of the cushions in the use of the 
chair. As, in the chair previously described, the cover 
part of the instant embodiment is provided‘ with two 
compartments 42 and 43 to receive the cushions 13’ and 
14! respectively; compartment 43 conforming in form to 
the T-shaped form of cushion 14'. The two compart 
ments 42v and 43 are also provided with elastic strips 
33’, 34' and 35’; the latter being arranged so that it 
grips; the cushion 14’ just under the upper enlarged por 
tion thereof.- In addition, thecover part is provided with 
adtii’lionallpanelstoaprovidecoverings for the arms of the 

' base 10'. 
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It will be seen from the foregoing that the several 
parts, which go to make up an armchair embodying the 
invention are essentially the same as in the armless chair 
and» differ by reason of the change in form of the cushion 
14' and the addition of arms to the chair. Thus, in this 
embodiment, the upper part of the main panel covering 
the‘ seat and frontof the back of the chair is T-shaped, 
as shown in Fig. 10 of the drawings, and is provided with 
?aps 16', 17' and 18' whichcorrespond with ?aps 16, 17 
and 18 of the previously described construction and arev 
stitched to panels 26' to 31' in the same manner as the 
?aps 16, 17 and 18 are connected to panels 26 to 31. It 
will be noted however, that inasmuch as the side panels 
301,3! have been made large enough to cover also the 
outside surfaces of the arms 40v of_ this embodiment, the 
panels 28,’, 29’ are correspondingly shorter‘in height thanv 
the corresponding panels, 28,- 29. In this'embodiment 
also, the compartment for the, back cushion 14’ is com 
pleted by means oflside panels 44, 45, which are secured 
by, stitching alongtheir top- edges to the bottom edges‘ of 
?aps 17' and,18',,respectively, along their inner edges to 
the edge, portionsof the main panel designated 46 in 
Eig.,1_0 of the- drawings, and along their bottom edges. 
to the side edges of a transverse section of the main 
Panel corresponding to the section 22' in Fig. 40f the 
drawings. The outer edges of the panels“, 45 are con 
nected by stitching to the rear edges of, the top arm 
panels 47 and 48, respectively, and to the rear edges of. 
the inside arm panels 49 and 50, respectively. The re 
mainder of, the rear edges of the inside arm panels 49 
and 5,0, aresecured by stitching to the side edges of a 
t'rjansversefsection oftthe main panel corresponding to the 
section 23? in Fig.’ 40f the drawings. The outer edges. 
of,the side flaps for the seat cushion instead of being 
secured, to; the sidepanels 30 and 31 as previously de» 
scribed-are; secured by stitching to‘the bottomor inner) 
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edges of‘the inside arm panels 49 and '50,respectively 
(note Fig. 10). The top and front edges of the inside arm 
panels are secured by stitching to the inner ‘side edges of ‘ 
the arm panels 47 and 48, which extend along the tops 
and front of the chair arms 40, 40. The outer side edges 
of the arm panels 47 and 48 are secured by stitching to 
the portions of the top edges of panels 30"and '31’ in 
the region of the arms 40, 40 and to the front edges of 
such panels 30' and 31'. The ends of the front seat 
panel 32' (see Figs. 6 and 7) are secured by stitching to 
the inside edges of the lower front portions of arm panels 
47, 48, instead of to the outer side panels as in the previ 
ously described embodiments. The skirt panels of this 
embodiment are connected to the cover in the same man 
ner as previously described with respect to skirt panels 
36 to 39, except that the front skirt panel 36' is addi 
tionally secured to the bottom edges of the arm panels 
47 and 48. 
The embodiment shown in Figs. 8 to 11 of the draw 

ings is for a chair with a separable seat cushion. In this 
construction the cover part is substantially similar to the 
part above described in relation to Figs. 5 to 7 of the 
drawings, but differs from the latter in that the main 
panel is separated into two panels 51 and'52 which are 
stitched together along their respective rear and bottom 
edges. Suflicient material is provided in the front of the 
back panel 52 to form a compartment for-the back 
cushion 14’ in the manner explained in the description 
of Figs. 5 to 7. The seat panel 51, however, is not pro 
vided with ?aps for forming a compartment for the 
cushion 13', but has an area such that it substantially 

‘ snugly covers the back 12' beneath the cushion 14', the 
top of the seat 11’ of the base and a part of the front of 
the base; the front skirt section 36" being attached to 
the front or lower edge of seat panel 51, all as is clearly 
shown in Fig. 9 of the drawings. The seat cushion 13' 
which overlies the seat panel 51 is provided with a sepa 
rate cover 53 which may be of any suitable construction 
so as to snugly cover such cushion. 
While I have hereinabove described several preferred 

embodiments of my invention it will be apparent to those 
skilled in the art that changes and modi?cations may be 
made without departing from the spirit of the invention 
or the scope of the appended claims. 

Iclaim: 
l. A cover for a chair having a back and seat, and 

composed of a base having front, side and back surfaces, 
a seat rest and a back rest extending down to said ‘seat 
rest, and composed of a seat cushion separate from and 
loosely mounted on the seat rest and a back cushion 
separate from and loosely engaging the back rest, said 
cover being constructed to unite said base and said sepa 
rate back and seat cushions into a complete upholstered 
chair and comprising a compartment for receiving the 
seat cushion, a compartment for receiving the back 
cushion and a base covering part having panels con 
nected to the sides and front end of the seat cushion 
compartment and having other panels connected to the 
sides and top end of said back cushion compartment, 
said seat cushion compartment having top, side, front 
and rear walls providing a box-like enclosure for cover 
ing the top, side, front and rear surfaces of the seat 
cushion leaving the bottom surface of such seat cushion 
exposed to enable the seat cushion to seat directly on 
the seat rest, said back cushion compartment having 
front, side, top and bottom walls providing a box-like 
enclosure for covering the front, side, top and bottom 
surfaces of the back cushion, leaving the rear surface of 
such back cushion exposed to enable the back cushion 
to seat directly on said back rest, said panels connected 
to said seat cushion compartment being connected to the 
lower edges of the side and front walls of such com~v 
partment, and said panels connected to said back cushion 
compartment being connected to the rear edges of the 
side and top walls of such compartment, all said panels 
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being connected together and with said-compartments‘ 
forming a unitary envelope for uniting the cushions to 
the base of the chair, said panels, by themselves, being 
adapted to continuously envelope the entire outer cir~> 
cumference of said chair so that said panels snugly cover 
the front, side and back surfaces of said base and by 
their engagement with said base surfaces anchoring said 
compartments and the seat and back cushions contained‘ 

_ therein to the base in such relation on the seat and back 
rests thereof that said back cushion compartment and the 
back cushion enclosed thereby rest on the rear end of 
said seat cushion compartment and the seat cushion en 
closed thereby, and a panel connected to the lower edge‘ 
of the rear wall of said seat cushion compartment and 
to the rear edge of the bottom wall of said back cushion 
compartment, said connecting panel having a width sub 
stantially equal to the height of the rear wall of said seat 
cushion compartment and such as to maintain the rear 
end of the seat cushion compartment beneath the back 
cushion compartment, said compartments and said panels 
being formed from substantially non-stretchable flexible 
material to retain the cushions in proper relation on the 
seat and back rests of the chair during usage. 

2. A cover for a chair having arms, a back and a 
seat, and composed of a base having top, front, side and 
back surfaces and having a seat rest and a back rest ex 
tending down to said seat rest, and composed of a seat 
cushion separate from and loosely mounted on the seat 
rest and a back cushion separate from‘ and loosely engag~ 
ing the back rest and having extended side portions rest 
ing on the chair arms, said cover comprising a compart 
ment con?gured to receive the back cushion and having 
front, side, top and bottom walls providing a box-like 
enclosure for the back cushion, said cover including a 
base covering part having panels connected to the rear 
edges of the side, top and bottom walls of said back 
cushion compartment so that when the cover is on the 
chair with the back cushion located in said compartment, 
said back cushion compartment will form with the seat 
rest of the chair a recess into which the rear end of the 
seat cushion may be inserted to coact with the chair arms 
to support the back cushion in said compartment in 
raised position, said back cushion compartment having a 
width greater than the length of the space between the 
chair arms, the panels of said base covering‘part being 
connected together and, by themselves, being adapted to 
continuously envelope the entire outer circumference of 
the chair so that exterior panels thereof connected to said 
side and top walls of said back cushion compartment 
snugly cover the top, back and side surfaces of the back 
of the chair and by their engagement with said chair 
surfaces maintaining said compartment so that the back 
cushion is retained against the back rest in the said raised 
position, said compartment and said panels being formed 
from substantially non-stretchable material to retain the 
back cushion in proper relation on the back rest in usage. 

3. A cover for a chair having a back and seat, and 
composed of a base having front, side and back surfaces, 
a seat rest and a back rest extending down to said seat 
rest, and composed of a seat cushion separate from and 
loosely mounted on the seat rest and a back cushion sep 
arate from and loosely engaging the back rest, said cover 
comprising a compartment con?gured to receive the back 
cushion and having a height substantially less than that 
of the back ‘rest, said compartment being located on said 
cover so as to be positioned completely in front of said 
back rest and to be spaced above said seat rest when 
the cover is assembled on the chair with the back cushion 
inserted therein, into which space the rear end of said 
seat cushion is adapted to be inserted to provide a sup 
port for said compartment and said back cushion, said 
compartment having front, side, top and bottom walls 
providing a box-like enclosure for covering the front, 
side, top and bottom surfaces of the back cushion, leav 
ing the rear surface of the back cushion exposed to en‘ 



2,877,882 
7 

able such cushion to seat directly on the back rest, said 
cover including a base covering part having panels con 
nected to the rear edges of the side, bottom and top walls 
of said compartment, the panel connected to said bottom 
wall extending down from said compartment to the seat 
rest and located adjacent to the back rest, the panels of 
said base covering part, by themselves, being adapted to 
continuously envelope the entire outer circumference of 
the chair so as to cause the panels thereof connected to 
said side and top walls of said compartment to snugly 
cover the top, back and side surfaces of the back of the 
chair and by their engagement with such chair surfaces 
and with the coaction of the panel connected to said bot 
tom wall maintaining said compartment so that the back 
cushion is retained against said back rest in the said raised 
position, said compartment and the said panels of said 
cover being formed from a substantially non-stretchable 
material to retain the back‘ cushion in proper relation on 
the back rest in usage. 

4. A cover for a chair such as de?ned in claim 3, in 
cluding means secured to the side walls of said compart 
ment and located in major part between said compart 
ment and the back rest when the cover is assembled on 
the chair, for maintaining such side walls in engagement 
with the sides of the back cushion and for anchoring on 
said base the panels adjoined to such side walls. 

5. A cover. for a chair such as de?ned in claim 3, in 
cluding a compartment con?gured to receive the seat 
cushion and having top, side, front and rear walls pro 
viding a box-like enclosure for covering the top, side, 
front and rear surfaces of the seat cushion, leaving the 
bottom surface of such seat cushion exposed to enable 
such cushion to seat directly on the seat rest, the area 
of the top wall thereof being substantially greater than 
the area of the exposed seat of the chair so that the rear 
edge portion of. such wall and the rear wall of said seat 
cushion compartment are located under said back cushion 
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8 
compartment when the cover is assembled on a chair, said 
rear wall being connected along its bottom edge to the 
bottom edge of the panel connected to the bottom wall 
of said back cushion compartment, the side and front 
walls of said seat cushion compartment being connected 
at their lower edges to front and side panels of said base 
covering part, and said base panels by their engagement 
with the top, back and side surfaces of the base when, 
the cover is assembled on a chair maintaining said seat 
compartment on the seat rest so that the front wall 
thereof is substantially flush with the front edge of the 
seat rest and the rear portion thereof is located under 
said back cushion compartment with the seat cushion 
in supporting relation to the back cushion. 

6. A cover for a chair such as de?ned in claim 5, in 
cluding means secured to the side walls of said seat 
cushion compartment and located in major part between 
said compartment and the seat rest when the cover is as‘ 
sembled on the‘ chair, for maintaining such side walls 
in engagement with the sides of the seat cushion and the 
panels adjoined to such side walls in proper position rela 
tive to the base. 
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