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corporation of New York 
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This invention relates to retractable point writing 
instruments and particularly to improved mechanismsfor 
effecting extension and retraction of the writing points of 
ballpoint type writing instruments. This is a contin 
uation-in-part of my now pending application Serial No. 
706,162 ?led December 30, 1957, now abandoned. 

Conventional writing instruments of the ballpoint type 
generally include, in addition to the usual carrying clip, a 
botton member extending from one end of the barrel 
that is manually displaceable to effect extension of a 
retracted writing point from the other end thereof 
together with associated means, of varying character, to 
effect retraction of the point usually by action of a 
biasing spring, in response to a manipulative act of 
the user. In such type construction, the hazard is always 
present that the user will forget to retract the writing 
point after use and will insert the pen, with the writing 
point extended, into a pocket, handbag or other recep 
tacle. Disposition of the pen in a pocket or other 
receptacle with the Writing point in its extended posi 
tion is extremely likely to result in soilage due to a 
capillary ?ow of ink from the point to any surface that 
it may engage as well as in possible clogging of the point 
by contact with foreign matter, such as dirt, lint etc. 

This invention may be brie?y ‘described as an improved 
mechanism for effecting the extension and retraction of 
the writing points of writing instruments preferably of 
the ballpoint type including a rocking clip assembly 
arranged so that pivotal displacement of the carrying 
clip in one direction effects an extension of the writing 
point from its retracted position and positioning of the 
carrying clip so as to preclude its utilization for carry 
ing purposes as long as the writing point is in its extended 
position together with associated means for effecting re 
traction of the point and concomitant exposure of the 
clip member to render the same available for carrying 
purposes. 
Among the advantages attendant the present inven 

tion is the permitted elimination of the conventional 
button mechanism, a permitted wide range of writing 
instrument styling, a simple positive acting mechanism 
e?tected entirely through manipulation of the carrying 
clip, preclusion of utilization of the clip member when 
the writingrpoint is in its exposed position and a pen 
structure having a minimal number of component ele— 
ments of a character that permits appreciable economics; 
in component expense and assembly costs. . 
The object of this invention is the provision of im 

proved mechanisms for effecting the extension and retrac-e 
tion of a writing point in a retractable point writing 
instrument. I 

Another object of the invention is the provision of 
a rocking clipmechanism for effecting the BXtBHSiOIll 
and retraction of a writing point which includes a dis‘ 
placeable carrying clip member arranged so as to pre- 
elude its use for carrying purposes when the writing" 
point an extended position. 
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Still another object of this invention is the provision 
of a rocking clip mechanism to effect the extension and 
retraction of the writing point in a retractable point 
writing instrument employing a displaceable ‘clip mem 
ber as the actuating means therefor and which is simple 
and inexpensive in construction. . _ 
A further object of this invention is the provision 

of a rocking clip assembly for retractable point writing 
instruments whereby displacement of the carrying clip 
member is utilized to effect advance and retraction of 
the writing point together with a disposition of the clip 
member so as to prevent its use for carrying purposes 
whenever the writing point is in extended position. 

Other objects and advantages of this invention will 
be pointed out in the following disclosure and drawings 
which illustrate, by way of example, the principles of 
this invention, together with the presently, preferred 
embodiments thereof incorporating those principles. 

Referring to the drawings, 
Fig. 1 is a vertical sectional view of one embodiment 

of a writing instrument of the ballpoint type incorporate 
ing the principles of this invention and showing the 
disposition of the component parts thereof when the 
point is disposed in its retracted position; I _ 

Fig. 2 is a View similar to that of Fig. 1 showing the 
disposition of the component parts thereof when the 
writing point is disposed in its extended position; 

'Fig. 3 is a vertical sectional view of a portion of 
another embodiment of a ballpoint writing instrument 
incorporating the principles of ‘this invention and show, 
ing the disposition of the component parts thereof when 
the writing point is disposed in retracted position; , 

Fig. 4 is a view similar to that of Fig. 3 and showing 
the disposition of the component parts thereof when 
the writing point is disposed in its retracted position; 

Fig. 5 is a vertical sectional view of the presently 
preferred embodiment of the invention as incorporated 
in a ballpoint writing instrument and is illustrative of 
the disposition of the component parts thereof when the 
writing point is disposed in retracted position; 

Fig. 6 is a view similar to that of Fig. 5 but showing 
the disposition of the component parts when the writing 
point is disposed in its extended position; 

Fig. 7 is a sectional view taken on the line 7—7 of 
Figure .6; _ 

Fig. 8 is :a sectional view taken on the line 8—,-8 of 
Figure 7; 

Fig. 9 is a sectional view taken on the line 9-9 of 
Figure 6. 

Referring to the embodiment illustrated in Figs. ,1 
and 2, there is shown a writing ‘instrument of the ba1l~ 
point‘ type conventionally including a lower barrel por 
tion or .member 10 having a plurality of bores 12, 14 
and 16 therewithin of successively decreasing diameter. 
Longitudinally disposed within the lower barrel portion 
10 and sized to be slidably contained within ‘the inter 
mediate bore 14 is an elongate writing point assembled 
such as a conventional ballpoint cartridge member 18. 
The ballpoint cartridge member 18 is provided with 'a 
dependent writing tip portion 20 of reduced diameter and 
sized to be slidably disposed within the terminal bore 16 
and having the ball writing point 22 mounted, in the con 
ventional manner, on the dependent end thereof.‘ The 
writing point assembly 18 is normally biased so that the 
ball writing point 22 is disposed in a retracted position 
relative to the .bore 16 by a biasing spring 24. The bias 
ing spring 24 is disposed within the bore 12 and ‘prefer 
ably has one end thereof disposed in abutting relation 
with a lug member v26 extending outwardly from the 
surface of the cartridge member 18 and the other end 
thereof disposed in abutting relation with vthe horizontally 
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disposed shoulder 28 formed by’ the junction of the bores 
12 and 14. 
Adapted to be secured to the upper end of the lower 

barrel portion 10 in any suitable manner is an upper 
barrel portion or member 30- having a guide sleeve ‘or 
coupler 32 ?rmly secured in the lower end thereof. The 
guide sleeve or; coupler 32 includes a lower bore 34 sized 
to slidably‘ contain the cartridge member 18 and an en 
larged upper bore 36. A convenient and preferred way 
of operatively securing the upper and lower barrel por 
tions together is to provide a external thread on the de 
pending portion of the guide member 32 that extends 
outwardly beyond the dependent end of the upper bar 
rel Portion and a complemental internal thread engage 
able therewith on the upper end of the lower barrel 
member 10. 
The ‘upper. barrell portion 30 in this embodiment is 

provided‘ with a vertically disposed elongate slot 38 of a 
width su?icient to closely accommodate a roclging clip 
assembly, generally designated 46. The rocking clip 
assembly 40* maybe of the illustrated unitary construc 
tion or may be formed by a plurality of suitably shaped 
individual elements suitably secured together to provide 
a structure that is similar in its operating characteristics 
to that speci?cally illustrated in the drawings. 

In the illustrated embodiment the rocking clip assem 
bly 40 includes a dependent carrying clip portion or mem 
ber 42 having the usual inwardly directed head 44 on 
the dependent end thereof. The upper end ‘of the depen 
dent clip portion 42 merges with the upper end of a 
dependent springlike actuating member 46 which is, as 
will be described later, normally biased into the position 
illustrated in Fig. 1 closing the major portion of'the slot 
38. The lower end of the springlike actuating member 
46 is provided with an extending dependent ?ange por 
tion 48 disposed within the upper barrel portion 30 so 
as to prevent its displacement externally of the upper 
barrel portion 30 beyond the position thereof illustrated 
in Fig. l. The upper end of the rocking clip assembly 
40 is shaped to provide an actuating arm portion 50 sized 
to ‘close the remaining portion ‘of the slot 38. The ac 
tuating arm portion 50 is generally triangular in shape 
and is provided with an extending ?ange 52 at the upper 
end thereof to limit the outward displacement of the ac 
tuating arm portion 50 relative to the upper barrel por 
tion 30 and to prevent displacement thereof outwardly 
beyond the positioning illustrated in ‘Fig. 2. The rock 
ing clip assembly 40 is pivotally supported, as at 54, in 
termediate the actuating arm portion 50 and the spring 
llike actuating member 46 by a sleeve member 56 ?rmly 
mounted within the upper barrel portion 30. 
As illustrated in Figs. 1 and 2, the rocking clip as 

sembly 40 is shaped so that when the writing point ‘22 is 
retracted, as illustrated in Fig. l, the dependent'rspring 
like actuating member 46 is biased into ‘closing engage 
ment with the slot 38 and the actuating arm portion’50 
is disposed in its retracted position with the outer surface 
thereof disposed substantially ?ush with the outer 'sur 
face of the upper ‘barrel portion 30; and‘so that when 
the writing point 22 is in advanced position the actuating 
arm portion 50 is in its extended position and is disposed 
.externally of the surface of the upper barrel portion 30 
andthe remainder of ‘the slot 38>i‘s closed by the disposi 

‘ _ member 42 in a concealed’ posi 
tion therein, as illustrated inlFig. 2. ' 
The sleeve member 56 is provided with a bore 58 to 

~_g_uide,an,d slideably contain the-upper end of an actuating 
rod member60. Mounted on the lower end of the rod 
,niernber ,60.,i_s :acam means such as .an actuatingbutton 

lly designated =62. The actuating button 62 is 
. ed with examining means ill-the form of a circu 

of the extending ?ange 48 ,onthespringlilrevmemberi'do. 
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Immediately adjacent the surface 64 and surrounding the 
same is a downwardly inclined surface 66 of an extent 
suf?cient to result in a loose slideable engagement of the 
inner walls :of the upper barrel portion 30 by the periph 
eral portions thereof. Dependent from the underside 
of the actuating button member 62, as described above, 
is an integral sleeve portion 68 having an outside diam 
eter sized to be contained within the bore 36 of the guide 
member 32 and an inside diameter sized to contain the 
upper end of the cartridge member 18,. 
Whenthe writing point 22 is disposed in retracted posi 

tion the component elements of the assembly are posi 
tioned as illustrated in Fig. 1. As there set forth, it’will 
be seen that the‘ carrying clip member 42 is positioned 
externally of the surface of the upper barrel portion 30 
and that the slot 38' is closed by the springlike actuating 
member 46. The cartridge member 18 forming the 
writing point assembly is biased upwardly, or in retracted 
position, by the action of the biasing spring 34. The 
upward biasing of the cartridge member 38 results in 
the actuating button 62 being positioned so that the 
lower portion of the inclined surface 66 thereof is dis 
posed adjacent to the dependent end of the extending 
?ange portion 48 of the springlike member 46. The up 
ward displacement of the cartridge member 18, actuat 
ing button 62 and actuating rod member 60 may be 
limited by engagement of the shoulder 70 with the sleeve 
56. With the parts so positioned, a manually effected 
inward displacement of the clip member 42 to its con 
cealed position results in the bead portion 44 thereof 
displacing the lower end of the springlike actuating mem— 
ber 46 inwardly towards the center of the upper barrel 
portion 30. The inward displacement of the lower end 
of the springlike actuating member 46 results in a down 
ward displacement of the actuating button 62 by en 
gagement of the inclined surface 66 thereof by dependent 
?angedv end 48 of the spring member. Inward displace 
ment of the springlike actuating member 46 thus results 
in concomitant downward displacement of the cam 
means 62 until the dependent end of the ?ange portion 
48 engages the horizontally disposed surface portion 64 
immediately surrounding the. rod member 60. As de 
scribed earlier, the downward displacement of the actuat 
ing button 62, because of its mounting at the upper end 
of the cartridge member 18, effects a concomitant down~ 
Ward displacement of the writing point 22 and in ex 
tension of the same to its extended position, as illustrated 
in Fig. 2. When the limit of downward displacement is 
reached, the various component elements will be posi 
tioned as in Fig. 2, wherein the carrying clip member 42 
is positioned to close the slot 38, the springlike actuat 
ing member 46 has its lower end disposed‘in engagement 
with the horizontal surface 64 and the actuating arm 
portion 50. of the'rocking clip assembly is in its extended 
or exposed position with the outer surface thereof being 
positioned above the surface of the barrel member 30. 

Retraction of the point from its extended position, as 
illustrated in Fig. 2, is readily effected by a manual in 
ward displacement of the now exposed portion of the 
actuating arm 50. Such inward displacement thereof will 
result in a rotative displacement of the rocking clip as 
sembly 40 about the pivot point 54 with the resulting dis 
engagement of the dependent end of the actuating mem 
ber 46 from' the horizontally disposed retaining vsurface 
64. The disengagement of the actuating member 46 from 
the horizontally disposed retaining surface 64 permits 
the biasing spring 24 to upwardly displace the writing 
point assembly 18 and the actuating button 62 mounted 
thereon. The upward displacement of the button" 62 
results in an outward displacement of the actuating mem 
ber 46 .to a position as illustrated in Fig. l with its con 
comitant exposure with the clip member ,42. 
The disposition of the component elements as illus 

trated 1'1; Fig.5: .1 an .2 dearly shows that when the writ 
ing P°int 22 is in its ‘3x45151991 pptitiae the carrying 91in 
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member 42 is disposed in its concealed positionsuhstan 
tially ?ush with the outer surface of the barrel 30 and 
that the bead 44 on the dependent end thereof is com 
pletely or almost completely covered. Such disposition, 
apart from adding greatly to the appearance of the unit, 
precludes utilization of the clip member 42 for carrying 
purposes as long as the writing point 22 is in its extended 
position. 

Figures 3 and 4 illustrate another embodiment incor 
porating the principles of the invention. For the pur 
poses of convenience, only the upper barrel portion there 
of is shown, it being understood that such is intended to 
be utilized in conjunction with a lower barrel portion of 
the character heretofore described in detail in conjun'c-l 
tion with the embodiment illustrated in Figures 1 and 2. 
The embodiment of Figures 3 and 4 is essentially simi 

lar to that illustrated in Figures 1 and 2 and described 
heretofore with the points of difference lying primarily 
in the necessary adaptation to permit utilization of an 
elongate writing point assembly such as a cartridge mem 
her 100 of suf?cient length to extend substantially the 
full length of the assembled writing instrument. As 
shown in the drawings, there is provided a coupler or 
guide member 102 mounted in the lower end of the upper 
barrel portion 30 having a longitudinally disposed bore 
104 therein sized to slideably contain an elongate writing 
point assembly such as the aforementioned elongate ball 
point cartridge member 100. In this embodiment, the 
sleeve member 56 mounted in the upper end of the upper 
barrel portion 30 is also provided with an enlarged bore 
106 of a diameter to slideably contain the upper end of 
the ballpoint cartridge member 100. Mounted on the 
cartridge member 100 for conjoint displacement there 
with and positioned thereon by the disposition of lugs 
108 within a suitable recess 109 is a cam means such 
as the actuating sleeve 108. The actuating sleeve 108 is 
provided with a vertically disposed slotted portion 110 of 
sut?cient width to contain the dependent end 48 of the 
springlike actuating member 46 and has a sloping cam 
surface 112 included therewithin. The sloping surface 
112 upwardly terminates in a horizontally disposed re 
taining surface 114 or shoulder disposed adjacent the 
surface of the cartridge member 100. 
The operation of this embodiment is essentially similar 

to that described earlier in conjunction with the embodi 
ment illustrated in Figs. 1 and 2. With the component 
elements positioned as illustrated in Fig. 3, the cartridgev 
member 100 is biased in retracted position by the action 
of the biasing spring disposed within the lower barrel 
portion as described earlier in conjunction with the em- ' 
bodiments of Figs. 1 and 2. With the parts so positioned 
a manually effected inward displacement of the exposed 
clip member 42 to its concealed position results in the 
dependent head portion 44 thereof displacing the lower 
end 48 of the springlike actuating member 46 inwardly 
toward the center of the upper barrel portion 30. The 
inward displacement of the lower end 43 of the spring 
like actuating member 46 results in a downward dis 
placement of the actuating sleeve 108 by engagement of 
the inclined surface 112 thereof by the dependent ?anged 
end 48 of said actuating member. The so effected down— 
ward displacement of the actuating sleeve 108 will effect 
a conjoint downward displacement of the ballpoint car 
tridge member 100 until the depending end of the ?ange 
portion 48 of the actuating member 46 engages the hori 
zontally disposed surface 114. When such limit of dis 
placement is reached, the component elements will be 
disposed‘ as illustrated in Fig. 4 with the clip member 
42 positioned in concealed position closing the longi 
tudinal slot 38 in the surface of the upper barrel mem 
ber 30, the spring member 46 having its lower end dis 
posed in engagement with the horizontal surface 114 to 
prevent retraction of the writing point assembly and with 
the actuating arm portion 50 of the rocking clip assembly 
being disposed in its extended position with the outer sur 
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face thereof being positioned above the surface of the 
upper barrel portion 30. 

Retraction of the ‘writing point assembly 18 from its 
extended position, as illustrated in Fig. 4, is readily 
effected by a manual inward displacement of the new 
extended. portion of the actuating arm 50. Such inward 
displacement thereof will result in a rotative displace 
ment of the rocking clip assembly 40 about the pivot 
point 54 with a resulting disengagement of the dependent 
end 48 of the actuating member 46 from the horizontally 
disposed surface 114. The disengagement of the de 
pendent end 48 of the actuating member 46 from the 
horizontally disposed surface 114 permits the biasing 
spring to effect a conjoint upward displacement ofv the 
cartridge member 100 and the actuating sleeve 108 
mounted thereon. The upward displacement of the 
actuatingysleeve 108 results in an outward displacement 
of the spring member 46 to the position illustrated in 
Fig. 3 with its concomitant exposure of the clip mem 
ber 42 to permit utilization thereof for carrying purposes. 

Figures 5 to 9 illustrate the constructional details. of 
the presently preferred embodiment incorporating the 
principles of the invention and which is adapted for 
simple and inexpensive commercial manufacture. As 
there illustrated, there is provided a lower barrel portion 
200 having a plurality of bores 202, 204 and 206 there 
within of successively decreasing diameter. Longitudi 
nally disposed therewithin is a displaceable writing point 
assembly 208 such as a conventionally sized ballpoint 
cartridge member having a hall writing type 210 at the 
dependent end thereof. The writing point assembly 208 
is normally biased in retracted position relative to the 
lower barrel portion 200 by the biasing spring 212 dis 
posed intermediate the lugs 214 and the shoulder 216. 
Adapted to be secured to the lower barrel portion 200 

by the coupler member 218 is an upper barrel portion 
220. The coupler member 218 is provided with an 
axially disposed bore 222 sized to slideably contain the 
cartridge 208 and a threaded extending sleeve 224 sized 
to engage a complemental internal thread on the upper 
extremity of the lower barrel portion 200. 
The upper barrel portion is provided with aligned 

upper and lower apertures 226 and 228 respectively. 
Disposed within the upper aperture 226 and pivotally 
mounted on the lower de?ning edge thereof intermediate 
its extremities is a rocking clip assembly generally desig 
nated 230. The rocking clip assembly includes an ex 
ternally disposed dependent clip member 232 having an 
inwardly directed bead 234 at the dependent end there 
of and positioned to be displaceable into and he received 
by the lower aperture 228. The upper portion on the‘clip. 
member includes a generally U-shaped clamping section 
236 disposed substantially perpendicular to the clip 
member 232 and sized to be contained within the upper_ 
aperture 226 and to extend inwardly into the interior 
of the upper barrel portion 220. The exposed surface: 
238 of the clip member 232 disposed above the lower 
edge 240 of the upper aperture 226 may he provided with 
a retaining ?ange 242 to limit displacement thereof rel 
ative to the surface of the upper barrel portion 230. 
Also included in the rocking clip assembly is an in 

ternally disposed dependent springlike actuating member 
244 sized so that the dependent end 246 thereof covers 
the lower aperture 228. The upper end of the actuating 
member 244 is provided with a U-shaped mounting sec 
tion 248 sized to be secured, as by a press ?t, inter 
mediate the extending arms of the U-shaped clamping 
section 236 of the clip member 232, as illustrated in 
Figure 9. In order to facilitate assembly and to prevent 
undesired separation thereof the abutting surfaces of the 
clamping section 236 and mounting section 248 are pref-, 
erahly provided with matching beads and bead receiving 
recesses, as indicated at 250 in Figure 9. , 
Mounted on the upper end of the writing point as 

sembly 208 and longitudinally displaceable in conjunc-A 
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time therewith is a cam means assembly, generally, dens: 
riat'ed ‘2752, The cam“ means‘ assembly includes a cam 
eans 254 preferably in the form of a button. or sleeve 

member supported at'ra predetermined location relative to 
the lower aperture, when the writing’ point 210 is re 
tracted, by a U-shaped strap member 2576. As best 
shown in Figure 8, thestrap member 256 is supported by 
the upper end of the cartridge member 208 and in turn 
supports the sleeve member 25.4 diametrically opposed 
engagement with the undersurface thereof, asv at 258; 
The cam sleeve member 254 is provided with a horizon 
tally disposed- retaining surface 260 surrounding the 
axially disposed cartridge containing bore, thereof and a 
surrounding downwardly inclined- s?rfasa 216.2‘ of a P6 
ripheral extent suf?cient to resultv in a‘ slidable engage 
ment with’ the ‘walls of the upper barrel‘ portion 220. 

' When the writing point 210. is disposed in retracted 
position the component elements are positioned as illus 
trated in Figure ‘5.2’ As there set forth, the dependent 
end of the actuating member 244 is disposed in covering 
relation against thelower aperture 228; and in’ abutting 
limitingv relation with the dependent portion ofthe in 
clined cam surface’ 262. Such disposition of the actuat 
ing member 244 results in disposition of the clip mem 
her 232 in its exposed position remote from the surface 
of the upper barrel portion 230. 

With the parts so. positioned, a manually effected in 
ward displacement of the bead portion of the clipmem 
her 232 toitsconcealed position results in said bead 234 
entering the aperture. 228‘ and displacing the lower end‘ 
246 of the actuating member 244 inwardly towards the 
center of the upper barrel portion 220. Because of the 
pivotal mounting of the rocking clip assembly as de 
scribed above, the surface 238 disposed on the upper end 
of the clip member 232 is simultaneously advanced to its 
exposed or extended position. Thelinward displacement 
ofthe lower end 246_ of the actuating member 244,results, 
from its engagement with the slopping surface 262 on 
the cam means,‘ sleeve 254, in a downward displacement 
of the sleeve 254 and a concomitant downward displace 
ment of the writing point assembly 208v towardsits ex 
posed or extended position. Such downward displace 
ment of the writing point assembly 208 and cam sleeve 
254 will continue until the dependent end 24.6‘of'the ac 
tuating member 244 engageslthe horizontally retaining 
surface 260. When so displaced, further downward dis: 

, placement will not take ‘place and_the wiring, point assem 
bly Zlldywill be maintained .in itsextended ‘position; 
When’ the writing, point is disposed in its extended 

position, the: component elements will be positionally as 
illustratednin Figure/6, 

Theraction' of the biasingv spring 2'il2‘against such down 
ward displacement results in‘a, compressive engagement 
between said horizontally disposed‘ surface 260 and the 
dependent end 246 ofythe actuating member 244 which 
serves to maintain the clip member 232 in its concealed 
position whereinthe bead 234. is disposed, entirely or in 
part, within the aperture 228; Such dispositionof the 
beadmember 232, whenthe writing point assembly 208 
is in its advanced position,‘ effectively precludes utiliza 
tion of thecarrying clip 232: for‘ carrying purposes. 

Retraction of the writing point assembly 208; from 
its extended position, as illustrated,‘ in Figure 6, is readily 
effected. by a manual inward displacement of theportion 
of the rocking clip assembly disposed’ above the‘ pivotal 
mounting thereof. Such inward displacement, as by 
manual pressure applied to the surface238, results in 
a rotative, displacement of the‘roclsing clip assembly about 
its pivotal mounting with "the, resulting, disengagement of 
the dependent end 246 .of the actuating‘ member 244 from 
thehorizontally disposed retaining surface 269; The dis 
engagementrof the actuating spring, member asdescribjed 
above permits the biasing spring/212 to upwardly dis 
place the writinglpointtassembly 298 ‘and the cam, sleeve 
2§fi__inountedlthereon._ .Tlreupward displacement of; the 
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sleeve 254 results in an outward displacement of 

the dependent end 246‘ of the actuating member 244' to 
the position illustrated‘ in Figure 5 with a concomitant 
displacement of the carrying clip 232 from its concealed 
to, its exposed position remote from the surface of the 
upper barrel portion 220. When. so disposed in its ex~ 
posed position, the carrying clip member 232 is available 
for carrying purposes. 
Havingthus described my invention, I claim: 
1. In‘ a writing instrument having a lower barrel por 

tion, a writing point assembly longitudinally displace 
able therein intermediate an extended and a retracted 
position and spring means normally biasing said writing 
point assembly in retracted position, mechanism for effect 
ing extenson of, said writing point‘ assembly comprising! an 
upper barrel portion having an aperture therein anddi‘s 
posed‘ in aligned abutting engagement with said lower 
barrel‘ portion, writing point assembly displacing means 
mountedjonr said writing point, assembly longitudinally, 
displaceable in conjunction therewith and" disposed ad 
jacent said aperture in saidupper barrel‘ portion,,a. rock~ 
ing clip assembly, means pivotally mounting said rockw 
ing clip assembly intermediate its extremities on said 
upper barrel portion at a location remote from said 
aperture to permit rotative displacement thereof, said 
rocking clip assembly including an externally. disposed 
clip member having an elongate lower portion disposed 
beneath said'pivotal mounting means and provided'with 
an inwardly directed head on the dependent‘ end' thereof 
manually rotatably displaceable from anexposed'position 
externally adjacent the surface of said‘ upper barrel‘por 
tion to a concealed position wherein at least: a portion 
of said bead is disposed within said' aperture and, in 
inwardly protruding‘ relation within, said, upper barrel 
portion and an upper portion disposed‘above said" pivotal 
mounting means rotatably displaceable, from aretracted 
position adjacent the surface of said‘ upper barrel por 
tion to an exposed position remote therefromin response 
to displacement of said bead on said lower portion 
from its exposed position to its concealed position, and 
an internally disposed dependent actuating vmember hav 
ing its upper end operatively secured to said, clip mem 
ber adjacent said pivotal mounting means and remote 
from said aperture and its dependent end disposed in 
overlying relationship with said aperture and in operative 
engagement with said writing point assembly displacing 
means, the dependent end of said actuating‘member be 
ing displaceably engageable by said head on said‘ lower 
portion of said clip member and having said dependent 
end displaceable substantially transverse to the longitu 
dinal axis of said upper barrel portion in, response to 
pressure thereon effected by engagement by said bead 
during displacement of the head from its, exposed posi 
tion to its’ concealed position for displacing‘ said writing 
point assembly displacing means longtudinally of said 
upper barrel portion to advance said writing point assem 
bly to its extended position against the biasing action 
of said spring means. 

2. In a writing instrument having’ a lower barrel‘ por 
tion and a writing point assembly'longitudinally dis 
placeable therein intermediate an extended anda re 
tracted position, mechanism for effecting extension, and 
retraction of said writing’ point assemblyv comprising 
spring means disposed in said lower barrel portion for 
normally biasing said writing point assembly in retracted 
position relative thereto, an upper barrel portion having 
an aperture therein and disposed'in aligned‘abutting en 
gagement with said lower barrel portion, writing‘ point 
assembly displacing means mounted on saidgjwriting; point 
assembly longitudinally displaceable in conjunction'there 
with and disposed adjacent said aperture in saidjupper 
barrel ‘portion, a rockingclip assembly,- means pivotally 
mounting said rocking clip assembly intermediate its~ex 
tremities on said upper barrel portion at a'location remote 
from said aperture to permit rotativedisplacement’there: 
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of, said rocking clip assembly including an externally 
disposed clip member having an elongate lower portion 
disposed beneath said pivotal mounting means and pro 
vided with an inwardly directed bead on the dependent 
end thereof manually rotatably displaceable from an ex 
posed position externally adjacent the surface of said up 
per barrel portion to a concealed position wherein at least 
a portion of said head is disposed within said aperture 
and in inwardly protruding relation within said upper 
barrel portion and an upper portion disposed above said 
pivotal mounting means rotatably displaceable from a 
retracted position adjacent the surface of ‘said upper bar 
rel portion to an exposed position remote therefrom in 
response to displacement of said bead on said lower 
portion from its exposed position to its concealed posi 
tion, and an internally disposed dependent actuating mem 
ber having its upper end operatively secured to said clip 
member adjacent said pivotal mounting means and re 
mote from said aperture and its dependent end disposed 
in overlying relationship with said aperture and in op 
erative engagement with said writing point assembly dis 
placing means, the dependent end of said actuating mem 
ber being displaceably engageable by said head on said 
lower portion of said clip member and having said de 
pendent end displaceable substantially transverse to the 
longitudinal axis of said upper barrel portion in response 
to pressure thereon effected by engagement by said bead 
during displacement of the bead from its exposed position 
to its concealed position for displacing said writing point 
assembly displacing means longitudinally of said upper 
barrel portion to advance said writing point assembly to 
its extended position, and retaining means included on 
said writing point assembly displacing means engageable 
by the dependent end of said actuating member when 
said writing point assembly is in its extended position for 
maintaining said writing point assembly in its extended 
position against the biasing action of said spring means. 

3. The mechanism as set forth in claim 2 wherein rota 
tive displacement of the upper portion of said clip mem 
ber from its exposed to its retracted position effects a 
pivotal displacement of said actuating member and dis 
engagement of the dependent end thereof from said re 
taining means to permit return of said writing point 
assembly and writing point assembly displacing means 
mounted thereon, by said biasing spring means, to its 
retracted position and concomitant displacement of said 
bead on the lower portion of said clip member to its ex 
posed position externally adjacent the surface of said 
upper barrel portion. 

4. In a writing instrument having a lower barrel por 
tion, a writing point assembly longitudinally displaceable 
therein intermediate an extended and a retracted position 
and spring means normally biasing said writing point 
assembly in retracted position, mechanism for effecting 
extension of said writing point assembly comprising an 
upper barrel portion having upper and lower aligned 
spaced apertures therein and disposed in aligned abut 
ting engagement with said lower barrel portion, writing 
point assembly displacing means mounted on said writing 
point assembly longitudinally displaceable in conjunction 
therewith and disposed adjacent said lower aperture in 
said upper barrel portion, a rocking clip assembly, means 
pivotally mounting said rocking clip assembly intermedi 
ate its extremities in said upper aperture to permit rota 
tive displacement thereof, said rocking clip assembly in 
cluding an externally disposed carrying clip member hav 
ing an elongate lower portion disposed beneath said 
pivotal mounting means with a bead on its dependent end 
manually rotatably displaceable from an exposed posi 
tion externally adjacent the surface of said upper barrel 
portion to a concealed position wherein at least a portion 
of said bead is disposed within said lower aperture and 
in inwardly protruding relation within said upper barrel 
portion and an upper portion disposed above said pivotal 

v mounting means rotatably manually displaceable from a 

retracted position adjacent the surface of said upper barrel 
portion to an exposed position remote therefrom in re 
sponse to' displacement of ,said head on saidtlower por 
tion from its exposed to ‘its concealed position,‘ and an 
internally disposed actuating member having its upper 
end operatively secured to said clip member adjacent said 
pivotal mounting means and remote from said lower aper 
ture and its dependent end disposed in overlying rela 
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gagement with said writing point assembly displacing 
means, the dependent end of said actuating member being 
displaceably engageable by said bead and ‘having said 
dependent end displaceable inwardly of said upper barrel 
portion in response to pressure thereon effected by en 
gagement by said head during displacement of said bead 
from its exposed to its concealed position for displacing 
said writing point assembly displacing means longitudi 
nally of said upper barrel portion to advance said writing 
point assembly to its extended position against the biasing 
action of said spring means. 

5. The mechanism as set forth in claim 4 including 
retaining means on said writing point assembly displacing 
means engageable by the dependent end of said actuat 
ing member when said writing point assembly displacing 
means is in its extended position and said actuating mem 
ber is in its displaced position in response to disposition 
of said head in its concealed position for maintaining said 
writing point assembly in its extended position against 
the biasing action of said spring means. 

6. The mechanism as set forth in claim 5 wherein rota 
tive displacement of the upper portion of said clip mem~ 
ber from its exposed to its retracted position effects a 
pivotal displacement of said actuating member and dis 
engagement'of the dependent end thereof from said re 
taining means to permit return of said writing point 
assembly and displacing means mounted thereon, by said 
biasing spring means, to its retracted position and con 
comitant displacement of said bead on said lower portion 
of said clip member to its exposed position externally 
adjacent the surface of said upper barrel portion. 

7. The mechanism as set forth in claim 4 wherein said 
writing point assembly displacing means includes a sleeve 
like member engageable by the dependent end of said 
actuating member and suspended from the upper end of 
said writing point assembly. 

8. In a writing instrument having a lower barrel por 
tion, a writing point assembly longitudinally displaceable 
therein intermediate an extended and a retracted position 
and spring mean-s normally biasing said writing point 
assembly in retracted position, mechanism for effecting 
extension of said writing point assembly comprising an 
upper barrel portion having an aperture therein and 
disposed in aligned abutting engagement with said lower 
barrel portion, said aperture having a bead receiving 
portion included therein, writing point assembly dis 
placing means mounted on said writing point assembly 
longitudinally displaceable in conjunction therewith and 
disposed adjacent said head receiving portion of said 
aperture in said upper barrel portion, a rocking clip assem 
bly, means pivotally mounting said rocking clip assembly 
intermediate its extremities on said upper barrel portion 
at a location remote from said bead receiving portion of 
said aperture to permit rotative displacement thereof, said 
rocking clip assembly including an externally disposed 
clip member having an elongate lower portion disposed 
beneath said pivotal mounting means and provided with 
an inwardly directed bead on the dependent end thereof 
manually rotatably displaceable from an exposed position 
externally adjacent the surface of said upper barrel por 
tion to a concealed position wherein at least a portion 
of said bead is disposed within said head receiving por 
tion of said aperture and in inwardly protruding relation 
within said upper barrel portion and an upper portion 
disposed above said pivotal mounting means rotatably 
displaceable from a retracted position adjacent the surface 
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ofn‘said upper ‘barrel portion toan exposed position remote 
therefrom in response] to displacement ofrsaid" beaCL on 
said‘ lower portion from its exposed‘ po'sitionst'o its con.‘ 
cealed‘position, and‘ an internally di'spo'sedi dependent 
actuating member having‘ its upper end operativelyt se 
cured to said clip member adjacent‘saidv pivotal,v mounting 
means and remote from said'bead'receivingportion of 
said aperture and its dependent‘ end disposed‘ in overlying‘ 
relationship with said bead receiving‘portion of saiddaper 
ture and in operative engagement with said Writingpoint 
assembly displacing means, the dependent end' of" said 
actuating member being displaceably engageable by said 
bead on said lower portion of‘said‘ clip member and have 
ing said? depndent end displaceable substantiallyv trans 
verse' to the longitudinal axis f.v said upper-‘barrel portion‘ 15 1,086,929‘ 
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intresponse to pressure thereon effected by engagement by 
said‘ bead during, displacement of. the bead from its‘ exl 
pose'd‘position to‘ its concealed‘ position for’ displacing" said 
writing point assembly'displacing means longitudinally‘ of 
said“ upper barrel portion to" advance: said writing point 
assembly to its extended position against‘ the biasing 
action of said spring means. 
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