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This invention relates to a balloon holder and more 
particularly to a simple device for holding an in?ate 
balloon body upright on the end of a reed. ‘ 

-It has been the practice to tie the stem of an in?ated 
balloon to a reed in such a manner that the balloon 
body projects to the side of the reed. This position 
of the balloon detracts from the appearance of the 
balloon assembly and'does not give the effect of a balloon 
in?ated with helium or the like. Also, when advertising 
is printed on the balloon before it is in?ated, the adver 
tising is di?icult to read after the balloon has been in?ated 
and: attached to the reed, since the printing is not in the 
horizontal plane. 
The present invention provides a balloon holder which 

is'slid over the reed, ‘after the balloon has been tied 
to the reed in the usual manner, and which is positioned 
to engage the body of the balloon around its point of 
attachment to the balloon stem.‘ Thus, the holder retains 
the balloon in upright position to give it an attractive 
appearance and permit easy reading of any advertising 
printed on the balloon body. Also,.in' assembled‘ posi 
tion, the holder covers the tied portion of the balloon 
stem at the end ‘of the reed and eliminates the unsightly 
appearance of the tied balloon stem. j, __The balloon holder 
comprises a substantially cylindrical body which is ?ared 
outwardly. at the end which ‘engagesithe balloon body 
and which is ?ared inwardly'atithe‘v opposite end to snugly 
engage a tied portion of the balloon stem. The main 
portion of the body of the balloon holder surrounds 
the stem attached to the end of the reed and provides 
a cover therefor. 

It is therefore an object of the present invention to 
provide a balloon holder attachable to a reed after the 
balloon has been tied thereon and serving to support the 
body of the balloon in upright position. 
Another object of the present invention is to provide 

a balloon holder comprised of a substantially cylindrical 
member having one end ?ared outward to engage the 
in?ated balloon body and one end ?ared inward to engage 
the stem at a location where it is tied on to the reed. 
These and other objects of the invention not speci?cally 

set forth above will become readily apparent from the 
accompanying description and drawings in which: 

Figure 1 is a side elevational view of the balloon 
holder of the present invention in position to support 
a balloon upright on a reed. 

Figure 2 is an enlarged vertical section along line 
2—2 of Figure 1 illustrating the manner in which the 
outwardly ?ared end of the balloon holder engages the 
balloon body. 

Figures 3, 4 and 5 illustrate progressive steps in tying 
the balloon stem to the reed in the usual manner. 

Figure 6 illustrates the manner in which the balloon 
holder is moved along the reed to enclose the tied por 
tion of the stem and engage the balloon body. 

Referring to Figures 1 and 2, the balloon holder 7 
comprises a substantially cylindrical body section 8 
having an outwardly ?ared end 9 terminating in a rolled 
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edge 10. The other end 11 of the ‘body is ?ared inwardly 
and contains an opening 12 having a diameter slightly 
larger than the diameter of reed 13. The body section 
8 increases slightly in diameter from end 11 to end 9 
and is larger in diameter than opening 12. 

Figures 3, 4 and 5 illustrate the usual manner in which 
a balloon stem 14 is attached to the reed 13. The balloon 
body 15 is ?rst in?ated and the stem 14 is then placed 
across the reed 13 by the index ?nger, as illustrated in 
Figure 3. Thereafter, the balloon body is wrapped once 
around the reed 13 toward ‘the end of the reed, as illus 
trated in Figure 4. The end 16 of the stem is then 
moved upwardly to place bead 17 over the end of the 
reed, as illustrated in Figure 5, so that the vballoon stem 
is now secured to the reed. With the balloon tied in 
this usual manner, the balloon body 15 extends to. one 
side of reed 13 and does not provide an attractive 
assembly. 

In order to attach the balloon holder 7 and hold 
balloon body 15 upright, the reed 13 is moved throughv 
the opening of the balloon holder and the holder is slid 
along the reed in the manner illustrated in'Figure v6. 
Prior to sliding the holder over the tied stem, the balloon 
is moved to an upright position along the stem to place 
the end 18 of the stem,vwhic_h connects'with the balloon 
body, along the reed. Thus, the portion of the stem 
at the end of the reed assumes a substantially cylindrical 
form, since the end 16 is on one side of the reed and‘ 
the end 18 is on the opposite side of the reed and sur-V 
rounded by the bead 17. 
With the stem tied and held in‘ the position of Figure 6, 

the balloon holder 7 is slid over the stem until edge 10 
projects beyond the end of the reed and engagesv the 
balloon body 15. A portion 19 of the initial wrap‘of 
Figure 4 will be forced through the opening 12 of the 
balloon holder. and the enlarged remaining portion of the 
tied stem will be contained in the body section 8 of the, 

v Because of the manner in which the end ' 
16 folds around the stem end 18 to form a substantially ' 
balloon holder. 

uniform thickness at the end of the reed, there will be 
. no tendency for the holder to cock at the end of the 
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'stem and they holder will" maintain the tied condition‘ 
of the stem. 
The circularv edge 10 will engage the balloon body 

15 adjacent its point of attachment to the stem and 
will hold the balloon body upright in the manner illus 
trated in Figure 1. The ?ared end 9 also serves as a 
guide for stem end 18 but such guide is not essential. 
Since the inwardly ?ared section 11 will engage a portion 
of the stem, there will be no tendency of the holder 
to slip downwardly on the stem. 
By the present invention, a balloon holder device is 

provided which is easily attachable after the stem of 
the balloon has been tied to the reed in the usual manner. 
The holder supports the balloon body in upright position 
at the end of the stem to give it the appearance of being 
in?ated with lighter than air substances, such as helium. 
Because the balloon body is held upright, printed matter 
on the balloon body can be easily read and observed and 
if the balloon body takes the shape of a particular object 
or animal, this shape will be properly displayed. While 
the balloon holder is shown as having various ?ared 
sections, it is understood that a uniform cylindrical body 
of proper diameter could be used to engage the tied 
stem of the balloon and to project along the reed to en 
gage the body of the balloon around the stem. As illus 
trated in Figures 3 through 6, the present invention also 
provides a method of tying a balloon to a reed by secur 
ing the balloon stem to an end of the reed and slipping 
a holder member over the tied stem and into engage 
ment with the body of the balloon to hold the balloon 
upright. The balloon stem can be tied to the reed in 
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various ways without departing from. the basic method. 
disclosed herein. Various other modi?cations are con 
templated by those skilled in the art without departing 
from, the spirit and scope-of the invention as hereinafter. 
de?ned by the appended-claims. 

_ What is claimed is: 
1. A balloon holder adapted for mounting on a reed 

to which a balloon stem is tied, comprising a cylindrical 
member having a central opening which receives the tied 
stem, said cylindrical member having an outwardly ?ared 
end positioned beyond the end of the reed to engage 
the body of the balloon beyond its point of attachment 
to 'the stern, said opening at the other end of said cylin 
drical member being of such size as to slide over and 
grip a portion of the balloon stem tied to the reed, said 
?ared end serving to retain said balloon body in upright 
position on the end of said reed. 

2. ‘In a device as de?ned in claim 1 wherein said open~ 
ing at said ?ared end loosely receives said tied stein, ‘said 
?ared portion serving as a guide for the portion of the 
stem adjacent the balloon body. 

3. A_ method of securing a balloon to a reed compris 
ing the steps of wrapping the balloon stem around the 
reed, placing the bead of the stem over the end of the 
reed, moving the balloon body into position over the 
end of the reed‘, and sliding a hollow holder over the 
balloon stem on the reed into end engagement with the 
balloon body to hold the balloon body upright on the 
end of the reed and into gripping engagement with at 
least a portion of the stem on the reed to maintain the 
holder in said end engagement. 

4. A method of securing a balloon to a reed com 
prising the steps of tying the balloon stem on one end 
of; the reed so that the balloon extends to one side of 
the reed, moving the body of the balloon into position 
over the'one end of the reed, and sliding a hollow bolder 
member over the stem from the other end of the reed and 
into snug engagement with the tied stem and into end 
abutment with the balloon body. 

5. A balloon holder for a balloon having a balloon 
body and a stem tied to a support over a portion of 
one end of the support, comprising a body member, an 
opening extending through the interior of said body 
member, said one end of said support being positioned 
within said opening and said tied stem extending from, 
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the body of said balloon completely through said opening, 
one end of said body member being located in engage 
ment with the balloon body at a location adjacent its 
connection with said stem to hold the balloon body 
upright and the opposite end of said body member being 
positioned around said tied stem in snug engagement 
therewith. 

6. A balloon holder for a balloon having a balloon 
body and a stem tied to a support over a portion of one 
end of the support by wrapping the stem around said 
support and placing the end of the stern over said one 
end of the support, comprising a body member having 
two end portions, an internal opening in said body mem 
ber terminating in an end opening in each of said end 
portions, the other end of said support being inserted 
through one of said end openings to position said body 
member on said support so that one end portion of said 
body member extends beyond said one end of said sup 
port to engage the balloon body adjacent said stern and 
hold the balloon body upright, said other end opening 
being in snug engagement with said tied ballloon stern 
in order to retain said body member in position. 

7. In combination, a balloon having a balloon body 
and a stem, a reed for supporting the balloon, said stem i 
being tied to said reed over a portion of one end of 
the reed, a body member having a central opening ter 
minating in ?rst and second end openings, said body 
member being positioned at said one end of said reed by 
inserting the other end of the reed through said ?rst 
end opening, said ?rst end opening and said central 
opening being of such size as to loosely receive said tied 
balloon, stem, said second end opening being of such size ' 
and being positioned to snugly receive the end of the 
tied stern farthest from said one end of said reed, the 
portion of said body member surrounding said ?rst end 
opening being located to engage the balloon body around 
a closed path adjacent the stern in order to hold said 
balloon body upright. 
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