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This invention relates to bedding devices, and more 
particularly to a device for extending the length of a 
mattress to make it ‘conform with the length of the bed 
on which it is placed. 
A main object of the invention is to provide a novel 

and improved mattress extension device which is simple 
in construction, which is easy to install on a mattress, and 
which is neat in appearance. 
A further object of the invention is to provide an im 

proved mattress extension device which is inexpensive to 
fabricate, which is durable in construction, and which 
may be readily pulled over the end of a mattress to be 
lengthened, so that the over-all length will conform more 
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closely to the length of the bed on which the mattress is . 
placed, whereby the mattress coverings and other articles 
employed to make up the bed will more nearly conform 
with the length of‘ the bed and whereby the bed will pre 
sent a neater appearance when made up and when cov 
ered by a bed spread, as well as providing additional 
mattress length. 

Further objects and advantages of the invention will 
become apparent from the following description andl 
claims, and from the accompanying drawings, wherein: 

Figure 1 is a perspective view of a bed on which is 
placed a mattress provided with an improved mattress 
extension according to the present invention, for length 
ening the mattress to make it conform with the length of 
the bed. 

Figure 2 is an enlarged vertical cross sectional view 
taken on the line 2—2 of Figure 1. 

Figure 3 is a perspective view of the mattress extension 
employed in Figures 1 and 2, shown prior to its use with 
a mattress. 

Referring to the drawings, 11 generally designates a 
bed of conventional construction provided with a mattress 
12. In many cases, the mattresses, as manufactured, are 
slightly shorter than the beds 11 with which they are to 
be employed, whereby an unsightly gap is left at the end 
of the mattress, between the mattress end and the adja 
cent end of the supporting portion 13 of the bed 11. For 
example, as shown in Figure 2, the mattress 12 may be 
substantially shorter than the subjacent supporting frame 
13 of the bed, whereby a gap of as much as six inches 
and ordinarily at least two or three inches in width re 
sults. This makes it difficult to make up the bed neatly. 
In accordance with the present invention, an extension 
device 14 is employed, said extension device comprising 
an elastic sleeve member or receptacle 15 which may be 
made of any suitable resilient ?exible material, such as 
woven elastic fabric material, the receptacle 15 being 
dimensioned so that it ?ts over the mattress 12 and grip 
pingly engages same. Thus, the elastic receptacle 15 may 
be fabricated so that it has substantially the same trans 
verse cross sectional area as the mattress 12 when it is in 
its stretched condition, whereby it may receive the mat 
tress 12 and will thereafter grip the mattress to cause it 
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to closely engage the surface of the mattress in the man 
ner illustrated in Figures 1 and 2. Preferably the recep 
tacle 15 is provided with a hem portion 16 which is re 
inforced and which contains an elastic band, or the like, 
to provide an increased gripping action at said hem por 
tion. > 

Disposed in the closed end of the receptacle 15 is a 
body of sponge rubber 17, or of any other suitable ?exible 
yieldable resilient material, similar to that employed in - ' 
the mattress, the member 17 corresponding in length to 
the width of the mattress and being of uniform thickness. 
Thus, as is clearly shown in Figure 2, the cushioning 
member 17 is of the same thickness as the mattress and 
is uniform in width, having a length, which as above 
stated, is the same as the width of the mattress. The 
member 17 thus de?nes a longitudinal extension of the 
mattress 12, and when disposed in abutment with the end 
of the mattress acts to extend the e?ective length thereof. 
When the extension member 14 is to be used, its open 

portion is spread and is engaged around the end of the 
mattress. the receptacle being then pulled over the mat 
tress until the resilient body 17 is in abutment with the 
end of the mattress. The elastic sleeve-like receptacle is 
then pulled upon the mattress so that it presents a smooth 
surface, as shown in Figures 1 and 2, whereby the mattress 
may be covered in the usual manner and the bed may be 
made up. ' 

As above stated, the cushioning member 17 may be 
made of any suitable resilient deformable material, such 
as sponge rubber, or the like. The receptacle 15 may be 
similarly made of any suitable elastic flexible material, 
such as rubberized fabric, or elastic,_ woven material. 
The receptacle is preferably of substantial length, for 
example, approximately two feet in length, and the 
cushioning member 17 may have a width of from three to 
six inches, depending upon the degree of extension de 
sired for the mattress with which it is to be used. 
While a speci?c embodiment of an improved mattress 

extension device has been disclosed in the foregoing de 
scription, it will be understood that various modi?cations 
within the spirit of the invention may occur to those 
skilled in the art. ‘Therefore, it is intended that no lim 
itations be placed on the invention except as de?ned by 
the scope of the appended claims. 
What is claimed is: 
1. A mattress extension comprising an elastic sleeve 

like receptacle engageable on an end portion of a mattress, 
a body of sponge rubber disposed in and ?lling the inner 
end portion of said receptacle and adapted to abut against 
the end of said mattress when the receptacle receives the 
end portion of the mattress, a hem portion on the recep 
tacle, and elastic gripping means in said hem portion. 

2. In combination with a mattress, an extension mem 
ber comprising an elastic receptacle of Woven ?exible, 
material closely ?tting around an end portion of the mat 
tress, a body of sponge rubber in the inner end portion 
of the receptacle, said body being substantially similar in 
transverse cross section to the mattress and abutting 
against the end of the mattress, a hem portion on the re 
ceptacle and extending around its rim, and an elastic band 
in said hem portion adapted to provide gripping force at 
said hem portion. ' 
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