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This invention relates to glazed structural members 
for buildings, and more particularly to an improved orna 
mental pane for glazing such members. . ' 

In conventional fenestruction panes of glass are glazed 
into appropriate frames suchj'as window frames, door 
frames and the like. The panes are usually clear and 
transparent, but in some cases may be. tinted, colored, 
translucent, frosted, and. in‘rare cases even- opaque. In 
an eifort to attractively ornament window areas of homes, 
colored glassware and the like have been disposed inside 
such window areas, but this necessitates elaborate shelv 
ing or hanging‘arrangements to support the same. 
The primary object of the present invention is to gen 

erally .improve the glazing of windows, doors and the 
like, with a view to ornamenting the same. A more 
particular object is to provide one or more receptacles 
or vase-like elements directly on or'forming 'a part of 
the panes. For convenience the product may be referred 
to as a “receptacle-pane.” These may be made of colored 
transparent or translucent material, or a clear ‘material 
may be used but the receptacle later ?lled with ‘colored 
liquid, thus making the color changeable at will. 
receptacle is preferably sealed to the pane entirely around 
its periphery in order to minimize‘ danger of spillage‘and 
evaporation, but one or more small holes may be pro~ 
vided near the top to receive the stems of ?owers or like 
additional decorative material. 
To accomplish the foregoing general objects, and other 

more speci?c objects which will hereinafter appear, my 
invention resides in the receptacle and pane elements, and 
their relation one to another and to the glazed structural 
member receiving the same, as are hereinafter more par 
ticularly described in the following speci?cation. The 
speci?cation is accompanied by a drawing, in which: 

Fig. 1 is a front elevation of a Window having a re 
ceptacle-pane at the center to ornament the same: 

Fig. 2 is a fragmentary elevation of a part of the 
window localized at the receptacle-pane, with the flowers 
removed; 

Fig. 3 is a transverse section taken approximately in 
the plane of the line 3-3 of Fig. 1; 

Fig. 4 is an elevation, drawn to reduced scale, of a 
receptacle-pane of modi?ed shape; 

Fig. 5 is a transverse section somewhat like Fig. 3, 
but showing how the receptacle may be used with liquid 
alone; 

Fig. 6 is a transverse section similar to Fig. 3, but 
showing a modi?cation; and’ 

Fig. 7 is a front elevation showing 
plied to the panes of a door. 

Referring to the drawing, and more particularly to 
Figs. 2 and 3, I there show a receptacle-pane 12 which 
is glazed in a part of a window frame 14. The glazing 
may be done by means of glazer’s points, not shown, and 
putty indicated at 16. ‘ Any conventional method of glaz 
ing may be employed. The receptacle-pane 12 comprises 
a pane of appropriate glazing material having secured to 
one face thereof a concave-convex or blister-like re 
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ceptacle 18. This has a peripheral ?ange 20, and in 
Fig. 3 it will be seen that in the present and most typical 
case, the ?ange 20 is plane and is secured to a ?at pane 
12. The junction may be by means of an adhesive or 
cement, or in appropriate cases by means of a solvent 
or welding, but in any case the joint is preferably a sealed 
or liquid-tight joint, so that the receptacle 18 is adapted 
to hold a liquid indicated at 22. 
The top part of the receptacle preferably has one or 

more holes 24 therein, and these are made small enough 
on the one hand to discourage sloshing and evaporation 
of liquid, but on the other hand are large enough to 
freely receive the stems of ?owers or like decorative ma 
terial. In Fig. 3 a ?ower 26 is shown with its stem 28 
inserted through hole 24. Holes that are not being used 
may if desired be stoppered, as indicated at 30, and 
ornamental stoppers are preferably provided for this 
purpose. 

Reverting to Fig. 1, it \m'll be seen that the pane 12 
is here used at the center of a window 32, the surround 
ing panes being conventional. However, it will be under 
stood that more than one receptacle-pane may be em 
ployed in a window, and indeed every pane of the window 
may, if desired, be made a receptacle-pane. 

This is illustrated in Fig. 7 in which a door 34, hinged 
in a stationary door frame 36, is glazed throughout with 
receptacle-panes 38. 

It will be understood that the con?guration of the re 
ceptacle may be varied. The receptacle may be circular, 
or it may be slightly elliptical, as shown in Figs. 1 and 
2, or it may be made elliptical with a much greater 
eccentricity, not shown.v Moreover, the receptacle may 
be egg-shaped or tapered toward the bottom as shown 
by the receptacle 40 on pane 42 in Fig. 4. Such con 
?guration may be preferred when it is known that the re 
ceptacle is to be used primarily as a vase or ?ower holder. 
However, the addition of ?owers is not essential, and 

reliance may be had on the color of the receptacle, or 
the color of the liquid contained therein, the effect being 
enhanced, of course, by the daylight illumination from 
outside through the window. Thus in Fig. 5 the re 
ceptacle 44 on pane 46 has a single opening which is 
stoppered by an ornamental stopper 48, and in this case 
a desired decorative effect is obtained by use of a suitable 
colored liquid 50 in the receptacle. 

In most cases the receptacle will be located on the in 
side of the pane. However, if desired for some special 
purpose, the receptacle may be located on the outside 
of the pane, and this is indicated by the broken line show 
ing at ‘52 in Fig. 3. It is also possible to provide matched 
receptacles on both the inside and the outside of the 
pane, the situation then being as though receptacles ‘18 
and 52 were employed simultaneously. In such case 
the receptacles need not be identical, and, for example, 
the inside receptacle may have holes to receive ?owers, 
while the outside receptacle may be made imperforate 
or may have only a single hole and a stopper for the 
admission or removal of a liquid. 
As so far‘described the blister-like receptacle has been 

localized in area to the receptacle itself, except for a 
peripheral ?ange. This is not essential, however, and 
in Fig. 6 I show a modi?ed form of the invention in 
which the receptacle '60 is a convexed part of a supple 
mental pane 62 which is co-extensive in area with the 
main pane 64. The panes 62 and 64 are secured to 
gether, and the edges of both are together glazed in the 
window or door frame 66 receiving the same. However, 
the glazing alone preferably is not relied on as the liquid 
seal, and instead the panes 62 and 64 are secured to one 
another as described for Fig. 3, and act as a single unit, 
even before being glazed into the frame. As before the 
receptacle 60 may be provided with holes 68 and orna 
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mental stoppers for the same (not shown in Fig. 6), 
the holes being used, when desired, for ?owers or 
equivalent decoration. 

In a typical case the pane is made of glass, while the 
receptacle is molded out of a suitable plastics material. 
However, it will be understood that the pane may be 
made of a plastics material instead of glass, and, con 
versely, that the receptacle may be made of glass in 
stead of a plastics material. I prefer to employ ma 
terials which are either transparent or translucent, and 
such materials are referred to later as being “at least 
translucent.” That expression, when it is used, is in 
tended to exclude opaque materials, but it will be under 
stood that in certain special cases either the pane or the 
receptacle, or both, may be made opaque. The materials 
may be clear, or tinted, or colored, and they may be either 
transparent or translucent, and they may be smooth or 
frosted. Commercial examples of usable transparent 
plastics are “Plexiglas” and “Lucite.” 

It is believed that the construction and method of use 
of my invention, as Well as the advantages thereof, will 
be apparent from the foregoing detailed description. It 
will also be apparent that while I have shown and de 
scribed the invcntion in several preferred forms, changes 
may be made in the structures shown, without departing 
from the scope of the invention, as sought to be de?ned 
in the foliowing claims. 

I claim: 
1. A receptacle-pane intended to be glazed in a door 

or window or lilac, said receptacle-pane comprising a 
?at pane of appropriate glazing material which is at 
least translucent, said pane having secured to one face 
thereof a concavo-convex or blister-like receptacle made 
of a material which is at least translucent, the attach 
ment of the receptacle to,the pane extending entirely 
around the periphery of the receptacle and being sealed 
or liquid-tight so that the receptacle is adapted to hold 
a liquid, the top part of said receptacle having one or 
more holes therein dimensioned to freely receive the 
stems of ?owers or like ornaments. 

2. A receptacle-pane as de?ned in claim 1, in which 
the holes of said receptacle are provided with ornamental 
stoppers removably received therein. 
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3. A receptacle-pane as de?ned in claim 1, in which 

the rim of the receptacle has a peripheral ?ange which 
is plane and which is cemented to the pane. 

4. A receptacle-pane as de?ned in claim 1, in which 
the receptacle is a convexed part of a relatively thin 
supplemental pane which is coextensive in area with the 
main pane, said panes being secured together, and the 
edges of both being adapted to be glazed together in the 
window or door frame receiving the same. 

5. A receptacle-pane intended to be glazed in a door 
or window or the like, said receptacle-pane comprising 
a ?at glass pane which is at least translucent, said pane 
having secured to one face thereof a concavo-convex or 
blister-like receptacle made of a plastics material which 
is at least translucent, the attachment of the receptacle 
to the pane extending entirely around the periphery of 
the receptacle and being sealed or liquid-tight so that the 
receptacle is adapted to hold a liquid, the top part of 
said receptacle having one or more holes therein dimen 
sioned to freely receive the stems of ?owers or like 
ornaments. 

6. A receptacle-pane as de?ned in claim 5, in which 
the holes of said receptacle are provided with ornamental 
stoppers removably received therein. 

7. A receptacle-pane as de?ned in claim 5, in which 
the rim of the receptacle has a peripheral ?ange which 
is plane and which is cemented to the pane. 

8. A receptacle-pane as de?ned in claim 5, in which 
the receptacle is a convexed part of a relatively thin 
supplemental pane which is coextensive in area with the 
main pane, said panes being secured together, and the 
edges of both being adapted to be glazed together in the 
window or door frame receiving the same. 
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