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This invention relates to a demountable clip for at 
Jcaching a plurality of containers together and more par 
ticularly relates to a demountable clip for use in con 
junction with a container having a spout and cap which 
may be readily assembled with the container so as to 
enable the simultaneous handling with the container of 
appendant merchandise. 

Frequently in the displaying, storing and selling of 
goods, it is desirable to arrange for separately packaged 
materials to be handled together as a unit. This is 
advantageous in the sale and use of different materials 
which have been separately packaged, but which have 
been designed -for use in conjunction with one another.` 
In other cases, although the different materials may have 
fairly distinct uses, for purposes of sale or merchandis 
ing, a manufacturer may wish to arrange for several 
of his products to be sold together. In still other cases, 
it is sometimes desired that a gift or premium accompany 
the sale of a major item, for such purposes as intro~ 
ducing a new product on the market. 

In the packaging of dilferent goods held in separate 
containers for simultaneous handling, a device must be 
provided for attaching the several containers together. 
In order to be entirely satisfactory, this device should 
be cheap to manufacture, easily assembled, and be able 
to withstand the normal handling to which the goods 
are subjected while they are being readied for sale. In 
addition, particularly with the advent of the modern 
“super market,” the device should be designed 'so that a 
reasonable amount of protection is afforded against pil 
fering, particularly in those cases where a small, easily 
concealed item is being sold together with a larger item. 

It is, therefore, an object of this invention to provide 
a novel device for attaching separately packaged goods 
together for simultaneous handling. 

It is another object of this invention to provide a de 
Vice of the character described for use with containers 
having a spout and cap which may be readily assembled, 
has a reasonable degree of strength, yet which is easily 
and economically manufactured. 
Another object of this invention is to provide a novel 

attaching device for separately packaged goods which 
affords protection against pilfering. 

These and other objects and advantages are attained 
by the present invention, various novel features of which 
will become apparent as the following specification is 
.read in conjunction with the accompanying drawings 
`wherein: 

Fig. 1 is a side ‘sectional view of the detachable clip 
of this invention, showing the clip holding an appendant 
tube and mounted on a can having a spout and cap; and 
tFig. 2 is a perspective view of the clip showing how 

itïmay be assembled with a typical container having a 
spbut and cap. 

Referring to Figs. 1 and 2, a speciiic embodiment of 
the clip of this invention is shown in conjunction with 
a conventional container, ‘such as may be used for the 
storage of iluids and indicated generally at 10. This 
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container has a substantially rectangular body portion 
11 including a peripheral side wall 12, a substantially 
flat upper end 13, and a vertical flange 14 where the 
side wall 12 and the upper end wall 13 are fastened 
in fluid tight relationship. Projecting from the upper 
end wall 13 from an intermediate point thereon is a 
threaded pouring spout 16 communicating with the in 
terior of the body portion 11, the outer periphery of 
the pouring spout 16 being of a diminished size as com 
pared to the outer periphery of the upper end wall 13. 
An enveloping cap 17, detachably secured to the pouring 
spout 16 by means of threaded portion 18, is provided 
to close the pouring spout 16. _ 
As can best be seen in Fig. 2, the detachable clip of 

this invention comprises, in general, an attaching portion 
19 having an opening 21 therein adapted to be placed 
about the pouring spout 16 and rest when assembled on 
upper end wall 13, and a bracket portion 22 for holding 
appendant merchandise. The clip is made from a flexible 
sheet, composed of plastic, metal, or such other material 
as will impart to the clip a limited amount of tiexibility 
and resiliency, yet which resists extreme bending and 
tearing. , 

The attaching portion 19 comprises a deformable, ar 
cuate blade portion 23 positionable against the' upper 
wall 13 when the clip is assembled with the container, 
and a locking means consisting of a pair of curved guides 
24 adapted to fit snugly about the vertical flange 14 
when the clip is in this assembled position. Since the 
arcuate blade portion 23 is ñexible, tightening of the 
cap 17 about the pouring spout forces the arcuate blade 
firmly against the upper wall of the container deforrníng 
the blade portion somewhat and Íixing the clip tightly ' 
in position. The curved guides 24 serve to positively 
lock the clip from any rotational displacement about the 
pouring spout 16 when the clip is assembled with the 
container 10. 

Referring again to Fig. 2, the bracket portion 22 com 
prises, in general, a U-shaped retainer 26 projecting out~ 
ward‘ly from the container 10 when the clip is in an 
assembled position. The retainer 26 includes an upper 
face 27, and a lower face 28 having therein an _open 
ended receiving slot 29.l The free end of upper face 27, 
which is adjacent the container 10 when the clip is as 
sembled with the container, tends to converge toward the 
lower face 28. Slot 29 has its open end facing the con 
tainer when the clip is in this assembled position. 

Referring to Fig. 1, it will be seen that the retainer 
26 is adapted to securely hold auxiliary packages having 
an enlarged end portion together with a constricted por 
tion projecting therefrom. In Fig. 1, this auxiliary 
package is shown as a conventional tube having an en 
larged cap 31 fastened to the constricted throat 32 of 
a tube 33. It should be appreciated that the retainer 
26 may be easily modified so as to hold other types of 
auxiliary packages, such as bottles, cans, and the like. 
When the auxiliary package, such as tube 33, is inserted 
within slot 29, the upper face 27 of the retainer is de 
formed slightly, exerting a downward thrust on tube cap 
31 and assisting in positioning the tube 33. 
From the foregoing, it will be apparent that the de 

tachable clip of this invention is of simple construction 
and may be economically built, yet it alfords a means for 
securely holding two separately packaged articles to 
gether. Since the bracket portion 22 is juxtapositíoned 
to the body portion 11 of the container placing the open 
end of slot 29 adjacent the body portion 10, auxiliary 
packages, such as tube 33 cannot be removed once the 
clip is assembled. For this reason the clip of this in 
vention offers a simple, yet effective guard against pil 
fering of the tube. However, the tube may be readily 
removed once the cap 17 is removed from the pouring 
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spou`t 16 by lifting the clip and the attaching portion 19 
from olf the 'upper 'wall 13 and pouring spout 16. Should 
it be desired to reassemble 'the container and tube for 
storage after use, it is a simple matter to insert theV clip 
over the pouring spout and tighten up the cap 16V. The 
upper face 27‘offthe retainer 26, since it abuts tube cap 
31 and "exerts a »downward thrust thereon, forms a de 
formable 'clamping means and serves to hold the tube 
ñrinl'y in the retainer 256. 

While there are above described only a few embodi 
ments’of this invention, ‘it should be understood that it 
is n_ot intended to be restricted thereto, and it is desired, 
therefore, that only such limitations be imposed on the 
appended claims as are stated therein or required bythe 
prior artl ` 
" 'It is claimed and desired to ’secure by Letters Patent: 

1. In combination (1) a container vhaving a body por 
tion 'co'.m‘prising` ya side Wall an'd'twoV end walls ea'ch inter 
sectingïsaid side wall, a pouring spout attached to one of 
said end'walls having at its juncture a cross sectional area 
less "than that of said end wall and an enveloping cap 
detachably secured to said pouring spout, (2) an auxiliary 
package having a constricted portion adjacent one end of 
said package, and (3) a demountable clip attaching said 
auxiliary package to said container, said clip comprising 
an attaching portion positioned about said spout andre 
tained by said cap and end wall, and a bracket portion ex 
tending outwardly from said body portion, said bracket 
portion having a 'retaining means including a receiving 
slot opened toward said body portion of said container ‘ 
and engaging said constricted portion of said auxiliary 
package and a deformable clamping means abutting said 
one end of- the auxiliary package adjacent its constricted 
portion, this construction of said bracket portion of said 
clip preventing the removal of said auxiliary package 
.from .saidcontainer when so assembled. 

2Q In combination (l) a container having a body por 
tion comprising Va side wall and two end walls each inter 
secting said side wall and a vertical flange at one end of 
said body portion, a pouring spout attached to the'same 
end‘of said body portion as vsaid vertical flange, said spout 
ha'vi‘ng at its juncture a cross sectional area less than the 
container end lto which the Vspout is attached, and an 
enveloping capdeta‘chably securedto said pouring spout, 
(2) an auxiliary package having a constricted portion ad 
jacent one ’end of said package, and (3) a demountable 
clip attaching said auxiliary Apackage to said container, 
said ̀ c'ìlip‘comprising an attaching portion positioned about 
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said spout and retained by said cap and end wall, and a 
bracket portion 'extending outwardly from said body 'por 
tion, said bracket portion having a locking means engaged 
with said vertical flange to restrain said clip from rotation 
about said spout, and a retaining means including a re 
ceiving slot opened toward said body portion of said 
container and engaging 'said constricted portion of said 
auxiliary package“ so‘ as’ to prevent removal of said 
auxiliary package, and a deformable clamping means 
abutting said one end adjacent the constricted portion -of 
said auxiliary package. ’ ' ‘ 

3. In combination (1) a container having a body por 
tion comprising a side wall and two end walls each inter 

‘ secting said sidewall and >a‘vertical 'flange at one end of 
15 
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said body portion, a pouring spout attached to the same 
end of said body portion as said vertical ilange, said 
spout having at its juncture a cross sectional area less 
than the container end to which the spout is attached, 
and an enveloping cap detachably secured to said pouring 
spout, (2) an auxiliary package having a constricted .por 
tion adjacent one end of said package, and (3) a .de 
mountable clip attaching said auxiliary package to said 
container, said clip comprising an attaching portion >in 
cluding a deformable arcuate portion having an .open 
ing therein receiving said spout, said yattaching portion 
being clamped against said end wall by said cap, and a 
bracket portion extending outwardly from said body ̀por 
tion,.said bracket portion having a vlocking means engaged 

` with said ̀ vertical ilange to restrain said clip from rotation 
about said spout, and a retaining means ̀ including a re# 
ceiving slot opened toward Vsaid body portion of said con 
tainer assembled with said auxiliary package about said 
constricted portion, and a deformable clamping means 
abutting said one end adjacent the constricted portion of Y 
said auxiliary package. 
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