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1 Claim. (Cl. 24-2021) 

This invention relates to a button loop fastener for 
holding the ?y ?ap of an overshoe or snowboot in fold 
ed position. 
One of the objects of this invention is to provide an 
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with their ends abutted diametrically opposite the notch 

‘I 21. ; Thescalloped lugs 18 are then formed inwardly and 
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annular eyelet clip for securely anchoring together the ' 
ends of a ?exible cord to form a loop. 
Another object of the invention is to provide a but 

ton loop fastener wherein one end of the loop fastener 
is permanently secured to the ?y ?ap of a boot in such 
a manner that it can swivel relative to its point of anchor 
age, while the opposite end of the loop can be stretched 
and removably secured to a button attached to the body 
of the boot. ' 

Other objects of the invention will appear from the 
following description when taken into consideration with 
the accompanying drawing, wherein, 

Fig. 1 is a perspective view of a boot or ‘overshoe 
having the button loop fastener embodying my invention 
applied thereto. 

Fig. 2 is a cross sectional view of the button loop 
fastener and a fragmentary portion of the boot, the view 
taken along the line 2—2 of Fig. 1. 

Fig. 3 is a front view of the fastener loop, per se. 
Fig. 4 is a back view of the same. 
Fig. 5 is a cross sectional view of the eyelet clip and 

irzttached cord, the view taken along the line 5—5 of 
ig. 4. 
Fig. 6 is a plan view of the eyelet clip vbefore being 

attached to the cord as seen from the back side, and 
Fig. 7 is a side elevational view of the same. 
Referring now to the drawing in which like numerals 

designate like parts throughout the several views, the‘ 
numeral 10 refers to a boot or overshoe which is made 
from a single piece of material and wherein the open 
ing into the boot 10 is reduced in size by a double folded 
?y ?ap 11 that is held against the front face of the boot 
by my button loop fastener 12. ' 
The button loop fastener comprises an annular eyelet 

clip 13 and a looped ?exible cord 14 preferably made of 
elastic material and covered with a stretchable cloth 
sheathing. Speci?cally the eyelet clip 13 consists of a cen 
tral barrel or neck 15, an arcuate or crowned base 16 and 
a circumferential wall 17 terminating in a series of scal 
loped lugs 18, which initially extend beyond the neck 
15. The base 16 of the clip 13 is provided with a se 
ries of upwardly formed prick punches or indentations 
19 that terminate in more or less roughened irregular 
edges 19a, said prick punches or indentations being of a 
size to penetrate deeply into the ?exible cord. 
The ?exible cord 14 is shaped into an eye loop 20 with 

the double cord passing through a lateral notch 21 in the 
walls of the clip 13 and wherein the end sections of said 
cord extend in opposite directions around the neck 15 
and are positioned in the hollow of the crowned base 16 
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downwardly into embracing contact with the cord end 
sections and at the same time jamming such sections 
downwardly against the roughened ends of the prick 
punches 19 to such an extent that the roughened irregu 
lar edges will penetrate the cloth sheathing and imbed into 
the enclosed elastic material and thereby assuring a ?rm 
and non-removable anchorage of the ?exible cord 14 to 
the eyelet clip 13. When ?nished the, scalloped lugs ex 
tend close to the eyelet neck 15 so that the ends of the 
cords are substantially enclosed and neatly concealed. 
The button loop fastener 12 is secured to the outer 

layer of a ?y ?ap 11 by a tack button 22 having the 
usual hub 23 that is passed through the eyelet clip 13 
and secured to said ?y ?ap as by tack 24 in the usual man 
ner. The relative dimensions of the eyelet clip neck 
15 and the button hub 23 are such that the button loop 
fastener can easily swivel about said button hub. 

Another tack button 25 is secured to the outer side 
wall as by a tack 26 similar to the ?rst button 22. The 
eye loop 20 of the elastic cord 14 is adapted to be 
stretched and snapped over the button 25 to hold the 
?y ?ap 11 in a singly folded position against the leg 
of the user. ' - 

It will be noted that the cord ends are anchored with 
in the swiveling eyelet itself as distinguished, for ex 
ample from a laterally extending clamping element._ This 
avoids any metal connection which would be likely to 
be bent in use, as the loop extends directly from the eye 
let itself. Another obvious advantage is the smoothness 
and neatness of appearance. 
The fact that the eyelet clip is swivelly mounted upon 

the button 22 allows the button loop fastener 12 to nor 
mally hang in a pendent position as shown in dotted out 
line in Fig. 1 when the ?y ?ap of the boot is left open rath 
er than to have the loop fastener stick out laterally from 
the ?y ?ap in an unsightly manner. Also there is some 
amount of action of the ?y ?ap 11 relative to the side 
of the boot where the button 25 is attached when the 
boot is being worn, and this swivel action of the loop 
fastener will prevent any relative ?exing action of the 
cord 14 at its point of attachment to the clip, which was 
one of the faults of prior constructions in that the cord 
would be worn or chewed up at its point of connection 
with the anchor clip. 

It is obvious that I have devised a unique eyelet clip 
and ?exible button loop and means of attachment that 
can be applied. cheaply and conveniently to a boot, and 
it is to be noted that the details of construction as shown 
and described are merely exemplary and not to be con 
strued as limiting the invention to the speci?c form here 

, in disclosed. 

I claim: 
A button loop comprising a circular eyelet completely 

devoid of any lateral extensions and having a central neck 
or'barrel portion substantially as high as the circular eye 
let in its ?nish form when attached to the loop, a cir 
cular crown base surrounding the barrel portion, indenta— 
tions formed upwardly from said crown base and ter 
minating in roughened irregular edges, a circumferential 
wall terminating in a series of closely spaced scalloped 
lugs and having a lateral notch therein, and a ?exible 
cord loop of elastic material covered with a sheathing 
of stretchable cloth material, said loop having its end 
portions extend through said notch in opposite directions 

~ around the central neck, said scalloped lugs being crimped 
inwardly and downwardly to a position where they lie 
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substantially in a plane common with the terminal, end 
of said neck and in, which position said lugs cause the 
roughened edges of said indentations in said crown base 
to penetrate through said sheathing with the roughened 
irregular edges embedded into said elastic material. 5 
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