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This invention relates to hose couplings. 
An object of the invention is to provide a hose coupling 

so constructed as to make it more practical, more con 
venient and, therefore, more adaptable for use in coupling 
hose to a water spigot than devices heretofore known. 

Another object is to provide a hose coupling which by 
virtue of its simplicity will be inexpensive to make and 
yet e?icient in use. . 

In hose couplings heretofore known it has been some 
what inconvenient to connect and disconnect the hose 
to the water connection. With the invention herein dis 
closed this is relatively simple because the hose coupling 
is made in two separable parts, one of which is secured, 
more or less permanently to the water spigot and the 
other of which is attached to the hose by the usual thread 
ed connection, the separable parts being secured together 
by a bayonet connection which makes the parts readily 
separable, leaving one member attached to the water spigot 
and the other attached to the hose. - . 

Other objects and advantages will become apparent 
from the description which follows and from the illustra 
tions in the drawings, in which: 

Fig. 1 is a longitudinal sectional view'of one form of 
the hose coupling; ‘ 

Fig. 2 is a side view of the form shown in Fig. 1; 
Fig. 3 is a longitudinal sectional view of a modi?ed 

form of hose coupling; and 
Fig. 4 is a further modi?ed form in which the coupling 

is formed of two members, one member of-which is con 
nected at one end to the hose and connected to a water 
spigot and the other member is connected to the other end 
of the hose and adapted to have a hose nozzle connected 
thereon. 

In the form of the invention as shown in Fig. 1, the 
connector is made of two separable members 9 and 10. 
The member 9 has a conventionally threaded end to 
which a hose may be attached in ‘well known manner. 
The member 10 is adapted to be connected to a water 
spigot. The member 10 has a tubular extension ill in 
which is ?tted a rubber or other suitable resilient or 
?exible tubular member 12. A plug 13 is screwed into 
the end of the ?exible member to effect a seal between 
?exible tube and the inner wall of the extension 11. The 
member 9 has an extending sleeve 15 into which the 
part 11 extends. The tube 11 has a radially extending 
boss .16‘ which is adapted to engage in a bayonet slot 17 
in the sleeve 15. The end of the ?exible tube 12 is beveled 
as shown at 14. Due to this beveled construction a fluid 
seal is effected between the ?exible tube 12 and the inner 
wall of the sleeve 15 due to the pressure of the water on 
the beveled portion on the end‘of the tube. 

In operation the part 10 is screwed upon the threaded 
portion of ‘a water spigot, not shown. The screw threaded 
portion, on the end of the member 9, receives‘ a con 
ventional ?tting on the end of a hose, not shown. The 
parts 9 and 10 are secured together by the bayonet con 
nection 16 ‘and 17. As is apparent the parts may. be 
readily connected and disconnected.‘ When disconnected 
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the part .9 will remain connected. to the‘hose. and the part 
10 will remainconnected to the water spigot. Other 
unitssuchas 1.0:will be secured on other spvigots in'vthe 
yard or lawn so that‘the 1hose may be moved. from place 
to placeand connected to‘ any other ‘spigot which may 
be in the yard. 5 

In the form shown in Fig. 3 a threaded‘ portion-18 is 
secured on the threaded portion of a spigot, not shown. 
The portion 18‘balsam-extended tubular ;:portion 19 and 
this extended-portionhasa radial ‘boss 20. A separable 
portion 21 is provided with a'bay‘onet‘ slot such as that 
in Fig. l invwhich the- boss ‘MI-engages to secure-‘the'isec 
{tions 19 and 20 together. The section21 is provided with 
threads 22 to which a conventional coupling on a hose is 
connected. The section 21 is made separable and the 
adjacent ends are enlarged as at 23 and screw threaded 
together. A resilient ‘gasket 24 is held between the en 
l-arged ends. The gasket is provided with a beveled por 
tion 25 to eifect a ?uid seal between part 19 and the 
inner portion of the part 21. 
As in the case of Fig. 1 the parts 19 and 21 are easily 

connected and disconnected due to the bayonet ‘connec 
tion. 

In the form shown in Fig. 4 separable connectors are 
secured to each end of a hose 26. In this form the thread 
ed portion 27 of the member 28 may be connected to 
a ‘water spigot, not shown. The member 28 carries a 
radial boss 29 which engages in a bayonet slot in the 
adjacent section 36. A tubular insert 31, having an 
enlarged end 32, seats in the end threaded portion 27. 
The tubular insert extends into the end of the hose 26 and 
the end of the hose is beveled at 34 to effect a ?uid seal 
as in the case of the other beveled structures. A con 
ventional sealing washer 33 is positioned in the threaded 
end ‘27. The member 3% is ‘secured on the hose by crimp— 
ing as shown at 36‘. 
The other end of the hose 26 is provided'with a 

separable connector composed of members 37 and 38 
similar to the members 19 and 20. In this connector 
the tubular insert 31 is omitted since the ?tting on the 
nozzle, not shown, is screwed on the outer threads of 
the connector. In this form. also the end of the hose is 
beveled as at 39. 

While several forms of the basic invention have been 
shown and described, these are only illustrative of the 
possibilities of various ‘embodiments of the invention. 
The illustrations, therefore, are not to be construed as 
limiting the possibilities of the forms which the inven 
tion may take, it being understood that the invention is 
limited only by the scope of the appended claims. 
What I claim is: 
l. A hose coupling comprising two tubular members, 

each being integral and of substantially uniform Wall 
thickness throughout and having a relatively long tubular 
extension telescopingly engaging one within the other, 
the outer end of one of the members ‘having formed 
thereon a female threaded portion adapted to engage a 
male threaded portion of a Water spigot, the outer end 
of the other member having a threaded portion adapted 
to receive the female portion of a hose coupling, a- J— 
shaped slot in said extension of the outer member ex 
tending from the inner end thereof and a radially out 
wardly formed boss on the wall of the extension of said 
inner member forming a bayonet connection for re 
leasably holding the extensions in telescoped position, a 
relatively long ?exible sleeve engaging the inner surface 
of said inner tubular extension and secured at one end in 
said inner member between said tubular extension and 
its threaded portion and extending into the outer mem 
ber, , said outer member having a portion with an inner 
diameter‘equal to the inner diameter of said inner tubular 
extension and engaging the extending portion of said 
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sleeve to provide a'?uid seal between the telescoped por 
tions of the tubular extensions. 

2. The invention as claimed in claim 1 wherein a 
tapered threaded hollow plug is in one end of the sleeve 
to secure the end of the sleeve in ?uid contact with iimer 
tubular member. - 

3. The invention as claimed in claim 2 wherein the 

5 

end of ‘the sleeve which extends into the outer tubular _, 
member is beveled outwardly to effect a ?uid seal be 
tween the end of the sleeve and the inside of the ‘outer 10 
‘tubular member. 
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