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> 1- Claim; (01.724473), 3 ' 

This. invention relates to, a slide fastener, and more 
particularly to a device for, actuating a ‘slide fastener. 
The object of the invention is to provide a slide fastener 

actuating device whichyis adapted to be‘usedjby women, 
as when slide fastenersron the backs of- dresses or the like 
are to be actuated or moved. 5 4 > 

. .Another object of the invention is to provide a slide 
fastener actuatorwhich includes a chain having a hook 
member on an end thereof for engagement with the slide 
fastener, there being a body member such as a fanciful 
or ornamental pin on' the other end. of the chain whereby 
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may be worn‘ by a female, and the garment 10 may be 
provided with a slide fastener or zipper 11in the ‘rear 
thereof, Figure l. The present invention is directed to an 
actuating means whereby the slide fastener 11 can be 
moved up and down. Thus, slide fasteners located on 

, the rear portions of garments are usually di?icult to man 
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ipulate but with the present invention the operation of 
said_slide fasteners is greatly facilitated. .The actuator 
of the present invention includes a chain 12 which has 
one end connected to the movable slider of the slide 

' fastener 11. The suitable body member or pin 13, is con 
nected to the other end of the chain 12, and the pin 13. 
may be supported or clamped von a portion of the garment 
10, as shown in Figure 1. ‘ . 1 v ' ~ 

Referring to Figure 2 of the drawings, there is shown a 
modi?cationjwherein a pin 14 is adapted to be used in,‘ 
lieuof the,pi\n,>13.“_ ;In Figure‘ 2 thenumeral 15 designates} 
a different type" of garment such as a blouse or sweater 
and it .will be noted that the chain 12 may be suspended‘ 
or‘arrangedzon the outside of ‘the garment~15 instead vof 

I on the inside of the. garment 10, as shown in Figure 1. 
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when the slide fastener ismto beemoved, the pin can be . 
manually gripped to movethe slide fastener so that the 
slide fastener can vbe moved even when it is located in an 
ordinarily inaccessible location such as on the back of a 
dress or other garment. _ 
Another object of the invention is to provide a slide 

fastener actuatotwhichconsists of. a chain, cable or the 
like, which isconnected to the movable slider of the slide 
fastener, there being a means‘ on the other end of the 
chain or cable which can be readily gripped in the user’s 
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The pin 14 may have a clamp 16 associated therewith, 
Figure 3, whereby the pin 14 canrbe readily fastened to 
a portion of the garment as shown in Figure 2. The 
chain 12 may be connected to the pin 14 through the 
medium of-an eyelet 17. For connecting the chain 12 
to the slide fastener, a hook assembly 18 may be'pro 
vided, and the hook assembly 18 may include a pair of 
?ngers 19 which are mounted on a pivot pin 20, the 
?ngers 19 being mounted for movement towards and 

-_; away from each other.. One of the ?ngers 19 is arranged 

35 
hands so 'as to facilitate up or down movement of the . 
slider. ' 

A further object of theinvention is to provide va'slide 
fastener-_ actuating mechanism which» is ‘extremely simple 
andinexpensive to manufacture. ' ' g ' Other-objects and advantages will be apparent during 

the'course of the following description. I _ g i > ‘ 

"In theaccompanying drawingsj-formin'g a part of this 
application, and in which likenumerals are used to de 
signate like parts throughout ‘theisa'me; 

f Figure 1 is "a front elevational view showing ‘ai'g‘arment 
having the slide fastener actuator of the present invention 
mounted thereon. 

Figure 2 is a view similar to Figure l, but showing a 
modi?ed pin or body member on the actuator. 

Figure 3 is a fragmentary elevational view illustrating 
a further modi?ed type of pin or body member on the 
chain. 

Figure 4 is a view similar to Figure 3, but showing a 
still further modi?cation wherein a spring pressed reel is 
connected to the chain. 

Figure 5 is a view similar to Figures 3 and 4 but showing 
a further modi?cation. . 

Figure 6 is a rear elevational view showing the slide 
fastener actuator of the present invention being used. 

Figure 7 is a plan view of a further modi?ed body 
member or pin. 
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in engagement with an aperture 21 in the ?nger piece 
22, and the ?nger piece 22 is ,pivotally connected to=the 
slider 24 of the slide fastener 11. The, numeral 23-de 
signates the usual meeting portions of the slide fastener, 

Referring to Figure 4 of the drawings, there is shown 
a further modi?cation whereinthe numeral 25 designates 
a spring operated reel which has the ‘chain 12 connected 
thereto. Thus, the reel 25 is of ‘the type which insures 
that the chain 12 can be automatically wound therein. 

. p A ring .26 may be arranged on the other end of the. chain 
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Figure 8 is a rear view lookinglat the pin of Figure 7. V 
Figure 9 is a sectional view taken on the line 9—9 

of Figure 8. . 

Figure 10 is a plan view showing the container for hold 
ing the chain, as for use with the pin of Figures 7, 8 
and 9. 

Figure 11 is a sectional view taken on the line 11-11 
of Figure 10. 

Referring in details vto the drawings, the numeral 10 
designates a garment such as a strapless gown which 
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12 for connection with the hook-members 19. g' , 
Referring to Figure 5 of the drawings, therev is shown 

a still further modi?cation wherein the numeral 27 ,in 
dicates the slide fastener of the type which does not have 

,< , a ?nger piece such as the ?nger piece 22 thereon. In 
Figure 5, the hook members 19 are connected directly 
to the slider 27, while a different type of pin 28 may be 
connected to the other end of the chain 12. 

Referring to Figure 6 of the drawings, there is shown 
the present invention being used for actuating a slide 
fastener and it will be seen that with the present invention 
the slide fastener can be more easily'moved up or down 
even when the slide fastener is located on‘the rear of the 
garment. 

Referring to Figures 7, 8 and 9 of the drawings, there 
is shown a further modi?cation. In Figures 7, 8 and 9 
the body member or pin is indicated generally by the 
numeral 29, and the pin 29 may be of the type that in 
cludes a plurality of holders 30 that receive ornamental 
objects 31 therein, and such objects may be retained in 
the holders 30 through the medium of clips or lugs 32. 
The central rear portion of the pin 29 is .provided with an 
indentation or recess 33, and a container or bag 34 
is adapted to be seated in the recess‘ 33. The bag 34 
may be made of a suitable ?exible transparent material 
such as a suitable plastic, and a portion of the container 
or bag 34 may be open as at 35. The container 
34 is adapted to hold the chain 12 therein, and the 
container 34 is provided with a cutout 36 whereby a 
portion of the chain 12 can extend therethrough. A clamp~ 
ing bar 37 may be pivotally connected to the rear portion 
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(ifitlieipini29 throughthe'medium of a pivot pin 38, and K 
the clamping bar‘ 37 can be ‘used for attaching the pin 29 
to the ladies’ garment and also the clamping bar 37 can 
be used fpr at times retainingthe eontainer 34 in the 
recess-'33.} In'Fig'ures 7,8, and 9,‘ the numeral}? des-v 
ignates a prong which is'_ adapted to coact' withv a clasp; 

4 . 

I present invention can readily’ detached from 
- 'the slide fastener so that item be carried-conveniently as 

5 

40 whereby the‘tpin may be secured to a garment such as ' 
the garment 1-5. ' V ' 

5 Fron'ithe foregoing, it is apparent that there has been 
provided a device or mechanism which will facilitate the 
actuation of slide fastenersfor zippers. In Figure’ 1, 
when the slide fastener 11 is to be actuated, the pin 13 
can be removed from the garment 10- and then manually 
gripped 'whereby the slider of the slide fastener 11 can 
be moved up 'and down with ease. Instead of using 
the pin 1321s" shown in'Figure I1, a pin 14 as shown in 
Figures 2 and: 3 can be used. 1‘The chain 12 may be con 

. nected ‘to the aperture 21 in the slide 22 through the 
medium of" the hook members 19. The hook- mem 
bers 19 can be swung open to the position shown 
in Figure 3 when the device is being removed from 
or attached to the slider. However} by closing the 
hook members 19, for example, as shown in Fig 
ure 4, the chain will remain attached to the slider 
until the hook members are manually moved. The 
spring opera-ted reel 25 can be used if desired for auto~ 
rnatically retracting the chain 12. In Figure 5 there is 
shown a further modi?cation wherein a pin 28 is used.‘ 
Also, as shown in Figure 5 the hook members 19 may be 
connected directly to the slider 27 of the slide fastener. 
In Figure '6 there is illustrated the means of-using the 
present invention whereby the slide fastener located at 
the rear of the garment can be easily moved. In Figures 
'1 through 11 ‘there isfshown a further modi?cation. 
Thus, in these figures a small container 34 of-?exible 
material maybe used to hold the chain 12 and its associ 
ated parts, when the chain is not being used. Thus, by 
positioningv the chain 12 and hook members 18 in the 
container 34, the container 34 can be positioned in the 
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‘ and‘ the chain 12-can be draped over, nie shoulder o 
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for example, in a lady’s purse. When thearticle is being 
used it is highly ornamentalf The present invention can 
be used with strapless gowns as for example, as shown 
in Figure 1. The articles or pins can be readily detached 
from the garments as well as from the slide fastener. 
The attachment can be used pwithcother articles of clothing 
such as boots, girdles, bathing. suitsandthe like. The 
present invention‘can be Worn as apart of a lady’s gar 
ment. Instead of‘ using a chain, anytypevof cable can 
be used, Furthermorqtthe present invention will not ac 
cidentallyfwork loose'from' the-slidefastenerr-"In use, 
the pair of double hooks. 19 may be. connected to the‘ 
opening 21 in the slider 22 and then the hooks are closed 
and the pin, such as the pin 14 can be pulled up to thereby’ 
close the slide fastener. 
then be hooked onto the ‘garment as shown in FiguIQ 2 

else the chain can; be'tueked" into the garment.‘ v . f 
Iclaim: '' ' "Y 

In a device of; the character describedga bodymern-i 
her having a rear portion provided with a central recess, 

,: a ?exible container adapted to ,be seated in said recess; Va 
25 
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recess 3-3 so that the pin 29 can be used as a conventional 40 
.pin. However, by removing the container 34 from the 
recess 33, and removing the chain 12 from the container 
34, the hook members 18 can be attached to the slider 
ofllthe slide fastener as previously described so that the 
slide fastener can be actuated. The various pins or body 
members are adapted to‘be used as manual grips so that 
the sliders can be. moved. Also, these members‘can be 
worn in different‘positions on the garments so that they 
will provide a“ highly ornamental object being Worn on 
the garments. I 
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‘ portion of said container being open‘,,a ‘chain adapted to 
beiselectivelvy positioned in said container, said-container 
having a cutout so that a portion of the chain can extend 
therethrough, a hingedly mounted clamping bar for selec-' 

; tively retaining said‘ container in said‘ recess,_saidyclamp-f 
ing bar being adapted to be used‘ for attaching the body 
member to a‘llady’s garment and‘ also thev clamping bar 
being adapted for at times-retaining- the container 'in‘the 
recess, and clasp means for releasably securing the 'body 

i: member to a garment. 
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