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This invention relates to brackets for supporting 
shelves, and more particularly those which support shelves 
in clothes closets. ‘ ' 

It is among the objects of this invention to provide such 
a bracket that will not only >support la shelf but ‘also a 
horizontal pole from which garments can be hung, and 
that includes a pole-supporting hook in which la hanger 
pole can be locked. 

In accordance with this invention the bracket includes 
a bar, a brace and a hook. The bar »is bent to provide 
it with a long vertical back member having its upper end 
integrally connected by a horizontal shelf-supporting 
member to the upper end of a vertical front member. 
'Ihe back member is provided with fastener openings 
for securing it to a ycloset wall beneath a shelf. Beneath 
the horizontal portion of the bar there is an inclined metal 
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brace that has its lower end secured to the lower part of « 
the back member and its upper end secured -to the back 
of the front member. An arcuate hook is connected to 
the front member and extends forward from it for re 
ceiving and supporting al hanger pole. The lower end 
of the `front member is disposed in `front of the rear in 
side surface of the hook and above Ithe horizontal axial 
plane of the hook so that it will hold in the hook a 
pole having a `diameter that is greater than the shortest 
distance between the front member and the opposite side 
of the hook. In other words, the hook has to be sprung 
farther open temporarily in order to permit the pole to 
be inserted in it. 
The preferred embodiment of the invention is illus 

trated in the -accompanying drawings, in which 
Fig. 1 is a front view of a shelf and hanger pole sup 

ported by brackets; ' 
Fig. 2 is an enlarged side view of one of the brackets 

supporting the shelf and pole; 
Fig. 3 is a further enlarged side view of the front end 

of the bracket; and 
Fig. 4 is a vertical section taken on the line IV-IV 

of Fig. 3. 
Referring to Figs. 1 and 2 of the drawings, a wooden 

shelf 1 and a hanger pole 2 are shown supported in a 
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member 3 -is provided with two or more holes, through 
which fastening members 7 of any suitable kind »can 
be driven into the closet wall 8 behind the bracket in 
order to support it. The horizontal member of the 
bracket likewise can be provided with holes for screws 
9 or the like that will hold the shelf in place on the. 
bracket. 
The other element of the bracket is a metal brace 11 

made of the same material as the bar and likewise pro 
vided with a longitudinal corrugationl 12 for stiffening 
it. The brace is inclined and has its lower end_ bent 
downward and welded or otherwise secured to the front 
of the lower part of back member 3. The front or upper 
end of the brace likewise is bent downward and has ¿a 
short vertical portion 13 rigidly secured to the back of 
front member 4. The upper end of the brace continues 
to extend ‘down below the front member and then is 
curved forward 'and up to form a hook 14 at the «front 
of the bracket. ' 

The hook describes a 180° arc having a radius substan 
tially equal to the radius of the hanger pole 2 that is to 
be inserted in the hook, so that the lower half of the 
pole will fit against the Semi-circular surface of the hook 
as shown in Fig. 2. The horizontal axial plane of the 
hook cuts through the upper ends of the semi-circular 
part of the hook, as shown by the broken straight line P 

The hook also has substantially parallel up 
per portions directly above the axial plane just mentioned, 
the rear straight portion extending from that plane up 
to the lower end 16 of the front member. That lower 
end 16 is located where its front edge will be inter 
sected 4by or slightly above an imaginary circle C con 
centric with the inside of the hook. As will be appar 
ent, the circle has the same circumference as the hanger 
pole 2. Consequently, the shortest distance between the 

_ lower end 16 of front member 4 and the opposite or 
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clothes closet by three of my brackets B. However, they . 
could be supported by one or any number of the brack 
ets, depending upon whether or not the ends of the shelf 
and pole rest on cleats fastened to the walls of the closet 
at the opposite ends of the shelf. Where the shelf and 
pole are supported by cleats, only the center bracket 
would be necessary for preventing the shelf and pole 
from sagging. 
Each bracket is formed most suitably from only two 

separate elements. One of these elements is a metal bar 
provided with two right angle bends to provide it with 
a relatively long vertical back member 3 substantially 
parallel to a much shorter front member 4, the upper 
ends of these two members being integrally connected 
by a horizontal member 5 on which the shelf rests. The 
bar can be stiifened by providing it with a central cor 
rugation 6 extending lengthwise of the bar. The back 
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front side of the hook is a little less than the diameter 
of the pole, so that in order to insert the pole in the 
hook from above, the pole must be forced down into it 
by springing the hook open far enough to` permit the 
pole to enter. This springing is a very small amount and 
the hook will return to it original form as soon as the 
pole is seated in it. The lower end 16 of the 4front mem 
ber will then form a stop surface which holds the pole 
down in the hook and prevents it from being dislodged 
accidentally.  

The stop surface 16 also is useful in mounting the 
brackets in place. The brackets can be mounted on the 
hanger pole, on which they will be retained by the stop 
surfaces, and then the pole can be used as a handle to 
hold all of the brackets against the closet wall at the 
correct level While they are being fastened in place or 
while their positions are marked for later fastening. 

According to the provisions of the patent statutes, I 
have explained the principle of my invention and have 
illustrated and described what I now consider to repre 
sent its best embodiment. However, I desire to have it 
understood that, within the scope of the appended claims, 
the invention may be practiced otherwise than as spe 
cifìcally illustrated and described. 

I claim: 
l. A closet shelf bracket comprising a shelf-supporting 

metal bar bent to form a long vertical back member hav 
ing its upper end integrally connected by a horizontal 
member to the upper end of a short vertical front mem 
ber, the back member being provided with fastener open 
ings for mounting it against a closet wall beneath a shelf, 
an inclined metal brace beneath said horizontal mem 
ber secured at its lower end to the lower part of said 
back member, the upper end of the brace being secured 
to the back of said front member, and an arcuate hook 
connected to said front member and extending forward 
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therefrom for receiving a hanger pole, the hook having a 
lower portion forming half of a circle for receiving and 
supporting a circular pole, the lower end of said front 
member being disposed in front of the rear inside sur 
face of the hook and above the horizontal axial plane of 
the hook, the free end portion of the hook extending 
above said plane and being springable away from said 
front member, and the lower end of said front member 
being located outside of said circle but spaced from said 
free end portion a distance less than the diameter of said 
circle, whereby to hold in the hook a pole having a di 
ameter greater than said distance. 

2. A closet shelf bracket comprising a shelf-support 
ing metal bar bent to form a long vertical back mem 
ber having its upper end integrally connected by a hori 
zontal member to the upper end of a short vertical front 
member, the back member being provided with fastener 
openings for mounting it against a closet wall beneath 
a shelf, an inclined metal brace beneath said horizontal 
member secured at its lower end to the lower part of said 
back member, the upper end of the brace having a short 
downwardly bent portion secured to the back of said 
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front member, and a slightly resilient arcuate hook in 
tegral with the lower end of said short portion of the 
brace and extending forward beneath the lower end of 
said front member for receiving a hanger pole, the hook 
having substantially parallel upper portions connected 
by a curved lower portion forming half of a circle, the 
lower end of said front member of the bar terminating 
at the upper half of said circle and outside of it, the lower 
end of said front member being spaced from the opposite 
free end portion of the hook a distance less than the 
diameter of said circle, whereby to form a downwardly 
facing stop surface to hold in the hook a pole having a 
diameter substantially as great as said circle. 
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