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The present invention relates to toy balloons. 
An object of the invention is the provision of a balloon 

toy of generally improved construction. 
Another object is the provision in a balloon toy of 

improved means for mounting a plurality of balloons. 
Another object is the provision of a toy balloon having 

a plurality of balloons which are readily in?atable or 
de?atable without the necessity of removing said balloons 
from their supporting stem. 
A further object is the provision of a supporting stem 

for a toy balloon which is of simple and economical con 
struction. 
The above and other objects, features and advantages 

of the present invention will be more fully understood 
from the following description considered in connection 
with the accompanying illustrative drawings. 

In the drawings: ' ' ‘ 

Fig. 1 is a perspective view of the toy balloon accord— 
ing to one embodiment of the invention; 

Fig. 2 is a sectional view, on an enlarged scale, taken 
along line 2--2 of Fig. 1; 

Fig. 3 is a sectional view taken along line 3-3 of 
Fig. 2: and 

Fig. 4 is a view similar to Fig. 3 showing a modi?ca 
tion of the toy balloon. ' 

Referring now to the drawings wherein like reference 
characteristics denote corresponding parts, and particu~ ' 
larly to Figures 1, 2 and 3, there is shown an improved . 
balloon toy 10 comprising a supporting stem 12 pro 
vided at the upper end thereof with a plurality of balloons 
14 mounted thereon in accordance with one embodiment 
of the invention. ' 

Supporting stem 12 comprises a hollow or tubular outer 
member 16 which may be formed of cardboard or other 
similar material. A hollow or tubular inner member 18 
having an outer diameter substantially equal to the inner 
diameter of member 16, and which may also be formed 
of cardboard, is adapted to be inserted in the upper 

_ part of member 16. p 

In order to mount the balloons 14 onto said supporting 
stem 12, the parts 20 of said balloons which are dis 
posed at the end opposite the necks 22 thereof are 
inserted into the upper ends of outer member '16 adjacent 
the inner wall thereof. Hollow inner member 18 is 
now inserted in outer member 16 at the upper end there 
of until the upper edges 24'and 26 of ‘members 16 and 
18, respectively, are substantially ?ush. The inner and 
outer members being resilient, they will grip parts 20 
of the balloons and thus releasably secure the respective 
balloons between the tubular members. It will be ap 
parent that a plurality of balloons may be so seeurably 
held between inner and outer tubes 18 and 20, respec 
tively, and as shown, may be equally spaced around the 
circumference of the supporting member. 
When the balloons 14 are so mounted, it will be readily 

apparent that the necks 22 of the balloons are freely 
accessible whereby said balloons can be in?ated or de 
?ated, as desired, without interfering in any manner what 
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soever with the mounting of said balloons on the sup 
porting stem. 

Figure 4 shows another embodiment of the toy balloon 
according to the invention, and comprises a hollow outer 
tubular member 16' similar to outer member 16. The 
balloons 14' are inserted into the upper end of mem 

‘ ber 16’ in the same manner as described in connection 

10 

15 

20 

30 

35 

45 

50 

55 

60 

70 

with Fig. 3, and a solid plug 18’ which may be formed 
of cork or other resilient material and having an outer 
diameter substantially equal to the inner diameter of 
member 16' is inserted into the upper end of member 
16' thereby gripping parts 20' of the balloons and re 
leasably securing the respective balloons between the 
plug 18' and the tubular member 16’. 

It is thus seen that the balloon toy according to the 
invention is extremely simple in construction so as to 
enable a child to readily assemble it with any number 
of balloons securely held between the outer and inner 
members, or disassemble it in order to add or remove 
any number of balloons. In addition to providing a con 
venient means for mounting a plurality of balloons, said 
outer and inner members also de?ne a stick for holding 
said plurality of balloons in the in?ated condition there 
of. It will further be seen that due to the manner in 
which the respective balloons are securely mounted onto 
the stem, they can be in?ated and de?ated without the 
necessity of removing them from the stem. 

While we have shown and described the preferred 
embodiments of our invention, it will be understood that 
various changes may be made in the present invention 
without departing from the underlying idea or princi 
ples of the invention within the scope of the appended 
claims. ' 

Having thus described our invention, what we claim 
and desire to secure by Letters Patent is: 

l. A balloon toy comprising an outer tubular member 
de?ning a supporting stem, an inner member having an 
outside diameter substantially equal to the inside diam 
eter of said outer tubular member, said inner member 
being inserted into said outer member at one end thereof, 
and a plurality of balloons having parts thereof releas 
ably and seeurably held between said inner and outer 
members, said balloon parts being remote from the re 
spective necks thereof whereby said balloons may be 
in?ated or de?ated without removal thereof from said 
supporting stem. - - > 

2. A balloon toy comprising an outer tubular mem 
ber de?ning a supporting stem, an inner member having 
an outside diameter substantially equal to the inside di 
ameter of said outer tubular member, said inner member 
being inserted into said outer member at one end there 
of, and a plurality of balloons having parts thereof re 
leasably and seeurably held between said inner and outer 
members, said inner member being tubular and said 
inner and outer member each being resilient, said balloon 
parts being remote from the respective necks thereof 
whereby said balloons may be in?ated or de?ated with 
out removal thereof from said supporting stem. 

3. A balloon toy comprising an outer tubular mem 
ber’ de?ning a supporting stem, an inner member hav 
ing an outside diameter substantially equal to the inside 
diameter of said outer tubular member, said inner mem 
ber being inserted into said outer member at one end 
thereof, and a plurality of balloons having parts thereof 
releasably and seeurably held between said inner and 
outer members, said inner member comprising a solid 
cylindrical plug and said inner and outer member each 
being resilient, said balloon parts being remote from the 
respective necks thereof whereby said balloons may be 
in?ated or de?ated without removal thereof from said 
supporting stem. 

4. A balloon toy comprising an outer tubular mem 
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de?ning a supporting stem, an inner member having an 
outside diameter substantially equal to the inside diam 
eter of said outer tubular member, said inner member 
being inserted into said outer member at one end thereof, 
and at least ‘one balloon having a part thereof r‘eleas'ably 
and securably held between said inner and outer mem 
bers, said balloon part being remote from the neck 
thereof whereby it may be in?ated or de?ated without 
removal thereof from said releasable securement on said 
stem. 
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