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My invention relates to a shoe shine kit, and more 
particularly, to a shoe shine kit including a hollow 
brush in which a dauber and a receptacle for shoe polish 
are mounted. 
One of the diñiculties in providing a practical shoe 

shine kit is that some manner must be devised to contain 
shoe polish so that it is readily available when needed, 
but will be completely covered and securely retained in the 
receptacle provided therefor so that it does not dry out 
and does not spread to the user’s hands and clothes. 
Moreover, the three essential elements of any shoe shine 
kit, that is, the brush, the shoe polish container or re 
ceptacle, and the dauber for applying the polish to one’s 
shoes, must be integrated into a small, compact unit that 
permits ready access to the dauber and shoe polish when 
needed and provides an acceptable «form of brush for 
application to one’s shoes. 
The principal object of my invention is to provide 

a highly integrated shoe shine kit in which the three 
essential elements thereof are readily accessible and 
usable when desired, and in which a receptacle for shoe 
polish is provided that completely covers the polish and 
that may be securely united with the other elements of 
the kit. 

Another object of the invention is to provide a shoe 
shine kit including a brush that protects or shields the 
user’s fingers when the brush is being used to polish one’s 
shoes. 
A further object of the invention is to provide a simpli 

fied shoe shine kit in which the dauber and shoe shine 
container are stored in a hollow brush until needed. 

Other objects, uses and advantages will «be obvious or 
become apparent from a consideration of the following 
description and the drawing. 

In the drawing: 
Figure 1 is a perspective view of a preferred form of ' 

my new shoe shine kit, showing the dauber and polish 
container elements applied to the hollow brush thereof; 

Figure 2 is a longitudinal cross sectional view of the 
new kit; 

Figure 3 is a cross sectional view along line 3-3 of 
Figure 2; and 

Figure 4 is a view similar to that of Figure 2, but 
on a small scale and with parts broken away and the 
dauber and polish container elements displaced from the 
hollow brush. 

Reference numeral 10 of Figure l generally indicates 
my improved shoe shine kit, which includes, as indicated 
in Figures 2 and 4, a tubular container in the form of a 
hollow Ibrush l14 comprising a tube 16 having a layer 
17 of lamb’s wool or the like secured thereto on one 
side thereof, a dauber 18, and a receptacle or container 
20 for shoe polish 22, the latter two members being 
frictionally received in the tube 16. 
The tube 16 of the illustrated embodiment may be 

formed from any suitable material having the desired 
characteristics and is round in cross sectional configura 
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tion. As indicated in Figure 3, the layer I17 of lamb’s 
wool, which may include tanned hide 24 and ñ‘bers 26, 
is secured by glue or the like about less than 180 degrees 
of the outer surface of tube 16, so that the .uncovered 
portion of tube 16 provides a hand gripping portion 
having a particular signiñcance hereinafter described. 
The dauber 18 comprises a quantity of relatively stiff 

bristles 28 secured within the round recess 3l)> formed in 
the handle 32 of the dauber. The dauber handle 32 is 
formed with an enlarged or capped end 34 knurled as at 
36, which provides a hand gripping portion for ease in 
handling the dauber. The dauber handle 32 includes a 
stepped portion 35, the outer surface of which has a 
diameter substantially equal to the internal diameter of 
tube 16 so that dauber 18 is frictionally retained in tube 
16 when positioned as shown in Figure 2. 
The receptacle 20 comprises a tubular cylinder or casing 

38 formed from any suitable material, one end of which 
is ñxed to the plug element 40 of like material having 
an enlarged or capped end or base 42 knurled as at 43, 
which forms a hand gripping portion for ease in handling 
the receptacle. The-outside diameter of the cylinder 
or casing 38 is substantially equal to the inside diameter 
of the tube 16 so that the receptacle or casing will be 
frictionally retained in the tube when positioned as shown 
in Figure 2. The inside surface of the cylinder 38 is 
screw threaded at the inwardly directed end thereof to 
Screw threadedly receive the cap or closure 44 that in 
cludes the upstanding flange `46 for turning the cap or 
closure 44 with respect to the cylinder 38. 
The capped ends 34 and 42 of the dauber and re 

ceptacle respectively are made similar in size and con 
figuration in the illustrated embodiment, so that the kit 
as a whole presents a symmetrical and pleasing appear 
ance, as indicated in Figure 1. 

In use, the dauber 18 and the receptacle 20 are re 
-moved from the hollow ’brush 14 and Shoe polish applied 
to one’s shoes in the usual manner after removing the cap 
or closure 44 from the cylinder 38 so that access may be 
had to the shoe polish 22. The tube 16 is then grasped 
in one hand with the fingers and thumb abutting the ends 
50 of the layer of lamb’s wool or the like, and ’the 
brush applied to the shoes. It will lbe noted that the ends 
50 of the layer of lamb’s wool of the illustrated embodi 
ment act to shield and protect the fingers and thumb 
from contact with the shoes and the shoe polish being 
applied. After use, the dauber 18 and the receptacle 
2l) are reinserted into the tube 16 to the positions shown 
in Figure 2. The cap or closure 44 seals the polish in 
receptacle 28 from the open air, and thus prevents dry 
ing, and since the screw threaded end of cylinder 38 is 
positioned within the tube 16, the polish 22 is doubly 
protected from drying. The frictional fit or' the dauber 
within the tube 16 is such that the bristles 26 are substan 
tially sealed from the open air, thus insuring that they 
will not become too stiff and hard due to drying of polish 
on them. 

rfhe foregoing description and the drawings are given 
merely to explain and illustrate my invention, and the 
invention is not to be limited thereto, except insofar as 
the appended claim is so limited since those skilled in the 
art who have my disclosure before them will be able to 
make modifications and variations therein without depart 
ing from the scope of the invention. 

I claim: 
A shoe shine kit comprising a cylindrical tube having 

at least one open end, a cylindrical shoe polish receptacle 
member proportioned to be frictionally received within 
said one end of said tube, said receptacle member com 
prising a sleeve-like casing iixed at one end thereof 
to a plug element that closes said one end of said casing, 
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the other end of said casing being formed with an inter 
nally screw threaded portion, a disc-like closure member 
having an externally screw threaded portion adapted to 
be turned into said internally screw threaded portion of 
said casing and including an annular shoulder that abuts 
the terminous of said other end of said casing when said 
closure member is turned into said screw threaded por 
tion of said casing, said closure member being formed 
with an -upstanding ñange projecting externally of said 
casing and serving as a handle for said closure member, 
said plug element being formed with an annular shoulder 
proportioned to abut against said one end of said tube 
when said casing is received within said tube. 
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