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This inven "on relates h’foadly ‘to, the art ‘of velectrodes 
and in its morenspeci?c aspects it relates'to electrodes 
which are especially adapted for application to various 
parts of the human body the makingofvelectrocar 
diogra‘r‘ns and in other 'elec't‘ro-‘medical applications; and 
the nature a‘nct objects‘bf ‘the ihven‘ttoirwill be readily 
recogni'ied undersood'wby those skilled in the arts 
tojwhiéh it relates in the.> ‘lishtbf the lfsllawihg, explaaae 
tion (and :‘detai'l'ed idles'cription of the accompanying draw 
ingfs illustrating what ‘I ‘at present vbelieve ‘to be the 'pre 
ferred embodiments ‘10'; ‘mechanical ‘expressions ‘of?‘iny 

I . ‘ lfr'dr‘n an‘id?g rationsbiker.fsfmsirieagsménts 
combin tiohs constructionefof which thefinventiori 'is 
Capable rvlthiaiheistiirjit and stone thereof. .. , . > ,. a 

v 1' prior ‘electrodes ‘which vare for application 
w, thefSk‘i‘n at the human bad? it has bean'éessaww 
apply a pa te v‘ch ‘is a vgood 'oonductor of electricity 
to the electric conductor ‘in order to ‘assure a ‘good 'elec 
‘iris sotltastb‘étweéajthé swede and the. drvjskin 
It will be ‘obvious that the ‘use at such‘ a paste is objec 
tionablefor ‘a variety ‘of reasons and that any electrode 
at this he‘ ‘which we no rewrote lise'fbf such. wh 
ductin’g ‘pastes would ‘constitute 'aa ‘definite advance ‘in 
thisert- 1 . a. ,, . . ;, t , 

The conventional practice or applying paste ‘either to 
the ‘skin bf thejpati‘ent ‘or tothe ‘electrode ina'sonieirnan 
ner is ‘not only a ‘time consuming, ‘operation requiring 
the "use of aid-amp wash cloth, towel orth'e like but is 
alsola"‘rness‘y” operation to boththe'patient aria‘ the tech 
nician, abate-title whichlis ‘undesirable ‘from every aspect. 
‘ The‘u‘se of vanaustyaes'oreaada "ngi'pastes‘larid'the 
like electric conductors cause corrosion of ‘the rnet'al 
conducting‘ portion of thefelectrodewh “h requiresjthe 
use‘of vsteelwoolen the metal eleetrodeinlordfer to ta'in ity in proper ‘and uniform ‘conductive ‘condition. 
Another factor which emphasiies thefn'eed for an elec 
trode which does not require thefu's'e of the conducting 
pastes of prior'practice’is the cost‘of the pastes, , 
Not only is the use of paste a time consuming'opera 

tion, “messy” ‘andobjectionable- to all concerned and 
expensive but its use not infrequently ‘causes, unpleasant 
reactions in the patient. It‘ is not ‘uncommon-for. rashes 
to appear on ‘the ‘patient’s skin which results: directly 
from 'the application of paste thereto ‘in the ‘application 
of the ‘electrode to the body ‘of ‘the patient. ‘It will now 
be apparent that the use of paste is objectionable for the 
above reasons and ‘for other reasons which are known, 
to skilled 'workers in this ?eld. Thus, ‘for many years 
there has ‘been 1a need for “an "electrode ‘for application 
to the human skin which does not require the use of 
the objectionablepastes and as far as I ar'nfaware no 
one priorto vthis time has developed such 'a'nelectrode 
which'ma‘y be successfully and continuously used for'the 
many medical applications which are in use in present 
medical practice. _‘ 4 ' " ' ' 

It is va fact that the conventional lrne'tal electrode does 
not produce a uniform ‘and "good contact with ‘the skin 
of the human body unless it is iapplied'ti'ghtlythereto, 
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and then it is often uncomfortable to the patient and 
when it is ‘so applied slight, tugs on the cable produce 
arte-facts in their record or the electrocardiogram which 
obviously is highly undesirable from the ‘standpoint of 
accuracy of ‘the recording. v _‘ 

~I have overcome the many objectionable features. which 
are inher‘ent‘in the electrodes which are ‘now being‘ used 
by the medical professions and technicians in electro 
me‘di'cal "application-s. , I have devised an electrode which 
eliminates the, need for using paste of any character 
whatsoever to provide a good andsatisfactor'y electrical 
contact with the human body. The electrode or ‘this 
invention while involving a metal conducting plate ‘also 
involves a pliant ‘body ‘of ‘uniformly ‘absorbent material 
en'cased win a ?exible envelope which has certain 'elec 
trical and physical characteristics which assure a good 
and uniform ‘contact with the skin vof the patient. In 
doing away with ‘the use of paste I merely wet the ‘body 
of ‘absorbent pliant material with water preferably add 
ing a small amount of a wetting agent, and the ‘electrode 
so treated. may be used repeatedly without any ‘further 
wetting or ‘other treatment. There is no substantial cor 
rosion as in former electrodes used with paste, the elec 
trode may be applied lightly to the skin ‘and a uniform 
vand good contact obtained, thereby eliminating any an: 
pleasantness to the patient and the possibility of artefacts 
appearing. in the record due to tugs on the electric ‘cable 
or vother movements to which the elect-rode may be sub 
jected when in use. 
_In_ the ‘development of my greatly improved electrode 

, I have evolved an arrangement for mounting 'it in opera 
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tive posit-ion on many di?i'erent parts of the human body 
without requiring the use of suction cups which are ‘new 
used in many instances for this purpose. Suction, cups 
for this ‘purpose are not desirable for they ‘often cause 
objectionable sensations to the patient being subjected 
to the test, they often cause ecchymosis and blisters, 
they often pull away from operative applied position 
which :delays the taking of the'tracing and suction cups 
are difficult to use and apply on hairy chests of patients, 
and many times require large ‘applications of the afore 
said objectionable pastes. 
The electrode of this invention comprises generally-‘a. 

body of pliant absorbent material encased within ‘a [net-l 
allized ‘cover or envelope which is pervious to moisture, 
is ?exible, ‘washable and an exc’ellehtconductor ‘of elec#-' 
tricity. The envelope of rnetalli‘zed fabric is vin electrical 
contact with a conducting plate so that an electrical ‘path 
is formed over the cloth to the skin of the human body 
to which the electrode is applied in a testing operation. 

-I ‘have found that excellent results are obtained by 
using a metallized cloth which is characterized by av 
structure or ‘a weave which causes the electric current 
to "now ‘fully over the surface thereof as opposed to 
through it as is the case with a copper or the like ‘wire 
functioning as a resistance. It is thought that this cur 
rent path over ‘the electrode is ‘one of the contributing‘ 
factors leading vto the success of this electrode. While 
I aware that link metal-mesh envelopes ‘and the like 
have heretofore been proposed for the operative surface 
of electrodes adapted for application to the skin of vthe 
human body it is believed that the current path in such 
coverings is not the same as it is in the envelope of‘ 
my ‘electrode and that this may account for the apparent 
failure of such proposals and the failure of workers in' 
this field to ‘accept and use such prior art devices. 

'In designing an electrode which may be used many 
times without a wetting treatment after each use I have 
not overlooked the necessity of providing an arrange 
ment and organization whereby the metal conductor, 
plate of the ‘electrode unit may be removed from the 
absorbent body ‘and its casing so that the latter may "be 
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washed and be at all times clean and sanitary. It is not 
enough to merely provide this removable or separable 
characteristic for it is highly desirable that the plate be 
simply and easily removable from and attachable to the 
rest of the unit. I have devised such an electrode and I 
have accomplished this end without requiring any screws, 
clamp or fasteners of any sort whatsoever which must 
be manipulated in order to remove the plate from and 
attach it to the electrode pad. 
In designing this electrode I have not overlooked the 

necessity for providing an electrode which is inexpensive 
and relatively simple to produce and is durable under 
normal use conditions. The electrode of this invention 
is quali?ed under all of these counts and the various 
components thereof are combined and ?xed together in 
a novel and simple manner and one which permits quick 
and easy removal of the conductor plate from the body 
of the electrode so that the latter may be washed if de 
sired. 
With the foregoing general objects, features and results 

in view, as well as certain others which will be apparent 
from the following explanations, the invention consists 
in certain novel features in design, construction, mount 
ing and combination of elements, as will be more fully 
and particularly referred to and speci?ed hereinafter. 

‘Referring to the accompanying drawings: 
Fig: 1 is a view in perspective of the electrode applied 

and in operative position removably attached to a body 
member, such as an arm. 
:Fig. 2 is an exploded view in perspective illustrating 

the conducting plate removed from the body of the elec 
trode. 

Fig. 3 is a view in vertical section through an electrode. 
Fig. 4 is a view in vertical section through an electrode 

without the conducting plate and particularly illustrating 
the metallized cloth envelope following the sewing there 
of about the absorbent material and prior to being in 
verted into the operative ?nal position illustrated in Fig. 
3 of the drawings. 

Fig. 5 is a top plan view of the electrode without the 
conducting plate operatively connected thereto. 

Fig. 6 is a bottom plan view of the electrode with the 
casing in the condition illustrated in Fig. 4. 

Fig. 7 is a view in perspective of another form of elec 
trode embodying all of the principles of the electrode of 
Fig. l but speci?cally designed for application to the 
chest of a human. 

Fig. 8 is an exploded view in perspective illustrating 
the various components of the electrode of Fig. 7. 

Fig. 9 is a view in perspective of the electrode of Fig. 
7 with the conducting plate removed therefrom. 

In the accompanying drawings I have used the numeral 
1 to designate generally the pad component of my elec 
trode unit, the pad as disclosed in Figs. 1 through 4 of 
the drawings being of generally rectangular shape and 
comprising what I shall term a “body element” which is 
formed of a pliant and absorbent material which may 
be sponge rubber. Consideration of the drawings indi 
cates that the body element is preferably of substantial 
thickness so that it may absorb and contain a substan 
tial amount of water and for other reasons which will 
become apparent as this description is proceeded with. 
The absorbent and pliant body element 3 is encased 
within an envelope or casing 5 which is formed of a 
?exible metallized cloth or fabric which is pervious to 
moisture but is relatively closely woven. One example 
from among many of a metallized fabric which I have 
established may be successfully used as a contact or cur 
rent carrying surface in an electrode of the type in which 
I am particularly interested, is one in which the indi 
vidual non-conductive ?bers are coated with metal, pref 
erably silver, then the coated ?bers are highly polished 
before being twisted into thread from which the fabric 
is woven. Thus, the ?bers which are twisted into the 
thread from which the metallized fabric is made con 
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sist of a core which is coated with a conducting medium 
to provide a ?nal" thread formed of a plurality of such 
coated cores. It has been established that metallized 
cloth of this nature is characterized by having less than 
10 ohms resistance per square, regardless of the size of 
the square. It is well known that the resistance of copper 
wire is measured by the cross-sectional area of the wire, 
the resistance being inversely proportional to the cross 
sectional area. In such copper conducting wire the elec 
tric current flows through the mass thereof while the 
current when impressed on the metallized fabric which 
I have successfully used and which I have described 
above ?ows over the surface of the silverized fabric mak 
ing a sound electrical contact with. the body of the pa 
tient and with low resistance. I have successfully used 
fabrics having the aforementioned characteristics which 
are known in the trade as 21/2 oz. rep and .06 oz. rep. 

It is also within my contemplation to use a metallized 
fabric composed of dielectric threads which are coated 
with a conductive material such as silver. 

In Figs. 3 and 4 of the drawings I have illustrated 
one method whereby the envelope or casing of metallized 
fabric may be applied in position encasing the body ele 
ment and providing attaching means for the metal conduc 
tor plate as will hereinafter be made clear. In Fig. 4 I 
have illustrated the ?rst steps of this method which con 
sist of taking a section of metallized fabric dimensional 
ly greater than the dimensions of the body element 3 and 
placing it over one surface of the body element as at 7'. 
The length of fabric is then brought up and around each 
longitudinal edge of the body element as at 8 and brought 
inwardly from each such edge over the opposite surface 
of the body element as at 9 and to the mid transverse 
point thereof wherein each end is folded back on itself 
and extended back toward each longitudinal edge as at 11, 
the meeting folded edges of the fabric being sewed to 
gether as at 13 to provide a central longitudinally ex 
tending seam line. The lengths .11 of fabric are then 
brought down over the longitudinal edges of the body 
element as at 15 and inwardly toward each other over 
the fabric section 7 as at 17 to substantially the center 
thereof and are then turned back on themselves as at 19 
to form outwardly extending ?aps 21. The fabric 
casing is ?xed about the body member in this position 
by sewing the meeting ends thereof ‘at the transverse 
edges of the body element as at 23. It will be under 
stood that this is possible due to the fact that the original 
section of metallized fabric is of greater width than the 
length of the body element. 

Since it is desirable that the ?aps 21 of the casing be 
covered the casing is inverted in the following manner. 
The ?aps 21 and lengths or sections 17 are in effect peeled 
from the position disclosed in Fig. 4 upwardly and about 
the longitudinal sides of the body element into the ?nal 
position illustrated in Fig. 3 of the drawing so that the 
free ?aps 21 are positioned underneath the sections 17 
and are thus out of the way and not in position where 
they might be torn or otherwise damaged in the use of 
the electrode. 

It will be evident that I have provided an electrode 
pad which includes an absorbent and pliable body element 
enclosed within a metallized fabric conducting casing or 
envelope wherein the casing is so formed about the body 
element that a smooth body contacting area is formed 
by the section of fabric 7 on one surface of the pad and 
on the opposite surface thereof a pair of securing ?aps 
are formed by the sections of fabric 17 and 21, these 
securing ?aps being oppositely disposed and spaced apart 
along their opposing longitudinally extending edges to 
form an elongated opening 25 therebetween. It will also 
be recognized that the flaps provide pockets into which 
{the conducting plate is inserted. 
The electrode unit of this invention also includes as 

a component thereof a conductor plate 27 of metal or 
other conductive material. The plate 27 is preferably 
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slightly dimensionally reduced relative to the body ele 
ment 3. Any suitable terminal post 29 is ?xed to the 
conductor plate 27 to project upwardly therefrom. I 
provide an upwardly projecting post 31 which is ?xed to 
the same surface of the plate that the terminal post is 

. ?xed to, the post preferably extending from substantially 
a mid point transversely and longitudinally with respect 
to the plate. The post 31 may have an enlarged conical 
ly shaped head 33 on the outer end thereof. 
The conductor plate component of the electrode is re 

movably combined with the pad by inserting the plate 
through the opening or space 25 between the fabric se 
curing ?aps into operative position as clearly illustrated 
in Fig. 3 of the drawings. When the plate is in this 
operative position it extends between the double folds of 
sections 17 and 21 and the sections 19 and is in contact 
with the various sections of the metallized conducting 
fabric from which the casing is formed. The post or 
pin 31 extends through the unobstructed area 25 between 
the securing ?aps and the electrode is mounted on a 
body member such as an arm 35 by means of a strap 
37' of suitable dielectric material such as rubber, plastic 
or the like. The strap 37 is provided with a series of 
spaced openings 39 therein for removably receiving the 
post 31 therethrough. It will be understood that the post 
may be inserted in a suitable hole depending upon the 
size of the body member to which the electrode is being 
operatively applied. An electrical conductor is attached 
to the terminal post 29 to connect the electrode into the 
circuit. 
The electrode pad of this invention is adapted to be 

wet with water with a minute quantity of a wetting agent 
added, for instance, one drop of a wetting agent to a 
gallon of water, has been found to be satisfactory and 
when so wetted the electrode may be used repeatedly with 
no further treatment necessary. The time saved in elimi 
nating the need for pastes will be apparent and the uni 
form contact with the wet body element conforming to 
the contour of the surface to which it is applied will be 
assured. Since the casing of metallized fabric will be 
come dirty it may be necessary to cleanse it, this is easily 
accomplished merely by slipping the conductor plate 
from its operative position within or under the securing 
?aps and then washing the fabric with soap and water 
while it still envelops the body element. 

In Figs. 7, 8 and 9 of the drawings I have illustrated 
a circular electrode which embodies the same operating 
principles as does that which I have just described, how 
ever I have formed this electrode as a circular unit and 
one which is particularly adapted for application to chest 
areas of the patient. 
The electrode of this form of my invention involves a 

body element 43 of sponge rubber or other suitable pliant 
and absorbent material which is preferably of circular 
fo‘rm providing a disc. I provide two squares 45 and 47 
for covering the top and bottom surfaces of the body 
member. The squares 45 and 47 are preferably formed 
of a metallized fabric material having the general char 
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acteristics set forth above in connection with the material 
used in connection with the electrode disclosed in Fig. 1 
of the drawings. The material of the squares 45 and 47 
may be cut into circular form along the dotted lines 49 
whereupon they are applied permanently to the body ele 
ment by an annular line of stitching 51. I provide se 
curing ?aps for this form of electrode by forming two 
sections 53 and 55 preferably of double thickness metal 
lized cloth and cutting each of them along the dotted 
lines 57, whereupon they are placed on the body ele 
ment over the cover 47 in position thereon with their 
opposing folded edges 59 spaced apart and are then 
stitched to the other fabric sections along the line of 
stitching 51. It will now be recognized that a diametrical 
opening 59 is provided across the top of the pad for re 
ceiving a circular metal conductor plate 61 having an 
upstanding post 63 ?xed thereto, the post having a conical 
enlarged head 65 thereon. The conductor plate may be 
formed with an extending arm 67 from the end of which 
a terminal post 69 projects. 
The conductor plate 61 is operatively positioned on the 

pad by inserting it through the unobstructed area 59 and 
between the ?aps 53 and 55 in electrical contact there 
with. The electrode unit may be applied to the chest in 
any appropriate manner as by a strap in the manner 
described in connection with the electrode illustrated in 
Fig. 1 of the drawings. This circular electrode has all 
of the inherent desirable characteristics and advantageous 
features that the electrode described in connection with 
Fig. 1 of the drawings has. 

I claim: 
1. A pad for use as a component of an electrode 

adapted to make electrical contact with the human body, 
comprising a pliant and absorbent body element, a casing 
enveloping said body element and in contact therewith, 
said casing being formed of a Water pervious ?exible 
metallized fabric, a pair of spaced apart ?aps of metal 
lized fabric extending over said casing and ?xed thereto 
at their ends and adapted to removably receive there 
under a conductor plate. 

2. An electrode adapted to make electrical contact 
with the human body, comprising in combination, a con 
ductor plate and a pliant and absorbent body element, a 
casing enveloping said body element and in contact there 
with, said casing being formed of a water pervious ?exi 
ble metallized fabric and providing a smooth side for 
contact with the human body, and means on the other 
side of the casing and spaced therefrom providing pockets 
for removably receiving said conductor plate therein.‘ 
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