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This invention relates to women’s garments and more 
particularly to a combination foundation garment and 
brassiere. 
Women’s combination garments which include in one 

piece a torso ?tting. foundation garment and. a brassiere 
section‘ present ?tting. problems for the wearer and inven 
tory problems for the seller due to- the various combina 
tions ,o? waist size and breast size of the wearer. That- is, 
in garments of the type which enclose a portion of a 
woman’s torso, the ?t and line ‘of the garment- are of pri 
mary consideration, it being apparent that a proper ?t 
about the waist and torso-of the woman is the main objec 
tive of the foundation garment. When the garment is of 
the type which includes a brassiere, especially of the 
strapless type, the problem of correct ?t is compounded 
since the various‘ combinations of waist size and torso 
line, together with the shape and size of'the bust cups of 
the brassiere, can all‘ differ for each woman‘ being. ?tted. 

Prior to the-present invention a correct ?t of.‘ both the 
foundation section and brassiere section of a single com. 
bination garment could be assured only by custom manu 
facture tailored to the individual wearer. The problems 
of compound‘ ?tting are especially apparent in connection 
with strapless garments of the. type- which extend upward 
from the waist of the wearer and terminate in. a'strapless 
brassiere section. In such garments the" torso» ?tting por 
tion of the garment mustlconfor'm snugly to the waist. and 
torso‘. of the woman, particularly across the side and back 
at the upper end of the garment, since the brassiere sec 
tion‘ must be supported completely by the foundation por 
tionlof the garment without. the bene?t of straps extend 
ing over the‘ shoulders. In such garments it is‘ di?icult 
for the wearer to procure a ready-made garment with 
this‘ required torso ?t and which also includesva brassiere 
section‘ of the‘ correct‘ cupv size‘ and shape. 
In addition to‘ the above discussed‘ ?tting‘ problems for 

the wearer andiinventory'pr'oblems' for the seller of ready 
made garments, the combination garments involve par 
ticular laundering problems since the‘ type and; frequency 
of laundering for the" torso or foundation. section may 
diifer from ‘the brassiere‘ section‘of the gament. That is, 
in- such combination garments laundering‘ of the entire 
garment is- necessary after‘ almost every wearing: Such 
frequent laundering i's-often' not necessary for the‘ torso 
part ofthe- garment andim'ay'in' fact? be'det'rirnental' to'the 
torso-section of the'garrnentt if the section‘ includes elastic 
portions: It‘ is‘ therefore. desirable toibe' able' to" separate 
therbrassiere I section from the“ torso section for individual 
laundering of each: 

Accordingly; it- is: arr-object of the present‘ invention- to 
provide a combination. garment. including;v a torso ?tting 
foundation section, and: a. brassiere section- wherein the 
brassiere section is separable. from the foundation section. 

It. is a primary object of the present inventionrto-pro 
vide a combination foundation’ and brassiere garment 
whereinv the size ofth'e brassiere section can be varied 
without‘ varying the ?t‘ of the torso section of the garment. 

Yet another-‘object of the‘ present invention is to pro 
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2 
vide a combination foundation and brassiere garment 
wherein the brassiere section of the garment ‘is inter 
changeable and removable such that various cup ‘sizes can 
be ?tted to’ the torso ?tting foundation portion of the gar 
ment to allow separate ?tting’ and purchase of the founda 
tion by waist size and the brassiere section. by bust size. 

It is a still- further object of the present invention to 
provide a combination foundation garment‘ and‘ brassiere 
wherein the breast cups of the brassiere section of the 
garment can be varied in size without varying the size of 
the torso ?tting: portion of the garment. V 
A further object of the present- invention- is to provide 

a combination foundation garment and brassiere wherein 
the means for a?‘iXing-removable breast cups'to the gar 
ment also serve as a stiffening and support means for the 
breast cups of the brassiere. 

Yet another object of the present invention- is to pro 
vide an improved combination garment which is inexpen 
sive of manufacture and which may be adaptedlto both‘ the 
torso size and‘ bust size of’ the wearer without alteration 
of the torso section or brassiere section, which are inde 
pendent. ' ' 

Yet another object of the present invention is to pro 
vide a combinationv garment of the type described in 
which the breast cups are removable from the garment 
and breast cups‘ of a different type and size are readily 
attachable to the garment. . 

The present. invention comprises a combination" foun 
dation garment having a torso section and a' brassiere sec 
tion which comprises a torso section having eut-out‘por 
tions at the upper front marginal edge of the torso ?tting 
foundation section. The cut-out portions correspond in 
con?guration to the lower inner edge of a breast cup of 
the brassiere section. A plurality- of concentrically ar 
ranged‘ fastening means extend. inwardly from theedge 
of’ the cut-out portions. Breast cups ‘are provided with 
fastening. means along‘: the lower peripheral edge of. the 
cup; which fastening means are mateabletwith one of the 
concentric series of'fa‘steners, dependent upon the size of 
the" cup which isv used. I > . 

The novel features which are believed to be. character 
istic of the present invention both as to its’ organization 
and method of operation, together with- further objects 
and advantages thereof, which will. be‘ better understood 
from the following'descript'ion considered in connection 
with the accompanyin'g'drawing in‘ which a presently pre 
ferred1 embodiment and an alternative embodiment of the 
invention are illustrated by way of example. It‘ is to be 
expressly understood, however, that the drawing is for the 
purpose of illustrationand description‘ only and is not 
intended as a de?nition of the limits of the invention. 

In the drawings: _ . 

Figure 1 is a view infp‘erspective of a presently pre 
ferred embodiment of the present inventionv as worn by 
the‘ wearer thereof; ’ ' 

Figure 2' is‘ a view in elevation showing abreast cup of 
the present invention ai?xed to the torso ?tting founda 
tion‘ section of'the' present invention; 

Figure 3: is a front view in elevation corresponding to 
FigureZ; ' 

Figure 4' is a front‘ view of the‘ presently preferredifas 
tening‘ means in- accordance‘ with‘ the‘ present invention’; 

Figure 5 is a'partial2 view'inidetailksh‘owing the-mating 
edges'of thetorso ?ttingfou'ndation portion-of thep‘rese‘nt 
inventioni and the breast» cup thereof; ' 

Figure 6 is aiview’insection cor-responding to‘Figure 5 
and taken along-line? 6-6v ofe‘Figure’ 5; and? 

Figure 7‘ is a view corresponding'to Figure 61 showing 
an. alternative embodiment of the present invention; and 

Figure 8 is a partialvview showing the brassiere cups 
connected together to furnish lateral support. ‘ ‘I I 

Referring now particularly to Figure 1 there is shown 
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a presently preferred embodiment of the present inven 
tion as embodied in the type of foundation garment 
commonly known as a “Merry Widow” in which the 
garment extends upwardlyyfrom below thewaist of the 
wearer and terminates above the bust line of the wearer, 
and which provides a strapless brassiere.‘ The garment 
includes, in general, a torso ?tting foundation section A 
and ?rst and second breast cups B. The torso ?tting sec 
tion of the ‘garment is of the conventional construction, 
with the exception of the brassiere section. That is, in 
the type of garment shown, which extends from below 
the waist of the wearer, the torso ?tting section A is 
formed such that it ?ts snugly at the waist of the wearer 
and around the back, extending upwardly along thefront, 
back and sides of the wearer to a position at the side 
just below the arms of the wearer. Such a garment is 
most generally purchased in accordance with the waist 
size and hip size of the wearer since it is essential that 
the torso ?tting portion of the garment snugly engage the 
wearer’s body at the hip line, waistline and upward there 
of to impart a smooth ?owing line to the upper torso of 
the wearer. . ‘ 

In the illustrative embodiment shown, the garment is 
of the front fastening type with a zipper 30 extending 
the full length of the garment substantially up the front 
center line of the garment. To provide a constantly 
snug ?t of the torso ?tting portion A of the garment, 
conventional means such as elastic side panels 12 may be 
employed in order that the garment may vary in size to 
accommodate breathing and normal movement of the 
wearer. ‘ 

Referring now particularly to Figures 1, 2 and 3, the 
brassiere sectionrin accordance with the present invention 
is removably attached to the torso ?tting foundation sec 
tion A of the garment. First and second individual 
breast cups B are provided in combination with the gar~ 
ment and are attachable thereto. The breast cups are 
substantially similar in shape and are sized in the con 
ventional manner as A, B, C and D cups. For purposes 
of illustration, a torso ?tting foundation portion A which 
will accommodate cup sizes A, B and C is shown, al 
though it will be apparent from the following that the 
torso ?tting foundation section A can also be’ formed to 
accommodate awider range of sizes, for example, A 
through D cup size. For most purposes a single torso 
?tting foundation portion which will accommodate cup 
sizes A through C will be su?icient, and accordingly is 
chosen as the illustrative embodiment. 
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Referring to Figures 1, 2 and 3, each of the ?rst and A 
second 'breast cups B is similarly for-med, and the main 
body portion 14 thereof may be formed in accordance 
with any of the well-known methods of stitching or form 
ing to provide decorative ‘or supporting construction for 
the breast cup. In addition, breast cups having reinforc 
ing material such as sponge rubber throughout the lower 
portion thereof, or wire reinforcement extending verti 
cally along the center line thereof may be used. In the 
present invention, however, the ‘breast cup ‘is formed 
with a hem-like pocket extending throughout the lower 
peripheral edge (15 thereof. That is, as shown particu 
larly in Figures 5 and 6, the breast cup is formed with 
the material forming the cup folded upon itself along 
the inner peripheral edge extending from the upper edge 
‘16 at one side of the cup downward and around to the 
upper edge'16’ at the opposite side of the cup. A con~ 
tinuous stitch is then sewn through the folded-over‘ por 
tion of the material inwardly'of the fold line 21 and 
continuously from the ?rst upper edge '16 to the second 
upper 'edge 16', whereby therstitching 20 being inward 
of_the fold‘ line 21 of the material forms, a hem-like 
pocket '26 extending about the lower peripheral inner 
edge 21,0f the breast cup. Thedistance by which the 
stitching 20 is spaced inwardly from the fold line 21 is 
dependent upon the size or diameter of the fastener 25 
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to be used as described hereinafter. Thus, the stitch 
ing formed through the double thickness of the folded 
material inwardly of the fold line 21 provides a pocket 
of small inside con?guration which extends along the 
length of the lower peripheral edge 21 of the breast cup 
B from a point at the upper edge of the cup to the 
opposed upper edge thereof.’ As discussed hereinbefore 
with the exception of the pocket -26 which is formed 
therein, the remaining construction of the breast cup 
may take any of a variety of forms, and may be plain, 
padded or reinforced. -. r I _ 

With particular reference to Figures 2, 3, and 5, the 
torso ?tting section A of the garment is formed as de 
scribed hereinbefore. However, cut-out portions 27 are 
provided extending downward from the upper front mar 
ginal edge 17 of the torso ?tting portion A of the gar 
ment. That is, at both sides of the center line de?ned 
in this embodiment by the zipper 30 a cut-out portion is 
made from the upper edge 17', and extends toward the 
arm or side panel to the outer upper edge 17. The cut 
out portion follows a line 28 of the torso section Akin 
such a manner that the edge formed along the line 2§\'\__ 
conforms in con?guration to the outer edge or fold line 
21 of the breast cups B. That is, as shown particularly 
in Figures 1 and 3, the brassiere section of the garment 
comprises two similar sections at the upper end of the 
garment extending outwardly from the center fastening 
line 30 along the front panel to the side panel 12 at the 
side line 29 of the garment. The brassiere section is 
thus de?ned by ?rst and second cut-out portions extend 
ing downwardly from the upper edge of the garment 
whereby an upwardly extending tongue or apex 31 is 
formed between the breast supporting portions of the 
brassiere section with a downwardly extending, approxi 
mately semi-circular cut-out portion 27 extend-ing from 
each side of the apex downward from the upper edge of 
the torso ?tting portion A to the side point 17 adjacent 
the wearer’s arm. 
The con?guration of the upper peripheral edge of the 

brassiere section 28 conforms with the line of edge 21 
of each breast cup B. Along the peripheral edge 28 of 
the torso ?tting section there is provided a concentric 
series of stitching 34, 35 and 36 through a folded width 
of material 37 extending inwardly from the peripheral 
edge 28. Thus, the material of the torso ?tting section 
adjacent the brassiere section cut-out portions is folded 
inwardly upon itself and stitched through by a concentric 
or parallel series of stitching lines 34, 35 and 36 spaced 
substantially equally inward from the fold line 28, as 
shown particularly in Figure 6, to form a plurality of 
hem-like pockets 40, 41 and 42. The rows of stitching 
34, 35 and 36 extend parallel to the peripheral edge 28 
throughout the length of the cut-out portion, that is from 
the upper edge of the torso ?tting section downward 
parallel to the edge 28 of the cut-out portion and upward 
to the opposed point of the edge. The parallel lines of 
stitching 34, 35 and 36 thus form parallel hem-like 
pockets 40, 41 and 42 at spaced distances from the edge 
28. The distance by which the spaced rows of stitch 
ing are spaced from the edge 28 ‘is determined by the 
edge line 21 of breast cups of different sizes. That is, the 
row of stitching 36 is spaced inward from the edge line 
28 by a distance such that the edge line 21 of an A cup 
would be juxtaposed to the fold line 28 when the A cup 
was ‘inserted into the cut-out portion of the torso ?tting 
section. The second row of stitching 35 is spaced’ in~ 
wardly from the, ?rst ‘row of stitching 36 so that the 
fold line or edge 21 of a breast cup of B-size would be 
juxtaposed to the stitched line 36. Similarly, the third 
row of stitching 34 is spaced inwardly of the second row 
of stitching 35 such that the. outer edge 21 of a C-size 
bust cup would mate with the stitch line 35. Thus, the 
three hem-like pockets 40, 41 and 42 would mate with 
bust cups of-C-size, B-size and A-size respectively when 
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the cup was positioned in the cutiout portion of the 
garment. V _ 

Referring now particularly to Figures 3, 4, 5. and 6, the 
presently preferred means for a?ixing each bust cup to 
the torso ?tting portion of the garment is. shown in 
Figure 4. The fastening means comprises a semi=rigid 
length of material such as wire, which has been folded 
upon itself and then bent to a curvature. corresponding to 
the curvature of the edge 28 of the cut-out portion of the 
garment and the edge 21 of the bust cup, which edges 
are mateable. The a?ixing means 25 is thus separable at 
the ?rst end 45 and joined at the opposed end 46. 

Accordingly, it may be seen that a bust cup of A-size 
is positioned within the cut-out portion of the garment, 
the hem-like pocket 26 of the bust cup is adjacent to the 
?rst hem-like pocket 42 of the torso ?tting portion of the 
.garment de?ned between the edge ‘28 and the ?rst row of 
stitching 36. If the bust cup is placed into this position 
it may be joined to the torso ?tting portion of the gar 
ment by inserting separated ends 45a and 45b of the 
fastening means 25 into the pockets and threading the 
fastening means 46 throughout the length of the pockets 
until the joined end 46 of the fastening means reaches the 
edge of the garment as shown in Figures 2 and 3. The 
separated ends 45a and 45b of the fastening means 25 are 
preferably beaded or folded upon themselves to provide 
a retaining means which can hook over the edge of the 
material of the garment after the fastening means has 
been inserted through the cup B and the torso ?tting 
section A to retain the fastening means 25 in position. 

It may be seen that if it is desired to ai?x a B-size 
bust cup, as in the illustrative embodiment, to the com 
bination garment, it is necessary only to insert the fasten 
ing means 25 through the pocket 26 of the cup and the 
second pocket 41 of the torso ?tting portion formed be 
tween the ?rst row 36 and the second row 35 of the 
stitching. Similarly, a C-cup can be af?xed to the torso 
?tting portion of the garment by positioning the C-cup 
in the cut-out portion and inserting the fastening means 
25 through the pockets 26 of the bust cup and the third 
pocket 40 formed between the second row of stitching 35 
and the third row of stitching 34. The fastener can, of 
course, be inserted in either direction although in the 
?gures the closed end 46 of the fastener is shown at the 
outer edge 16—17. As shown in Figure 8, additional 
lateral support of the brassiere can be obtained if neces 
sary by a?ixing a connecting means such as a hook and 
eye connection 53 between the cups at the apex 31. 
Similarly, a connecting means can be fastened between 
the fastener 25 to connect them laterally after they are 
‘inserted in position as described above. 

In ?tting a combination garment to the individual 
wearer the pockets 42 or 41 corresponding to a cup size 
smaller than that of the wearer can be folded inward into 
the bust cup or can be removed by the seller. That is, 
if it is determined that the torso ?tting portion A of the 
garment is correct for the wearer and that a C-cup bras 
siere section is necessary, the pair of C-cups are a?ixed 
to the torso ?tting portion A by inserting the fastening 
means 25 through the pocket 26 of the bust cup and the 
third pocket 40 of the torso ?tting portion A. In this‘ 
case the ?rst and second pockets 42 and 41 are not used 
and are super?uous. If desired they may therefore be 
removed from the torso ?tting portion of the garment 
by trimming them outside of the second row of stitching 
35 as shown at a trim-line 48. Similarly, if a B-cup is 
used the ?rst pocket 42 may be removed‘ by cutting the 
garment along the trim-line 49 outward of the ?rst row 
of stitching 36. 

Accordingly it can be seen from the foregoing that 
the combination foundation garment and brassiere can be 
formed in accordance with the present invention by select 
ing a torso ?tting portion A of the proper size and con 
?guration to conform in the required manner to the 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

70 

6 
waist siz'ela'rnd: torso of the wearer; The brassiere section 
is then formed by selecting. the proper cup sizefor the 
wearer and a?ixing the cups-v to the torso ?tting section 
as described herein-above-such-that the combinationfgar 
ment then ?ts the wearer, perfectly in both the torso 
section and the. brassiereisection; lIn addition, the cups 
are. removably ailixed andcan- be removedfrom the gar 
ment for interchangeability or separate laundering. 

Referring now to Figure 7, an alternative embodiment 
of the present invention is shown. The alternative em 
bodiment is in all respects similar to the embodiment 
previously described with the exception that the means 
for fastening the bust cups B to the torso ?tting section 
A di?ers. That is, in the alternative embodiment a row 
of fasteners 54, such as conventional snap fasteners, are 
formed outwardly of and along the lower peripheral edge 
21 of the bust cup. Concentric rows of mating fasteners 
55, 56 and 57 are a?ixed to the torso ?tting section along 
the edge 28 of the garment and are spaced inwardly from 
the edge of the garment by an amount determined to 
conform with bust cups of A-size, B-size and C-size 
respectively. - 

Thus, the bust cups in the alternative embodiment are 
attached to the torso ?tting portion A by selecting the 
proper size of cup and a?ixing it to the appropriate 
mating row of fasteners. Thus, if an A-cup is required, 
it is af?xed to the garment by mating the fasteners 54 
of the bust cup to the ?rst row of fasteners 55 on the 
torso ?tting portion. Similarly, a B-cup is a?lxed by 
fastening the cup to the second row of fasteners 56 and 
a C-cup is af?xed to the third row of fasteners 57. 
Although the present invention has been described with 

an illustrative strapless brassiere section it is to be 
understood that straps can be af?xed to the brassiere sec 
tion. In addition, a foundation section of some length 
has been shown although the invention is applicable to 
any foundation section extending beneath the bust line. 

Thus, the present invention provides a combination 
foundation garment having a torso ?tting foundation por 
tion'and brassiere section wherein the brassiere section 
comprises two bust cups removably af?xed to the torso 
?tting portion. Improved means are provided for a?ixing 
the brassiere section to the foundation section. The pres 
ent invention provides such a garment where bust cups 
of the proper size are ai?xed to a foundation portion 
which has previously been ?tted and is of the proper size, 
thus allowing the brassiere section to be varied without 
varying the ?t of the torso section of the garment. Thus, 
the brassiere cups can be purchased and ?tted independ 
ently of the foundation, which is ?tted according to waist 
size independently of bust size. The bust cups are remov 
able from the torso ?tting foundation portion of the gar 
ment for interchangeability or separate laundering and in 
addition may be interchanged when the bust size of the 
wearer varies without any variation in the torso size or 
con?guration of the wearer. 

1What is claimed is: 
1. A combination foundation garment and brassiere 

comprising: a torso ?tting foundation section adapted to 
?t the wearer extending downwardly from the bust line, 
the upper marginal edge of said section de?ning two 
downwardly extending laterally spaced apart cut-out por 
tions, two breast cups of predetermined size removably 
engageable with said section, said cut-out portions each 
being formed in a con?guration mateable with the lower 
peripheral edge of one of said breast cups, fastening 
means on each of said breast cups, which is a stitched, 
turned-over portion at the peripheral edge thereof that 
de?nes a peripherally extending pocket, a plurality of 
concentrically arranged fastening means'on said section 
including a turned-over portion extending inwardly from 
said cut-out portions stitched in spaced apart concentric 
lines to de?ne a plurality of peripherally extending 
pockets; and engaging means including a resilient mem 
ber removably insertable into said peripheral pocket on 
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said cup and one of said pockets on said section to inter 
connect said cups and section. > . 

‘2. The'garment as de?ned in claim '1 in which'said 
resilient‘ member in said‘ engaging means is 'folded iipon 
itself to form, two interconnected curved members one 
of which is insertable into said peripheral pocket of said 
cup and one of which is insertahle into one of said 
pockets on said section. ' ‘ 
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