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This invention relates to 1a distillation column and 
relates more particularly to a high vacuum distillation 
column having a small. pressure drop along the length of 
the column. , 

The separation or puri?cation of high-boiling, heat 
sensitive materials from a liquid mixture containing the 
same is frequent-1y carried out by subjecting the said liquid 
mixture to a high vacuum distillation. While it is pos 
sible in this way to achieve a good separation or puri?ca 
tion of the materials involved, a number of problems arise 
when, as is frequently the case, the pressure drop along 
the distillation column for each theoretical plate is rela 
tively high, particularly at high throughputs. Under 
these conditions, it is not possible in many cases to 
achieve the desired separation or puri?cation of the 
materials in a single column containing many theoretical 
plates since this would raise the pressure the base of 
the column excessively and require the temperature at 
said point to be increased to a level where damage to 
the heat-sensitive material occurs. This means that fre 
quently a single column or pass cannot be used to carry 
out the desired separation or puri?cation. Instead, a 
plurality of columns or passes must be used, increasing 
the cost of such operation. 

It is an important object of this invention to provide a 
distillation column which will be free from the foregoing 
and other disadvantages. 
A further object of this invention is to provide a high 

vacuum distillation column which will have a small pres 
sure drop per theoretical plate even at high throughputs. 

Other objects of this invention will be apparent from 
the following detailed description and claims. 
According to the present invention, there is provided 

a distillation column comprising a casing through which 
a stream of the liquid being distilled flows and in which 
there are positioned one or more foraminous members 
a portion of which dips into said liquid and is wetted 
thereby. Means are provided for rotating or otherwise 
moving said foraminous member so as to bring the en 
tire surface thereof into contact with the liquid. There 
are also provided in said column means for forcing the 
vapors of the liquid being distilled to pass repeatedly 
through that portion of the wet foraminous member that 
is not immersed in the liquid whereby an effective frac 
tionation of said vapors will occur. One such means for 
forcing the vapors through the foraminous members may 
comprise a plurality of ba?les, while another of such 
means of such means may comprise the foraminous mem 
bers themselves. For example, the foraminous mem 
bers may extend across the entire cross-sectional area of 
the column so that the vapors must pass therethrough as 
they travel from one end of the column to the other. 

Preferred embodiments of the apparatus of this inven~ 
tion are shown in the accompanying drawing wherein: 

Fig. 1 is a cross-sectional view of one form of distilla 
tion column, 

Fig. 2 is a cross-sectional View taken along the line 
2—2 in Fig. l in the direction of the arrows, 
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2. 
Fig. 3 is. a side elevation, partly in cross-section, of 

another» form of distillation column, and 
Fig. 4. is a- cross-sectional view taken along the line 

4'—-4 in Fig. 3 in the direction of the arrows. 
Referring, now to the drawing and speci?cally to Figs. 

1 and 2 thereof, the reference numeral 11 designates a 
cylindrical casing positioned horizontally and provided 
with end plates 12 and 13-. A rotatable shaft 14 driven 
by anyv suitable’ means (not shown) extends longitudinally 
of the casing 11» and is supported by bushings 15 and 16 
secured to the end plates 12 and 13, respectively. As 
shown most clearly in Fig. 2 ‘of the drawing, the shaft 14 
is positioned on a line/parallel to but spaced downwardly 
from the longitudinal axis of the casing 11. Located in 
ternally of the casing, 11- and secured to the inner wall 
thereof are a plurality of stationary baffles 17', each pro 
vided with a circular opening 18 concentric with the shaft 
14. A plurality of circular ba?l'es 19 are mounted on the 
shaft 14 in such a manner that there is a ba?ie 19 be 
tween each pair of‘ baffles 17.. In addition, there are end 
baf?es 19 positioned, outside. the end ba?les 17. The 
ba?es 19. act as a support for a. cylinder 21 of foraminous 
material, such as wire screening, perforated metal, or 
the like, encircling the same and substantially ?lling the 
openings 18. in the. baffles 17‘. One end of the casing 11 
is connected by means of a conduit 22 to a reboiler or 
other source ‘of vapors to be fractionated (not shown) 
while the other end of the casing 11 is connected by 
means of a conduit 23 to a condenser and vacuum line 
(not shown). 
During operation, re?ux is entered into the casing 11 

through the conduit 23 and flows to the conduit 22 along 
the bottom of said casing, over the baffles 17 wetting the 
lowermost portion of the cylinder 21. The shaft 14 is 
driven, rotating the cylinder 21 and thereby causing the 
entire surface of the said cylinder to be wetted. Because 
of the speci?c location of the cylinder 21 away from the 
center of the casing 11‘, only a limited amount of liquid 
need be present in the said casing to permit the foraminous 
material to be wetted. Vapors enter the casing 11 
through the conduit 22- and are forced by the arrange 
ment of‘ the ba?les 17' and 19 to flow into and out of the 
cylinder 21, repeatedly contacting the thin ?lm of liquid 
carried by the foraminous material of which said cylinder 
is constructed. In this way, there is obtained a highly 
e?icient fractionation of said vapors. Moreover, be 
cause of the relative freedom from obstructions in the 
path of the vapors, the pressure drop through the column 
is small even at throughputs. 
Anoher form of distillation column is shown in Figs. 

3 and 4 of the drawing wherein the reference numeral 
31 designates. a cylindrical casing inclined upwardly and 
provided at its lower end with an end plate 32%. At its 
upper end, the casing 31 leads into a condenser 33 which 
is connected by means of a conduit 34 to a vacuum 
line and from which condensed product may be with 
drawn by means of a conduit 35. A rotatable shaft 36, 
driven by any suitable means (not shown) extends lon 
gitudinally along the axis of the casing 31 and is sup 
ported by a bushing 37 secured to the end plate 32 and 
a bushing 38 secured to the condenser 33. Mounted on 
the shaft 36 are a plurality of discs 39 to the outer 
edges of which are, attached, frusto-conical members 41 
constructed of a foraminous. material such as Wire screen 
ing, perforated metal, or the like, which members 41 
extend almost in contact with the walls of the casing 31. 
Positioned beneath the. lowermost. portion of each of 
the .frusto-conical members 41 and almost in'contact 
therewith are trays 4,2 which are, shaped to. follow the 
contours of the said frusto-conical members.- The trays 
42 are so designed and‘ positioned that re?ux ?owing 
down the casing 31 will be caught by the said trays and 
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will then over?ow from one tray down to the next. 
The lower end of the casing 31 is connected by means 
of a conduit 43 to a reboiler or other source of vapors 
to be fractionated (not shown). _ 

During operation, re?ux enters the casing 31 from the 
condenser 33 and ?ows downwardly along the said cas 
ing ?lling the trays 42 and wetting the lowermost por 
tions of the frusto—conical members 41. The shaft 36 
is driven, rotating the frusto-conical members 41 and 
thereby causing the entire surface of the said members 
to be wetted. Vapors enter the casing 31 through the 
conduit 43 and flow through the frusto-conical mem 
bers 41 repeatedly contacting the thin ?lm of liquid car 
ried by the foraminous material of which said members 
are constructed. There is, accordingly, achieved a highly 
efficient fractionation of the said vapors. In addition, 
because of the relatively clear path through which the 
vapors travel, there is only a small pressure drop in 
the column even at high throughputs. 
The following example is given to illustrate this in 

vention further. 
Example 

A column is constructed as shown in Figs. 1 and 2 
of the drawing with a casing 11, three inches in diame 
ter and 24 inches long. Eleven stationary baffles 17 hav 
ing two-inch openings 18 cut therein are positioned at 
two inch spacings in the said cylinder. There are ?xed 
to the shaft 14 twelve baffles 19, each two inches in 
diameter and positioned at two-inch spacings, and a 
cylinder 21 of 20 mesh wire screening is mounted on 
the ba?les 19. The shaft 14 is rotated at 180 r.p.m. 
and the mixture methylethylpyridine-methylvinylpyridine 
is distilled through the column. With the pressure in 
the condenser at 5 mm. Hg and a throughput of 1.2 
pounds of vapor per hour, the column has 5.2 theoreti 
cal plates and a total pressure drop of 1.7 mm. Hg. 
When the throughput of vapors is increased to two 
pounds per hour, the number of theoretical plates in 
the column is 4.5 and the pressure drop through the 
column is 2.5 mm. Hg. 

It is to be understood that the foregoing detailed de 
scription is merely given by way of illustration and that 
many variations may be made therein without depart 
ing from the spirit of our invention. 
Having described our invention, what we desire to 

secure by Letters Patent is: 
1. A distillation column comprising a casing having 

a liquid inlet and a liquid outlet and through which 
casing a stream of the liquid being distilled flows away 
from said liquid inlet and towards said liquid outlet, a 
foraminous member positioned in said casing and hav 
ing a portion thereof immersed in said liquid to be 
wetted thereby, means for moving said foraminous mem 
ber to bring the entire surface thereof into contact with 
the liquid to be wetted thereby, by immersing succes 
sive porions of said foraminous member in said liquid 
during the course of its movement, means for causing 
vapors of the liquid being distilled to pass in a direc 
tion away from the liquid outlet and towards the liquid 
inlet and for causing substantially all of said vapors to 
pass through the thickness of that portion of the said 
foraminous member which is wetted by but not im 
mersed in the liquid and means for maintaining the com 
position of the portions of said liquid nearer to the liquid 
inlet higher in relatively volatile components and lower 
in relatively non-volatile components than the portions 
of said liquid nearer to said liquid outlet. 

2. A distillation column ‘according to claim l, where 
in said foraminous member extends in axial direction of 
said casing. 

3. A distillation column comprising a casing having 
a liquid inlet and a liquid outlet and through which 
casing a stream of the liquid being distilled ?ows away 
from said liquid inlet and towards said liquid outlet, a 
cylindrical member of foraminous material positioned 
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in said casing and having a portion of the foraminous 
material immersed in said liquid to be wetted thereby, 
means for rotating said cylindrical member to bring all 
of said foraminous material into contact with the liquid 
to be wetted thereby, a plurality of baffles for causing 
substantially ‘all the vapors of the liquid being distilled 
to pass in a direction away from said liquid outlet and 
towards said liquid inlet, passing repeatedly into and out 
of the cylinder through that portion of the said forami 
nous material which is not immersed in the liquid and 
means for maintaining the composition of the portions 
of said liquid nearer to the liquid inlet higher in rela 
tively volatile components and lower in relatively non 
Volatile components than the portions of said liquid 
nearer to said liquid outlet. 

4. A distillation column comprising a horizontally 
positioned cylindrical casing having a liquid inlet and a 
liquid outlet through which casing a stream of liquid 
?ows, a plurality of stationary baf?es positioned inter 
nally of said casing forming a plurality of liquid-holding 
compartments each open at the top thereof through 
which the liquid ?ows toward the liquid outlet whereby 
to maintain the composition of the portions of said liquid 
in compartments nearer to the liquid inlet higher in rela~ 
tively volatile components and lower in relatively non 
volatile components than the portions of said liquid in 
compartments nearer to said liquid outlet, a rotatable 
shaft extended longitudinally through said casing, said 
stationary ba?les having openings therein concentric of 
said shaft, a plurality of circular baffles secured to said 
shaft, and a foraminous material secured to said circular 
ba?ies to form a horizontally positioned cylindrical mem 
ber the lower portion of which is immersed in said liquid 
to be wetted thereby, the construction being such that 
when the shaft is driven to rotate said cylindrical mem 
ber all of said foraminous material will be immersed in 
said liquid to be wetted thereby, and the baf?es will 
cause substantially all the vapors of the liquid being 
distilled to pass repeatedly into and out of the cylinder 
through that portion of the foraminous material which 
is not immersed in liquid. 

5. A distillation column of a plurality of theoretical 
plates comprising a horizontally positioned cylindrical 
casing having a liquid inlet and a liquid outlet through 
which casing a stream of liquid ?ows, a plurality of 
stationary baffles positioned internally of said casing 
forming a plurality of liquid holding compartments each 
open at the top thereof through which the liquid flows 
toward the re?ux outlet whereby to maintain the com 
position of the portions of said liquid in compartments 
nearer to the liquid inlet higher in relatively volatile 
components and lower in relatively non-volatile com 
ponents than the portions of said liquid in compartments 
nearer to said liquid outlet, a rotatable shaft extending 
longitudinally through said casing parallel to the axis 
of said casing but displaced downwardly therefrom, said 
stationary ba?ies having openings therein concentric of 
said shaft, a plurality of circular baf?es secured to said 
shaft at positions between each pair of stationary ba?ies, 
and a foraminous material secured to said circular baffles 
to form a horizontally positioned cylindrical member 
almost ?lling the openings in said stationary baffles the 
lower portion of which is immersed in said liquid to be 
wetted thereby, the construction being such that when 
the shaft is driven to rotate said cylindrical member all 
of said foraminous material will be immersed in said 
liquid to be wetted thereby, and the baffles will cause 
substantially all the vapors of the liquid being distilled 
to pass repeatedly into and out of the cylinder through 
that portion of the foraminous material which is not 
immersed in liquid. 

6. A distillation column comprising a casing having 
a liquid inlet and a liquid outlet and through which 
casing a stream of the liquid being distilled ?ows away 
from said liquid inlet ‘and towards said liquid outlet, at 
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least one foraminous member extending substantially 
across the free cross-sectional area of said casing and 
having a portion thereof immersed in said liquid to be 
wetted thereby, means for rotating said foraminous mem 
ber to bring the entire surface of the foraminous mem 
ber into contact with the liquid to be wetted thereby, 
by immersing successive portions of said foraminous 
member in said liquid during the course of its rotation, 
the construction being such that substantially all the 
vapors of the liquid being distilled will pass through 
the thickness of that portion of the said foraminous mem 
ber which is wetted by but not immersed in the liquid. 

7. A distillation column comprising a casing having 
a liquid inlet and a liquid outlet through which casing 
a stream of the liquid being distilled ?ows away from 
said liquid inlet and towards said liquid outlet, a rotat 
able s‘haft extending longitudinally of said casing, a plu 
rality of frusto-conical members of foraminous material 
?xed to said shaft and extending across the free cross 
sectional area of said casing, and a plurality of trays 
one positioned beneath each of the frusto-conical mem 
bers to catch the liquid and bring the liquid into con 
tact with the foraminous material to wet the said mate 
rial, the construction being such that when the shaft is 
driven to rotate the frusto-conical members all of said 
foraminous material will be immersed in said liquid to 
be wetted thereby, and substantially all the vapors of 
the liquid being distilled will pass through those por 
tions of the wetted foraminous material which are not 
immersed in the liquid. 

8. A distillation column comprising a casing having 
a liquid inlet and a liquid outlet said casing being in 
clined upwardly at an angle and through which casing 
a stream of the liquid being distilled ?ows away from 
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said liquid inlet and towards said liquid outlet, a ro 
tatable shaft extending longitudinally along the axis of 
said casing, a plurality of frusto-conica‘l members of fo 
raminous material ?xed to said shaft and extending 
across the free cross-sectional area of said casing, and 
a plurality of trays shape-d to ‘follow the contours of the 
frusto-conical members one positioned beneath the lower 
most portion each of the frusto-conical members to catch 
the liquid and bring the liquid into contact with the 
foraminous material to wet the said material, the con 
struction being such that when the shaft is driven to 
rotate the frusto-co-nical members all of said forami 
nous material will be immersed in said liquid to be 
wetted thereby, and substantially all the vapors of the 
liquid being distilled will pass through those portions of 
the wetted foraminous material which are not immersed 
in the liquid. 
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