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1 Claim. (Cl. 126-—314) 

This invention relates generally to devices for prevent 
ing heated stove pipes from setting ?re to the material 
through which a stove pipe opening is made, and in 
particular, to an attachment for tents which may be 
applied in such manner as to surround the stove pipe 
opening therein, and serve as a protector for the tent. 
An object of the invention is to provide an attachment 

for a tent which when applied thereto in such manner 
as to surround a stove pipe opening therein prevents the 
tent from becoming damaged when the stove pipe is in 
a heated condition. 

Another object of this invention is the provision of a 
metallic body comprising a plurality of sections hingedly 
connected to form an annular ring, or plate having a 
central circular opening adapted to accommodate a stove 
pipe, said ring adapted to be secured to a tent in such 
manner as to surround a stove pipe opening therein. 
A further object of the invention is the provision of a 

sectional stove pipe ring for attachment to a tent in 
which a plurality of attaching members are pivotally 
secured to the underside of said ring in such manner that 
the ring is retained on the tent leaving a clearance from 
the inner periphery of the tent stove pipe opening to 
prevent the tent from contact with a heated stove pipe. 
A still further object of this invention is to provide a 

stove pipe ring which can be quickly and readily applied 
to a canvas or other tent without damaging the fabric of 
the latter, and one which is of comparatively simple and 
inexpensive construction, and designed to form a sub 
stantial supporting frame for a stove pipe, or the like, 
and which may be folded into a small size to conserve 
space for packing when not in use. 
The foregoing and other objects and advantages of the 

invention will appear more fully hereinafter from a con 
sideration of the detailed description which follows taken 
together with the accompanying drawings as illustrated 
by way of example in which: 

Figure 1 is a plan view of the stovepipe protector, 
Figure 2 is ‘a sectional view of the protector applied 

to an opening in the wall of a tent with a Stovepipe ex 
tending therethrough, and 

Figure 3 is a perspective view of the protector in its 
folded position. 

Similar reference numerals designate corresponding 
parts in all the ?gures of the drawings. 

Referring now to the ?gures of the drawings, the 
numeral 1 designates a portion of a tent or similar canvas 
construction having a stove pipe, or ventilation hole 2 
formed therein. 

In order to prevent damage to the canvas from a heated 
stove pipe 3, an annular ring or plate 4 is provided being 
formed in sections, said sections being hingedly connected 
as at 5. The ring is assembled by connecting sections 
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6 and 7 with a hinge pin 8. The sections are tapered 
inwardly from the outer periphery of said ring, the inner 
portion of said sections being formed with a concave are 
so shaped that a central circular hole 9 is formed in the 
ring when assembled to accommodate the stove pipe 3. 
In order to ensure the stove pipe from coming into con 
tact ‘with the tent a plurality of members 10 are pivotally 
attached to the underside of the ring by the pivot pins 
11 in spaced relation thereto, in such manner that the 
ring may be assembled centrally over the stove pipe hole 
in the tent and retained securely in position. A short 
length of chain 12 is attached to each member 10 for 
ease in assembling the ring, and if desired the chains 
may be connected by hooks to form a continuous chain 
to retain the members 10 in position. The safety ring is 
preferably formed of aluminum, or galvanized metal to 
prevent rust, but it may be made from other conven 
tional materials as available. It is also preferable to 
provide a securing member 10 for each ring section, but 
for economy one may be provided for every other sec 
tion. To assemble the ring over the stove pipe hole in 
the tent it is ?rst unfolded from the position shown in 
Figure 3, and assembled by connecting sections 6 and 7 
by means of the hinge pin 8, the members 10 are then 
pivoted toward the center of the ring, and the ring is 
then placed over the stove pipe hole 2 in the tent, and 
the members 10 are then pivoted back enclosing a por 
tion of the tent between the said members and the ring 
in such manner that the stove pipe is prevented from 
coming in contact with the canvas. 

Without further detailed description it will be seen 
that I have provided a stove pipe protector which occupies 
very small space when packed, is durable and weather 
proof in construction, and efficient in use. 

Other changes and modi?cations in the form and rela 
tive parts which will be apparent to those skilled in the 
art may be made without departing from the spirit and 
scope of the invention as set forth in the appended claim. 
The embodiments of the invention in which an exclu 

sive property or privilege is claimed are de?ned as fol 
lows. 

I claim: 
An attachment for a tent comprising a circular disk 

having a central opening adapted for alinement with a 
pipe opening in a wall of a tent, said disk being dis 
posable in contact with one face of a tent wall and hav 
ing each half divided radially into a plurality of sectors, 
hinge pins connecting the adjoining radial edges of said 
sectors, with one of said pins being removable to permit 
folding of said sectors circumferentially of said disk, 
?at plates having one end pivotally connected to one 
face of said sectors adjacent the opening of said disk, and 
means for swinging said plates in a plane parallel to 
the plane of said sectors into and out-o-f-engagement 
with the opposite face of a tent wall. 
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