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5 Claims. (Cl. 281-15) 

This invention is particularly concerned with improve 
ments in a holder for supporting on a desk or similar 
surface in convenient position for use a note pad, order 
book or any other group of sheets which are bound or 
otherwise joined along a common edge to a relatively 
stiff backing member. 

It is a general object of the invention to provide a pad 
of note paper or the like and a holder therefor which 
is ‘adapted‘to support the pad on a desk or other surface 
in a position to enable convenient and easy writing there 
on ‘and to hold the pad against displacement during use 
while permitting removal of one or more pages or sheets, 
as desired. 

It is a more speci?c object of the invention to provide 
a holder for a note pad or other group of sheets which 
are connected along a common edge to a backing mem 
ber wherein the holder is provided with a pocket having 
an opening on its upper ‘surface for receiving the back 
ing member on the pad to frictionally hold the pad 
against displacement relative to the holder when it is 
Written upon or sheets are torn therefrom. 

It is a further object of the invention to provide a note 
pad which is characterized by a group of sheets bound 
along one edge to a relatively stiif backing board, and 
a holder therefor wherein the holder comprises a base 
member and a top cover member having a generally rec 
tangular slot therein which opens into a pocket for re 
‘ceiving the backing board of the pad and wherein the 
pad is provided with a ?ller strip of substantially the 
same thickness as the cover member which is arranged 
along the edge of the backing board to which the group 
of sheets is connected so that when the backing board 
is passed through the slot and into the pocket in the 
‘holder the ?ller strip will be :seated in the ‘slot and pre 
vent shifting of the pad while at the same time the sur 
face of the ?ller strip will be flush with the surface of 
the ‘cover adjoining‘the slotthereby providing ‘a smooth 
supporting surface for writingon the bottom sheets in 
the pad as the pad is used and the top?heets are removed 
therefrom. 

vIt is another object of the invention to provide a note 
pad and holder therefor wherein the holderis provided 
with ‘a top cover member having a rectangular aperture 
through which the backing member on the pad may be 
passed and wherein the pad has a rectangular ?ller strip 
,of slightly smaller, dimensions than theaperture which 
‘is located on the inner surface of the backing board so 
,that when the backing board is ‘passed through the slot 
the ‘?ller strip will‘be seated in the aperture with its up 
permost surface ?ush with the adjoining portions of the 
cover member whereby to prevent displacement of the 
‘pad on the holder and to provide a smooth backing sur 
face for writing on the last ‘sheets of the pad when the 
top sheets are removed therefrom. ‘ 

‘It is still auothercbject of the invention to provide a 
notepad holder having a base plate and ‘a top cover 
‘member which ,isharranged thereon ‘to provide ,a pocket 
for the backing member of the. notepad and which is 
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provided with a generally rectangular slot through which 
the backing member is inserted into the pocket and a 
locking slide mounted adjacent the slot with one end 
adapted to project into the slot for locking engagement 
with the edge of the pad and with a handle forming 
?ange on the other end which projects beyond the edge 
of the holder and which permits the locking slide to be 
moved to engage its inner end with the edge of the pad 
and hold the same in position in the slot. 

These and other objects and advantages of the inven 
tion will be apparent from a consideration of the note 
pad and holder therefor which are shown by way of 
illustration in the accompanying drawings, wherein: 

Figure l is a perspective view of a note pad and a 
holder therefor which embody therein the principal fea 
tures of the invention; 

Figure 2 is a cross section, on an enlarged scale, taken 
on the line 2—-2 of Figure 1; 

Figure 3 is a plan view of the uppermost surface of 
the holder with the note pad removed therefrom; and 

Figure 4 is a perspective view of the, note pad. 
Referring to the drawings, there is illustrated a note 

pad 10 and a holder 11 therefor which have incorporated 
therein structural features adapting the same for use to 
gether on a desk or other supporting surface where the 
note pad 10 is conveniently positioned for writing thereon 
or for removing one or more of the uppermost pages or 
sheets thereof. While the pad holder 11 is shown in the 
drawings with the note pad 10 supported ‘thereon, it will 
be understood that the holder 11 is adapted to be used 
with order pads, sales books or any group of sheets that 
are bound or otherwise joined together along a common 
edge to a suitable backing member. > 
The pad holder 11 comprises a generally rectangular 

base plate 12 which is preferably formed of a relatively 
heavy metal and which is mounted in a rectangular 
opening 13 provided in a frame-like member 14, the lat 
ter being preferably formed of chipboard or similar 
material and the opening 13 therein being of a size sul? 
cient to snugly receive the base plate 12. The depth or 
thickness of the frame member 14 exceeds the corre 
sponding dimension of the base plate 12 by a predeter~ 
mined amount which will be hereinafter referred to in 
connection with the description of the note pad 10. The 
base plate 12 and the frame member 14 in which it is 
mounted are enclosed in a covering material which pref 
erably comprises a top sheet of leather, simulated leather, 
cloth or similar material 15 which is arranged with its 
margins folded down over the peripheral edges of the 
frame member 14 and turned inwardly into overlapping 
relation with the margins of a bottom sheet 16. Pref 
erably, a line of stitching, which is indicated at 17, is 
employed to secure the sheets 15 and 16 to the frame 
member 14 with the stitching 17 being spaced inwardly 
of the outer edges of the frame member 14 to form a 
decorative border around the entire holder. The top 
surface forming portion 18 of the cover sheet 15 is pro 
vided with an elongate rectangular aperture or slot 19 
of substantial width and-extending a substantial portion 
of the distance across the. pad holder. The‘slot 19 pro 
vides an opening into a pocket 20 which is formed be 
tween the uppermost surface of the plate 12 and the 
cover member 15 due to the difference in the thickness 
of the base plate 12 and the surrounding frame member 
14. The pocket 20 is adapted to receive a portion of 
the pad 10 when the latter is positioned. for use on the 
holder 11. 
The note pad 10- comprises a bottom or‘ outer base 

sheet 21 of relatively stiff material such as cardboard or 
the like, and an inner base member 22 which may be of 
‘the sameor similar material together with a group of 
sheets 23 of paper or like'?exible sheet material in stacked 
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relation and positioned on the backing members 21 and 
22 with the sheets and the backing members connected 
or joined together along one side edge 24 of the pad by 
a ?lm of adhesive or an edge strip so that the stack of 
sheets 23 is normally retained in ?at position on the 
backing members 21 and 22 with the sheets adapted to 
be removed one or more at a time from the top of the 
pad by pulling the same loose from the connecting adhe 
sive ?lm along the edge 24. The innermost backing 
sheet or member 22 of the pad 10 is provided with a 
perforated or weakened separating line 25 which extends 
in parallel spaced relation inwardly of the edge 24 on 
which the glue ?lm is applied and divides the member 22 
into a relatively narrow inner strip 26 and a somewhat 
wider outer strip 27. The strip 27 is adapted to be 
separated from the strip 26 by tearing along the line 25, 
after which it is discarded, leaving the pad 10 with the 
relatively narrow strip 26v interposed between the outer 
backing member 21 and the sheets 23. 
The strip 26 is the same shape and somewhat smaller 

in dimensions than the corresponding dimensions of the 
rectangular aperture or slot 19 in the pad holder 11 and 
the length of the backing member 21 is no greater than 
the corresponding dimension of the aperture 19 so that 
when the strip 27 has been removed from the pad the 
backing member 21 may be passed through the aperture 
19 into the pocket 20 between the base plate 12 and the 
cover member 15 to position the pad with the inner strip 
26 in the aperture 19. The backing member 21 has a 
thickness corresponding approximately to the difference 
in thickness between the base plate 12 and the frame 
member 14 and the strip 26 has substantially the same 
thickness as the material in the cover sheet 15 so that the 
uppermost surface of the strip 26 is flush with the top 
surface of the surrounding top portion 18 of the cover 
sheet 15 thereby providing a smooth uniform supporting 
surface for the bottom sheets in the pad whereby such 
sheets may be conveniently written upon. The provision 
on the pad 10 of the backing member 21 and the inner 
strip member 26 and the provision on the holder 11 of 
the aperture 19 in the top cover portion 18 and the pocket 
20 between the cover member 15 and the base plate 12 
permits the pad 10 to be readily attached to the holder 
11 and removed therefrom and insures that the pad is 
restrained against lateral shifting movement when it is 
properly positioned on the holder. 

In order to insure that the pad 10 will not be pulled 
out of position when a sheet is removed, the holder 11 
is provided with a locking arrangement for the pad which 
comprises an L-shaped locking slide 30 which is re 
ceived in a guideway forming recess 31 provided in the 
frame member 14 at the top edge of the pad holder. The 
locking slide 30 is arranged with a horizontal body por 
tion 32 in the guideway 31 which has an elongate aper 
ture 33 for receiving a rivet 34 extending through the 
frame member 14 and the cover members 15 and 16 
‘and limiting the movement of the locking member 30. 
The inner end 35 of the body portion 32 is pointed or 
beveled in the form of a knife edge and adapted to pene 
trate the edge 24 of the pad 10 when pressure is applied 
inwardly upon the ?ange 36 at the other end of the body 
portion 32. The locking slide 30 may, of course, be 
withdrawn so that the inner end 35 does not interfere 
with the positioning and removal of the pad 10 on the 
holder, as indicated‘in Figure 2. 
An alternative arrangement may be employed for re 

taining the pad 10 in position on the holder with the 
outer backing sheet 21 seated in the pocket 20 which 
comprises placing one or more spots of pressure sensitive 
adhesive on, the inner face of the backing sheet 21 so 
that when the pad is properly positioned on the holder 
with the- backing sheet 21 seated in the pocket 20 and 
‘pressure is applied to the top surface of the pad, the 
backing sheet 21 will be adhesively' secured to the inner 

‘a 
face of the top cover sheet 15. The adhesive employed 

' is, of course, the non-setting type which permits the back; 
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ing sheet 21 to be released from the cover member for 
removal from the holder by pulling on the exposed end 
of the backing sheet 21. Also the plate 12 may have 
a coating or covering on its upper surface of resilient ma 
terial, such as sponge rubber, to assist in holding the 
backing member 21 in the pocket 20. 
The pad 10 may, of course, be used without attaching 

the same to the holder 11 in which event, the portion 27 
of the inner backing sheet need not be removed. The 
portion 27 of the inner backing sheet 22 may, of course, 
be easily detached from the portion 26 at any time by 
bending back the group of sheets 23 and breaking the 
sheet 22 along the separating line 25, as indicated in 
Figure 4. 

While particular materials and speci?c details of con 
struction have been referred to in describing the form 
of the pad and holder which is illustrated in the draw 
ings, it will be understood that other materials and dif 
ferent details of construction may be resorted to within 
the spirit of the invention. 

I claim: 
1. A note pad holder comprising a relatively ?at base 

member having a top cover member of relatively stiff 
material, said cover member having an elongate general 
ly rectangular slot of substantial width communicating 
with a pocket formed between the adjacent surfaces of 
the base member and the top cover member, and a note 
pad on said holder, said note pad comprising a group of 
relatively thin ?exible note sheets bound along one edge 
to the one edge of a two ply cardboard backing member, 
the inner ply of said backing member being substantial~v 
ly the same size and shape as said slot and being of a 
thickness corresponding to the thickness of the material 
forming the cover member which adjoins the slot there 
in, the outer ply of said backing member being substan 
tially the same size as said sheets so that it extends 
through said slot and is frictionally held in the pocket 
formed between the base member and said cover mem 
ber with said inner ply seated in said slot whereby the 
bottom sheet of said note pad rests on a flat surface, said 
note pad being held against movement on the holder by 
abutting engagement of the edges of said inner ply and 
the edges of the cover member which bound the slot 
therein, and a locking element slidably mounted on said 
holder adjacent the slot in the top cover member which 
locking element is arranged with one end adapted to be 
moved into the slot for locking engagement with the 
lower portion of the note pad. 

2. A holder for a note pad comprising a relatively 
?at base member and a cover member of relatively sti? 
material having substantial thickness, said cover mem 
ber having a generally rectangular aperture of substan 
tial width and depth, and a note pad having one dimen 
sion somewhat less than the length of the aperture and 
the other dimension greater than the width of said aper 
ture, said pad having inner and outer bottom backing 
members, the inner one of said backing members being 
approximately the same size and shape as said aperture, 
and being seated in said aperture, and the outer one of > 
said backing members extending through said aperture 
and beneath a portion of said cover member so as to be 
held in frictional engagement between the base member 
and said cover member, said inner backing member hav 
ing a thickness substantially equal to the thickness of the 
material of the cover member adjoining said aperture 
so that when it is seated in said aperture its edges engage 
with the edges of the 'cover member which de?ne said 
aperture and its upper surface is substantially ?ush with 
the surface of the material in the cover member sur 
rounding said aperture whereby the bottom sheet of said 
note pad rests on a smooth supporting surface and 
said note pad is held‘ against movement on' said holder 
when a sheet is torn o?i. ' ‘- >~ 
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‘3. A note pad which is characterized by a group of 
sheets bound along one edge to a backing member of 
substantially the same size as said sheets and a holder 
for said pad, said holder comprising a base member of 
substantial weight and having a relatively ?at upper sur 
face, a top cover of relatively thick and relatively stiff 
leather secured over said base member, said cover having 
'an elongate generally rectangular slot of substantial 
length and width which provides an opening into a pocket 
of greater width formed between the base member and 
the cover, said note pad having an elongate strip on the 
inner face of said backing member which has substan 
tially the same dimensions and shape as said slot and 
which has a thickness corresponding substantially to the 
thickness of the leather cover, said pad being positioned 
with said backing member extending through said slot 
and into said pocket so as to be frictionally held in the 
pocket between the base member and the cover, and said 
strip being seated in said slot so that it is in the plane 
of the leather cover and its edges engage with the edges 
of the leather cover around the slot whereby the pad 
is held against shifting relative to said holder and the 
bottom one of said sheets is supported on the substan 
tially smooth surface which is provided by the upper 
surface of the cover and the upper surface of said strip. 

4. A note pad holder comprising a relatively ?at base 
member having a top cover member of relatively thick 
and relatively stiff material, said cover member having an 
elongate generally rectangular opening cut therein which 
is of substantial length in one direction of the holder and 
of substantial width in the direction normal to the length 
thereof, said opening communicating with a pocket 
formed in the space provided between the adjacent sur 
faces of the base member and the top cover member 
which pocket has a greater dimension than the opening 
in the direction normal to the length of said opening, and 
a note pad on said holder, said note pad comprising a 
group of relatively thin ?exible note sheets bound along 
one edge to the one edge of a two ply cardboard backing 
member, said pad being arranged with the bound edge 
of the pad extending along the outer lengthwise edge of 
said opening, the inner ply of said backing member be 
ing substantially the same size and shape as said open 
ing and being of a thickness corresponding to the thick. 
ness of the material forming the cover member in which 
the opening is cut, the outer ply of said backing member 
being substantially the same size as said sheets and hav 
ing a substantially greater dimension than the inner ply 
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in the direction normal to the bound edge of the pad, 
said outer ply being positioned so that it extends through 
said opening and is frictionally held in the pocket formed 
between the base member and said cover member with 
said inner ply seated in said opening whereby the bottom 
sheet of said note pad rests on a ?at surface, and said 
note pad is held against movement on the holder by 
abutting engagement of the edges of said inner ply and 
the edges of the cover member which bound the opening 
therein. 

5. A holder for a note pad comprising a relatively 
?at rectangular base member and a cover member of 
relatively thick and stiff material, said base having a 
shallow recess in its uppermost face forming a pocket 
beneath substantial portions of said cover member, said 
cover member having a generally rectangular opening 
extending across the holder along the top forming edge 
thereof, said opening connecting with the upper portion 
of said pocket and forming an entrance thereto, and a 
note pad having inner and outer bottom backing mem 
bars, the inner one of said backing members being ap 
proximately the same size and shape as the opening in 
said ‘cover member and being seated in said opening, 
and the outer one of said backing members extending 
through said opening and beneath a portion of said cover 
member so as to be held in frictional engagement in 
the pocket between the base member and said cover mem 
ber, said inner backing member having a thickness sub 
stantially equal to the thickness of the material of the 
cover member adjoining said opening and being posi 
tioned in said opening in the same plane as said cover 
member so that its upper surface is substantially ?ush 
with the top surface of the cover member surrounding 
said opening whereby the bottom sheet of said note pad 
rests on a smooth supporting surface and said note pad 
is held against movement on said holder by abutting en 
gagement of the edge surfaces of the inner one of said 
backing members with the edge surfaces of the cover 
member around said opening. 
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